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INTRODUCTION 

The only authorized IBM agency in the 
United States for the distribution of 
programs to IBM users is the DP Program 
Information Department, 40 Saw Mill River 
Road, Hawthorne, New York 10532. 

PROGRAMS AVAILABLE FROM PID 

IBM makes available a wide variety of 
programs for IBM systems. This catalog 
contains a list of available programs 
categorized as Type I, II, III, IV and 
Prior Use Programs . 

TYPE I AND II PROGRAMS 

Type I and II programs are programs which 
have been subjected to formal testing. 
All Type I and II programs have been 
assigned a Service Classification. For 
information concerning Service 
Classifications , contact your IBM Branch 
Office. Most Type I and all Type II 
programs were available for delivery from 
the Program Information Department prior 
to June 23, 1969. 

TYPE III AND IV PROGRAMS 

Type III programs have been submitted by 
one or more IBM employees . They are 
programs of general interest submitted 
for unrestricted distribution. They have 
met a basic set of programming and 
documentation standards but are not proaram 
tested in any formal fashion by the IBM 
Corporation. The user is expected to make 
the final evaluation as to the usefulness 
in his own environment. These programs 
were available for delivery from the Program 
Information department prior to June 23, 
1969. 

IBM MAKES NO WARRANTY, EXPRESS OR IMPLIED, 
INCLUDING, BUT NOT LIMITED TO, THE IMPLIED 
WARRANTIES OR MERCHANTABILITY AND FITNESS 
FOR A PARTICULAR PURPOSE AS TO THE 
DOCUMENTATION, FUNCTION OR PERFORMANCE 
OF THESE PROGRAMS. 

Systems Engineering Service (charge basis) 
is available from your IBM Branch Office 
to assist you with the installation, 
modification or any technical assistance 
required for use of this program. 

Type IV programs are those contributed 
for unrestricted distribution by one or 
more authors of which at least one is an 
employee of an IBM customer. They are 
made available by IBM essentially in the 
author's original form, but conform to 
published Type IV standards. IBM exercises 
no control over the technical content of 
the documentation but merely assures that 
the quality of reproduction is 
satisfactory. Type IV programs have not 



been tested by IBM. The user is expected 
to make the final evaluation as to their 
usefulness in his own environment. 

IBM MAKES NO WARRANTY, EXPRESS OR IMPLIED, 
INCLUDING, BUT NOT LIMITED TO, THE IMPLIED 
WARRANTIES OF MERCHANTABILITY AND FITNESS 
FOR A PARTICULAR PURPOSE AS TO THE 
DOCUMENTATION, FUNCTION OR PERFORMANCE 
OF THESE PROGRAMS. 

TYPE III PROGRAMS WITH 
SERVICE A CLASSIFICATION 

Type III programs which were given Service 
A Classification, perform functions which 
may be fundamental to the operation and 
maintenance of the user's system. These 
programs have not been subjected to formal 
test by IBM. 

Until reclassified, IBM will provide for 
these Type III programs with the following: 
(a) Central Programming Service including 
design error correction and automatic 
distribution of corrections; (b) Field 
Engineering Programming Service including 
design error verification, Authorized 
Programming Analysis Report (APAR) 
documentation and submission, and 
application of Program Temporary Fixes 
or development of an emergency by-pass 
when required. 

IBM does not guarantee service results 
or represent or warrant that all errors 
will be corrected. The user is expected 
to make the final evaluation as to the 
usefulness of these programs in his own 
envi ronment . 

THE FOREGOING IS IN LIEU OF ALL WARRANTIES, 
EXPRESS OR IMPLIED, INCLUDING, BUT NOT 
LIMITED TO, THE IMPLIED WARRANTIES OF 
MERCHANTABILITY AND FITNESS FOR A PARTICULAR 
PURPOSE . 

PRIOR USE PROGRAMS 

There are a limited number of programs 
that were developed prior to June 23, 196 9 
which were in the possession of and were 
being used by customers without restriction, 
but were not included in the Type III or 
IV libraries . These programs have been 
designated Prior Use Programs and are being 
made available through the Program 
Information Department (PID) . 

Prior Use Programs have not been developed 
or tested in any formal fashion by the 
IBM Corporation, and, therefore, are 
available only on an "as is" basis without 
charge. It is the customer's responsibility 
to make the final evaluation as to the 
usefulness of the program in his own data 
processing and business environment. 

IBM MAKES NO WARRANTIES, EXPRESS OR IMPLIED, 
INCLUDING, BUT NOT LIMITED TO, THE IMPLIED 
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WARRANTIES OF MERCHANTABILITY AMD FITNESS 
FOR A PARTICULAR PURPOSE AS TO THE 
DOCUMENTATION, FUNCTION OR PERFORMANCE 
OF THESE PROGRAMS. 

Prior use programs are classified as 
follows: 

360K - System/360 Model 20 

360L - System/360 Models 25 and Above 

1131 - 1130 Computing System 

1801 - 1800 Data Acquisition and Control 

Sys tem 
140 2 - 1401 Data Processing System 



IBM CATALOGS OF PROGRAMS 

Abstracts and ordering instructions for 
all programs available from PID are found 
in the IBM Catalogs of Programs and their 
Supplements, published periodically by 
PID. These Catalogs are available from 
the Mechanicsburg Distribution Center as 
follows: 





CATALOG 


SUPPLEMENT 


SYSTEM 


FORM 
NUMBER 


FORM 
NUMBER 


1240/1401/1420 
1440/1450/1460 


GC20-1601 


GN20-0013 



700 Series, 1410, 
7000 Series 

1620/1710 



GC20-1602 GN20-0014 
GC20-1603 GN20-0015 



PID SHIPPING METHOD'S 

PID uses three methods to ship program 
packages, depending on destination, weight 
and urgency. This information may be 
worthwhile to users who send magnetic 
volumes to PID. 

1. United Parcel Service (air and 
land) is used whenever possible. 

2. U.S. Mail is used for 
destinations beyond United Parcel 
territories. Fourth Class 
Special Delivery is the level of 
service chosen because it 
provides service comparable to 
First Class (4 days maximum to 
any location in the continental 
United States) at a much lower 
rate. Special Handling Service 
it should be noted, is not the 
same as Special Delivery 
Service, and is not as fast. 

PID insures Fourth Class 

Special Delivery shipments 

to provide a means for tracing 

shipments. A signature at 

the destination is a requirement 

for insured packages. 

3. Air Freight service is used for 
expedited shipments. To 
metropolitan centers, overnight 
delivery can usually be expected. 
Two day delivery to locations 
more than 50 miles from a major 
airport is normal. 

COMPLETION OF THE IBM PROGRAM ORDER FORM 



System/360 Models 25 GC20-1619 GN20-0030 
and above. 



1130/1800 
Model 20 



GC20-1630 GN20-0031 
GC20-1691 GN20-1852 



PID ORDER PROCESSING TURN-AROUND TIMES 

The normal elapsed time which can be 
anticipated from the time the program order 
is shipped to PID till the time the order 
is received may be calculated from the 
following table: 



ACTION 



TIME IN DAYS 



Order sent to PID Average - 4 calendar days 

in transit 

Order processed Maximum - 8 working days 
at PID at PID 

Order sent from Maximum - 4 calendar days 
PID in transit 

Thus , a three-week cycle should be planned 
for when ordering programs from PID. 



INTRODUCTION 

The IBM Program Order Form (120-1957) is 
to be employed for all orders submitted 
to PID for Type I, II, III, IV and Prior 
Use programs and for communications with 
PID relative to the establishment, 
modification and deletion of PID user 
profiles . This is the ONLY form to be 
used for these purposes. 

The IBM Program Order Form is a 3-copy 
form. Copy 3 is retained by the user. 
Copies 1 and 2 should be forwarded to the 
IBM Branch Office. After completing Section 
5 (see below) , the Branch should forward 
Copy 1 to PID and retain Copy 2 for 
reference purposes. 

THE IBM PROGRAM ORDER FORM CONTAINS 5 
SECTIONS: 

- Section 1 , Program Package 

Identification, is used to 
describe the program 
material required. 

- Section 2, Customer and Order 

Identification, MUST ALWAYS 
BE COMPLETED. 

- Section 3, User Volume Information, is 

completed when the order 
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requires the submission of 
user volumes . 

- Section 4, User Registration, is 

completed to register a new 
PID user, or to modify or 
delete a user registration. 

- Section 5, For IBM Use, MUST ALWAYS BE 

COMPLETED by an IBM 

repres entati ve . 
Instructions for the completion of each 
section are given below. Refer to the 
sample form (FigureD presented at the 
end of this discussion. 

SECTION 1 PROGRAM PACKAGE IDENTIFICATION 

This section is used to describe the proaram 
packages being ordered. The instructions 
which follow, apply to ordering all programs 
described in this catalog. 

A program is packaged and distributed under 
one proqram number (e.g., 7090-PR-130, 
1410-PR-155, 1620-01.6.145, 1440-UT-041, 
etc.) and is fully specified by entries 
in Columns 1-24 ON ONE LINE of Section 
1. A total of. 25 ordering lines have been 
provided on the order form. If more than 
25 lines are required, the order may be 
continued on a second form and then a 
third, etc. 



COLUMN I 



BASIC OR OPTIONAL MATERIAL 



The requester specifies, in Column 1, 
whether the basic or optional program 
package is required. If both the basic 
and the optional program packages are 
required, they must be described separately, 
on separate lines of the form. The contents 
of these program packages are described 
in the abstracts in this manual. 

ENTER B or 

COLUMN 2 MACHINE READABLE 

The requester specifies, in Column 2, 
whether or not he wishes the machine 
readable portion of the program package. 

ENTER Y or N 

COLUMN 3 DOCUMENTATION 

The requester specifies, in Column 3, 
whether or not he wishes the documentation 
portion of the program package. PID will 
send one copy of the basic documentation 
associated with each Type I and II program 
ordered, if the documentation is requested. 
Requests for ONLY the documentation for 
Type I and II programs , when the machine 
readable material is not ordered, should 
be sent to the Mechanicsburg Distribution 
Center, by the IBM Branch Office (use 
Publication Requisition #MO2-0618-4) . 
Also, requests for multiple copies of 
documentation for Type I and II programs 



should be requested through the IBM Branch 
Office. 

PID will honor "documentation only" requests 
for Type III and IV programs and also 
requests for multiple copies for Type III 
and IV program documentation, up to 3 
copies. If more than 3 copies are required, 
the user may reproduce copies locally 
(provided this material is not copyrighted) . 

ENTER or 1 for Type I and II 

Programs 
ENTER 0, 1, 2 or 3 for Type III and 

IV Programs 

COLUMNS 4-13 PROGRAM NUMBER 

The exact Program Number, as specified 
in the ordering information portion of 
the Catalog of Programs abstract should 
be entered in this field. 

ENTER the Program Number (e.g., 
7040SI141) in columns 4-12 
or columns 4-13, as the 
length requires. Omit all 
special characters such as 
decimal points or hyphens. 



COLUMNS 15-20 



PROGRAM NUMBER EXTENSION 



The Program Number Extension is used in 
conjunction with the Program Number to 
completely and uniquely identify orderable 
Types I, II, III, IV and Prior Use Programs 
Program number extensions pertinent to 
a given program number are described in 
the ordering information portion of the 
Catalog of Programs abstract for that 
program. Whenever a program number requires 
a program number extension, IT MUST BE 
ENTERED in Columns 15-20. 

ENTER as specified in the Catalog 
of Programs abstract (left 
justify) . 

COLUMN 14 ACTION CODE (TYPE I AND II 

BASIC PROGRAM PACKAGES ONLY) 

Column 14 provides the user with the means 
to maintain his PID profiles for Type I 
and II programs in order to make most 
effective use of the Program Update Service. 
There are 2 specific actions requiring 
an entry in Column 14. COLUMN 14 SHOULD 
BE LEFT BLANK IN ALL OTHER CASES. These 
two actions are: 

1. ORDER AN ANNOUNCED MAINTENANCE PACKAGE 

Users of record receive announcements of 
the availability of orderable maintenance 
packages for programs automatically from 
PID. 

Users wishing to order an announced 
orderable maintenance package may do so 
as follows : 



ENTER M in Column 14 



2316 



2316 Disk Cartridge. 



57 



The program number and any applicable 
program number extension which is identified 
in the announcement material must be entered 
in Columns 4-13 and 15-20 respectively. 
The remainder of Columns 1-24 must also 
be completed as applicable. 



2. 



DELETE A TYPE I OR II PROGRAM FROM THE 
USER PROFILE 



Through the Program Update Service, PID 
makes extensive distributions of machine 
readable material and documentation to 
all users of record of all Type I and II 
basic programs. It is essential that the 
PID profiles be kept up to date to 
facilitate the distribution of this material 
to active users as well as to avoid the 
distribution of this material to 
installations no longer using previously 
ordered Type I and II programs . 

A Type I or II program previously ordered, 
which is no longer being used, may be 
deleted from the PID profile as follows: 

ENTER D in Column 14 

The program number and any applicable 
program number extension must be entered 
in Columns 4-13 and Columns 15-20 
respectively. No other entries in columns 
1-24 are required. 



COLUMNS 21-22 



DISTRIBUTION MEDIUM CODE 
(See Table Below) 



The media on which each Type I, II, III, 
IV and Prior Use program is available from 
PID and the codes to be used, in Columns 
21-22, to specify the desired media are 
identified in the Catalog of Programs 
abstract for each program. 

ENTER the selected medium code. 

MEDIUM CODE TABLE 

TYPE DESCRIPTION CODE 

DTR* Medium defined by PID 

user profile 00 

PT 8 channel paper tape. 05 
CARDS 80 column punched cards. 15 
7/556 Magnetic tape recorded 22 

at 7 track, 556 cpi. 
7/800 Magnetic tape recorded 24 

at 7 track, 800 cpi. 
7DC/800 Magnetic tape recorded 26 

at 7 track, 800 bpi. 

Data convert feature 

required. 
9/800 Magnetic tape recorded 28 

at 9 track, 800 bpi. 
9/1600 Magnetic tape recorded 29 

at 9 track, 1600 bpi. 
1316 1316 Disk Pack. 52 

2316 2316 Disk Cartridge 57 
2315 2315 Disk Cartridge. 58 



NOTE 1: DTR* 

Card programs will be distributed 
on DTR's (Distribution Tape Reels) 
to card users with magnetic tape 
capability as indicated on the PID 
user profile (See Section 4) . These 
programs will be distributed in card 
form to users with no magnetic tape 
capability. Whenever possible, 
multiple card programs ordered 
together will be stacked on one or 
more DTR's. A retriever will be 
placed at the beginning of each DTR, 
enabling the user to selectively 
punch out the programs stacked on 
the DTR. Card programs which will 
be volume shared as described above 
are identified by DTR* in the 
ordering information portion of the 
Catalog of Programs abstracts. The 
user may establish or modify the 
profile entry describing his 
magnetic tape capability through 
the use of Section 4 of the Program 
Order Form. 

NOTE 2: Types I, II, III, IV and Prior Use 
program orders require the user to 
specify a medium code. However, in 
the absence of a medium code, a 
default option is exercised by PID 
under the following circumstances. 

. All distribution media for the 
program package in question 
(Basic or Optional) must be 
magnetic tape. 

. User volume requirements for the 
program package in question 
(Basic or Optional) must be the 
same for all tape types. 

. The default medium must be one of 
the recording densities available. 

The default options are: 

. For programs available on 7/556 
cpi and 7/800 cpi, 7/800 cpi will 
be supplied. 

. For programs available on 7DC/800 
cpi, 9/800 bpi, or 9/1600 bpi, 
9/800 bpi will be supplied. 

COLUMNS 23-24 USER VOLUMES REQUIRED 

When the programs ordered require the 
submission of user volumes (2400' magnetic 
tape reels and/or disk devices) the number 
of user volumes for each program, as 
specified in the Catalog of Programs 
abstract, is entered in Columns 23-24 and 
Section 3 of the order form is to be 
completed. 

ENTER the number of user volumes required 
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for the medium type selected. The number 
should be entered as two digits (01, 02, 
etc.) 

SECTION 2 CUSTOMER AND ORDER IDENTIFICATION 

CUSTOMER NUMBER 

Enter the 7-digit Customer Number in the 
space provided ON EVERY IBM PROGRAM ORDER 
FORM SUBMITTED TO PID. Do not use dashes. 
Do not use the shaded area unless previously 
advised to do so. The Customer Number 
MUST BE ENTERED CORRECTLY because the user 
profile maintenance and the address to 
which the ordered program material will 
be shipped by PID will be determined from 
this number for all registered PID users 
(See Section 4). Once registered with 
PID, users are not required to enter their 
name and address on the order form. 

ORDER NUMBER 

This number is pre- printed on each form. 

PAGE - OF - 

If only one form is needed to specify the 
program order, enter "1 of 1". When more 
than one form is needed, number the forms 
"1 of n" "2 of n"... "n of n H . Enter the 
CUSTOMER NUMBER ON EVERY FORM, and staple 
the forms together when sending to PID. 

SECTION 3 USER VOLUME INFORMATION 

The total number of user volumes (2400* 
magnetic tape reels , disk packs or 
cartridges) required to fill .the program 
order, as identified program by program 
in Columns 23-24 of Section 1 , should be 
accounted for in this section. These 
volumes may either be forwarded to PID 
or ordered from the appropriate IBM 
location. Complete Section 3 by entering 
the number of 2400 ' magnetic tape reels 
forwarded or ordered, the serial numbers 
of disk devices forwarded, or the plant 
order number, quantity and scheduled 
shipping dates of the disk devices ordered 
from San Jose. 

Copy 1 of the IBM Program Order Form should 
accompany user volumes forwarded to PID. 
User volumes forwarded to PID should be 
externally labelled as follows : 



by a tape end 
retainer 



Disk cartridges should 
be shipped in the 
standard cartridge 
container (Part 
#7350600) . 



2400' MAGNETIC 
TAPE REELS 

1 . Cus tomer Number 

2. *0rder Number 
(Preprinted) 



It is suggested 
that tape reels 
be of the aluminum 
hub variety and 
the tape secured 



DISK PACKS/ 
CARTRIDGES 

1. Customer Number 

2. *Order Number 
(Preprinted 

3. Disk serial number 

Disk packs should be 
shipped in the 
standard disk pack 
containers (Part 
#7350520) . 



* If multiple Program Order forms are 
required to complete the program order, 
enter the preprinted Order Number from 
the FIRST FORM on all user volume labels. 

In lieu of forwarding tape reels to PID, 
reels may be purchased in conjunction with 
ordering programs. To purchase magnetic 
tape reels. Part #7035113 (10 1/2" diameter, 
2400' reel, 3200 FCI, total surface tested, 
clear front, blue back, solid flanges) , 
contact the IBM representative who can 
order them directly from PID by sending 
a completed copy of the Magnetic Tape Order 
Form #170-1138 to PID together with Copy 
1 of the Program Order Form. Part #7035113 
is the only part number PID carries . If 
different tape reels are desired the IBM 
representative must send orders for them 
with Copy 1 of the Program Order Form to 
the Boulder Tape Center. The Tape Center 
will forward the reels and the Program 
Order Form to PID. This procedure will 
of course extend total turnabout time and 
delay receipt of the program. 

Disk packs and disk cartridges may be 
ordered from San Jose in conjunction with 
ordering programs. Contact the IBM 
representative for assistance. Copy 1 
of the Program Order Form should be sent 
directly to PID. Upon receipt of the 
volumes, PID will fill the order in the 
normal manner. 

SECTION 4 USER REGISTRATION 

Section 4 is completed to register a new 
PID user and to modify or delete previous 
registrations. Each user must be registered 
with PID prior to, or simultaneously with, 
his first program order. Once the user 
is registered Section 4 NEED NOT BE 
COMPLETED AGAIN until the registration 
data requires modification or deletion. 

ACTION CODE 

R: REGISTER a new PID user. All blocks 
of Section 4 must be completed. 

M: MODIFY a previous registration by 
changing any or all blocks in 
Section 4. Each block modified must 
be completely respecified. Thus, a 
permanent change in the "Attention 
To" line of the user's name and 
address requires re- Specification of 
the entire "Ship To" Information block 
of Section 4. The other blocks are 
left blank. 

D: DELETE a previous registration. This 
action causes the deletion of the 
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entire user profile (identified by 
the 7-digit Customer Number entered 
in Section 2) from the PID files. 
No other information is necessary. 

S: SPECIAL "Ship To" this order only. 
This action causes a "Ship To" 
Information substitution for this 
order only. The "Ship To" Information 
block must be completely specified. 
All other blocks are left blank. 
The permanent user registration data 
is not affected. 

DP BRANCH OFFICE NUMBER/IBM LOCATION 

Enter the IBM DP Branch Office number for 
the IBM customer or DP Branch Office user. 
Enter the IBM division, location and 
department codes for IBM users. 

MAGNETIC TAPE CAPABILITY 

As stated in Section 1 (Columns 21-22) 
Card programs will be volume shared for 
distribution on Distribution Tape Reels 
(DTR's) to Card users with magnetic tape 
capability. These DTR's will have a 
retriever placed at the front to enable 
the user to punch the programs out 
selectively. Enter here the preferred 
tape recording mode (trackage and density) 
for these volume shared DTR's. Check "None 
of These" if not a Card user. 

"SHIP TO" INFORMATION 

Enter the complete shipping address. Do 
not use only a Post Office Box number since 
PID uses carriers other than the U. S. 
Mail. The ZIP CODE must be provided. 
In the "Attention To" line, if at all 
possible, enter a position title or 
department name/number, rather than the 
name of an individual. 

SECTION 5 FOR IBM USE 

IBM CONTACT 

Enter the last name and telephone number 
of the IBM representative familiar with 
the order. If the representative can be 
reached on the IBM network, enter NET and 
the correct seven-digit number. PID will 
call this person should clarification of 
any of the information on the Order Form 
be required. 

IBM MANAGEMENT SIGNATURE 
Each order should be signed by a member 
of Branch management or, in the case of 
internal IBM users , by the department 
manager. The order form should be dated 
(MM DD YY) and the Branch Office/Department 
number entered. 

IBM WORLD TRADE USERS 

World Trade users should order programs 
by contacting their IBM representative. 



KEYWORD-IN-CONTEXT (KWIC) INDEX 

The Keyword-in-Context Index lists all 
available programs by their search words 
and keywords. Search words are significant 
words that describe the program but do 
not appear in the title. Keywords are 
significant words which appear in the 
program title. 

Each search word and each keyword is listed 
alphabetically in a column of the index. 
Their respective context words are printed 
to the right of the search word or keyword. 
There is an index entry for each search 
word and keyword. Certain words are not 
accepted as indexing words. They are 
considered to be too general to be useful 
for retrieval purposes and are therefore 
prevented from indexing. Hyphenated words 
are treated as one index word, with only 
the first word being significant. Figure 
2 illustrates the operation. 

Note that the # sign always precedes the 
first word of the title. An * sign precedes 
a search word. Each print line in the 
KWIC Index contains 43 positions. A search 
word group or title that is longer than 
4 3 positions will show only the words that 
fall to the right of the search word or 
keyword being highlighted, up to the limits 
of one line. The remaining words become 
a separate entry on a different line. 
The + sign at the end of a line indicates 
there are more words in the search word 
group or title than are shown. The complete 
title may be found in the title section 
of the program abstract. 

PROGRAM CLASSIFICATION CODES 

Classification codes represent areas of 
function of application to which programs 
apply. Included below is a complete listing 
of classification codes for all types of 
programs and for each system included in 
this Catalog. 

PROGRAMMING SYSTEMS TYPE I 

/AD/ Autochart 

/AS/ Assembly Systems 

/AT/ Automatic Test 

/AU/ Autocoder 

/CB/ COBOL - Common Bus . Oriented 

Language 

/CT/ Commercial Translator 

/CV/ Conversion Programs 

/DN/ Diagnostic Programs 

/FO/ FORTRAN - Formula Translation 

/IO/ Input/Output 

/LM/ Library Material 

/MI/ Miscellaneous 

/PR/ Processor - Includes AU, CB, 

I/O, etc. 

/RG/ Report Generators 

/SI/ Simulator Programs 

/SM/ Sort/Merge 

/SP/ Symbolic Assembly Programs 
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/SV/ Supervisory Systems 
/UT/ Utility Programs 

APPLICATION PROGRAMMING TYPE II 

Distribution 
/DP/ Publishing 
/DR/ Retail 
/DW/ Wholesale 

Fabrication and Assembly 

/CN/ Numerical Control Applications 

/CX/ Other 

/EE/ Electrical Engineering 

/EO/ Optics 

/EX/ Other 

/ME/ Electrical Machinery 

Process 

/MP/ Petroleum and Industrial 

Chemicals 
/MT/ Textiles and Paper 

Service Industries 

Finance 

/FB/ Banking 

/FI/ Brokerage and Investment 

Information Retrieval 

/CR/ Information Retrieval 

Insurance 

/IF/ Fire and Casualty 

/IL/ Life 

State and Local Government 

/UG/ Government, State and Local 

Transportation 

/ST/ Transportation 

Utilities 

/SU/ Utilities 

Federal Region 

/GF/ Government, Federal 

Scientific Industries 

Aerospace 

/MA/ Aerospace 

Education 

/US/ Secondary Schools 

Medical 

/UH/ Hospital and Medical 

Scientific Marketing 

/CA/ Statistical Applications 

/CO/ Operations Research 

/CP/ Critical Path Scheduling 

/CM/ Mathematical Applications 

/EC/ Civil Engineering 

/MF/ Fabrication and Primary Metals 

Cross Industry 

Communications 



/SC/ Communications 

Simulators 

/CS/ Simulators 

Systems Engineering 

/SE/ Systems Engineering Techniques 

TYPE III AND TYPE IV PROGRAMS 

IBM 1401, 1420 and 1460 Data Processing 
Systems 

Utility Programs 

1.1 Assembly 

1.2 Sorting - Merging 

1 . 3 Report Generating 

1.4 Miscellaneous General Purpose 

1 . 5 Input/ Output 

1.6 Data Transmission 

Programming Systems 
Mathematical Subroutines 
Differential S Integral Equation 
Matrix Programs 
Statistical Programs 
Mathematical Routines 
Physical Sciences 

8.1 General Physics 

8. 2 Nuclear Physics 

8.3 Geology and Geophysics 

8.4 Other 

Engineering Applications 

9.1 Ae ronau ti ca 1 

9.2 Civil 

9.3 Chemical 

9.4 Electrical 

9.5 Mechanical 

9.6 Petroleum 

9.7 Other 

Management Science 

10.1 Linear Programming 

10.2 Simulation 

10.3 Other 

Demonstration Programs 
Guide 

12.1 Utility 

12.2 Assembly 

12.3 Simulation 

12.4 Other 



1.0 



2.0 
3.0 
4.0 
5.0 
6.0 
7.0 
8.0 



9.0 



10.0 



11.0 
12.0 



Share 



13.0 



13.1 Utility 

13.2 Assembly 



IX 



13.3 Simulation 

13.4 Other 

Unclassified 14.0 

IBM 1440 Data Processing System 
Programming Systems 1.0 

1.0 Preprocessing, Editing 

1.1 Monitoring or Supervisory 

1.2 Assembly 

1.3 Compi li ng 

1.4 IOCS 

1.5 Report Generators 

1.6 Sorting, Merging 

1.7 File Organization 

1.8 Data Transmission 

1.9 Other 

Utility Programs 2.0 

2.1 Disk 

2 . 2 Tape 

2.3 Duplicators and Listers 

2.4 Input-Output 

2.5 Internal Information Transfer 

2.6 Data Manipulation-Handling 

2.7 Debugging Aids 

2.8 Housekeeping, Documentation, 
Programming Aids 

2.9 Other 

Simulators , Trans lators , 6 

Interpreters 3.0 

3.1 Unit Record Simulation 

3. 2 Computer Simulation 

3.3 Translators 

3. 4 Interpreters 
3.9 Other 

Differential £ Integral Equations 4.0 

Matrix Programs 5.0 

Statistical Analysis S Probability 6.0 

6.1 Basic Statistics 

6.2 Time Series Analysis 

6.3 Correlation 

6.4 Regression Analysis 

6.5 Analysis of Variance 

6.6 Tests 
6.9 Other 

Mathematical Routines 7.0 

7.1 Functional Subroutines 

7.2 Floating Point Arithmetic 

7.3 Interpolation S Curve Fitting 

7.4 Polynomial Solutions 
7.9 Other 

Social S Physical Sciences , Engineering 
Applications 8.0 



9.2 Scheduling 

9.3 Information Classification S 
Retrieval 

9.4 Simulators 

9.5 Linear Programming 

9.6 General Problem Solvers 
9.9 Other 

Commercial Industries Applications 10.0 

10.1 Distribution 

10.2 Finance 

10.3 Insurance 
10.9 Other 

Public Service Industries 

Applications 11.0 

11.1 Business Services 

11.2 Communications 

11.3 Education 

11.4 Government 

11.5 Medical 

11.6 Transportation 

11.7 Utilities 
11.9 Other 

Manufacturing Industries Applications 12.0 

12.1 Aerospace 

12.2 Control Systems 

12.3 Fabrication and Assembly 

12.4 Numerical Control 

12.5 Process 

12.6 Other 

Demons tr ations 13.0 

Systems Engineering 14.0 

Unclassified 15.0 

USING THE CATALOG 

To locate a program begin by thinking of 
the significant words describing the desired 
program. Then look in the KWIC, Keyword- 
in-Context, Index for the keyword entry. 
The page number adjacent to the file number 
will then direct you to the corresponding 
program abstract. The reference code is 
set up as follows: 



Sys tern 

7070 

1410 

The number of the 
IBM system for 
which the program 
is written. 



File No. 

AT-082 

11.9.001 

The IBM Library 
code for filing 
and ordering a 
program. 



Management Information 

9.1 Inventory Control 



9.0 



Now refer back to the illustration in the 
section entitled, " Keyword- in-Context 
Index". As you can see, there are two 
kinds of file numbers: The first consists 
of an alphabetical and numeric reference; 



the second is completely numeric in a Dewey 
Decimal sequence. 

Type I and II program abstracts are located 
in the "IBM Programs" section of this 
Catalog; Type III, IV and Prior Use program 
abstracts are located in the "Contributed 
Programs" section. 

The page number listed at the end of the 
KWIC entry line will direct you to the 
program abstract. Each abstract describes 
the relevant program in enough detail to 
help you determine if the program will 
meet your requirements. 

LIST OF NEW PROGRAMS 

This section consists of a list of new 
programs added since the last edition of 
the Catalog or its Supplements. All new 
Type III , IV and Prior Use Programs which 
appear in this catalog were accepted prior 
to December 31, 1969. 

PROGRAM CORRECTIONS AND REVISIONS 

There are two kinds of revisions to programs 
listed in this Catalog: 

1. Changes in the program abstract, 

2. Functional changes in the program 
documentation and/or machine readable 
material. 

Abstract changes for all Types of programs 
are noted in this Catalog and in the 
Supplement. The following codes appear 
at the extreme right-end of the title line 
for each abstract that is new or has been 
revised in this edition: 

*N - This symbol indicates a new program. 
*M - This symbol indicates that the 

text of the abstract has been 

modified. 

Functional changes in program documentation 
and/or decks or tapes for Type III (IBM 
Contributed) and Type IV (Customer 
Contributed) programs are listed in a 
special table preceding the KWIC Index. 
This data is listed under four headings: 
machine area; order number; date the 
correction was effective; and material 
changed. If a user has received the program 
data prior to the date indicated and would 
like to receive the correction, he must 
reorder the program. See the section 
entitled, "Completion of the IBM Program 
Order Form". All corrections and revisions 
which appear in this catalog were accepted 
prior to December 31, 1969. 

Information concerning functional charges 
in program documentation and/or machine 
readable material for Type I (Programming 
Systems) and Type II (Application Programs) 
can be obtained through your IBM Branch 
Office. 



DELETED TYPE I, II, III, AND IV PROGRAMS 

Deleted Types I, II, III and IV programs 
are announced in each Catalog or Supplement 
in the table entitled "List of Deleted 
Type I, II, III and IV Programs". 

Catalogs will contain a list of all deleted 
programs , including those contained in 
all previous supplements , that have been 
deleted since the last published catalog. 
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LIST OF NEW TYPE III, IV AND PRIOR USE PROGRAMS 

All programs which appear on this list were accepted prior to December 31, 1970. 
PROGRAM NO. PROGRAM TITLE PAGE NO. 



1401-10.3.071 1401 UNIVERSITY ADMISSIONS INFORMATION SYSTEM 056 

1401-10.3.072 FINANCIAL AID INFORMATION SYSTEM (LOAN SUBSYSTEM) 056 

1401-10.3.073 FINANCIAL AID INFORMATION SYSTEM (STUDENT AID SUBSYSTEM) 057 

1402-10.3.075 SOCRATES STUDENT SCHEDULING - BETA VERSION 061 

LIST OF TYPE III AND IV PROGRAM CORRECTIONS AND REVISIONS 

This change was requested by the authors . 

Alphabetic Key To Material Revised: A. Documentation 

B. Machine Readable 

C. Catalog Abstract 

This correction was accepted prior to December 31, 1969. 
PROGRAM NO. PROGRAM TITLE CODES 

1401-10.3.065 SOCRATES STUDENT SCHEDULING SYSTEM A B 

DELETED TYPE I, II, III AND IV PROGRAMS 
The following programs were deleted because of low usage: 
PROGRAM NO. PROGRAM TITLE 



1401-01.1.014 AUTOEDIT - 1 40 1 EDIT FOR 1410 AUTOCODER PROGRAMS 

1401-01.1.016 ACCELERATOR PACK-SYMBOLIC 4K 

1401-01.1.017 RAPID ASSEMBLY PROGRAM NO. 14043 

1401-01.1.020 EDIT - EDITING DATA INPUT FOR VALIDITY 

1401-01.1.026 AUTOCODER PRE-LIST DIAGNOSTIC 

1401-01.1.039 PRE-LIST FOR AUTOCODER SOURCE DECK 

1401-01.2.003 THREE TAPE SORT PROGRAM 

1401-01.2.018 CARD MERGE 

1401-01.2.024 ALPHABETIC NAME FILE SEARCHING BASED ON PHONETICS 

1401-01.2.025 1401 SORT 7 - 1311 DISK LOAD 

1401-01.3.003 GENERAL PURPOSE TAB-BACK PROGRAM 

1401-01.3.005 REPORT PROGRAM GENERATOR PRE-EDIT 

1401-01.4.034 GENERAL APPROACH TO AUTOMATIC PROGRAMMED ADDRESS CONVERSION 

1401-01.4.039 MONITOR SYSTEM FOR TAPE 

1401-01.4.067 UNPACK CONDENSED CARDS 

1401-01.4.068 REER - REPRODUCE, EMIT, ELIMINATE, REPRODUCE 

1401-01.4.102 CHECKPOINT AND RESTART PROCEDURE 

1401-01.4.121 SELF CHECKING NUMBER CALCULATION - MODULOUS 10 

1401-01.4.123 TAPE COMPARE ERROR PRINT/DUPLICATE 

1401-01.4.126 PRINT DECISION TABLES 

1401-01.4.135 IMPACT SIMULATOR 

1401-01.4.136 WRITE AND READ TAPE CHECK 

1401-01.4.158 GENERAL PURPOSE TAPE DUMP 

1401-01.4.159 1401/1311 CARD-TO-DISK CONSECUTIVE LOAD PROGRAM 

1401-01.4.187 1311 DISK RECORD FINDER 

1401-01.4.189 1401/1440/1460 RESEQUENCE AUTOCODER SOURCE PROGRAMS - RASP 

1401-01.4.193 PAPER AND PROGRAM DOCUMENTATION EDITOR 

1401-01.4.211 1401-1311 DISK PRINT PROGRAM 

1401-01.4.226 GENERALIZED TABULATE WITH OR WITHOUT CONTROL FIELDS 

1401-01.4.228 CPI - CREATE PRINT IMAGES 

1401-01.4.231 MATCH AND MODIFY F ILES PROGRAM 

1401-01.5.002 DIOS - 1311/1301 INPUT-OUTPUT SYSTEM FOR THE 1401/1440/1460 

1401-02.0.013 CARD AUTOCODER PROGRAMMING SYSTEM (CAUTO) 

1401-02.0.021 1401/1311 MONITOR FOR PROGRAMS ON DISK PACKS 

1401-02.0.024 FLOWCHARTING AND DOCUMENTATION AID PROGRAM 
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PROGRAM NO. PROGRAM TITLE 



1401-02.0.025 FORTRAN MODIFICATION WHICH ELIMINATES THE MULTIPLY - DIVIDE 

SPECIAL FEATURES REQUIREMENTS 
1401-02.0.040 TYPEWRITER MACROS FOR 1401/1440/1460 DISK AUTOCODER 
1401-02.0.041 COBOL EXPANDER PROGRAM 
1401-03.0.019 A SQUARE ROOT SUBROUTINE FOR THE 1401 USING NORMAL EXTRACTION 

METHOD 
1401-06.0.005 MULTIPLE CORRELATION - VARIABLES OF IMPORTANCE DETERMINED 

VOID 
1401-06.0.007 REGRESSION ANALYSIS COMPUTER PROGRAM 
1401-06.0.010 SEASONAL ADJUSTMENT, CENSUS METHOD II, X-9 VERSION, 4K, SHORT 

PROGRAM 
1401-06.0.013 DATA TRANSFER - PROGRAM FOR CE!^7SUS METHOD II 

1401-06.0.018 TRADING - DAY ADJUSTMENT FOR 1401 VERSIONS OF CENSUS METHOD II 
1401-0 7.0.002 SELF-CHECKING NUMBER CALCULATION MODULUS II 
1401-10.1.004 LINEAR PROGRAMMING REVISED SIMPLEX METHOD 
1401-10.2.008 GENERAL PURPOSE SIMULATOR-GPSS-2 
1401-10.3.001 LESS-LEAST-COST ESTIMATING AND SCHEDULING (4K- SCHEDULING PHASE 

ONLY) 
1401-10.3.015 PIECEWORK-TIMEWORK PAYROLL 
1401-10.3.017 LESS PROGRAM 4K 

1401-10.3.024 LOT SIZE INVENTORY MANAGEMENT INTERPOLATION TECHNIQUF (LIMIT) 
1401-10.3.039 THE TRAVELING SALESMAN 
1401-10.3.044 PROJECT PROGRESS REPORT PHASE I 
1401-10.3.047 INFORMATION STORAGE AND RETRIEVAL PROGRAM 
1401-10.3.050 1401/1311 TRANSPORTATION PROBLEM 
1401-10.3.069 1401 AIRLINE AIRCRAFT EVALUATION PROGRAM 
1401-13.1.009 RGCP - REPRODUCE, GANG PUNCH, COUNT, PRINT 

1401-14.0.004 FOURTEEN ONE OFFSET REPRODUCING AND GANGPUNCHING OR EMITTING 
1401-14,0.012 STATE AND LOCAL INCOME TAXES FOR IBM 1401 TAPE SYSTFM 
1401-14.0.027 EXTENDED PERFORMANCE COMPUTER ASSISTED INSTRUCTION OPERATING 

SYSTEM FOR 1401/1026 

1410-03.9.002 SORT TIMING PROGRAM 

1440-01.1.001 CONTROLLER 

1440-01.1.002 PROGRAM TO LOAD PROGRAMS ON DISK 

1440-01.3.002 MACBADY 8K 1440 FORTRAN 

1440-01.4.002 RAPID SELECTIVE TRACE 

1440-02.1.002 1440/1311 DISK ADDRESS UTILITY 

1440-02.1.003 1440/1311 DISK SORT PACKAGE 

1440-02.3.001 VARIABLE CARD REPRODUCER FOR 1440/1311 

1440-02.3.002 ONE CARD 80-80 CARD TO PRINTER PROGRAM WITH BRANCH ON OVERFLOW 

1440-02.3.003 1440/1311 80-80 REPRODUCE PROGRAM 

1440-02.7.002 CORE PRINT 

1440-0 2.7.003 CORE DUMP ROUTINE IN ACTUAL FORM 

1440-02.9.003 PUNCH CORE IN PROGRAM LOAD FORMAT 

1440-02.9.005 IBM 1440 CORE PUNCH PROGRAM 

1440-03.1.001 REPRODUCE GANG PUNCH SIMULATOR 

1440-03.3.002 CONVERT 1440 AUTOCODER SOURCE PROGRAMS TO 1401 

1440-10.1.001 SMI MEAT SYSTEM 

1440-11.3.001 TARS - TALLY ANALYSIS REGISTRATION AND SCHEDULING 

1440-11.5.003 COMPUTER FOR THE IBM 1080 ANALYTICAL DATA ACQUISITION PROGRAM 

1440-11.5.004 MEDICARE INPATIENT BILLING 

1440-12.3.001 BILL OF MATERIAL PROCESSOR STRUCTURE FILE ADDRESS 

REORGANIZATION MAINTENANCE PROGRAM 

1440-12.3.003 BILL OF MATERIAL PROGRAMS TO LOAD, MAINTAIN AND EXPLODE BM 

FILES 

1440-15.0.001 EXTENDED PERFORMANCE COMPUTER ASSISTED INSTRUCTION OPERATING 

SYSTEM FOR IBM 1440-1448 
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iBBIDGE 

TITLE 
IBHIDGE CIBD KEEPIHG. ♦STICK - STOBAGE OB* 
ACCOOBT. #EEHAHD DEPOSIT 

iCCOOBTIBG SYSTEH FOB HOSPITAL. #PROPERTY 
iCCOOBTIBG. #S1VIHGS 

ICCOOBTIBG. #H0RTG1GE LOIH 

ICCOOBTIBG. #OB-LIHE S1VIHGS 

iCCOOBTIBG. #IHSTALLBEHT LOIH 

ICCOOBTIBG. *HOTOB FREIGHT BEVEBOE 

1CCOOHTS PAYABLE. #H0SPIT1I 

#ACCOOBTS BECEIVABLE FOB BOSPITALS. 
iCCOOBTS BECBIVABLE. #BET1II 

1DDBESS OTILITY. #H»01/131 1 DISK 

ADJOSTHEHT - CEBSOS HETHOD II. X-9 VEBSICB,* 
ADJOSTHEHT OF HOHTHLY TIHE SEBIES. fSEiSOBil 
iDJOSTHEBT, CEBSOS HETHOD II, 2-9 VEBSIOH,* 

♦ADHIHISTBATIVE TEBHIB1I SYSTEH. 

♦ADHIHISTBATIVE TEBHIHAL SYSTEH. 
1DHISSIOBS IBFOBH1TIOH SYSTEH. ♦COOPEBATIVE 
1DHISSIOBS IBFOBHiTIOB SYSTEH. #1401+ 
ALTEH1TION PBOGB1H. *STiHDiBD BiHE 

IHOBIZiTIOH SCHEDOLE. ♦HOBTG1GE 

1H1LYZE TEACHEB-HADE TESTS. *TS80 - SCOBE iHD 

♦ANTIC i IIST OF COBDEBSED C1BDS. 

tiPTCO - iOTOHiTIC PBOGB1HHIBG, TESTIBG, 1HD+ 

*iSK - IBFOBHiTIOB BETBIEVAL PBOGB1H FOB THE* 
iSSEHBLEB. *SPS SIBGLE PiSS 

ASSEHBLEB. #SPSS - IB IHPBOVED SPS - 

ASSEHBLEB. #1401 SPS TO SYSTEH/360 EiSIC 
ASSEHBLY FOB THE 1401. #TWO - TJPE iOTOCODEB 
iSSEHBIY LIBGOiGE. #1401/1440 EDIT* 
iSSEHBIY PBOGBiH BO. 14043. #BiPII 

iSSISTED IHSTBOCTIOB. #1401/1460 - 1026+ 
iSSISTED PBOJECT EVlIOiTIOB &BD BEVIEH* 

*iTS #iDHIBISTBiTIVE TEBHIHiL SYSTEH 

*iTS #1DHIHISTB1TIVE TEBHIHiL SYSTEH 

♦ATTEHDABCB BECOBDIBG FOB SECOHDiBY SCHOOLS. 

ilOTO B1TIHG FOB FIBE iHD CISOiLTY COHPAHIES. 
10TO-TEST 8K. #1401/1311 

#iOTOBLOCK II. 

♦A0TOCH1HT. 
iOTOCODEB (OH DISK) . #1401/1440/1460 

iOTOCODEB iSSEHBIY FOB THE 1401. #THO - TiPE 
iOTOCODEB C1BD FOBHiT. #COBVEBT SPS CiBD+ 
iOTOCODEB COBVEBTEB. #SOPHISTICiTED SPS TO 
iOTOCODEB FOB 1401/1460. #C1BD SPS TC 

•IOTOCODEB PBE-LIST. 
iOTOCODEB PBOGBiH LOGIC DliGBlHHFB. 

♦iOTOCODEB PBOGBIH. 
iOTOCODEB PBOGBiHHIHG SYSTEH (CiOTO) . #C1BD 

•iOTOCODEB SEBCH EIB1BY SEiBCH HiCBO. 
iOTOCODEB SOOBCE DECK. #PBE-LIST FOB 

iOTOCODEB SOOBCE PBOGBiHS - BiSP. 
iOTOCODEB SOOBCE. #DIS1SSEHBIEB CF 1401/1460+ 
iOTOCODEB 2K. #BiSIC 

iOTOCODEB. #COBVEBSICH OF SPS TC 

♦iOTOHiTIC FLOBCHIBT TECHNIQOE. 
iOTOHiTIC PLOTTIHG OF BESOLTS. #HiHiGEHEHT+ 
iOTOHiTIC PBOGBiHHIHG, TESTIBG, iHD+ 
iOTOHiTIC EEPOBT GEBEBiTIHG OPEB1TIOH. 
IOTOHiTIC SCOBIHG TECHHIQOE. #FiST - FOLLY 
iOTOHiTIC SCOBIHG TECHHIQOE-PHiSE I PRCGBAH+ 

•iOTOPBOPS II HOHEBICiL COHTBOL PBOGBiH. 
BiBDS OF 100 POS. 20 C1BDS. tHEHOBY DOHP IB 
B1BK CITi PBOCESSIBG SYSTEH. #HICB EHTBY+ 

#BiBK HiHiGEHEHT SIHOLiTOB. 
BiBK. #BOBD TB1DE iHiLYSIS FOB i 

BET1 VEBSIOB. #SOCBiTES STODEHT SCHEDOLIHG - 
BILL OF HiTEBIlL PBOCESSOB. #1440/1311 
BILLIHG. #HCSPIT1L PiTIEBT 

BILLIBG. #CHiIB iHD WHOLESALE 

BIB1BY SEiBCH B1CBO. #AOTOCODEB SEBCH 

#BOBD TBADE iBiLYSIS FOB i BiBK. 
BBilLLE - TBiH - TBiBSLiTE EHGLISH TO GBIDE+ 
EBiBCH ON OVERFLOW. #OHE CiBD 80-80 CiBD TO* 
BBIDG-IT ON THE 1401. #THE GiHE 

•CALCULATE NOHBEB OF DiYS BETWEEH TOO DATES+ 
CiLCOLATIHG iBD PBINTIBG EVEBYTHIHG. #ESCAPE+ 

♦CiPEBTSIH - COHPOTEB iSSISTED PBOJECT+ 

•CiPITiL IHVESTHENT iHiLYSIS (8K) . 

#CiBD-TO-TlPE FOB THE SH1BE LIEBiBY. 

#CiBD-TO-TiPE OTILITY PBOGBiH. 
CiSH LETTEB HEITIHG. #1240/1440 IBOOF OF+ 
CiSOiLTY COHPiHIES. fiOTO BiTIBG FOB FIBE iND 
CENSOS HETHOD II, X-9 VEBSIOH, 4K, LOBG+ 
CEBSOS HETHOD II, 1-9 VEBSIOH, 4K, SHCBT+ 
CENTEBIHG COICK EEPOBT (QOICKIE) . #SELF 
CEBTS DIGITS TO CHECK-FOBH HOEDS. 
CFO PBOGBiH (COBSOLIDiTED FOBCTIOHS* 

#CH1IB iBD HHOLES1LE BILLIBG. 
CH1BTEB. 4SYSTEHS FLOS 

CHECK iND EDIT LISTING. #PiCE - PBE-iSSEHBLY 
CHECK iND EDIT. #1401/1460 EiCE PBE-iSSEHBLY 
CHECK. #WHITB iND BEiD TiPE 

CHECK-FOBH WOBDS. #SOBBOOTINE TO CONVERT* 
CHECKING PBOGBiH. #GEHEBiLIZED TlBOLiTE* 
COBOL EDIT. #SYSTEH/360 

♦COBOL LIBGOIGE COHVEBSION. 
COBOL. #1401 

COEFFICIENTS PBOGBiH. #BEG1H - 4K BEGBESSIOH+ 
COLLiTOB SIHOLiTOB. #CiBD 

COLOHHS OB THE IBH 1401. #BEPBODOCE ONLY* 

♦COHHEBCIiL iND SiVINGS TELLEB SIHOLiTIOH* 

♦COHHOHICiTIONS IOCS (1026/DDC) FOB THE* 

♦COHHOHIC1TIOHS IOCS 1026 (DDC) FOB THE 1440. 
COHPiTIBILITY HODE. ♦COPY 1401-10-008+ 
COBDEBSED C1EDS. #iBTIC i LIST OF 

CONDENSING OPEB1TI0N. tiPTCO - iOTOHiTIC* 
CGNSICOTIVE NOHBEBS ON LiBILS. #1401/1460+ 

♦COBSOLIDiTED FOHCTIOBS 0BDIB1BY DilLY CYCLE* 

♦CONSOLIDiTED FONCTIOHS OBDIHAHY ViLOlTIOH* 



MIC (KBYWOBD-IH-COHTBIT I IBDBX 

F1BG0 

PROGRAM NO. PAGE TITLE PROGRAM NO. PAGE 

1401-01.4.107 037 COBTBOL FIELDS. #GEBEBiLIZED TiBOLiTE WITH* 1401-01.4.226 042 

1440-FB-03X 020 COBTROL HOBITOB OB DISK. #1401/1440/1460 JOB 1401-01.4.220 042 

1440-11.5.005 063 COBTHOL PBOGBIH. #10TOPBOPS II HOHERICiL 1401-CB-03X 003 

1440-FB-05X 021 CONTROL SYSTEH. #PBOJBCT 1440-HX-02X 023 

1440-FB-04X 021 COBTROL SISTEH. #IBPOT/0OTPOT 1401-10-065 011 

1440-FB-07X 021 COBTROL SYSTEH. #IHPOT/OUTPOT 1440-10-010 022 

1440-10.2.003 063 COBVEBSIOB OF OTHEB POHCHES. #SCOOP I 8 II -♦ 1401-01.4.012 035 

1440-ST-02X 024 #COBVEBSIOB OF SPS TO iOTOCODEB. 1401-01.4.160 039 

1440-OH-03X 025 COBVEBSIOB PBOGBiH. #DEHABD DEPOSIT 1240-FB-12X 001 

1440-OH-02X 025 COHVEBSIOH PBOGBiH. #FOBTBiH II LIBGOIGE 1401-FO-702 008 

1440-DR-02X 019 COBVEBSIOB PBOGBiH. #1401 F1BG0 TO* 1401-02.0.036 045 

1401-01.4.176 039 COBVEBSIOB. #COBOL LiNGOiGE 1401-CB-701 003 

1401-06.0.009 048 CONVEBT DOLLIES AND CENTS DIGITS TO* 1401-14.0.008 060 

1401-06.0.001 047 #CONVEBT SPS CiBD FORHIT TO iOTOCODEB CiBD* 1401-01.4.131 038 

1401-06.0.010 048 COBVEBTEB. tSOPBISTICiTED SPS TO IOTOCODEB 1401-01.4.165 039 

1460-CX-08X 028 #C0OPEBATIVE iDHISSIOBS IBFOBHiTIOB SYSTEH. 1401-10.3.068 056 

1440-CX-07X 018 #COPY 1401-10-008 SYSTEHS PiCK TO TiPE THEH* 1401-14.0.024 060 

1401-10.3.068 056 #CORE DOHP BOOTINE. 1401-01.4.071 036 

1401-10.3.071 056 #CORE DOHP. 1440-02.7.004 062 

1401-14.0.019 060 #C0BL8 THIBTEEB ViBIiBLE SIHPLE C0BBEL1TI0H. 1401-06.0.006 048 

1401-10.2.006 050 CORRELATION - VARIABLES OF IHPOBTiNCE* 1401-06.0.005 047 

1401-10.3.070 056 CORBELATIOB COEFFICIENTS PBOGBAH. tBEGAN -* 1401-06.0.008 048 

1401-01.4.198 041 CORBELATIOB. #C0BL8 THIBTEEN VABIABLE SIHPLE 1401-06.0.006 048 

1401-01.4.094 036 COUNT, PBIHT. ♦RGCP - BEPBODOCE, GiBG-PUBCH, 1401-13.1.009 058 

1401-10.3.009 052 CBEDIT OBIOBS. #INDIVIE01L LEDGES EXTBiCT* 1401-10.3.055 054 

1401-01.1.052 032 CBEDIT ONIONS. #IHDIVID01L LEDGER 0PD1TE* 1401-10.3.056 055 

1401-01.1.036 031 #CBITICAL PATH LISTIBG ABD BESOOBCE ANALYSIS. 1401-10.3.028 053 

1401-01.4.195 041 #CBITICAL PATH HANAGEHEHT GAHE. 1401-10.3.059 055 

1401-01.1.018 031 #CBITICAL PATH SCHEDOLEB (BASIC 1401). 1401-10.3.013 052 

1401-01.1.056 032 CORVE FIT FOB ECOBOHIC ABALYSIS ABD* 1401-07.0.003 049 

1401-01.1.017 031 CYCLE PROGBAHS. #COHSOLIDATED FONCTIOHS* 1401-IL-02X 009 

1401-OS-092 012 DilLY CYCLE PBOGBiHS. #COHSOLIDiTED* 1401-IL-02X 009 

1401-10.2.011 051 DATES SOBBOOTIHE-DTCALC. #CALCOLATE NOHBEB* 1401-03.0.011 046 

1460-CX-08X 028 DiYS BETWEEN TWO DiTES SOBBOOTIHE-DTCiLC. 1401-03.0.011 046 

1440-CX-07X 018 #DECISIOH LOGIC TBiHSllTOR PB0GH1H. 1401-SE-05X 014 

1440-OS-04X 027 DECISIOH HIKING LiBOBlTORY AOTOHATIC+ 1401-10.2.007 050 

1401-IF-01X 008 DECISIOH HAKIHG LABOBATORY. #1401/1440 DISK* 1401-10.2.012 051 

1401-AT-081 001 DECISIOB TABLES. #PBIBT 1401-01.4.126 037 

1401-02.0.017 043 DECISIOB-HAKIHG LABOBATOBY. #HANAGEHEHT 1401-CS-02X 004 

1401-02.0.031 044 #DELETE-HEBGE FOB THE SHiBE LIBE1BY. 1401-13.1.027 058 

1401-10-008 001 #DEH1BD DEPOSIT 1CCC0NT. 1440-FB-03X 020 

1401-01.1.018 031 #DEH1ND DEPOSIT COBVEBSIOB PBOGBiH. 1240-FB-12X 001 

1401-01.4.131 038 *DEHOBSTB1TION #FALLO0T 1401-11.0.007 057 

1401-01.4.165 039 *DEHOHSTBATION #H0SIC-HOSIC SIHOLATION OH A 1401-11.0.012 058 

1401-01.4.205 041 *DEHONSTBATION #THE GAHE BBIDG-IT OH THE 1401 1401-11.0.010 057 

1401-01.1.043 031 DEPOSIT ACCOOBT. #DEHAHD 1440-FB-03X 020 

1401-01.4.128 038 DEPOSIT AND CASH LETTEB WBITING. ♦1240/1440+ 1440-10.2.002 062 

1401-AO-037 002 DEPOSIT COBVEBSIOB PBOGBAH. #DEHAHD 1240-FB-12X 001 

1401-02.0.013 043 DESIGN DATA. ♦HIGHWAY E1BTHH0BK QUANTITIES 1401-09.2.007 049 

1401-03.0.036 046 DESIGN. #1N1LYSIS OF VABIABCE, 2 TO THE B+ 1401-06.0.012 049 

1401-01.1.039 031 DIAGBAHHEB. #1401/1410 AOTOCODER PBOGBIH 1401-01.4.128 038 

1401-01.4.189 040 DIGITS TO CBECK-FOBH HOEDS. ♦SOBBOOTIBE T0+ 1401-14.0.008 060 

1401-02.0.035 045 ♦DIS1SSEHBLEB OF 1401/1460 PBOGBAHS FBOH* 1401-02.0.035 045 

1401-AO-005 001 DISK ADDBESS OTILITY. #1401/1311 1401-01.4.176 039 

1401-01.4.160 039 DISK FILE OBGAHIZATICH BOOTINES 1401/1460. 1401-OT-052 017 

1401-02.0.019 044 #DISK FILE OBGAHIZATICH BOOTIHES. 1440-OT-040 027 

1401-10.2.007 050 DISK IHPOT/OOTPOT SOBBOOTIBE. #EADIO - BAHDOH 1440-01.4.001 061 

1401-01.4.094 036 DISK L01D. #1401 SORT 7 - 1311 1401-01.2.025 033 

1401-BG-045 013 DISK HIHIGEHEHT DECISION HIKING LABOBATOBY. 1401-10.2.012 051 

1401-10.3.041 054 DISK PBOGBAH LOADEB. #1401/1460-1311 1401-01.4.186 040 

1401-10.3.063 055 DISK BECOBD FINDEB. #1311 1401-01.4.187 040 

1401-CN-03X 003 DISK BECOBD. #HEPAIB 1401-01.4.181 040 

1401-01.4.063 036 DISK BESIDEBT. #SOBT 54 1440-01.6.001 061 

1450-FB-20X 028 DISK SOBT. #IBH 1401/1440/1460/1311 1401-01.2.023 033 

1401-FB-02X 006 DiSK SOHT/HEBGE PBOGBAH (16K) . #1401/1460+ 1401-LH-011 011 

1401-FB-09X 006 #DISK OTILITY PBOGBAHS. 1440-OT-041 028 

1402-10.3.075 061 DISK. #1401/40/60 FOBTBAH IV 1401-FO-051 007 

1440-HE-02X 022 DISK. #OTILITY PBOGBIHS FOE THE 1401-1311 1401-OT-053 017 

1440-OB-01X 024 DISK. #1401/1440/1460 JOB COBTBOL HOBITOB OB 1401-01.4.220 042 

1440-D1-01X 019 DISSEHIN1TI0H OF IHFORHATIOH SYSTEH. 1401-CE-01X 004 

1401-03.0.036 046 DISTBIBOTICH PB0GE1H FOE 1 TIPE 1401. 1401-IF-03X 009 

1401-FB-09X 006 DISTBIBOTION PBOGBAH. #GEHEB1L 1401-IF-02X 008 

1401-01.4.230 043 #DISTHIBOTION TIPE BEEL FOB SHIBE. 1401-13.1.032 059 

1440-02.3.002 062 DIVIDE SOB-BOOTINE. #1401/1460 SIHOLT1HEO0S+ 1401-03.0.041 046 

1401-11.0.010 057 #DOCOHEHTATI0B AIDS SYSTEH. #IBH 1401-SE-12X 014 

1401-03.0.011 046 DOLLABS IHD CENTS DIGITS TO CHECK-FOHH+ 1401-14.0.008 060 

1401-01.4.010 034 DOHP IH B1HDS OF 100 POS. 20 C1RDS. #HEHOBY 1401-01.4.063 036 

1401-10.2.011 051 DOHP BOOTIHE. #COBE 1401-01.4.071 036 

1401-10.3.016 053 DOHP. #COBE 1440-02.7.004 062 

1401-13.1.026 058 DOHP. #HODIFIED 1401-01.4.124 037 

1401-OT-027 017 DOHP. #GEBEB1L POBPOSE TAPE 1401-01.4.158 039 

1440-10.2.002 062 D0PLIC1TI0B. #T1PE 1401-01.4.108 037 

1401-IF-01X 008 EABTHWOBK Q01BTITIES IBD DESIGN D1T1. 1401-09.2.007 049 

1401-06.0.009 048 ECONOHIC IHILYSIS IHD F0BBC1STIHG. 1401-07.0.003 049 

1401-06.0.010 048 EDIT LISTIBG. #PACE - PBE-ISSEHBLY CHECK ABD 1440-01.0.001 061 

1401-01.3.018 034 EDIT SYSTEH/360 BASIC ISSEHBLY LIBGOIGE. 1401-01.1.056 032 

1401-14.0.008 060 EDIT. #SYSTEH/360 COBOL 1401-SE-13X 015 

1401-IL-01X 009 EDIT. #1401/1460 PICE PBE-ISSEHBLY CBECK IHD 1401-01.1.051 032 

1440-DW-01X 019 EFFORTLESS SYSTEH OF C1LC0L1TIHG ABD+ 1401-01.4.010 034 

1401-02.0.039 045 ELIHINATE, BEPBODOCE. #BEEB - BEPBODOCE, 1401-01.4.068 036 

1440-01.0.001 061 ELIHINATES THE HOLTIPLI-DIVIDE SPECIAL* 1401-02.0.025 044 

1401-01.1.051 032 EHBOSS ON A 1403 PBINTEB. #1401/1460 BRAILLE* 1401-01.4.230 043 

1401-01.4.136 038 EHIT, ELIHIHATE, BEPBODOCE. #BEEB - 1401-01.4.068 036 

1401-14.0.008 060 EHITTIHG. #FOORTEEH CNE OFFSET BEPBODOCING* 1401-14.0.004 060 

1401-01.4.056 035 #EHGIHEERIHG SCHEDOLIHG SYSTEH. 1401-EX-01X 005 

1401-SE-13X 015 EHGLISH TO GBADB 2 BBAILLE AND EHBOSS OB 1+ 1401-01.4.230 043 

1401-CB-701 003 EBTBY PR0GB1H SOPPOHTS 1450 B1NK D1T1+ 1450-FB-20X 028 

1401-CB-070 002 EQ01TI0H ABD HATBIX IBVEBSIOB PBOGBAH. 1401-05.0.003 047 

1401-06.0.008 048 EBBOB-DETECTIOB AIDS. #CABD SYSTEH 1401-1T-017 001 

1401-01.4.212 042 #ESC1PE - EFFOBTLESS SYSTEH OF ClLCOLiTIHG* 1401-01.4.010 034 

1401-01.4.221 042 ESTIHATING ABD SCHEDOLIHG 8K, 12K, and 16K. 1401-10.3.002 051 

1401-10.2.010 051 EV1L0ATI0B ABD BEVIEW TECHBIQOE SIHOLiTOB. 1401-10.2.011 051 

1401-10-012 010 EVEBYTHIHG. #ESC1PI - EFFOBTLESS SYSTEH OF* 1401-01.4.010 034 

1440-10-012 022 EXPOHEBTIAL SHOCTHIHG. #FOHECASTIBG BY 1401-10.3.008 052 

1401-14.0.024 060 EXTBACT PBOGBAH FOB CBEDIT OBIOBS. 1401-10.3.055 054 

1401-01.4.198 041 FACILITATE ST1TISTIC1L ABILYSIS. #HETHOD OF* 1401-06.0.011 049 

1401-01.4.094 036 F1CT0BI1L DESIGH. #1H1LYSIS OF VABIAHCE, 2* 1401-06.0.012 049 

1401-01.3.024 034 #FALLO0T. 1401-11.0.007 057 

1401-IL-02X 009 #F1BG0 - FOOBTEEH-O-OBI IOTOHiTIC HEPOET* 1401-BG-045 013 

1401-IL-03X 010 ♦F1EG0 OHE-SIXTY-G. 1401-02.0.018 044 



XV 



FARGO 

TITLE 

FAEGO TO SYSTEH/360 BFG HODEI 20 CONVERSION* 

FEATURES BEQUIBEHENTS. #FOBTBAH HODIFICATION* 

FEATUBES. #TRACE THAT HEEDS HO SPECIAL 

FIELDS. #GEHEEALIZED TABULATE HITH OB+ 

FILE OBGAHIZATIOH BCUTINES 11101/1460. 

FILE OBGAHIZATIOH BCUTIHES. #DISK 

#FINAHCIAL AID IHFOEHATION SYSTEM* 

#FIHAHCIAL AID IHFOBHATIOH SYSTEH* 

♦FIHANCIAL ANALYSIS PBOGBAH. 
FIHDEB. #1311 DISK EECOBE 

FIBE AHD CASUALTY COHEANIES. #AUTO BATIHG FOB 
FIT FOB ECOHOHIC AHALISIS AHD FOEECASTING. 

#FLOGEH - IBH 1101 FLOWCHAET GEHEEATOE. 
FLOW CHABTEB. #SYSTEHS 

FLOWCHABT GEHEEATOE. tFLOGEN - IBH 1401 
FLOWCHABT TECHNIQUE. #AOT0HATIC 

♦FOBECASTING BY EXPONENTIAL SHOOTBIHG. 
FORECASTING. #POIIH0HIAL CUBVE FIT FCB+ 
FORHAT TO ADTOCODEB CABD FOBHAT. #CONVEHT+ 

#FOBTEAH II LAHGUAGE CONVFBSIOH F60GBAH. 
FOBTBAH IV DISK. #1401/40/60 

FOETBAH IV TAPE. #1401/60 

tFOBTBAH HODIFICATION WHICH ELIHIHJTES THE+ 

#FOORTEEH OHE OFFSET EEPHODDCIHG AHD+ 
FOUBTEEH-O-OHE AUTOHATIC EEPOET GENERATING* 
FREIGHT REVENUE ACCOUNTING. #BOTOE 

FOHCTIOHS OBDIHABY DAILY CYCLE PBOGEAHS. 
FUHCTIONS OBDIHABY VALDATIOH PBOGBAH. 

#GAHE BBIDG-IT OH THE 1401. #THE 

GAHE. #CBITICAL PATB HAHAGEHEHT 

GAHG PUNCH FOB THE 1401. #SELECTIVE+ 
GANG PUNCH SIHULATOB. #REPRCDUCI 

GAHG-PUNCH, COUNT, PHIST. #BGCP - BEPBODUCE, 
GAHGPUHCHIHG OB EMITTING. #FOUBTEEN ONE+ 

#GEHEBALIZED PLOT PBOGBAH. 

♦GENERALIZED TABULATE AND/OB SEQUEHCE+ 

#GEHEBALIZEB TABULATE HITB OB WITHOUT CONTBOL 
GEHEBATIHG OPEBATIOH. #FAHGO - + 
GEHEBATOE (OH DISK) 1401/1160. #1401/1311+ 
GEHEBATOB 2K. 4BEP0BT PBCGBAH 

GEHEBATOE 4K. #1401/1460 BASIC BEPCBT PBOGBAH 
GEHEEATOE. #BEPOBT PBOGBAH 

GENEBATOB. #ELOGEN - IBH 1401 FLOWCHAET 
GBADE 2 BBAILLE AND EHBOSS ON A 1403+ 

♦HIGHWAY EAETHWOBK QUANTITIES AND DESIGH DATA. 

#HOHECWNEBS BATING PEOGBAH. 

♦HOSPITAL ACCOUHTS PAYABLE. 

♦HOSPITAL GEHEBAL LEDGEB. 

♦HOSPITAL INVENTOBY PBOGBAH. 

♦HOSPITAL PATIENT BILLING. 

♦HOSPITAL PAYBOLL. 
HOSPITAL. #PEOPEBTY ACCOUHTING SYSTEH FOB 
HOSPITALS. #ACCOUNTS EECEIVABLE FOB 

II. #AUTOBLOCK 

II, X-9 VEBSIOH, 4K, LONG PBOGBAH. #SEASONAL* 
II, X-9 VEBSIOH, 4K, SHOBT PBOGBAH. 
IMPACT. #1311 WHOLESALE 

IMPACT. #1311 WHOLESALE 

IHDEX. #QDICK KWIC 

♦INDEXING #KWIC SYSTEH 

♦INDIVIDUAL LEDGEB EXTBACT PBOGBAH FOR CREDIT 

♦INDIVIDUAL LEDGEB UPDATE PBOGBAH FOB CREDIT* 
INFOEMATION EETBIEVAL PEOGBAH FOB THE 1401. 
INFOEHATION SYSTEH (LOAN SYSTEH) . ♦FINANCIAL* 
INFORHATION SYSTEM (STUDENT AID SUBSYSTEM) . 
INFORMATION SYSTEH. ♦COOPERATIVE ADMISSIONS 
INFOEHATIOH SYSTEM. ♦SELECTIVE DISSEMIHATIOH+ 
IHFORHATION SYSTEH. #1401 UNIVERSITY* 

♦INPUT PBCGFAH FOE 7090/7094 SUPPOBT PACKAGES 

♦INPUT/OUTPUT CONTROL SYSTEH. 

♦IHPUT/OUTPUT CONTBOL SYSTEH. 
INPUT/OUTPUT SUBEOUTINE. #EADIO - EANDOH DISK 

♦INSTALLHEHT LCAN ACCOUNTING. 
INTEGEE METHOD. #SQUAEE BOOT SUBBOUTINE+ 
INTEEPOLATION TECHNIQUE (LIMIT) . #LOT SIZE* 

♦INVENTOBY MANAGEHENT ANALYSIS PBOGRAH. 
INVENTOBY MANAGEMENT INTERPOLATION TECHNIQUE* 
INVENTOBY HANAGEHENT SIHULATOB 12K 1401* 

♦INVENTOBY HANAGEHENT SIHULATOB. 
INVENTORY PROGBAH. #HOSPITAL 

IHVENTOBY SYSTEH. #SKILLS 

INVERSION PEOGBAH. #HULTIPLE SIMULTANEOUS* 
INVESTMENT ANALYSIS (8K) . ^CAPITAL 

IOCS (ON DISK). ♦IBB 1401/1460 

IOCS (1026/DDC) FOR THE 1401/1460. 
IOCS 1026 (DDC) FOR THE 1440. ♦COHHUNICATIOHS 
JOB CONTROL MONITOR ON DISK. #1401/1440/1460 
KEEPING. #STACK - STORAGE ON TAPE TO ABRIDGE* 

♦KEYWORD-IN-CONTEXT (KWIC)* 
KEIWCRD-CUT-OF-CONTEXT (KWOC) . 
KWIC INDEX. #QOICK 

♦KWIC SYSTEH. 
LABEL CAPABILITY. ^1401 AND 1460 TAPE* 
LABELS. ^1401/1460 PBINT LABGE CONSECUTIVE* 

♦LABOR AND HATEBIAL PEOGBAH. 
LABORATORY AUTOHATIC PLOTTING OF RESULTS. 
LABORATORY. ♦HANAGEHENT DECISION-HAKIHG 
LABORATORY. ^1401/1440 DISK HANAGEHENT* 
LAST CABD TEST. ♦ONE OF OHE - 80X80+ 
LEAST-COST ESTIHATING AND SCHEDULING 8K,+ 
LEDGER EXTRACT PBOGBAH FOR CREDIT UNIONS. 
LEDGER UPDATE PROGRAM FOR CREDIT UNIONS. 
LEDGER. #HCSPITAL GENERAL 

♦LESS - LEAST-COST ESTIHATING AND SCHEDULIHG+ 
LETTER WRITING. ♦! 240/1 440 PROOF OF DEPOSIT* 



KWIC (KE YWOBD-IH-COHTEXT) INDEX 



LIBRARY. 
LIBRARY. 
LIBRARY. 
LIBRARY. 
♦LINEAR FEOGRAHHII 



♦CARD-TO-TAPE FOR THE SHARE 
♦DELETE-HEBGE FOE THE SHARE 
♦TAPE-TO-CAED FOE THE SHABE 
♦TAPE-TO-TAPE FOB TBE SHABE 



PROGRAM NO. 


PAGE 


1401-02.0.036 


045 


1401-02.0.025 


044 


1401-01.4.133 


038 


1401-01.4.226 


042 


1401-UT-052 


017 


1440-UT-040 


027 


1401-10.3.072 


056 


1401-10.3.073 


057 


1401-FI-05X 


007 


1401-01.4.187 


040 


1401-IF-01X 


008 


1401-07.0.003 


049 


1401-02.0.022 


044 


1401-02.0.039 


045 


1401-02.0.022 


044 


1401-02.0.019 


044 


1401-10.3.008 


052 


1401-07.0.003 


049 


1401-01.4.131 


038 


1401-FO-702 


008 


1401-FO-051 


007 


1401-FO-052 


007 


1401-02.0.025 


044 


1401-14.0.004 


060 


1401-BG-045 


013 


1440-ST-02X 


024 


1401-IL-02X 


009 


1401-IL-03X 


010 


1401-11.0.010 


057 


1401-10.3.059 


055 


1401-01.4.051 


035 


1440-03.1.001 


062 


1401-13.1.009 


058 


1401-14.0.004 


060 


1401-14.0.002 


059 


1401-01.4.056 


035 


1401-01.4.226 


042 


1401-RG-045 


013 


1401-EG-032 


012 


1401-BG-033 


013 


1401-BG-022 


012 


1401-RG-048 


013 


1401-02.0.022 


044 


1401-01.4.230 


043 


1401-09.2.007 


049 


1401-IF-05X 


009 


1440-UH-03X 


025 


1440-UH-05X 


025 


1440-UH-04X 


025 


1440-UH-01X 


024 


1440-UH-06X 


026 


1440-11.5.005 


063 


1440-UH-02X 


025 


1401-0,2.0.017 


043 


1401-06.0.009 


048 


1401-06.0.010 


048 


1401-DW-03X 


005 


1440-DW-04X 


020 


1401-10.3.035 


054 


1401-10.3.010 


052 


1401-10.3.055 


054 


1401-10.3.056 


055 


1401-10.3.009 


052 


1401-10.3.072 


056 


1401-10.3.073 


057 


1401-10.3.068 


056 


1401-CB-01X 


004 


1401-10.3.071 


056 


1401-UT-938 


018 


1401-10-065 


011 


1440-10-010 


022 


1440-01.4.001 


061 


1440-10.2.003 


063 


1401-03.0.014 


046 


1401-10.3.024 


053 


1401-10.3.023 


053 


1401-10.3.024 


053 


1401-CS-03X 


005 


1401-10.2.003 


050 


1440-UH-04X 


025 


1401-10.3.049 


054 


1401-05.0.003 


047 


1401-10.3.016 


053 


1401-10-068 


011 


1401-10-012 


010 


1440-10-012 


022 


1401-01.4.220 


042 


1401-01.4.107 


037 


1401-CR-02X 


004 


1401-CR-02X 


004 


1401-10.3.035 


054 


1401-10.3.010 


052 


1401-UT-025 


016 


1401-01.3.024 


034 


1440-12.3.002 


063 


1401-10.2.007 


050 


1401-CS-02X 


004 


1401-10.2.012 


051 


1401-01.4.188 


040 


1401-10.3.002 


051 


1401-10.3.055 


054 


1401-10.3.056 


055 


1440-UH-05X 


025 


1401-10.3.002 


051 


1440-10.2.002 


062 


1401-13.1.026 


058 


1401-13.1.027 


058 


1401-13.1.028 


059 


1401-13.1.025 


058 


1401-10.1.002 


950 



PRINTER 

TITLE PROGRAM NO. PAGE 

LINEAR PROGBAHHIHG. #1400-1311 1401-CO-13X 003 

fLIHEAB PROGRAHHIHG, REVISED SIHPLEX METHOD. 1401-10.1.004 050 

♦LINEAR REGRESSION ANALYSIS. 1401-06.0.002 047 

LINEAR REGRESSION ANALYSIS. ♦HULTIPLE 1401-06.0.004 047 

LIST AND PUNCH. #SHABE ORDER CARD 1401-13.1.029 059 

LIST OF CONDENSED CARDS. #ANTIC A 1401-01.4.198 041 

LIST OVERFLOW. #CARD 1401-01.4.130 038 

LIST. ♦ONE CABD 80-80 1401-01.3.011 034 

LISTIHG AHD EESOURCE ANALYSIS. ♦CRITICAL PATH 1401-10.3.028 053 
LISTING. #PACE - PRE-ASSEHBLI CHECK AND EDIT 1440-01.0.001 061 
LOAD. #1401 SOET 7 - 1311 DISK 1401-01.2.025 033 

LOADER. #TAPE SYSTEH 1401-01.1.035 031 

LOADER. #1401/1460-1311 DISK PROGRAH 1401-01.4.186 040 

LOAN ACCOUNTING. ♦HORTGAGE 1440-FB-04X 021 

LOAN ACCOUHTING. #INSTALLHENT 1440-10.2.003 063 

LOGIC DIAGBAHHER. ^1401/1410 AUTOCODER 1401-01.4.128 038 
LOGIC TRANSLATOR PROGRAH. ♦DECISION 1401-SE-05X 014 

♦LOT SIZE INVENTORY HANAGEHENT INTERPOLATION* 1401-10.3.024 053 
HACRO. ♦AUTOCODER SERCH EINABY SEABCH 1401-03.0.036 046 

HANAGEHEHT ANALYSIS PBOGRAH. ♦INVENTORY 1401-10.3.023 053 
HAHAGEHEHT DECISION HAKING LABORATORY. 1401-10.2.012 051 

♦HAHAGEHEHT DECISION HAKING LABORATORY* 1401-10.2.007 050 

♦HANAGEHEHT DECISION-HAKING LABOBATOEY. 1401-CS-02X 004 

HANAGEHENT GAHE. #CRITICAL PATH 1401-10.3.059 055 

HAHAGEHENT INTERPOLATION TECHNIQUE (LIBIT). 1401-10.3.024 053 
HAHAGEHEHT SIHULATOR 12K 1401 VERSION. 1401-CS-03X 005 

HAHAGEHENT SIHULATOB. #BAHK 1401-FB-02X 006 

HAHAGEHEHT SIHULATOB. #INVENTOBY 1401-10.2.003 050 

HATEBIAL PEOCESSOB. #1440/1311 BILL OF 1440-HE-02X 022 
HATEBIAL PROGBAH. #LABOB AND 1440-12.3.002 063 

HATBIX INVEESION PEOGBAH. #HULTIPLE+ 1401-05.0.003 047 

HEAT SYSTEH. #SHI 1440-10.1.001 062 

#HEHOEY DUHP IN BANDS OF 100 POS. 20 CARDS. 1401-01.4.063 036 
HEHORY PRINT. ♦UNIVERSAL 1401-01.4.096 036 

♦HEEGE 5. 1440-SH-031 024 

♦HEBGE 6. 1401-SH-063 016 

♦HEBGE 7. 1401-SM-061 015 

MERGE. #CARD 1401-01.2.018 033 

MERGE. ♦SK THEEE TAPE SOET 1401-01.2.022 033 

♦MICE ENTRY PROGRAH SUPPORTS 1450 BANK DATA* 1450-FB-20X 028 
HODE. #COPY 1401-AU-008 SYSTEHS PACK TO TAPE* 1401-14.0.024 060 
HODIFICATION WHICH ELIMINATES THE* 1401-02.0.025 044 

♦HODIFIED DUHP. 1401-01.4.124 037 

HODULAB INVENTOBY HANAGEHENT SIHULATOE 12K+ 1401-CS-03X 005 
HOHENT REPOBTING. #SOMB - SPUE OF THE 1401-01.3.022 034 

HONITOR ON DISK. ♦1401/1440/1460 JOB CONTBOL 1401-01.4.220 042 
HONTHLY TIHE SEBIES. #SEASONAL ADJUSTHENT OF 1401-06.0.001 047 

♦HOBTGAGE AHORIZATION SCHEDULE. 1401-10.2.006 050 

♦MORTGAGE LOAN ACCOUNTING. 1440-FB-04X 021 

♦HOTOB FREIGHT REVENUE ACCOUNTING. 1440-ST-02X 024 

♦HULTI-PURPOSE 80-80 BEPROBUCING. 1401-01.4.190 041 

HULTIPLI DIVIDE SUB-BOUTIHE. ♦1401/1460+ 1401-03.0.041 046 
HULTIPLI-DIVIDE SPECIAL FEATUEES+ 1401-02.0.025 044 

♦HUSIC-HUSIC SIHULATICN ON A 1401 COHPUTER. 1401-11.0.012 058 
NABAC MODEL. ♦COHHEECIAL AND SAVINGS TELLEE+ 1401-10.2.010 051 
NAME ALTEEATICN PBOGBAH. #STANDAED 1401-14.0.019 060 

NUHBEE OF DAYS EETWEEN TWO DATES* 1401-03.0.011 046 

NUHBEES ON LABELS. #1401/1460 PEINT LAEGE+ 1401-01.3.024 034 
NUHEBICAL CONTECL PROGBAH. #AUTOPB0PS II 1401-CN-03X 003 
OBJECT TO AUTOCODES SOUECE. ♦DISASSEMBLER OF* 1401-02.0.035 045 
ODD INTEGEE METHOD. ♦SQUABE ROOT SUBEOUTINE* 1401-03.0.014 046 
OFFSET REPBODUCING AND GANGPUNCHING OR* 1401-14.0.004 060 

♦ON-LINE SAVINGS ACCOUNTING. 1440-FB-07X 021 

ONE-SIXTY-G. #FAEGO 1401-02.0.018 044 

#ONE-WAY ANALYSIS OF VARIANCE. 1401-06.0.014 049 

OPERATING SYSTEH COHPUTEB ASSISTED* 1401-OS-092 012 

OPEBATING SISTEH/360 DISK SOET/MEEGE PEOGEAM+ 1401-LM-011 011 
OPEEATING TEAINING ON THE 1401. #OPTEAIN - 1401-13.4.002 059 

♦OPTEAIN - OPERATING TRAINING ON THE 1401. 1401-13.4.002 059 
ORDER CARD LIST AND PUNCH. #SHARE 1401-13.1.029 059 

ORDINARY DAILY CYCLE PROGEAHS. #C0NSOLIDATED+ 1401-IL-02X 009 
ORDINARY VALUATION PROGRAH. ♦CONSOLIDATED* 1401-IL- 
ORGANIZATION ROUTINES 1401/1460. #1401/1311+ 1401-UT 
ORGANIZATION ROUTINES. ♦DISK FILE 1440-UT- 

OUTPUT PROGRAH. ^7090/94 1401 PERIPHERAL 1401-UT- 
OVEBFLOW. ♦CABD LIST 1401-01. 

OVERFLOW. ♦ONE CARD 80-80 CARD TO PRINTER* 1440-02. 

♦PACE - PRE-ASSEMBLY CHECK AND EDIT LISTING. 1440-01. 
PACE PRE-ASSEMBLY CHECK AND EDIT. #1401/1460 1401-01. 
PACK TO TAPE THEN TAPE TO 360/2311 IN* 1401-14. 
PACKAGES FOB IBM SYSTEH/360. #INPUT PROGRAM* 1401-UT- 
PASS ASSEHBLER. #SPS SINGLE 1401-01. 

PATH LISTING AND RESOURCE ANALYSIS. #CRITICAL 1401-10. 
PATH HANAGEHENT GAHE. #CRITICAL 1401-10. 

PATH SCHEDULER (BASIC 1401). #CRITICAL 1401-10. 

PATIENT BILLING. #HOSPITAL 1440-UH- 

PAYABLE. #HOSPITAL ACCOUNTS 1440-UH- 

PAYROLL. #HOSPITAL 1440-UH- 

PAYROLL. #PIECEWORK-TIHEWORK 1401-10. 

PEBIPHEHAL OUTPUT PBCGEAH. ^7090/94 1401 1401-UT- 
PERIPHERAL UTILITY PROGBAH. ^7040/7044 - 1401 1401-UT- 

♦PERT. 1401-10. 

PHASE I. #PROJECT PROGRESS REPORT 1401-10. 

♦PIECEWOEK-TIHEWOEK PJYHOLL. 1401-10. 

PLOT PEOGBAH. ♦GEHEEALIZED 1401-14. 

PLOTTING OF EESULTS. #HANAGEHENT DECISION* 1401-10. 

♦POLYNOHIAL CUEVE FIT FOB ECONOMIC ANALYSIS* 1401-07. 

♦PORTFOLIO SELECTION PROGRAH. 1401-FI 

POS. 20 CARDS. #HEHORY DUHP IN BANDS OF 100 1401-01 
POWER FACTORIAL DESIGN. #ANALYSIS OF* 1401-06. 

PRE-ASSEMBLY CHECK AND EDIT LISTING. #PACE - 1440-01. 
PBE-ASSEHBLY CHECK AND EDIT. #1401/1460 PACE 1401-01. 

#PBE-LIST FOE AUTOCODER SOURCE DECK. 1401-01. 

PRE-LIST. ^AUTOCODER 1401-01. 

#PEINT DECISION TABLES. 1401-01. 

PEINT LAHGE CONSECUTIVE NUHBEES ON LABELS. 1401-01. 
PEINT PBOGBAH. #UTILITY 1401-01. 

PBINT. ♦UNIVEBSAL HEHOBY 1401-01. 

PRINT. #RGCP - REPRODUCE, GANG-PUHCH, COUHT, 1401-13. 
PRINTER PROGRAH WITH BRANCH ON OVERFLOW. 1440-02. 



03X 
052 



158 



010 
017 
027 
018 
4.130 038 
3.002 062 
0.001 061 

1.051 032 
0.024 060 
938 018 

1.052 032 
3.028 053 
3.059 055 
3.013 052 
01X 024 
03X 025 
06X 026 
3.015 053 
158 018 
157 018 
3.007 052 
3.044 054 
3.015 053 
0.002 059 
2.007 050 
0.003 049 
04X 006 
4.063 036 
0.012 049 
0.001 061 
1.051 032 
1.039 031 
1.043 031 
4.126 037 
3.024 034 
4.225 042 
4.096 036 
1.009 058 
3.002 062 



XVI 



ERINTEH 

TITLE 
PRINTER. #1401/1460 BHAILIE - THAN -♦ 
PRINTING EVERYTHING. #ESCAEE - EFFORTLESS* 
PB0CESSIN6 SYSTEH. #MICR ENTRY PROGRAM* 
PROCESSING UTILITY PBOGBAH. #GEBEBAI 

PBOCESSOB. #1440/1311 BILL OF HATEBIAI 

PBOGBESS BEPOBT PHASE I. tPBOJECT 

#PBOJECT CONTBOL SYSTEM. 
PROJECT EVALUATION AND BEVIES TECHNIQUE* 

♦PROJECT PROGRESS REPORT PHASE I. 
PROOF OF DEPOSIT AND CASH LETTER WBITING. 

#PBOPERT¥ ACCOUNTING SYSTEH FOB HOSPITAL. 
PUNCH FOR THE 1401. fSELECTIVE REPRODUCE -+ 
PUNCH SIHULATOB. #REPRODUCE GANG 

PUNCH. #SHABE ORDER CARD LIST AND 

PUNCHES. #SCOOP I 6 II - SIMPLIFIED* 
QUANTITIES AND DESIGN DATA. tHIGHHAY 

#QUICK KWIC INDEX. 
QUICK BEEOET (QUICKIE) . #SELF CENTERING 

#RADIO - RANDOH DISK INPUT/OUTPUT SUBROUTINE. 
RANDOH DISK INPUT/OUTPUT SUBROUTINE. #RADIO - 

♦RAPID ASSEMBLY PROGRAM NO. 14043. 

#BAPID SELECTIVE TRACE. 
HASP. #1401/1440/1460 RESEQUENCE AUTOCODEB+ 
BATING FOB FIBE AND CASUALTY COMPANIES. #AUTC 
RATING PBOGBAH. #HOHEOHNEBS 

#BEACTION TIMING PBOGBAH FOB IBM 1401. 
READ TAPE CHECK. #WRITE AND 

RECEIVABLE FOR HOSPITALS. #ACCOUNTS 

RECEIVABLE. #RETAIL ACCOUNTS 

RECORD FINDER. #1311 DISK 

RECORD. #BEPAIB DISK 

BECOBDING COHPUTEB UTILIZATION AND 3 1401+ 
RECORDING FOR SECONDARY SCHOOLS. #ATTEHDANCE 
REDUCTION. #DATA ANALYSIS AND 

REEL FOB SHARE. #DISTBIBUTION TAPE 

#BEER - EEPBODUCE, EMIT, ELIMINATE, REPRODUCE. 

♦BEGAN - 4K BEGBESSION ANALYSIS AND+ 
EEGISTBATION AND SCHEDULING. #TALLY ANALYSIS 
REGRESSION ANALYSIS AND CORRELATION* 

♦REGRESSION ANALYSIS COMPUTER PROGRAM. 
REGRESSION ANALYSIS. ♦LINEAR 

REGRESSION ANALYSIS. ♦MULTIPLE LINEAR 

REGRESSION PBOGBAH. ^MULTIPLE 

♦BELOCATABLE TBACE PBOGBAH. 

♦BEPAIR DISK BECORD. 
REPORT (QUICKIE) . ♦SELF CENTERING QUICK 
REPORT GENERATING OPERATION. ♦FARGO -+ 
REPORT PHASE I. ♦PROJECT PROGRESS 

REPORT PROGRAM GENERATOR (ON DISK) + 

IREPOBT EROGRAH GENERATOR 2K. 
REPORT PROGRAM GENERATOR 4K. ♦1401/1460 BASIC 

♦REPORT PROGRAM GENERATOR. 
REPORT PROGRAM. ♦1440/1311 

REPORTING. ♦SOHB - SPUR OF THE MCMENT 

♦REPRO-REERODUCER SIMULATOR ROUTINE FOR THE+ 
REPRODUCE - GANG PUNCH FOR THE 1401. 

♦REPRODUCE GANG PUNCH SIHULATOB. 

♦REPRODUCE ONLY CERTAIN COLUMNS ON THE IBM+ 
REPRODUCE NITH LAST CARD TEST. ♦ONE OF ONE -+ 
REPRODUCE. ♦REER - REPBODUCE, EMIT, 
REPRODUCE, GANG-PUNCH, COUNT, PRINT. ♦BGCP - 
REPRODUCER FOR 1440/1311. ♦VARIABLE CARD 
REPRODUCING AND GANGPUNCHING OR EMITTING. 
REPRODUCING. ♦MULTI-PURPOSE 80-80 

BEQUIREHENTS. ♦FORTRAN MODIFICATION WHICH* 
RESEQUENCE AUTOCODER SOURCE PROGRAMS - BASP. 
RESIDENT. ♦SOBT 54 DISK 

RESOURCE ANALYSIS. ♦CRITICAL PATH LISTING AND 

♦RETAIL ACCOUNTS RECEIVABLE. 
RETRIEVAL PROGRAM FOR TBE 1401. ♦ASK -♦ 
RETRIEVAL SYSTEH. ♦SELECT DATA 

REVENUE ACCOUNTING. ♦MOTOR FREIGHT 

REVIEW TECBNIQUE SIMULATOR. ♦CAPERTSIM -+ 
REVISED SIMPLEX METHOD. ♦LINEAR PROGRAMMING, 

♦RGCP - REPBODUCE, GANG-PUNCB, COUNT, PRINT. 
ROOT ROUTINE. ♦SQUARE 

ROOT SUBROUTINE USING ODD INTEGEB METHOD. 
ROOT SUBROUTINE. ♦SQUARE 

RPG MODEL 20 CONVERSION PBOGBAH. #1401 FARGO* 
RPG TO SYSTEM/360 TRANSLATOR. ♦IBB 1400 

♦SAVINGS ACCOUNTING. 
SAVINGS ACCOUNTING. ♦ON-LINE 

SAVINGS TELLEB SIMULATION USING NABAC MODEL. 
SCHEDULE. ♦MORTGAGE AHORIZATION 

SCHEDULEB (BASIC 1401) . ♦CBITICAL PATB 

♦SCHEDULER PROJECT ♦PERT 
SCHEDULING - BETA VERSION. ♦SOCRATES STUDENT 
SCHEDULING SYSTEH. ♦ENGINEERING 

SCHEDULING SYSTEM. ♦SOCRATES STUDENT 

SCHEDULING 8K, 12K, and 16K. ♦LESS -+ 
SCHEDULING. ♦TALLY ANALYSIS REGISTRATION AND 
SCHOOL PROGRAMS (GRADE BEPOBTING) . ♦SECONDABY 
SCHOOL PROGRAMS (PAYROLL AND PERSONNEL) . 
SCHOOL PROGRAMS (STUDENT SCHEDULING) . 
SCHOOLS. ♦ATTENDANCE RECORDING FOR SECONDARY 

♦SCOOP I 6 II - SIMPLIFIED CONVERSION OF* 
SCORE AND ANALYZE TEACHER-MADE TESTS. ♦TS80 - 
SCORING TECHNIQUE. ♦FAST - FULLY AUTOMATIC 
SCORING TECHNIQUE-PHASE I PROGRAM PACKAGE. 
SEARCH HACRO. ♦AUTOCODER SEECH BINABY 

SEARCH PROGRAM. ♦TAPE 

♦SEASONAL ADJUSTMENT - CENSUS METHOD II, X-9+ 

♦SEASONAL ADJUSTMENT OF MONTHLY TIME SERIES. 

♦SEASONAL ADJUSTMENT, CENSUS METHOD II, X-9+ 

♦SELECT DATA RETRIEVAL SYSTEH. 
SELECTION EROGBAM. ♦POBTFOLIO 

♦SELECTIVE DISSEMINATION OF INFORMATION* 

♦SELECTIVE REERODUCE - GANG PUNCH FCR THE* 
SELECTIVE TRACE. ♦RAPID 

SEQUENCE CHECKING PROGEAH. ♦GENERALIZED* 
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PROGRAM 
1401-01. 
1401-01. 
1450-FB- 
1401-01. 
1440-HE- 
1401-10. 
1440-MX- 
1401-10. 
1401-10. 
1440-10. 
1440-11. 
1401-01. 
1440-03. 
1401-13. 
1401-01. 
1401-09. 
1401-10. 
1401-01. 
1440-01. 
1440-01. 
1401-01. 
1401-01. 
1401-01. 
1401-IF- 
1401-IF- 
1401-11- 
1401-01. 
1440-UB- 
1440-DR- 
1401-01. 
1401-01. 
1401-06. 
1440-US- 
1401-CA- 
1401-13. 
1401-01. 
1401-06. 
1401-14. 
1401-06. 
1401-06. 
1401-06. 
1401-06. 
1401-06. 
1401-01. 
1401-01. 
1401-01. 
1401-BG- 
1401-10. 
1401-RG- 
1401-BG- 
1401-EG- 
1401-HG- 
1440-RG- 
1401-01. 
1401-01. 
1401-01. 
1440-03. 
1401-01. 
1401-01. 
1401-01. 
1401-13. 
1440-02. 
1401-14. 
1401-01. 
1401-02. 
1401-01. 
1440-01. 
1401-10. 
1440-DR- 
1401-10. 
1401-01. 
1440-ST- 
1401-10. 
1401-10. 
1401-13. 
1401-03. 
1401-03. 
1401-03. 
1401-02. 
1401-RG- 
1440-FB- 
1440-FE- 
1401-10. 
1401-10. 
1401-10. 
1401-10. 
1402-10. 
1401-EX- 
1401-10. 
1401-10. 
1401-14. 
1440-US- 
1440-US- 
1440-US- 
1440-US- 
1401-01. 
1401-10. 
1401-10. 
1401-10. 
1401-03. 
1401-01. 
1401-06. 
1401-06. 
1401-06. 
1401-01. 
1401-FI- 
1401-CB- 
1401-01. 
1401-01. 
1401-01. 



NO. PAGE 
4.230 043 

4.010 034 
20X 028 
4.232 043 
02X 022 
3.044 054 
02X 023 

2.011 051 
3.044 054 
2.002 062 
5.005 063 
4.051 035 
1.001 062 
1.029 059 

4.012 035 
2.007 049 
3.035 054 
3.018 034 
4.001 061 
4.001 061 

1.017 031 
4.207 041 
4.189 040 
01X 008 
05X 009 
0.005 057 
4.136 038 
02X 025 
02X 019 
4.187 040 
4.181 040 
0.011 049 
04X 027 
04X 002 
1.032 059 
4.068 036 
0.008 048 
0.025 060 
0.008 048 
0.007 048 
0.002 047 
0.004 047 
0.003 047 
4.103 037 
4.181 040 

3.018 034 
045 013 
3.044 054 
032 012 



033 
022 
048 
020 



013 
012 
013 
023 



3.022 034 
4.054 035 
4.051 035 
1.001 062 
4.221 042 

4.188 040 
4.068 036 
1.009 058 
3.001 061 
0.004 060 
4.190 041 
0.025 044 

4.189 040 

6.001 061 
3.028 053 
02X 019 
3.009 052 
4.145 039 
02X 024 

2.011 051 
1.004 050 

1.009 058 
0.015 046 
0.014 046 
0.010 045 
0.036 045 
700 013 
05X 021 
07X 021 

2.010 051 

2.006 050 
3.013 052 

3.007 052 
3.075 061 
01X 005 
3.065 055 

3.002 051 
0.025 060 
02X 026 
03X 027 
01X 026 
04X 027 

4.012 035 
3.070 056 
3.041 054 
3.063 055 
0.036 046 
4.058 035 
0.009 048 
0.001 047 
0.010 048 
4.145 039 
04X 006 
01X 004 
4.051 035 
4.207 041 
4.056 035 



TITLE PROGRAM 

SERCH BINARY SEARCH MACRO. #AUTOCODEB 1401-03. 

SEBIES. ♦SEASONAL ADJUSTMENT OF MONTHLY TIME 1401-06. 

SHABE LIBBABY. #CAED-TO-TAPE FOE THE 1401-13. 

SBABE LIBBABY. ♦DELETE-HEBGE FOB THE 1401-13. 

SHARE LIBBABY. #TAPE-TO-CARD FOB THE 1401-13. 

SHABE LIBBARY. #TAPE-TO-TAPE FOR THE 1401-13. 

♦SHARE ORDER CARD LIST AND PUNCH. 1401-13. 

SHARE. ♦DISTRIBUTION TAPE REEL FOR 1401-13. 

SIMPLEX METHOD. ♦LINEAR PROGBAMMING, BEVISED 1401-10. 

SIMPLIFIED CONVERSION OF OTHEB PUNCHES. 1401-01. 

SIMULATION ON A 1401 COHPUTEB. ♦MUSIC-MUSIC 1401-11. 

SIMULATION USING NABAC MODEL. ♦COMHERCIAL+ 1401-10. 

SIMULATOR ROUTINE FOR THE IBM 1401. 1401-01. 

SIMULATOR 12K 1401 VERSION. ♦1401/1620+ 1401-CS- 

SIHULATOR. ♦CARD COLLATOH 1401-01. 

SIMULATOR. ♦BANK MANAGEMENT 1401-FB- 

SIMULATOE. ♦INVENTORY MANAGEMENT 1401-10. 

SIMULATOR. ♦REPRODUCE GANG PUNCH 1440-03. 

SIMULATOR. ♦CAPERTSIM - COMPUTER ASSISTED* 1401-10. 

SIMULTANEOUS EQUATION AND HATBIX INVEESION* 1401-05. 

SIMULTANEOUS MULTIPLY DIVIDE SUB-BOUTINE. 1401-03. 

SIZE INVENTORY MANAGEMENT INTERPOLATION* 1401-10. 
♦SKILLS INVENTORY SYSTEH. 1401-10. 

♦SMI MEAT SYSTEM. 1440-10. 

SMOOTHING. ♦FORECASTING BY EXPONENTIAL 1401-10. 

♦SOCBATES STUDENT SCHEDULING - BETA VERSION. 1402-10. 
♦SOCRATES STUDENT SCHEDULING SYSTEH. 1401-10. 

♦SOMR - SPUR OF THE MOHENT REPORTING. 1401-01. 

♦SOPHISTICATED SPS TO AUTOCODEB CONVERTER. 1401-01. 

SORT HERGE. ♦SK THREE TAPE 1401-01. 

SORT PROGEAH. ♦THREE TAPE 1401-01. 

♦SORT 5. 1440-SM- 

♦SOBT 54 DISK RESIDENT. 1440-01. 

♦SORT 6. 1401-SM- 

SORT 7 - 1311 DISK LOAD. #1401 1401-01. 

♦SORT 7. 1401-SM- 

SORT. ♦TTSRT - TWO TAPE 1401-01. 

SOBT. ♦IBM 1401/1440/1460/1311 DISK 1401-01. 

SOBT/MERGE PROGRAM (16K) . ♦1401/1460 TIMING* 1401-LM- 

SOUECE DECK. ♦PBE-LIST FOB AUTOCODEB 1401-01. 

SOUBCE PROGRAMS - RASP. #1401/1440/1460+ 1401-01. 

SOURCE. ♦DISASSEMBLER OF 1401/1460 PROGRAMS* 1401-02. 

SPS - ASSEMBLER. ♦SPSS - AN IMPROVED 1401-01. 

SPS CARD FOEHAT TO AUTOCODER CARD FOBHAT. 1401-01. 
♦SPS SINGLE PASS ASSEHBLEB. 1401-01. 

SPS TO AUTOCODER CONVEBTER. #SOPHISTICATED 1401-01. 

SPS TO AUTOCODER FOR 1401/1460. #CARD 1401-01. 

SPS TO AUTOCODER. #CONVEBSION OF 1401-01. 

SPS TO SYSTEH/360 BASIC ASSEHBLEB. #1401 1401-01. 
♦SPSS - AN IHPBOVED SPS - ASSEHBLEB. 1401-01. 

SPUR OF THE HOHENT REPORTING. ♦SOMR - 1401-01. 

♦SQUARE BOOT ROUTINE. 1401-03. 

♦SQUARE ROOT SUBROUTINE USING ODD INTEGER* 1401-03. 
♦SQUARE ROOT SUBROUTINE. 1401-03. 

♦STACK - STORAGE OH TAPE TO ABBIDGE CAED+ 1401-01. 
♦STANDABD NAME ALTERATION PROGRAM. 1401-14. 

STATISTICAL ANALYSIS. ♦METHOD OF RECORDING* 1401-06. 

STORAGE ON TAPE TO ABBIDGE CABD KEEPING. 1401-01. 

STUDENT SCHEDULING - BETA VEBSION. ♦SOCBATES 1402-10. 

STUDENT SCHEDULING SYSTEM. ♦SOCRATES 1401-10. 

SUB-BOUTINE. ♦1401/1460 SIMULTANEOUS+ 1401-03. 

SUBEOUTINE-DTCALC. ♦CALCULATE NUMBEE OF DAYS* 1401-03. 

SUBBOUTINES. ♦CARD SYSTEH 1401-LM- 

SUPPORTS 1450 BANK DATA PROCESSING SYSTEM. 1450-FB- 
♦SYMBOLIC PROGBAMMING SYSTEM 2 (SPS- 2) . 1401-SP- 

TAB-BACK PBOGBAH. ♦GENEEAL PUBPOSE 1401-01. 

TABLES. ♦PBINT DECISION 1401-01. 

TABULATE AND/OB SEQUENCE CHECKING PBOGBAM. 1401-01. 

TABULATE WITH OE WITHOUT CONTROL FIELDS. 1401-01. 
♦TALLY ANALYSIS REGISTRATION AND SCHEDULING. 1401-14. 

TAPE AUTOCODEB ASSEMBLY FOB THE 1401. ♦TWO - 1401-01. 

TAPE CHECK. ♦WRITE AND READ 1401-01. 

TAPE DDHP. ♦GENERAL PURPOSE 1401-01. 

♦TAPE DUPLICATION. 1401-01. 

TAPE REEL FOR SHARE. ♦DISTRIBUTION 1401-13. 

♦TAPE SEARCH PROGRAM. 1401-01. 

TAPE SORT MERGE. ♦SK THREE 1401-01. 

TAPE SORT PROGRAM. ♦THREE 1401-01. 

TAPE SORT. ♦TTSRT - TWO 1401-01. 

♦TAPE SYSTEM LOADER. 1401-01. 

TAPE THEN TAPE TO 360/2311 IN COMPATIBILITY* 1401-14. 

TAPE TO ABRIDGE CABD KEEPING. ♦STACK -* 1401-01. 

TAPE TO 360/2311 IN COMPATIBILITY MODE. 1401-14. 
♦TAPE UPDATE UTILITY PBOGBAM. 1401-01. 

TAPE UTILITY PEOGBAMS WITH 120 CHABACTEE+ 1401-UT- 

TAPE 1401. ♦GENEEAL DISTBIBUTION PBOGRAH FOR 1401-IF- 

TAPE. ♦1401/60 FORTRAN IV 1401-FO- 

♦TAPE-TO-CARD FOE THE SHAEE LIBRARY. 1401-13. 

♦TAPE-TO-CARD UTILITY PBOGBAH. 1401-UT- 

♦TAPE-TO-PEINTEB UTILITY PBOGRAH. 1401-UT- 

♦TAPE-TO-TAPE FOR THE SHARE LIBBABY. 1401-13. 

TEACHEB-HADE TESTS. #TS80 - SCORE AND ANALYZE 1401-10. 
♦TEACHEB-HADE-TEST PACKAGE. 1401-10. 

TECHNIQUE-PHASE I PBOGBAH PACKAGE. #FAST -+ 1401-10. 

TELLEB SIMULATION USING NABAC MODEL. 1401-10. 

TERMINAL SYSTEM. #ADHINISTRATIVE 1460-CX- 

TERMINAL SYSTEH. #ADHINISTRATIVE 1440-CX- 

TEST. #ONE OF ONE - 80X80 REPRODUCE WITH* 1401-01. 

TESTING, AND CONDENSING OPERATION. #APTCO -+ 1401-01. 

TESTS. #TS80 - SCORE AND ANALYZE TEACHER-HADE 1401-10. 

THEN TAPE TO 360/2311 IN COHPATIBILITY HODE. 1401-14. 

THIBTEEN VAEIABLE SIHPLE COEEELATION. #CORL8 1401-06. 

TIHE SERIES. ♦SEASONAL ADJUSTHENT OF HONTHLY 1401-06. 

TIHING PROGRAM FOR IEM BASIC OPERATING* 1401-LH- 

TIHING PBOGBAM FOR IBM 1401. ♦REACTION 1401-11. 

TRACE PROGRAH. ♦RELOCATABLE 1401-01. 

#TBACE THAT NEEDS NO SPECIAL FEATUBES. 1401-01. 

TRACE. #RAPID SELECTIVE 1401-01. 

TRADE ANALYSIS FOB A BANK. #BOND 1401-FE- 

TBAINING ON THE 1401. #OPTEAIN - OPEBATING 1401-13. 



TRAINING 
NO. PAGE 
0.036 046 
0.001 047 

1.026 058 

1.027 058 

1.028 059 
1.025 058 

1.029 059 
1.032 059 
1.004 050 
4.012 035 
0.012 058 

2.010 051 
4.054 035 
03X 005 
4.212 042 
02X 006 
2.003 050 
1.001 062 

2.011 051 
0.003 047 
0.041 046 

3.024 053 
3.049 054 
1.001 062 
3.008 052 
3.075 061 
3.065 055 
3.022 034 
4.165 039 

2.022 033 
2.003 032 
030 024 

6.001 061 
062 016 

2.025 033 
060 015 

2.012 033 

2.023 033 
011 011 
1.039 031 
4.189 040 
0.035 045 
1.036 031 
4.131 038 
1.052 032 
4.165 039 
4.205 041 
4.160 039 
4.195 041 
1.036 031 
3.022 034 
0.015 046 
0.014 046 
0.010 045 
4.107 037 
0.019 060 
0.011 049 

4.107 037 
3.075 061 
3.065 055 
0.041 046 
0.011 046 
007 011 
20X 028 
030 016 
3.003 033 
4.126 037 
4.056 035 
4.226 042 
0.025 060 
1.018 031 
4.136 038 
4.158 039 

4.108 037 
1.032 059 
4.058 035 
2.022 033 
2.003 032 
2.012 033 
1.035 031 
0.024 060 
4.107 037 
0.024 060 
4.022 035 

025 016 
03X 009 
052 007 
1.028 059 
028 017 

026 016 
1.025 058 
3.070 056 
3.067 056 
3.063 055 
2.010 051 
08X 028 
07X 018 
4.188 040 
4.094 036 
3.070 056 
0.024 060 
0.006 048 
0.001 047 
011 011 
0.005 057 
4.103 037 
4.133 038 
4.207 041 
■09X 006 

4.002 059 



XVII 



MIC fKBIBOBD-II-COBTBITI IHDBI 

TITLE PROGRAM NO. PAGE 

TBAH - TBAJSLATE EIGLISB TO GH1DE 2 BBAILLB* 1401-01.4.230 043 

TBABSLATE EBGLISB TO 6HADE 2 BBAILLB ABD* 1401-01.4.230 043 

TBABSLATOH PBOGBAH. #DECISIOB LOGIC 1401-SE-05X 014 

TBAHSLATOB. #IBB 1400 BPG TO SISTEB/360 1401-BG-700 013 

#TS80 - SCOBE ABD ABALTZE TEACHEB-HADE TBSTS. 1401-10.3.070 056 

#TTSBT - TWO TAPE SOBT. 1401-01.2.012 033 

OBIOBS. #INDIVIDUAI LEDGES EXTBACT PBOGBAB* 1401-10.3.055 054 

OBIOBS. *IBDIVIDDAL LEDGEB UPDATE PBOGBAH* 1401-10.3.056 055 

#0BIVEBSAL HEBOBT PBIBT. 1401-01.4.096 036 

DBIVEBSITT ADBISSIOHS IBFOBHATIOH SISTEH. 1401-10.3.071 056 

UPDATE PBOGBAH FOB CBEDIT UHIOBS. 1401-10.3.056 055 

UPDATE UTILITI PBOGBAB. #TAPE 1401-01.4.022 035 

♦UTILITI PBIBT PBOGBAB. 1401-01.4.225 042 

UTILITI PBOGBAB. *TAPE UPDATE 1401-01.4.022 035 

UTILITY PBOGBAB. #CABD-TO-TAPE 1401-UT-027 017 

UTILITI PBOGBAB. #TAPE-TO-CABD 1401-UT-028 017 

UTILITI PBOGBAB. #TAPE-TO-PBIBTEB 1401-UT-026 016 

UTILITI PBOGBAB. #GEBEBAL PBOCESSIBG 1401-01.4.232 043 

UTILITI PBOGBAB. #7040/7044 - 1401 PEBIPBEBAI 1401-UT-157 018 

•UTILITI PBOGBABS FOB THE 1401-1311 DISK. 1401-UT-053 017 

UTILITI PBOGBABS WITH 120 CHABACTEB LABEL* 1401-UT-025 016 

UTILITI PBOGBABS. #DISK 1440-UT-041 028 

UTILITI PBOGBABS. iCABD SYSTEB 1401-UT-001 016 

UTILITI. #1401/1311 DISK ADDBESS 1401-01.4.176 039 

VALUATIOB PBOGBAB. #COBSOLIDATED FUBCTIOHS* 1401-IL-03X 010 

#VABIAELB CABD BEPBODUCEB FOB 1440/1311. 1440-02.3.001 061 

TABIABLE SIBPLE COBBELATIOB. #CCBL8 TBIBTEEB 1401-06.0.006 048 

VABIABLES OF IBPOBTABCE DETEBBIBED VOID. 1401-06.0.005 047 

VABIABCE. #ONE-»AY ABALISIS OF 1401-06.0.014 049 

VARIABCE, 2 TO THE » POWEB FACTOBIAL DESIGB. 1401-06.0.012 049 

#VARILIST. 1401-01.4.227 043 

VOID. #HUITIPLE COBBELATIOB - VABIABLES OF+ 1401-06.0.005 047 

WHOLESALE EILLIBG. #CHAIH ABE 1440-DW-01X 019 

WBOLESALE IBPACT. #1311 1401-DH-03X 005 

WHOLESALE IHPACT. #1311 1440-DW-04X 020 

WORDS. #SUBBOUTINE TO COBVEBT DCLLABS ABD+ 1401-14.0.008 060 

#«BITE ABD BEAD TAPE CHECK. 1401-01.4.136 038 

WBITIBG. #1240/1440 PROOF OF DEPOSIT ABD* 1440-10.2.002 062 

X-9 VEBSIOH, 4K, LOBG PBOGBAB. #SEASCBAL* 1401-06.0.009 048 

X-9 VEBSION, 4K, SHOBT PBOGBAB. #SEASOHAL+ 1401-06.0.010 048 

1026 (DDC) FOB THE 1440. tCOHHUBICATIOBS IOCS 1440-10-012 022 

1026 OEEBATIHG SISTEH COBPUTEB ASSISTED* 1401-OS-092 012 

#1240/1440 PBOOF OF DEPOSIT ABD CASH IETTEB* 1440-10.2.002 062 

1311 DISK LOAD. #1401 SOBT 7 - 1401-01.2.025 033 

#1311 DISK BECOBD FIHDEB. 1401-01.4.187 040 

#1311 WHOLESALE IHPACT. 1401-DW-03X 005 

#1311 WBOLESALE IHPACT. 1440-DW-04X 020 

#1400 BEG TO SISTEB/360 TBAHSLATOB. #IBB 1401-BG-700 013 

#1400-1311 LIHEAB PBOGBABBIBG. 1401-CO-13X 003 

1401-AD-008 SYSTEHS PACK TO TAPE THEB TAPE* 1401-14.0.024 060 

1401-1311 DISK. #UTILITI PBOGBABS FOB THE 1401-UT-053 017 

#1401/1311 AUTO-TEST 8K. 1401-AT-081 001 

#1401/1311 DISK ADDBESS UTILITI. 1401-01.4.176 039 

#1401/1311 DISK FILE OBGAHIZATICH BOUTINES+ 1401-UT-052 017 

#1401/1311 BEPOBI PBOGBAB GEBEBATOB (OH DISK) 1401-BG-032 012 

#1401/1410 AUTOCODES PBOGBAH LOGIC DIAGBAHHEB. 1401-01.4.128 038 

#1401/1440/1460/1311 DISK SOBT. #IBB 1401-01.2.023 033 

#1401/1460-1311 DISK PBOGBAH LOADEB. 1401-01.4.186 040 

#1401/1620 HODULAB IHVEHTOBI HAHAGEBEBT+ 1401-CS-03X 005 

#1401/40/60 FOBTBAH IV DISK. 1401-FO-051 007 

#1401/60 FOBTBAB IV TAPE. 1401-FO-052 007 

1403 PBIHTEB. #1401/1460 BBAILLE - TBAB -+ 1401-01.4.230 043 

14043. #EAPID ASSEBBLI PBOGBAB BO. 1401-01.1.017 031 

#1440/1311 BILL OF HATEBIAL PBOCESSOB. 1440-HE-02X 022 

#1440/1311 BEPOBT PBOGBAH. 1440-BG-020 023 

1440/1311. #VABIABLE CABD BEPBODUCEB FOB 1440-02.3.001 061 

1450 BABK DATA PBOCESSIBG SISTEH. #HICB+ 1450-FE-20X 028 

2K. #EASIC AUTOCODES 1401-AU-005 001 

2K. #BEPCBT PBOGBAB GEBEBATOB 1401-BG-033 013 

360/2311 IB COBPATIBILITI BODE. #COPI+ 1401-14.0.024 060 

4K. #1401/1460 BASIC BEPOBT PBOGBAB GEBEBATOB 1401-BG-022 012 

4K, LONG PBOGBAH. #SEASONAL ADJUSTBEHT -* 1401-06.0.009 048 

4K, SHOBT PBOGBAH. #SEASOHAL ADOUSTHEBT,* 1401-06.0.010 048 

#7040/7044 - 1401 PEBIPBEBAL UTILITY PBOGBAB. 1401-UT-157 018 

7090/7094 SUPPCBT PACKAGES FOB IBB* 1401-UT-938 018 

#7090/94 1401 PEBIPBEBAL OUTPUT PBOGBAH. 1401-UT-158 018 

8K. #1401/1311 AUTO-TEST 1401-AT-081 001 

8K, 12K, and 16K. #LESS - LEAST-COST* 1401-10.3.002 051 

80-80 CABD TO PBIHTEB PBOGBAB WITB BBABCB OB* 1440-02.3.002 062 

80-80 LIST. #OBE CABD 1401-01.3.011 034 

80-80 BEPBODUCIHG. #HULTI-PUBPOSE 1401-01.4.190 041 

80X80 BEPBODUCE WITH LAST CABD TEST. #OBE OF* 1401-01.4.188 040 
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IBB PBOGBAHS 



COHTIHUED FBOH PBIOB COLUHH 



1240-FB-12X *fi 

DEHAHD DEPOSIT COHVBBSIOH PBOGBAH 

DESCBIPTIOH - The IBH 1240 Demand Deposit Conversion Program 
designed to convert HICB paper documents to disk pack 
records in the format required by the 1440 Demand Deposit 
Application Program. The program is used in conjunction 
with the 1440 Demand Deposit Program to do the complete 
demand deposit application on the 1240 System. 

FEATOBES- It allows sorting of paper documents based on 
an account number limits table prepared by the user. Other 
functions are identical to the 1440 Demand Deposit 
Conversion run. 

DSE - This program is used in place of the 1440 Demand 
Deposit Conversion run on the 1240 System. It may be used 
without modification or may be easily modified if user 
requirements dictate. Two programs are furnished which 
allow the use of a buffered or an unbuffered 1443 Printer. 

PBOGBAH BEQUIREHENT - Demand Deposit Accounting for the 
IBH Data Processing System (1440-FB-03X) . 

HIHIHOH STSTEH EEQDIBEHEHTS - A 1241 Processing Unit, Hodel 
A4. 1442 Card Bead Punch, Hodel 1. 1443 Printer with 
additional print positions. 1447 Console with Sense 
Switches. Two 1311 Disk Storage Drives, Hodels 1 and 2. 

BASIC PBOGBAH PACKAGE 

DOCOHEHTATIOH - Program write-up... Beference Hanual 

including program listings. 
HACHIHE BEADABLE - Source and program cards. 

OPTIOHAL PBOGBAH PACKAGE - Hone. 

OBDEBIHG IHFOBHATIOH: PBOGBAH HUHBEB 1240FB12X 



character) . 

- Maintain disk labels on the label track of a disk pack. 

- Load the program to be tested from cards. 

- Print data read from or written in disk storage during 
program execution. 

- Print data from selected areas of core storage at 
specific times during program execution. 

- Print core storage when program execution terminates. 

- List punched card input before test and output following 
test. 

Several programs may be stacked for testing in a single 
run. A convenient card format for patching program decks 
being tested is provided to facilitate retesting of any 
program. 

HIHIHDH SISTEH BEQUIBEHEHTS - An 8K 1401 system with... 
one 1311 Disk Storage Drive... 1402 Card Bead Punch... 
1403 Printer Hodel 2 or 1404 Printer... Advanced Programming 
and High-Low-Equal Compare or an 8K 1460 system with... 
one 1311 Disk Storage Drive... IBH 1402 Card Bead Punch... 
One IBH 1403 Printer... Indexing and Store Address Begister. 

BASIC PBOGBAH PACKAGE 

DOCOHEHTATIOH - Program write-up. System listings. 

Specifications and Operating Procedures. 
HACHIHE BEADABLE - AUtO-Test system. 
Disk Pack: DECKA - initiate program testing. 
DECKB - restart. 
DECKC - sample test deck. 

OPTIONAL PBOGBAH PACKAGE 

DOCUHEHTATIOH - System flowcharts. 
HACHIHE BEADABLE - Hone. 

OBDEBIHG IHFOBHATIOH: PBOGBAH HUHBEB 1401AT081 



PBOGBAH HUHBEB 
EXTEHSIOH 



DISTBIBUTIOH HEDIUH 
TIPE CODE 



USEB VOLUHE 
HEQUIBEHEHT 



PBOGBAH HUHBEB 
EXTEHSIOH 



DISTBIBUTIOH HEDIUH 
TYPE CODE 



USEB VOLUHE 
REQUIBEHEHT 



OPTIONAL none 



OPTIOHAL none 



1401-AT-017 *H 

CABD SYSTEH EBBOB-DETECTIOH AIDS 

DESCBIPTIOH - To provide a simple 1401 System for checking 
out programs. Equipment specifications - Ho special 
features required. The programs will provide a control 
card method for (patching) a 1401 program with instructions 
that will either; (1) Halt the program at selected times 
(2) Print selected areas of storage at selected times. 
Heans for conveniently removing the patches are also 
provided. 

BASIC EBOGBAH PACKAGE 

DOCUHEHTATIOH - Program write-up... Listings... 

Flowcharts... Operating procudures. 
HACHIHE BEADABLE - Condensed program. 

OPTIOHAL PBOGBAH PACKAGE - None. 



1401-AU-005 *H 

BASIC AUTOCODEB 2K 

DESCBIPTIOH - The 1401 Basic Autocoder 2K Processor accepts 
source statements written in Basic Autocoder 2K language 
and produces machine language object programs. Basic 
Autocoder 2K is a 2-pass system. The source program is 
processed and the resulting object program is converted 
by one of two special condensing routines from one- 
instruction-per-card to condensed card format. 

HINIHUH SISTEH BEQUIBEHEHTS - A 2K 1401 system with... 
1402 Card Ht„d Punch... 1403 Printer. 

BASIC PBOGBAH PACKAGE 

DOCUHEHTATIOH - Program Write-up, Operating Procedures. 
HACHIHE BEADABLE - Processor. Pre-list routine. Post 

list routine. Condensing routines Deck 1 and Deck 2. 

Sample problem. 



OBDEBIHG IHFOBHATIOH: PBOGBAH HUHBEB 1401AT017 



PBOGBAH HUHBEB 
EXTENSIOH 



BASIC none 
OPTIONAL none 



DISTBIBUTIOH HEDIUH 
TYPE CODE 



DTB» 
none 



USEB VOLUHE 
BEQDIREHEHT 



none 
none 



1401-A1-081 *H 

1401/1311 AUTO-TEST 8K 

DESCBIPTIOH - An integrated set of utility programs... 
Auto-Test is designed to provide documentation for program 
evaluation during a program testing run. It can be used 
on an IBH 1401/1311 or 1460/1311 system to test programs 
assembled by the IBH 1401/1311 Autocoder program. Because 
test runs can be planned to proceed with a minimum of 
operator intervention. Auto-test is a useful tool for 
remove testing. Auto-test 16K permits testing of larger 
programs than does its companion 8K system. 

Functions can be selectively specified... The Auto-test 
system resides in disk storage during testing. It controls 
program tests in which the following functions can be 
selectively specified. 

- Clear selected areas of disk storage. 

- Load program data from cards into disk storage. 

- Print selected areas of disk storage. 

- Create tape files prior to the test of each individual 
program. 

- Print fixed or variable-length, blocked or unblocked 
tape records. 

- Create and maintain IBH standard tape labels (120- 



OPTIONAL PBOGBAH PACKAGE 

DOCUHEHTATIOH - Flowcharts, Program listing. 
HACHIHE BEADABLE - Hone. 

OBDEBING IHFOBHATIOH: PBOGBAH HUHBEB 1401AU005 



PBOGBAH HUHBEB 
EXTEHSIOH 



BASIC none 
OPTIONAL none 



DISTBIBUTIOH HEDIUH 
TYPE CODE 



DTB* 
none 



USEB VOLUHE 
BEQUIBEHEHT 



none 
none 



1401-AU-008 

1401/1440/1460 AUTOCODEB JON DISK) 



DESCBIPTIOH - The 1401/1440/1460 Autocoder (on disk), 1401- 
AU-008, system... (1) enables a program written in 
1401/1440/1460 Autocoder (on disk) Language to be assembled 
on a 1401, 1440 or 1460 System... (2) Output is used to 
execute the program... (3) Offers assembly speeds up to 
two-and-one half times faster than existing 1401-1440/1311 
Autocoder on systems with more than 4K storage. 

The source program is punched in cards or as card images 
on disk storage and is assembled on a 1401/1440, or 1460 
System. Input in 1440 Basic Autocoder format can be used. 
The output object program is the 1401, 1440, or 1460 machine 
language equivalent. The object program may be in condensed 
cards, or if "load-and-go" is desired, the object program 
may be directly loaded from disk storage for immediate 
execution. Program documentation and diagnostic output 
are printed by the 1403 or 1443 Printer. A stack of several 
source programs may be assembled at one time. 



IBH PROGRAHS 



CONTINUED FBOH PRIOR PAGE 



CONTINUED FROM PRIOR COLUHN 



In addition to the assembly function there are four other 
separate options - 

- A library option to add, delete, or modify library 
routines. 

- A listing option to obtain a listing of specified 
library routines, or of the entire library routines, 
or of the entire library, or a list of the library 
routine names. 

- A system option to create or modify the Autocoder 
program on the system disk pack. 

- A library option to relocate the library. 

PROGRAHHING SYSTEMS - Written in Autocoder Language. 

HIHIHDH SISTEH REQDIREHENTS - 

(1) An IBH 1401 System with 4K storage, a 1311 Disk 
Storage Drive, a 1402 Card Read Punch, a 1403 
Frinter, High-Low-Egual Compare feature or... 

(2) An IBH 1440 System 4K storage, a 1301 Disk 
Storage Drive, Hodel 11, 12, 21 or 22 or a 1311 
Disk Storage Drive, a 1442 Hodel I or II Card 
Bead Punch or a 1442 IV Reader and a 1444 Card 
Punch, a 1443 Printer or... 

(3) An IEH 1460 System with 8K storage, a 1301 Disk 
Storage, Hodel 11, 12, 21 or 22, or a 1311 Disk 
Storage Drive, a 1402 Card Read Punch, a 1403 
Printer. 

Note - One of the following programs should be obtained 
to prepare disk storage to store Autocoder system. 

(1) 1401/1460 Disk Utility Program 1401-UT-053. 

(2) 1440 Disk Utility Program, 1440-UT-041. 

BASIC PROGRAH PACKAGE 

DOCUHENTATION - Program write-up. Autocoder Language 

Specifications. Listings of sample source program. 

Operating procedures. 
MACHINE READABLE - Autocoder system, IBH supplied 

macros. Sample program. 

OPTIONAL PROGRAH PACKAGE 

DOCUHENTATION - Flowcharts, listing. 
HACHINE READABLE - None. 

ORDERING INFORHATION: PROGRAH NUHBER 1401AU008 



- Accepts card or magnetic tape input. 

- One or more statistical analyses of tabular reports may 
be produced from the same input data. 

- Reports are produced immediately on the 1403 Printer. 

- The system is user-expandable and may be tailored to 
meet specific needs by program changes, additions, 
and deletions. 

The user selects the programs to be run and specifies the 
action to be taken by each through the use of control 
cards. 

PROGRAHHING STSTEHS - Written in 1401 Autocoder Language. 

HINIHUH STSTEH REQUIREHENTS - An 8K 1401 system with three 
magnetic tape units, 1402 Card Read Punch, 1403 Printer, 
Hodel 2, and High-Low-Equal Compare, Advanced Programming, 
Hultiply-Divide and Sense Switches to use variable input 
control program. A fourth tape unit is needed if sorting 
is necessary. 

BASIC PROGRAH PACKAGE 

DOCUHENTATION - Application Directory, Sample problem 

output listing. Application Description H20-0207. 

Programmers and Operators Hanual H20-0214. 
HACHINE READABLE - Object program and sample 

problem. 

OPTIONAL PROGRAH PACKAGE 

DOCUHENTATION - System Hanual. 

HACHINE READABLE - Source code, and the mixed 

Autocoder output consisting of the assembly 

listings and object code. 



ORDERING INFORHATION: PROGRAH NUHBER 1401CA04X 



PROGRAH NUHBER 
EXTENSION 



DISTRIBUTION HEDIUH 
TYPE CODE 



DTR 
DTR 



7/556 



OPTIONAL none 



7/556 
7/800 



USER VOLUHE 
REQUIREHENT 



none 
none 



PROGRAH NUHBER 
EXTENSION 



BASIC none 
OPTIONAL none 



DISTRIBUTION HEDIUH 
TYPE CODE 



DTR* 
none 



USER VOLUHE 
REQUIREHENT 



none 
none 



1401-AU-037 

AUTOCODEB PROGRAH 

DESCRIPTION - Pr6vides more powerful tools for programmers 
to enable them to concentrate their efforts on the problems 
of program logic rather than coding. In addition, to 
provide an extremely fast assembly system. 

PBOGBAHHING SYSTEHS - Written in Autocoder Language. 

HINIHUH SYSTEH REQUIREHENTS - 4000 core-storage positions, 
4 (four) 729 II or IV Tape Units, 1403, Printer Hodel 3 
1402 Card Bead-Punch, Advanced Programming features, High- 
Low-Equal Compare. 

BASIC EROGRAH PACKAGE 

DOCUHENTATION - Program Write-up, operating procedure. 
HACHINE READABLE - System tape and listings. 

OPTIONAL EROGBAH PACKAGE - None. 

OBDERING INFORHATION: PROGRAH NUHBER 1401AU037 





PROGRAH NUHBER 
EXTENSION 


DISTRIBUTION 
TYPE 


HEDIUH 
CODE 


USER VOLUHE 
REQUIREHENT 


BASIC 
OPTIONAL 


none 
none 


HT 7/556 
HT 7/800 

none 


22 
24 


01 
01 

none 


1401-CA-04X 











DATA ANALYSIS AND REDUCTION 



1401 COBOL 

DESCRIPTION - 1401 COBOL is a compiler system for the IBH 
1401 Data Processing Systems. 1401 COBOL is used in 
conjunction with 1401 Autocoder. Therefore, a current 
version of Autocoder containing a library updated with 
COBOL subroutines is required to obtain a valid assembly 
after the COBOL run has been completed. IOCS one-for-one 
instructions normally will be generated by the COBOL 
processor (which requires less time for the generation) . 
However, the user does have the option of the COBOL 
Processor outputting IOCS macros. A pre-scan diagnostic 
run is available for the purpose of diagnosing name- 
associated errors and for analyzing the sentence structure 
of the source program. These diagnostics are far superior 
to those contained in the system itself and use of the 
pre-scan run is strongly recommended. 

HINIHUH SYSTEH REQDIREHENTS - 8K storage is required if 
the pre-scan diagnostic run option is used. 1401 with 
4K storage... 4 magnetic tapes... 1402 Card-Read Punch. ..1403 
Hod. 2 or 1443 Printer... Advanced Programming 
feature... Sense Switches. The 1401 system used as the 
object machine must have at least - 4,000 positions of 
core storage. Input-output units as required by the source 
program. Advanced Programming feature. High-Low-Egual 
Compare feature, and any features clearly implied by the 
source program. Hultiply-Divide feature if either the 
multiply or divide verb is used in the source program, 
or if the operator *or/or** is used in an arithmetic 
expression. 

Note - The need to use these verbs or operators may be 
eliminated by the use of the enter Autocoder statement, 
with the user supplying the appropriate subroutine. 

BASIC PROGRAH PACKAGE 

DOCUHENTATION - Program write-up. Specifications, 
operating procedures. 
HACHINE READABLE - Appropriate material delivered. 

OPTIONAL PROGRAH PACKAGE 

DOCUHENTATION - object time subroutine flow diagram. 
HACHINE READABLE - None. 



DESCRIPTION - DARS is a set of programs under its own 
monitor control which can be used to - selectively extract 
records from a file base on a variety of conditions, produce 
statistical analysis and single and multi-column (matrix) 
tabular reports, rearrange records to any desired format 
and make conditional or unconditional insertions into 
records. All of these functions are obtainable in any 
sequence by using simple control cards. 

FEATURES - 



ORDERING INFORHATION: PROGRAH NUHBER 1401CB070 

PROGRAH NUHBER DISTRIBUTION HEDIUH USER VOLUHE 

CODE BEQUIBEHENT 



EXTENSION 
none 



TYPE 
HT 



7/556 
7/800 



OPTIONAL none 



IBH PBOGBAHS 



CONTINUED FBOH PBIOH COLOHH 



1401-CB-701 

COBOL LAHGOAGE COHVEBSIOH 

DESCRIPTION - It aids in the transition to System/360 by 
converting acceptable current COBOL Languages to either 
System/360 level E COBOL or level F COBOL. 

Acceptable Languages — The COBOL LCP will accept as input - 
1401/1440/1460 COBOL 7070/7074 COBOL 
1410 COBOL 7070/7074 FOS COBOL 

1410/7010 COBOL 704/7080 COBOL 

7040/7044 COBOL 7090/7094 COBOL 

FEATDBES - 

- Card or tape input — both the LCP and the COBOL source 
programs can be read from either cards or tape. 

- Single or stacked program conversion — a single source 
program can be processed froa one of the three tape units 
needed in a mininum configuration. Stacked prograas can 
be processed if aore than three tape units are used. 

- Beplacing the environment division — a control card 
option allows the user to replace the original environ- 
aent division with a new custoaer-written Systea/360 
environment division. 

- Card-code conversion for dual BCD characters — a control 
card option provides autonatic conversion froa BCD input 
code to EBCDIC output code, or vice versa. In this way, 
the LCP can convert the dual BCD characters (for ezaaple, 
two characters with the saae card code) into the proper 
Systea/360 card codes. 

- Documented listing — the LCP provides a listing of the 
source and converted prograas. This listing contains 
numeric codes that document conversion actions and 
facilitate analysis of the converted program. 

- Optional card output — when specified, the LCP produces 
a punched-card deck that contains the converted program. 

- Optional output on tape — the user can specify that 
printed and/or punched output are to be recorded on tape. 

Conversion savings - The COBOL LCP will reduce the amount 
of reprogramning necessary to convert current COBOL programs 
into System/360 COBOL programs. Use of the LCP will reduce 
tine and noney spent on recoding, clerical activities, 
and program debugging. Although the savings to be realized 
will vary for the individual source prograas, the hypical 
savings will be 50 per cent of the total COBOL program 
conversion effort consisting of stateaent conversion, 
compilation, and debugging. 

HINIHOH SYSTEH BEQOIBEHENTS - An 8K 1401 systen with... 

a 1402 Card Head Punch... a 1403 Printer Bodel 2 three 

tape units... the Advanced Programming feature... the High- 
Low-Egual Compare feature, or an IBH Systea/360 with 1401 
Compatibility and corresponding features and I/O devices. 

BASIC PBOGBAB PACKAGE 

DOCnHENTATION - Progran write-up, Progran material 

list, COBOL Transition Aids Banual. 
HACHINE BEADABLE - LCP ( in object code) . 

OPTIONAL PBOGBAB PACKAGE 
DOCUMENTATION - None. 

HACBINE BEADABLE - COBOL Language conversion source 
code. 

OBDEBING INFOBHATION: PBOGBAB NOHBER 1401CB701 

PBOGBAH NDHBEB DISTBIBUTIOH HEDIOH OSEB VOLUHE 
EXTENSION TYPE CODE BEQUIBEMENT 



OPTIONAL none 



DTB 7/556 
DTB 7/800 



HT 7/556 
HT 7/800 



22 
24 



none 
none 



1401-CN-03X *J 

AOTOPBOPS II NPHEBICAL COHTBCL PBOGBAH 

DESCBIPTION - AOTOPBOPS II is a 1401 computer program for 
X-Y axis N/C machine tools to compute points and point 
arrays used in drilling, boring, tapping, stamping, 
riveting, etc. AOTOPBOPS II is expanded to give four 
decimal output accuracy for machine tools such as jig 
grinders and jig borers. Anyone having two axes point- 
to-point N/C Machine tools should be interested in the 
AOTOPBOPS II aodification resulting froa engineering design 
changes. Bo new language is necessary to progran a part 
with AOTOPBOPS II because the source statements reguire 
only siaple arithmetical descriptions faailiar to everyone. 
As aany as 999 positions in a pattern, such as a bolt 
circle or matrix, can be programmed with a single input 
statement. Small parts often loaded in a multiple station 
loading fixture can be programmed as a matrix and 
programming time is reduced in many cases over hand methods. 
A test prograa and a plot progran give the programmer an 
opportunity to verify his results before machining a part, 
thereby reducing time and errors to a minimum. 

HINIHOH SYSTEM BEQOIBEHENTS - A 1401 with 4K storage, card 
read punch and 1403 Printer mdl 2. 



BASIC PBOGBAH PACKAGE 

DOCOHEHTATION - Program write-up. Reference Hanual, 

listings. 
HACBINE BEADABLE - Object program, sample problem. 

OPTIONAL PBOGBAH PACKAGE 
DOCOHEHTATION - None. 
HACHINE BEADABLE - Source code. 

OBDEBING INFOBHATION: PBOGBAH NOHBEB 1401CN03X 

PBOGBAH NOHBEB DISTBIBDTIOH HEDIOH USES VOLOHE 
EXTENSION TYPE CODE BEQ.OIREHEHT 



BASIC none 
OPTIONAL none 



DTB* 
DTB* 



none 
none 



1401-CO-13X 

1400-1311 LINEAB PBOGBAHHING 

DESCBIPTION - Linear Programming is a mathematical 
programming technigue for determining the optimum solution 
to a systen of linear inegualities. This solution may 
be an optimum allocation of resources (capital, raw 
materials, manpower, etc.) to specified activities 
(investments, products, jobs) in order to obtain a . 
particular objective (minimum expense, maximum profit) 
when there are alternate uses for these resources. Linear 
programming plays an important role in material allocation, 
ingredient blending (feed, flour, gasoline, etc.) , 
production scheduling, and distribution and shipping. 
The systen is composed of a number of prograas stored on 
disk. The programs are called by procedure control cards 
known as AGENDOH cards. The seguence of AGENDOR cards 
defines the solution procedure by calling the processing 
agenda for an application. 

FEATOBES - Data originates froa cards in SBABE standard 
format. Alternate objective functions and right-hand sides 
are specified by name for optimization. A aodified simplex 
algorithm with bounded variables is used to maximize or 
minimize the objective function. Full economic analysis 
of the price-activity-cost relationships for structural 
variables and of the activity-cost relationship for row 
constraints is provided. Solution can be interrupted t 
o process higher priority jobs, and continued from the 
point of interruption. Storing prograas on disk enables 
the system to provide comprehensive solution procedures 
and post-optimal analysis. Optional features can be used 
to increase solution speed. 

The bounded variables algorithm reduces the matrix size 
of aany LP probleas. Upper and lower bounds on variables 
are handled explicitly so that no "bound rows" are needed. 
Rows nay have both high and low limits, further reducing 
the number of rows reguired to specify the problem. The 
problem matrix size may have up to 47 rows and 900 columns 
on a 4K system and up to 97 rows and 900 columns on an 
8K or larger systen. The number of rows and columns 
includes objective functions and right-hand sides. 

PBOGBAHHING SYSTEHS - Source language is IBH 1401/1440/1460 

Autocoder on disk. 

HINIHOH SYSTEH BEQOIREHENTS - 

1401 — 4K, High-Low-Equal Compare, Advanced Programming, 

1402 Card Bead Punch, 1403 Printer, one 1311 Disk Storage 
Drive, 

1440 — 4K, Indexing and Store Address Begisters, 1442 
Card Bead Punch, 1443 Printer, one 1311 Disk Storage Drive, 

1460 — 8K, Indexing and Store Address Registers, 1402 
Card Read Punch, 1403 Printer, one 1311 Disk Storage Drive. 

Optional features - Additonal 4K of core storage increases 
problem capacity to 97 rows. Hultiply-Divide and Direct 
Seek features can be used, if available, to reduce solution 
time. Sense Switches allow the use of the Solution 
Interrupt feature and provide a means of in-line correction 
of input data. 

BASIC PBOGBAH PACKAGE 

DOCOHENTATION - Program Write-up, Application 
Description, Osers Hanual, Operators Hanual. 

HACHINE BEADABLE - Sample problem - Option 1 - 
Object code for 8K or large 1401, 1440 or 1460 
and is specified by using Program Number Exten- 
sion 0PT1. Option 2 - Object code for 4K 1401 
or 1440 and is specified by using Program Number 
Extension OPT 2. 

OPTIONAL PBOGBAH PACKAGE 

DOCOHENTATION - System Hanual. 

HACHINE BEADABLE - Source code for 4K-8K. 

OBDERING IHFORHATION: PROGRAH NOHBEB 1401CO13X 



PBOGBAH NOHBEB 
EXTENSION 



DISTBIBDTIOH HEDIOH OSEB VOLOHE 
TYPE CODE EEQOIREHENT 



IBH PBOGRAHS 



P1GE 004 1401 

CONTINUED FBOH PBIOB PAGE 

BASIC OPT1 

OPT2 

OPTIONAL none 



CABDS 


15 


none 


CABDS 


15 


none 


HT 7/556 
HT 7/800 


22 
24 


01 
01 



1 401-CB-01X 

SELECTIVE DISSEHIHATIOH OF INFOBHATION SYSTEH 

DESCBIPTIOH - The IBH 1401 Selective Dissemination Of 
Information System acts as an electronic screening and 
distribution agency for inf or nation. From the flood of 
reports, articles and books received by an organization, 
the new systea selects and routes information to people 
according to their specific interests and needs. 

The 1401 SDI consists of a series of piograas and a 
comprehensive systea description to perait a custoaer to 
operate a current-awareness program. Users express their 
interests by lists of keywords called profiles. Abstracts 
of material to be disseminated (including the author, 
title, and source and coaaents) are typed on the IBH 826 
Typewriter Card Punch. The Auto-Indexing Prograa develops 
index keywords fron the abstract text. The profiles are 
compared with the keywords of the abstracts. When a 
sufficient number of words Batch between a profile and 
an abstract, the abstract is printed on the 1403 and 
addressed to the user. 

FEATURES - 

- Allows the SDI user full control over his interest 
profile. 

- Allows a wide combination of logical comparisons, 
including "weighted" words and aultiple profiles for 
each user. 1-1 makes available aany statistical control 
reports for operating control and for improving the 
user's interest profile. 

- A new match and print prograa (SDI 8) which is similar 

to run 3 except that it will take advantage of 16K memory 
and Print Storage, if available, to overlap print buffer 
time with processing to produce far greater throughput. 

- The ability to use four line addresses for abstract 
notices when subscribers are at remote locations. 

- The ability to index abstracts on multiple word entries 
without the need for manual indexing. 

- Lends itself to daily processing with minimum effort. 

- A facility for creating input to KWIC (KeyWord-In- 
Context indexing. 

- The modification of SDI 6 to permit more user control 
of the abstract merge. 

- SDI 5 now allows processing of cards that are blank in 
columns 1 through 60. 

- Programs SDI 8 and 23 through 29 have been added. 

The prograa will accept abstracts punched in accordance 
with the format outlined in the GI manual, "KeyWord-In- 
Context" (KWIC) Indexing, E20-8091. The abstracts are 
placed on an abstract history tape which nay be used for 
retrospective searching. Any selected group of abstracts 
up to a liait of 100 Bay be selected froa the history tape 
for the SDI notice printing run. Soae SDI application 
areas are: 

- Current-awareness prograa for research, engineering, 
management, and narketing personnel in industry, govern- 
ment banking, universities, publishing, brokerage, trade 
associations, professional societies, etc. 

- Selective updating service for encyclopedias, journals, 
law books, etc. 

- Selective communication system to bind the central office 
of a large chain with local managers. 

- Police modus operandi files - to match details of the 
crime with the modus operandi file. 

- Employment agencies to match skills available with 
enployment reguests. 

HIHIHUH SYSTEH REQUIBEHEHTS - An 8K 1401 system with... 
High-Low-Egual Compare, Advanced Programming, and Sense 
Switches... 1402 Card Bead Punch... 1403 Printer, Hodel 
2... 4 magnetic tape units. Users of this program should 
obtain the IBH Sort 7, 1401-SH-060. 

BASIC PBOGBAH PACKAGE 

DOCUHENTATION - Program write-up. Application Hanual, 

User's Hanual, Operators Hanual, Systems Hanual. 
HACHINE READABLE - Program listing, source program 

object program, sample problem. 

OPTIONAL PBOGBAH PACKAGE - None. 

OBDEBING INFOBHATION: PBOGBAH NOHBEB 1401CB01X 



1401-CB-02I 

KBYWORD-IH-COHTEXT (KWIC) KEYWORD-OUT-OF-COHTBXT (KWOC) 

DESCRIPTION - This program will produce two basic KWIC 
or permuted title indexes. The conventional format is 
illustrated by the index to the Catalog of Programs. The 
KWOC format provides full title printout with no 
fragmentation. Each new keyword is printed in the left 
hand margin, followed by titles containing that keyword. 
Keywords may be bold-faced, in both heading and title, 
utilizing the 1403 over-printing capability. The user 
enjoys the option of having the program automatically 
select keywords on the basis of a compare or a no-compare 
with a pre-assigned list of words. Indexing may be enriched 
with the addition of manually inserted descriptors and 
see also references. A statistical count is maintained 
on all keywords indexed and all words prevented from being 
indexed. A new type of wrap-around is employed in the 
keyword entries which saves the maximum amount of context 
adjacent to the keyword and eliminates undesirable word 
fragments for increased ease in reading. This program 
can be used to prepare indexes of published articles, 
internal reports, special collections (e.g., photographs, 
paintings, parts lists) , procedure manuals, bibliographies, 
correspondence files. KWIC indexes have been used on 
foreign language material to prepare indexes and 
concordances. All that is involved in the preparation 
of input to the program is the keypunching of cards 
containing the title to the index. If the user desires, 
the author's name and source of publication may also be 
keypunched and would be automatically indexed. These cards 
can be punched at the rate of 900-1200 per day. The program 
also provides for tape input of 80 character card format 
records. This program can be used to produce KWIC indexes 
from information placed on tapes from the SDI program, 
1401-CB-01X. 

HIHIHUH SYSTEH BEQUIBEHEHTS - A 4K 1401 system with... 
4 magnetic tape units if sorting is done on the 1401, if 
not, 2 units are required for the basic package... Advanced 
Programming, High-Low-Egual Compare, Sense Switches, and 
Bead Belease feature. The 2-tape configuration will be 
of particular interest at installations where the 1401 
is used as a peripheral eguipment for a larger machine 
on which sorting can be done. If only 2 tapes are attached 
to the 1401, and a larger machine is not available, sorting 
can be done at any other available installation. 

BASIC PBOGBAH PACKAGE 

DOCUHENTATION - Program Write-up. Reference Hanual 
HACHINE READABLE - Six source programs, six object 
programs, and the sample problem. 

OPTIONAL PBOGBAH PACKAGE - None. 

OBDEBING INFOBHATION: PBOGBAH NUHBEB 1401CR02X 



PBOGBAH NUHBEB 
EXTENSION 



DISTRIBUTIOB HEDIUH 
TYPE CODE 



BASIC none 
OPTIONAL none 



7/556 
7/800 



22 
24 



USEB VOLUHE 
REQUIBEHEHT 



02 
02 



PBOGBAH NUHBEB 
EXTENSION 


DISTRIBUTION I 
TYPE 


IEDIUH 
CODE 


USER VOLUHE 
BEQUIBEHENT 


BASIC none 
OPTIONAL none 




HT 7/556 
HT 7/800 

none 


22 
24 


01 
01 

none 


-CS-02X 


HAKI1 


IG LABORATORY 






HANAGEHENT DECISION- 





DESCBIPTIOH - The Hanagement Decision-Haking Laboratory, 
often referred to as the management game, is a simulation 
of a general business economy reguiring competitive 
decisions on the part of the participants. It is designed 
to provide, in a short period of time, planning and 
decision- making similar to that normally experienced over 
a period of several years in actual business practice. 
The mathematical model is incorporated in a program executed 
on a 1401 Data Processing System. The administrator of 
the laboratory briefs the participants on features of the 
model. The participants decisions are then processed by 
the 1401 system, period by period, producing output on 
the 1403 Printer (or on magnetic tape) to be used in the 
next decision period. 

HIHIHUH SYSTEH BEQUIBEHEHTS - A 4K 1401 system with, 1402 
Card Bead Punch, 1403 Printer adl 2, three magnetic tape 
units (four, if magnetic tape output is desired) , card 
punch, preferably 26 Printing Card Punch, Advanced 
Programming, High-Low-Equal Compare and Hultiply-Divide 
special features. 

BASIC PBOGBAH PACKAGE 

DOCUHENTATION - Program Haterial List... Operation, 

Beference and Participants Hanuals. 
HACHINE BEADABLE - Object code program, sample data 

which may be used to generate equal starting reports. 

Autocoder assembly listing and output. 

OPTIONAL PBOGBAH PACKAGE 

DOCUHENTATION - None. 

HACHINE BEADABLE - Source program, 80 character 
records, unblocked. 



IBH PROGRAMS 
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OBDEBIHG INFORMATION: PEOGEiH NUHBEB 1401CS02X 



PBOGRAH HOHBEB 
EXTENSION 



DISTRIBUTION HEDIOH 
TYPE CODE 



OPTIONAL none 



HT 

HT 



7/556 
7/800 



7/556 
7/800 



USEE VOLUME 
BEQOIBEHEHT 



1101/1620 MO POLAR INVENTOR* MANAGEMENT SIBOLATOB 12K 
1401 VERSION 

DESCRIPTION - A modular Inventory Management Simulator 
to provide pre-testing of inventor; contiol system. 
Designed for use of understanding, use of modification. 
Simulator includes first, and third order exponential 
smoothing. 

PROGRAMMING SYSTEBS - Britten in FORTRAN. 

BIBIBDH SYSTEM REQOIREBEHTS - Approximately 9,500 positions 
on 12K-16K 1401 that will accept FORTRAN. Hi-Lo-Equal 
Compare, Bultiply-Divide-Advanced Programming. Sunning 
time - 2 seconds per demand transaction. 

BASIC PROGRAB PACKAGE 

DOCUMENTATION - Program Write-up... Listings. 

Flowcharts. 
MACHINE READABLE - Condensed deck. 

OPTIONAL PROGRAM PACKAGE - None. 

OBDEBING INFORMATION: PROGRAM NUMBER 1401CS03X 



PBOGBAB NUMBER 
EXTENSION 



DISTRIBUTION MEDIUM 
TYPE CODE 



USEE VOLUME 
REQUIREMENT 



EASIC none 
OPTIONAL none 



1 401-DB-03I *H 

1311 WHOLESALE IMPACT 

DESCRIPTION - The IBB IMPACT (Inventory Management Program 
And Control Techniques) system of scientific inventory 
management provides the warehouse distributor (or any 
organization with the same inventory control 
characteristics) with the information of "when" and "how 
much" to buy for each inventory item controlled by the 
system. It does this through the means of probability 
science in conjunction with the many factors influencing 
the distributors inventory control decisions. Factors 
considered include- lead time, lead time variability, 
forecast demand, forecast error, service desired, inventory, 
carrying costs, purchasing/receiving costs, discount 
structures, minimums, maximums, shelf life, and pack sizes. 
The "when" and "how much" answers are designed to find 
the most efficient balance between the cost of carrying 
inventory, cost of purchasing and receiving, discounts 
realized, and customer service requirements. The 1311 
IMPACT computer program library is designed to provide 
the distributor who has an IBH 1401/14601311 system with 
the means to sucessfully implement an IMPACT Inventory 
Management System with a minimum of effort and expense. 
Programs are included that perform in the following 
functional areas- editing, file initialization, estimating, 
and the control of independent and joint replenishment 
ordering. 

FEATURES - The 1311 Program Library performs in the same 
functional areas as the existing 1401-1405 IMPACT Computer 
Program Library. 

- Edit all input for format. 

- Determine the forecast model (horizontal, trend, 
horizontal-seasonal, or trend-seasonal) . 

- Determine the ordering strategy to be used and 
calculate order guantity or order frequency as 
appropriate for strategy selected. 

- Calculate the safety factor required for a prescribed 
level of customer service. 

- Calculate initializing values required for forecast and 
order models selected. 

- Estimate results to be expected from applying the rules 
and values developed. 

- Determine when to order item groups to meet service 
objectives after the system is operational. 

- Calculate the product mix to be ordered within an item 
group that will neet both service objectives and 
limitations on total size of order. 

In addition, the 1311 programs incorporate improvements over 
existing programs including - 

- Work flow and record formats streamlined. 



CONTINUED FROM PEIOB COLUBN 

- Historical demands screened for promotions. 

- Base index technique used for forecasting seasonal items. 

- Item discounts considered, in addition to vendor dis- 
counts, in determining ordering strategies and order 
quantities. 

- Different lead time may be specified for each vendor 
breakpoint. 

- Service may be specified by item for both independent and 
joint vendors. 

- Seasonality considered in ordering both independent and 
joint vendors. 

- A service point and allocation program (SVA) that will 
take advantage of 8K memory to produce greater 
throughput. 

- An option to force a predetermined order quantity for any 
item through the SVA program. 

- The facility for expressing a conversion factor of 1.0 
to the SVA program. 

- Printing of the slope and intercept of the least squares 
lines has been included in the HftDF program. 

- Punching of the cost strategy records in the OGCL program 
has been eliminated. 

- Provides safety factor (K) based on a lead time plus 
review time for items in a point vendor. When the peak 
point option is not satisfied. 

The program library includes both initializing programs 
and operating programs. Initializing programs are designed 
to be used once to set up an INPACT system, then 
periodically (at least once a year) or as required to meet 
changing conditions. A complete set of programs is provided 
to perform necessary initializing functions. Operating 
programs are used in the day-to-day control of the IBPACT 
system (forecasting and ordering) . Library programs are 
provided to control the ordering of both independent and 
joint vendors. Instruction and block diagrams are available 
to help the user in programming the remaining operating 
programs with a cminimum of effort (Implementation Reference 
Manual) . 

PROGRAMMING SYSTEMS - Programs in the IMPACT computer 
program library are written in 1311 Autocoder and 1311 
IOCS. 

MINIMUM SYSTEM REQUIREMENTS - 1401 — 4K 1401 system with 

1402 Card Read Punch Model 1 1403 Printer Model 2... 

two 1311 Disk Storage Drives... Advanced Programming, High- 
Low-Equal Compare. Two 1316 Disk Packs must be fully 
available during the operation of 1311 Library programs. 

1460 — 8K 1460 System with 1447 Console Model 1... 1402 
Card Read Punch Model 3... 1403 Printer Model 2... Two 
1311 Disk Storage Drives... Indexing and Store Address 
Register. Two 1316 Disk Packs must be fully available 
during the operation of 1311 Library programs. 

BASIC PROGRAM PACKAGE 

DOCUMENTATION - Program write-up. Users Manual. 
Operation Manual. 
MACHINE READABLE - Object code, sample problem. 

OPTIONAL PROGBAH PACKAGE 

DOCUMENTATION - Systems manual which contains the 
assembly listings of all the 1401/1460 - 1311 IMPACT 
programs. 
MACHINE READABLE - None. 

ORDERING INFORMATION: PROGBAH RUBBER 1401DW03X 



PBOGBAB NUMBEB 
EXTENSION 



BASIC none 
OPTIONAL none 



DISTRIBUTION MEDIUM 
TYPE CODE 



DTR* 
none 



USER VOLUME 
REQUIREMENT 



none 
none 



1401-EX-01X 

ENGINEERING SCHEDULING SYSTEM 

DESCRIPTION - The system contains a series of fourteen 
1401 proqrams to automatically perform the dating, loading, 
and performance evaluation functions of scheduling. It 
is developed primarily for high volume, short-cycle 
operations as found in a custom engineering environment; 
techniques will also be applicable to many other types 
of project planning and control. The system emphasizes 
simplified input requirements and presents work-load 
information in formats designed to be most useful to 
individual supervisors. Bajor outputs, under selective 
control of the user, include - - Facility load by time 
period. - Order status listings (full, or by exception) . 
- Order listing in customer name sequence. - Performance 
evaluation by facility. - Order history report. 
Prepunched turn-around documents for work reporting. 

FEATURES 

- Skeleton file for retrieval, of common work routines. 

- Automatic calendar allows user communication using 
Gregorian dates. 

- Automatic start-date calcuation allows use of external 
constraint dates. 



IBB PROGRABS 
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COHTIHUED FBOH PHIOB COLUMN 



- Data entry logs and errata listings. 

- System handles up to 1,000 events per project, up to 260 
common routings. 

- Flexibility in organization of work force. 

- Monitor control and a special three-tape sort minimize 
operator intervention. 

Common routings are defined and used to prepare a skeleton 
file. A new order can then be entered into the work-in- 
process file with only one card. During the system run, 
all work is rescheduled to reflect developments since the 
proceding run. Output reports then present the work load 
to facility supervisors in clear, concise form for decisions 
in work dispatching. 

PROGRAMMING SYSTEMS - Written in Autocoder/IOCS. 

HINIHDH SYSTEM REQUIREMENTS - A 16K 1401 system with 
Advanced Programming, High-Low-Egual Compare, Multiply- 
Divide, Sense Switches, and Additional Print Control... 
1402 Card Read Punch... 1403 Printer HDL 2... and four 
magnetic tape units. 

BASIC PROGRAM PACKAGE 

DOCUMENTATION - Program write-up. Application 
Directory. Application Description. Programmer 
Manual. Operator Manual. Sample Problem Manual. 

MACHINE READABLE - Source code, object code, sample 
problem, and assembly listings. 

OPTIONAI PROGRAM PACKAGE 

DOCUMENTATION - System Manual 
MACHINE READABLE - Magnetic tape containing 
Autochart block diagrams. 

ORDERING INFORMATION: PROGRAM NUMBER 1401EX01X 



PROGRAM 


NUMBER 


DISTRIBUTION 


MEDIUM 


USER VOLUME 


EXTENSION 


TYPE 




CODE 


REQUIREMENT 


EASIC none 






MT 


7/556 


22 


01 








MT 


7/800 


24 


01 


OPTIONAL none 






MT 


7/556 


22 


01 








MT 


7/800 


24 


01 


1401-FE-02X 














BANK MANAGEMENT 


SIMULATOR 











DESCRIPTION - The Bank Management Simulator is an exercise 
which simulates the effects of management decisions in 
a $5 million commercial bank. Each team's objective is 
to make decisions in the most profitable use of its assets. 
In one day, the players make decisions similar to those 
which would be made over a period of several years. This 
exercise was designed because of the difficulty of exposing 
officers to asset management decisions in any other way. 
The computer applies the decisions against a mathematical 
model of the bank, calculates their effect based on the 
state of the economy at the time, and calculates changes 
in the economy that might take place during the particular 
quarter of play. The results are presented to the 
participants so they may see the interaction of their 
various decisions. One to nine teams may participate at 
one time. Teams do not compete against each other, but 
rather against the economic climate established in the 
game. 

MINIMUM SYSTEM REQUIREMENTS - A 4K 1401 System with, three 
tape drives. Card Read/Punch, High-Low-Egual, Advanced 
Programming and Multiply-Divide Special features. 

BASIC PROGRAM PACKAGE 

DOCUMENTATION - Program Hrite-Up. Operators Guide. 

Players and Examiner Instructions 
MACHINE READABLE - Card Decks - Initializer phase 

object program deck. Initializer data deck. 

Sample problem deck. On tape - Calculation 

phase object program. 

OPTIONAI PROGRAM PACKAGE 
DCCUMENTATION - None 
MACHINE READABLE - Assembly Listings 

ORDERING INFORMATION: PROGRAM NUMBER 1401FB02X 



designed especially for banks. The Analysis computes the 
net effect, after tax, of a proposed bond trade in the 
banks own portfolio. The Analysis program computes time 
factors, coupon interest income, premium amortizations, 
capital gains, ordinary and capital gain taxes or tax 
savings, and sale proceeds applicable to the bonds being 
considered. Various logical decisions are also made in 
the program which are related to such items as the type 
of tax year being experienced by the bank, the type of 
bonds being considered, and whether or not a call date 
is involved. The result of these computations and decisions 
is set forth in terms of dollar return which may be easily 
interpreted by the banker. This program is designed to 
provide a comprehensive variety of results which will 
permit the banker to see the effect of alternate courses 
of action, and enable the banker to avoid common errors 
in bond investment planning and execution. The speed and 
precision of computation, the depth of analysis, and the 
number of alternatives provided by the program are not 
available to the banker today. This omission restricts 
his trading and thereby his profits. 

The Bond Trade Analysis is designed to help the banker 
in the following areas - 

- Improving the overall yield of the security portfolio. 

- Utilizing tax provisions designed especially for banks. 

- Reinvesting funds of near maturities. 

- Converting present coupon income to future capital 
gains. 

- Converting future capital gains to present coupon 
income. 

- Comparing alternate trade possibilities. 

- Realigning the maturities of the security portfolio. 

- Avoiding capital gain and capital loss off-sets. 

- Preventing inadvertent short-term sales. 

- Accounting for security trades. 

The input to effect a single analysis is two cards 
containing data relevant to a bond presently owned by the 
bank, which the bank anticipates selling, and one card 
containing the pertinent data concerning the bond the bank 
contemplates purchasing. Multiple presently owned bonds 
may be analyzed against from one to ten contemplated 
purchases in a single uninterrupted processing. Each 
individual analysis reguires from 2 to 3 seconds of machine 
processing and printing time. At the end of a seguence 
of analyses, a recap of the various analyses may be printed 
if desired. It is significant to note that the cards 
representing bonds presently owned by the bank would 
ordinarily be available in the form of the banks security 
inventory and control program. Therefore, only the card 
representing the contemplated purchase may have to be 
prepared. In addition to using the bond trade analysis 
program on the banks own portfolio, application may be 
found in the management of large bank trading accounts 
and as a sales device for additional and new services to 
correspondent banks. 

MINIMUM SYSTEM REQUIREMENTS - An 8K 1401 with Advance 

Programming, High-Low-Egual Compare, Multiply-Divide. .. 1402 
Card Read/Punch... 1403 Printer. 

BASIC PROGRAM PACKAGE 

DOCUMENTATION - Write-up, Operating instructions. 

Reference Manual, listing. 
MACHINE READABLE - Object code. Source program. Sample 

program. 

OPTIONAI PROGRAM PACKAGE - None. 



ORDERING INFORMATION: PROGRAM NUMBER 1401FB09X 



PROGRAM NUMBER 
EXTENSION 



DISTRIBUTION MEDIUM 
TYPE CODE 



USER VOLDBE 
REQUIREMENT 



OPTIONAL none 



PROGRAM NUMBER 


DISTRIBUTION 


MEDIUM 


USER VOLUME 


EXTENSION 




TYPE 




CODE 


REQUIREMENT 


EASIC none 




MT 


7/556 


22 


01 






BT 


7/800 


24 


01 


OPTIONAL none 




BT 


7/556 


22 


01 






BT 


7/800 


24 


01 


401-FB-09X 
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BOND TRADE ANALYSIS 
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BANK 









DESCRIPTION - The Bond Trade Analysis is a management tool 



1401-FI-04X 

POR TFOLIO SELECTION PROGRAM 

DESCRIPTION - The 1401 Portfolio Selection Program (1401- 
FI-04X) is valuable to banks, mutual funds, trust and 
insurance companies, estates, and investment department 
of institutions both public and private. 

The program determines optimally diversified portfolios 
from a given group of securities. These optimal portfolios 
minimize risk for given levels of return. The program 
uses a mathematical technique called quadratic programming 
to minimize the risk for any level of return associated 
with a security portfolio. It selects optimally diversified 
portfolios from groups of up to 750 securities, including 
cash investments. Constraints, such as a maximum holding 
or a fixed holding, may be applied to any or all of the 
securities being considered. Output consists of - 1. A 
set of portfolios — each with minimum risk for its level 
of return -for as many levels of return as the user 
reguests. 2. The individual security parameters — such 
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as return and risk — that were used in the conputation. 
3. The expected return and associated risk for a portfolio 
consisting of current holdings. 

FEATUBES - 

- Dses the Index or Linear Hodel, which assumes a linear 
relationship between return and some single economic 
indicator. 

- Eliminates the need for the user to provide estimates of 
covariance or correlation between pairs of securities. 
Using the Index Model, these correlations are derived 
implicitly by the program from the given input data and 
are used by the program to minimize risk through the 
principle of diversification. 

- Includes a special subprogram called Data Transformation 
program, which allows the user to specify any linear 
function relating security return to the chosen index. 

- Includes a standard least-sguares technique for fitting 
a linear function through nine price estimates for each 
security. 

- Furnishes all of the individual security parameters 
necessary for the guadratic programming portion of the 
program. 

A self-loading program tape is provided. The user provides 
the data on punched cards in the specified formats, and 
all reports are automatically produced. 



CONTINUED FBOH PBIOB COLUHN 

1401 Autocoder programs, six of which may be run 
independently and are under the control of one executive 
program. Control cards indicate the program reguested 
and the companies and industries to be analyzed. As many 
companies as desired may be processed in a single run. 

PROGRAMMING SYSTEMS - Written in Autocoder. 

HINIHUM SYSTEH REQUIBEHENTS - An 8K 1401 with four magnetic 

tape units 1403 Printer mdl 2... 1402 Card Bead Punch... 

Advanced programming, High-Low-Egual Compare, Hultiply- 
Divide, Sense Switches, Additional Print Control. 

BASIC PHOGRAB PACKAGE 

DOCUHENTATION - Program write-up. Application 

Description Manual. Operation Manual. 
MACHINE READABLE - Object code. Source code, and 
Assembly listings. 

OPTIONAL PBCGBAM PACKAGE - None. 

OBDEBING INFORHATION: PBOGRAH NUHBEB 1401FI05X 



PBOGBAH NUHBEB 
EXTENSION 



DISTBIBUTION HEDIUH 
TYPE CODE 



PBOGBAHHING SYSTEHS 
Autocoder. 



The source language used is 1401 



7/556 
7/800 



22 
24 



DSEB VOLUHE 
BEQUIBEHENT 



OPTIONAL none 



HINIHOH SYSTEH BEQUIBEHENTS - An 8K 1401 with Advanced 
Programming, Sense Switches, Hultiply-Divide (optional)... 

1402 Card Bead/Punch mdl 1 1403 Printer mdl 1... four 

magnetic tape units. The use of the Hultiply-Divide feature 
will reduce considerably processing time. 

BASIC PBOGBAH PACKAGE 

DOCUMENTATION - Program write-up. Application 

Directory. Beference Hanual. System Manual. 
MACHINE BEADABLE - Self-loading object program. 

Source program. Assembly listings. The source and 

object code for the auxiliary program DTP maintenance 

procedure. Sample problem. 

OPTIONAL EBOGBAM PACKAGE - None. 

OBDEBING INFOBHATION: PBOGBAH NUHBEB 1401FI04X 



1401-FO-051 * 

1401/40/60 FOBTBAN IV DISK 

DESCBIPTION - FORTRAN IV for IBM 1401, 1440 and 1460, 
broadens IBM's FORTRAN language. It provides a FOBTBAN 
IV level Language for the 1401/1460 and the first FORTBAN 
system for the 1440 user. Hith the powerful FOBTRAN IV, 
1401, 1440 and 1460 users can easily combine both business 
and scientific data processing in one low-cost system. 
Available as a separate program is a tape resident system 
(NO. 1401-FO-051) for 1401/60 system. 

HINIMDM SYSTEH REQUIREHENTS - 12K 1401... one 1311 Disk 
Storage Drive... one 1402 Card Read/Punch... one 1403 
Printer Hodel 2... Advanced Programming feature. 



PBOGRAH NUHBEB 
EXTENSION 



DISTBIBUTION HEDIUH 
TYPE CODE 



7/556 
7/800 



22 
24 



USES VOLUME 
BEQUIBEHENT 



OPTIONAL none 



1401-F I-05X 

FINANCIAL ANALYSIS PROGRAM 

DESCRIPTION - The Financial Analysis program consists of 
a series of programs which give the professional financial 
analyst easily accessible, detailed, and analytical 
information about industrial corporations. The program 
utilizes the information handling and computational ability 
of the IBM 1401 to provide the professional financial 
analyst with tools to help hia in screening and appraising 
industrial common stocks. The main input for the program 
is a magnetic tape containing historical balance sheet, 
income statement, and market data for a large number of 
industrial companies. This tape may be prepared by the 
user or obtained from the organization which makes it 
commercially available (Standard 6 Poors Corporation) . 

By using the program, the analyst may obtain reports 
providing him with - 

1. A list of companies meeting certain standards specified 
by the analyst. 

2. Past financial data and ratios. 

3. Comparisons between a company's sales and earnings and 
GNP FRE index of industrial production. 

4. Compound growth rates and stability measures. 

5. Comparisons between individual companies and industry 
performance. 

6. Financial and market information for up to five 
companies on a single report. 

FEATURES - 

- Provides the analyst with timely information that has 
previously been impractical to obtain consistently. 

- Frees the analyst for more creative tasks by eliminating 
much of the clerical work he must now perform. 

- Allows an analyst to follow closely more companies than 
is now practical. 

- Selects companies which are worthy of further study based 
on the specified criteria. 

- Separate programs allow the analyst to examine only 
those reports which interest him. 

The Financial Analysis program consists of seven separate 



A 12K 1440 one 1301 Disk Storage, or one 1311 Disk 

Storage Drive... one 1442 Card Reader... one 1443 Printer.. 
Indexing and Store Address Register feature. 

OB 

A 12K 1460 one 1301 Disk Storage, or one 1311 Disk 

Storage Drive... one 1402 Card Read/Punch... one 1403 
Printer Model 2... Indexing and Store Address Register 
feature. 

BASIC PBOGRAH PACKAGE 

DOCUHENTATION - Program write-up. Language Specifica- 
tions. Program Specifications. Operating Procedures 
Hanual. 

HACHINE BEADABLE - The System Control program, FOBTBAN 
Compiler, the Belocatable Loader, FOBTRAN Subroutine 
Library, Card Bootstraps, sample source program and 
various system generation utilities needed to build 
and operate a disk-resident system. 

OPTIONAL PBOGRAH PACKAGE 

DOCUHENTATION - Source listings. 
MACHINE BEADABLE - None. 



OBDEBING INFORMATION: PBOGRAH NUMBER 1401FO051 



PBOGBAH NUHBEB 
EXTENSION 



BASIC none 
OPTIONAL none 



DISTRIBUTION HEDIUH 
TYPE CODE 



DTB* 
none 



USEE VOLUHE 
BEQUIREHENT 



none 
none 



1401-FO-052 

1401/60 FORTRAf 



IV TAPE 



DESCRIPTION - FORTRAN IV for IBM 1401, 1440 and 1460, 
broadens IBM's FORTRAN language. It provides a FORTRAN 
IV level Language for the 1401/1460 and the first FORTBAN 
system for the 1440 user. with the powerful FOBTBAN IV, 
1401, 1440 and 1460 users can easily combine both business 
and scientific data processing in one low-cost system. 
Available as a separate program is a disk resident system 
(NO. 1401-FO-051) for 1401/40/60 systems. 

HINIHUM SYSTEH REQUIREHENTS - A 12K 1401 or 1460 system 
with... 1402 Card Read/Punch... 1403 Printer Hodel 2... 
Four 7330 or 729 Hagnetic Tape units. On the 1401 - High- 
Low-Egual and Advanced Programming... On the 1460 - Indexing 
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and Store address Begister. 

BASIC PBOGBAH PACKAGE 

DOCOHEHTATIOH - Program write-up. Language 
Specifications, Prograi Specifications, and Operating 
Procedures Hanual. 

MACHINE READABLE - A tape loader program which will 
punch the sample prograa deck. The card boot deck, 
the system control, FOBTBAH compiler, the FOBTBAH 
loader decks and the FOBTBAH subroutine library decks. 

OPTIONAL PBOGBAH PACKAGE 

EOCOHEHTATION - Source listings. 
HACHINE READABLE - Bone. 

ORDERING INFORHATIOH: PBOGBAH HOBBEB 1401FO052 



PBOGBAH HI 
EXTENSION 


IHBEB DISTRIBUTION 
TIPE 


HEDIOH 
CODE 


OSEB VOLOHE 
BEQOIBEHENT 


BASIC none 
OPTIONAL none 


DTB 7/556 
DTB 7/800 

none 


22 
24 


none 
none 

none 


1401-FO-702 

FOBTBAN II LANGUAGE 


CONVERSION PBOGBAH 







DESCRIPTION - The FOBTBAN II Language Conversion prograa 
aids in the transition to System/360 by converting 
acceptable current FOBTBAN II source programs into FORTRAN 
IT source programs for the Systea/360. The FOBTBAN II 
LCP accepts as input- 

1401 FOBTBAN, 

1410 FOBTBAN II, 

1620 FOBTBAN, 

1620 FOBTBAN II, 

1620 FOBTBAN with format, 

1620 Honitor I FOBTBAN II-D, 

1620 Honitor II FOBTBAN II-D, 

1620 FORTRAN II for automatic floating point, 

7070 Series FOBTBAN (basic and full) , 

7070 FOS FORTRAN, 

0705 FORTRAN, 

7080 Processor FORTRAN and 

7090/7094 FORTRAN II. 

The source programs can be converted to any of the following 
levels of Systea/360 FORTRAN — 

- Operating Systea/360 FORTRAN IV (level H) . 

- Operating Systea/360 FORTRAN IV (E level subset) . 

- System/360 Basic Programming Support FORTRAN IV (tape) . 

- System 360 Basic Programming Support FORTRAN IV (card) . 

- Basic Operating System/360 with DOS/360. 

- Basic Operating System/360 with TOS/360. 

FEATURES - The FORTBAN LCP has - 

- Card or tape input — both the LCP and the FORTRAN II 
source programs can be read froa either cards or tape. 

- Single or stacked prograa conversion — a single source 
prograa can be processed froa one of the three tape 
units needed in a ainiaua configuration. Stacked 
programs can be processed if more than three tape units 
are used. 

- Card-code conversion for dual BCD characters — a control 
card option provides automatic conversion froa BCD input 
code to EBCDIC output code, or vice versa. In this way, 
the LCP can convert the dual BCD characters, i.e., two 
characters with the same card code, into the proper 
Systea/360 card codes. The dual characters are - plus 
and aapersand... egual sign and pound sign... apostrophe 
and the commercial a sign... left parenthesis and 
percent sign... right parenthesis and the lozenge. 

- Documented listing — the LCP provides a listing of the 
converted program. This listing contains message codes 
and tables that document conversion actions and 
facilitate analysis of the converted program. A listing 
of the source prograa is optional. 

- Optional card output — when specified, the LCP produces 
a punched-card deck that contains the converted prograa. 

- Optional output on tape — the user can specify that 
printed and, or punched output are to be recorded on 
tape. 

- Replacement of tape refer. — The user can specify that 
tape constants in I/O stateaents are to be replaced by a 
variable name or another tape constant. 

- Resolution of coaaon-eguivalence interaction — the user 
can specify that variables in coamon stateaents are to 
be reordered so that a Systea/360 compiler will allocate 
coaaon storage and establish equivalencies in the same 
Banner as the current FORTRAN II compiler. 

The FORTRAN II LCP will reduce the aaount of reprograaaing 
necessary to convert current FORTRAN II programs into 
System/360 FORTRAN IV prograas. Use of the LCP will reduce 
tiae and money spent on recoding, clerical activities, 
and prograa debugging. Although the savings to be realized 
for a single prograa Bay be as great as 65 per cent, the 



overall savings to a customer must be determined on an 
individual basis. 

HIHIHOH SYSTEH REQOIRBHENTS - An 8K 1401 system with... 
a 1402 Card Read/Punch... a 1403 Printer Hodel 2... three 
Tape Onits. .. the Advanced Programming feature... the 
High-Low-Equal Compare feature (or an IBH System/360 with 
2401 compatability and corresponding features and I/O 
devices) . 



BASIC PBOGBAH PACKAGE 

DOCOHEHTATIOH - Program Haterial List. 

Language Conversion Hanual. 
HACHINE BEADABLE - LCP object code. 

OPTIONAL PBOGBAH PACKAGE 
DOCUHENTATION - None. 
HACHINE BEADABLE - LCP source code. 



OBDEBING INFORHATIOH: PROGRAH HOHBER 1401FO702 



FORTRAN II 





BASIC 


PBOGBAH HUHBEB 
EXTENSION 

none 


DISTRIBUTION 
TTPE 


HEDIOH 
CODE 


USER VOLOHE 
BEQUIBEHENT 




DTB 
DTB 


7/556 
7/800 


22 
24 




none 
none 




OPTIONAL 


none 






HT 
HT 


7/556 
7/800 


22 
24 




01 
01 


1401 


-IF-01X 
AOTO BATING FOB 


FIBE 


AND 


CASOALTY COHPANIES 




*fi 



DESCRIPTION - The Auto Bating program is a series of 
subroutines designed to perform the rating calculations 
involved in issuing a policy covering private passenger 
autoaobiles and pickup trucks. Provision is Bade for 
calculating such coverages with the liaits of liability 
and deductibles as are published by the national rating 
organizations. Ey using a modular prograaaing technigue, 
it is easily adapted to individual requirements. Base 
rates and factors are utilized, which reduces core storage 
reguireaents. use of tables and a special table lookup 
technique aakes maintenance, caused by rate changes, auch 
siaplier. The user selects the routines for the desired 
coverages, discounts, deviations, etc., combines these 
with his own I/O routines - adds the desired base rate 
tables and processes, using either SPS or Autocoder, to 
produce an object deck. Normally, a separate prograa is 
produced for each state, although usually the only change 
is the base rate tables. Routines are supplied for the 
states that vary froa standard formulas. 

PBOGRAHHING SISTERS - Britten in SPS. 

HINIHUH STSTEH REQUIREHENTS - A 4K 1401 system with Advanced 
Programming and High- Low- Equal Compare features - 1402 
and 1403 ndl 1. Storage requirements vary with systems 
considerations such as coverages, size of state tables, 
users deviations, and I/O requirements. The normal 
requirement for rating, policy issue, and statistical 
coding is 8000 positions of core storage. 

BASIC PROGRAH PACKAGE 

DOCUHENTATION - preliminary Reference Hanual. Program 

write-up. Program listings. 
HACHINE READABLE - SPS Source program, object program 

and sample program. 

OPTIONAL PROGRAH PACKAGE - None. 

ORDERING INFORHATION: PROGRAH 8UHBER 1401IF01X 



PROGBAH NUHBER 
EXTENSION 



BASIC none 
OPTIONAL none 



DISTRIBUTION HEDIOH 
TYPE CODE 



DTR* 
none 



USER VOLUHE 
HEQUIREHENT 



none 
none 



1401-IF-02X *| 

GENERAL DISTRIBUTION PROGBAH 

DESCRIPTION - The General Distribution Program for a card 
1401 Data Processing System accomplishes summary reporting 
without resequencing an input card file. The 1401 General 
Distribution Program fulfills its purpose by building a 
table of extracted control fields and respective 
algebraically added amounts. Specified fields on specified 
cards can be summarized for selective report writing. 
When an input file has been exhausted, output cards are 
punched reflecting the data amassed in the table. Output 
cards are then used for summary report writing either in 
the sequence produced or any other sorted sequence desired. 
If table space is exhausted before the end of input file, 
an extracted item table is punched out. Overflow items 
are processed upon completion of the initial run. 

In addition to property and casualty insurance for which 
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the program was developed, there are numerous imaginative 
uses for the General Distribution Prograi including multiple 
summarization and selective file searching. A significant 
flexibility is built into this program giving the user 
multiple control field designation with a range from 1 
to 72 accumulators for each control field in the table. 
Beport writing becomes a relatively simple use of sorted 
output with no alteration to input file sequence. 

HIHIHOH SYSTEM BEQUIHEHENTS - A 4K, 8K, or 16K 1401 with 
Bigh-Low-Egual Compare, Advanced Programming, a 1402 Card 
Bead Punch, and a 1403 Printer. 

EASIC EBOGBAH PACKAGE 

DOCUMENTATION - Program write-up, Beference Manual, 

including program listings. 
MACHINE BEADABLE - Program deck, saaple problem. 

OPTIONAL EBOGBAH PACKAGE - Hone. 

OBDEBING INFOBHATIOH: PBOGBAH NOHBEB 1401IF02X 
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HIHIHOH SISTER BEQOIBEHEHTS - An 8K 1401 (some states 
require 12K) with Advanced Programming and High-Low-Equal 
Compare features. Input/output devices are determined 
by users requirements. Use of random access (1405 or 1311) 
can reduce storage requirements to 4K. Bating in form 
sequence can also appreciably reduce core storage 
requirements. 

BASIC PBOGBAH PACKAGE 

DOCUHEHTATIOH - Program write-up... Beference manual 

(including tables and program listings) . 
HACBIHE BEADABLE - Source code. Object code, 
sample problem. 

OPTIOHAL PBOGBAH PACKAGE - Hone. 

OBDEBING INFOBHATIOH: PBOGBAH HUHBEB 1401IF05I 



PBOGBAH NOHBEB 
EXTENSION 



DISTBIBUTION HEDIUH 
TYPE CODE 



USEE TOLUHE 
BEQUIREHENT 



PBOGBAH NUHBEB DISTBIBUTION HEDIUH USEE VOLUHE 
EXTENSION TYPE CODE BEQUIBEHENT 



OPTIONAL none 



OPTIONAL none 



1401-IF-03X 

G ENEBAL DI STBIBUTION PBOGBAH FOB A TAPE 1401 

DESCBIETION - The General Distribution Program for a Tape 
1401 Data Processing System (1401-IF-03X) provides file 
search or summary ability from a tape file without pre- 
sorting. It is a "LOAD and GO" type program which is 
activated by simple control cards. For most jobs only 
four control cards need to be punched. Thus, from random 
tape records, either blocked or single, it will extract 
control fields and amount fields, summarize, sequence, 
and write out these extracted summarized records. The 
program was developed especially for the property and 
casualty industry, but it will have wide application in 
all industries. 

The program employs the techniques of building tables in 
core storage, doing an internal sort, and a 3 tape merge. 

Detailed instructions for punching the control cards are 
given in the reference manual. These cards are placed 
behind the program deck, the input reel mounted on a tape 
drive, and the job is ready to run. 

HINIHUH SYSTEH BEQOIBEHENTS - 4K, 8K, or 16K 1401 with 
High-Low-Equal Compare, Advanced Programming, and Sense 
Switches. A 1402 Card Bead Punch, 1403 Printer, and 3 
tape drives. 

BASIC EBOGBAH PACKAGE 

DOCUHEHTATIOH - Program write-up. Beference material. 
Flowcharts, Program Listings. 
HACHINE BEADABLE - Sample problem input... Source 
code... Object 

OPTIONAL EBOGBAH PACKAGE 
DOCOHENTATION - None. 
HACHINE BEADABLE - Source code. 

OBDEBING INFOBHATION: EBOGBAH NUHBEB 1401IF03X 





EBOGBAH NOHBEB 


DISTBIBUTION 


HEDIUH 


USES 


VOLUHE 




EXTENSION 


TYPE 




CODE 


BEQUIREHENT 


BASIC 


none 


HT 


7/556 


22 




01 




none 


HT 


7/800 


24 




01 


OPTIONAL 


none 


HT 


7/556 


22 




01 






HT 


7/800 


24 




01 


1401-IF-05X 
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1401-IL-01X 

THE. 62 CFO PROGRAM (CONSOLIDATED FONCTIONS OBDIHABY) 

DESCBIPTION - This series of fourteen programs is designed 
to compute net premiums and terminal reserves for most 
plans of insurance. Computes adjusted premiums and minimum 
cash values for those plans requiring such values. Stores 
computed results on master rate tapes for use in the 
computation of legal reserves or non-forfeiture benefits. 
Prints the computed results in report form for visual 
reference and other purposes. Minimum input is required 
for most plans of insurance. (A whole life plan requires 
twenty-six columns of data.) 62 CFO terminal reserve, 
net premiums, and linimum cash value programs provide 
extreme flexibility in the calculation of terminal reserves 
and minimum cash values. They have been used to duplicate 
correctly the values for hundreds of plans cr insurance 
using a wide variety of benefits, mortality tables, interest 
rates, and methods of valuation. Use of these programs 
will provide an economic means of preparing consolidated 
files for conversion to 62 CFO daily cycle. Each plan 
of insurance must be described using standard forms. The 
input data is punched from these forms and processed through 
the appropriate CFO programs. Initial output is in the 
form of magnetic tape containing the structure of the plan, 
the premiums, and related policy values. A print program 
is provided which generates descriptive information and 
prepares a complete report on each plan of insurance. 

PBOGBAHHING SYSTEHS - This series of programs was written 
and assembled using 1401 SPS. 

HINIHUH SYSTEH REQUIBEMENTS - 12K 1401 tape system with, 
1402 Card Bead Punch mdl 1, 1403 Printer mdl 2, four tape 
drives. Advanced Programming, Expanded Print Edit, High- 
Low-Equal Compare, Hultiply-Divide, Print Control 
Additional, and Sense Switches special features. 

BASIC EBOGBAH PACKAGE 

DOCUHEHTATION - Program Write-up. 62 CFO Volumes I 
and II. 

HACHIHE BEADABLE - Magnetic tape containing program 
cards... Hortality tables... Selected twenty-pay life 
premiums... Selected adjusted life premiums. Card 
Decks - Tape-to-Card Program ... Sample problem. 

OPTIONAL PBOGBAH PACKAGE - None. 



DESCBIPTION - The IBH 1401 Homeowners Bating Program is 
a series of subroutines which provides a valuable tool 
to insurance companies that desire to rate new or renewal 
policies. It requires as input those factors from which 
an underwriter would rate the policy. The program has 
provision for allowing credit for existing insurance, 
increased or decreased limits, non-standard coverage amounts 
(interpolation) , and rating of many standard endorsements. 

FEATUBES - 

- Beduces clerical effort in the rating, coding, and policy 
typing areas. 

- Flexible, modular program allowing modifications and ease 
of adaption. 

- Provides an important step in the implementation of an 
insurance information system. 



OBDEBING 


INFOBHATION: 


PBOGBAH NUHBEB 1401IL01X 






PBOGBAH NOHBEB 


DISTBIBUTION MEDIUM 


USEE VOLUME 




EXTENSION 




TYPE CODE 


BEQUIBEHENT 


BASIC 


none 




MT 7/556 22 
HT 7/800 24 


01 
01 


OPTIONAL 


none 




none 


none 


1401-IL-02X 










CONSOLIDATED FUNCTIONS 


ORDINABY DAILY CYCLE EBOGBAMS 



DESCBIPTION - The 62 Daily Cycle Programs, 1401-IL-02X, 
are 31 programs with accompanying actuarial tables designed 
to meet data processing requirements for ordinary life 
insurance companies in the following areas - (1) Input 
preparation to the daily cycle (balance, sort, edit)... 
(2) Daily cycle processing for all policies contained in 
the master file (file maintenance, accounting, commission, 
billing, loan or nonforfeiture calculations and 
terminations)... (3) Preparation of daily accounting 
journals... (4) Periodic file updating runs (dividends, 
cash values, and renewable term premiums) . The total 
system provides for automatic processing of all scheduled 
transactions and for requested processing of all non- 
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scheduled transactions involving ordinary life contracts. 
Exceptions will occur only when the policy is issued under 
extremely unusual arrangements. The system is based upon 
consolidation of all policy information into a single 
magnetic tape record and integrates all processing functions 
within a single computer system. Processing commences 
with the first premium payment and continues through 
maturity, expiry, or any other form of termination. 
Accounting and commission records as well as policy exhibit 
transactions are generated automatically and brought forward 
under program control for month-end processing or for 
valuation purposes. 

FEATURES- /62 CFO Daily Cycle programs will provide life 
insurance companies nsing this system with exceptional 
operational efficiency. The major features of this system 
are - (1) Daily analysis of all policy records for any 
form of activity... (2) Continuous control of the policy 
master file... (3) Policy information for accounting 
journals, commission statements, notification, policyholder 
service and valuation reports from a single source... (4) 
Organization of output from the system into meaningful 
printed reports. 

USE - /62 CFO Daily Cycle assumes the development of a 
complete policy master file by each user. To help in the 
data gathering necessary for a consolidated file, programs 
are available (1401-IL-01X) to generate reserve, net premium 
and minimum cash value rate tapes. Bate tape philosophy 
has been incorporated into the overall system to facilitate 
the handling of any type of updating required and in many 
cases eliminate the necessity for data gathering. 

User Responsibility includes the following major areas 
- (1) Gathering all data necessary to establish a policy 
master record... (2) Preparation of conversion programs 
which will convert gathered data into an acceptable 
format... (3) Preparation of new business programs which 
will convert new issue data into an acceptable format... 
(4) Preparation of a print program for premium and 
anniversary notices... (5) Preparation of cash value and 
dividend rate tapes, renewable tern premium rate cards, 
agents control records, and commission tables. 



with each policy record only at the time of valuation, 
thus eliminating the need to store excessive valuation 
information as a part of each policy record. The major 
features of the overall approach are - 

(1) Using the daily cycle programs (1401-IL-02X) , control 
of the policy master file is maintained on a current 
daily basis for the number of policies, impairments, 
all forms of deposits, and suspense items, thus 
eliminating the need for preparatory work prior to the 
beginning of a valuation. 

(2) All elements other than legal reserves are carried as 
ledger items. Each detail item needed for a valuation 
is extracted from the policy master file on an in- 
dividual basis for reporting purposes, allowing com- 
plete flexibility in reporting technigue. 

(3) Reserves are computed for premium paying policies, all 
forms of paid-up policies, and for each of the various 
types of supplemental benefits and extra life premiums. 

(4) Deferred aid uncollected premiums are computed on both 
a gross and net basis, in addition, gross advance 
premiums are calculated. 

(5) In-force amounts of the entire master policy file are 
computed, maintained, and reported as a part of the 
valuation procedure. 

(6) Reports are available as a detail listing of each item, 
by valuation cell, by plan, and by method of valuation, 
mortality table, and interest rate. 

USE - Each valuation may be taken on either a partial basis 
or a complete basis as of any month end. Minimum results 
will involve - (1) Loan balances with either accrued or 
unearned interest adjustments... (2) Amounts on deposit 
with accrued interest... (3) Suspense totals of unapplied 
cash or returned items... (4) life reserves and 
corresponding premium adjustments... (5) Policy exhibit 
changes within the reporting period... (6) Summary reports 
of each of the above items. 



Daily Cycle Programs may be used as they are or with slight 
modification to facilitate auditing newly converted policy 
records. Dividend, cash value and renewable term updating 
programs can also be used as conversion programs. Daily 
Cycle Programs will operate upon any properly converted 
block of policies on either a daily or periodic schedule. 

MINIMUH SISTER REQUIREMENTS - 12K 1401 system with 1402 
Card Bead Punch mdl 1... 1403 Printer mdl 2... five tape 
drives... Advanced Programming, Expanded Print Edit, High- 
Low-Egual Compare, Hultiply-Divide, Print control Additonal, 
and Sense Switches special features. 



Additional results from a full valuation will include all 
of the above as well as - (1) Deficient reserves... (2) 
Totals for annual statement page 15 and state policy 
exhibits, and a detail listing of changes... (3) Reserves 
released and tabular net premium adjustments... (4) Either 
summary or detail reports of all valuation items. 

HINIHOH SISTER REQUIREMENTS - 12K 1401 system with... 1402 
Card Read Punch mdl 1... 1403 Printer mdl 2... five tape 
drives... Advanced Programming, Expanded Print Edit, High- 
Low-Equal Compare, Multiply, Divide, Print Control 
Additional, and Sense Switches special features. 



BASIC PBOGBAM PACKAGE 

DOCUMENTATION - Program write-up... /62 CFO Policy 

Raster Record Code Book (Volume 0) and Volumes 3 

through 11. 
MACHINE BEADABLE - Card decks - Object deck designed to 

add or alter programs on the /62 CFO program tape. 

Magnetic tape - one reel containing all decks in source 

program card form... and mortality tables. 

OPTIONAL EHOGHAH PACKAGE - None. 

ORDERING INFCBHATION: PBOGBAH NUMBEB 1401IL02I 



PROGRAM NUMBER 
EXTENSION 



BASIC none 
OPTIONAL none 



BASIC PROGRAM PACKAGE 

DOCUMENTATION - Program Write-up... /62 CFO Volumes 12 

through 16. 
HACHINE READABLE - Card decks - Object deck designed to 
add or alter programs on the /62 CFO Program Tape. 
Magnetic Tape - one reel containing source program 
cards for the 15 component programs. 

OPTIONAL PBCGRAR PACKAGE - None. 

ORDERING INFORMATION: PROGRAM NUMBER 1401IL03X 



DISTRIBUTION 


MEDIOH 


USER VOLUME 




TYPE 


CODE 


REQUIREMENT 


BASIC 


MT 7/556 


22 


01 


MT 7/800 


24 


01 


OPTIONAL 



PROGRAM NUMBER 
EXTENSION 



DISTRIBUTION MEDIUM 
TYPE CODE 



USER VOLUME 
REQUIREHENT 



7/556 
7/800 



1401-I L-03X 

CONSOLIDATED FUNCTIONS ORDINARY VALUATION PR OGBA H 

DESCRIPTION - The 62 CFO (Consolidated Functions Ordinary) 
Valuation Programs, 1401-IL-03X, are a series of 15 programs 
designed to operate exclusively in the area of valuation 
and in the preparation of the policy exhibit for ordinary 
life insurance companies. All of the programs in this 
series assume a standard 62 CFO record format. Processing 
may be performed on a standard annual basis or at any more 
frequently desired cycle such as semiannually, quarterly, 
or monthly. All information furnished by these programs 
comes exclusively from paid for business in the file on 
the valuation date and does not pertain in any way to 
supplementary files. Policy exhibit and reserves released 
are based on activity to the policy master file during 
the reporting period. 

FEATURES - The valuation procedures were designed to conform 
to standard valuation practices and to furnish the maximum 
amount of information available from a current consolidated 
policy master file. All reserves and net premiums are 
stored on machine-generated rate tapes and are associated 



14 01-10-01 2 *B 

CORMUNICATIONS IOC S (1026/DDC) FOR THE 1401/1460 

DESCRIPTION - This IOCS facilitates the generation of 
programs to control 1026 communication with 1030, 1050, 
and 1060. It is compatible with the 1401/1460-1440 
communications IOCS for the 1448, thus requiring a minimum 
of re-programming for growth from 1026 Transmission Control 
Units to a 1448. Applications can range from single 
inquiries to sophisticated real-time data operations. 
Its functions are - 

- Control of the 1447 Console 

- User control of polling, addressing and receiving 

- Error detection 

- Operation with existing IBM programs for DDC 

- Time of day recording with the 1032 Digital Time Unit 

The 1401/1460 Communications IOCSS (1026/DDC) will operate 
with point-to-point or multi-point common carrier leased 
or customer-owned communication lines. In addition, the 
programs will support the Automatic Answering feature and 
the Automatic Calling feature. 
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ERCGRABBING SYSTEHS - Communications IOCS (1026/DDC) 
consists of a set of librae; routines which, when called 
for in an Autocoder source prograa b; macro instructions, 
are selected, tailored, and included in the object program. 
The routines perform the functions necessary to handle 
basic input/output files, to transait information to and 
receive information froa reaote locations and remote 
processors, and to provide linkage to users programs. 
The specific routines generated at assembly time depend 
largely on the particular specifications contained in the 
user's source programs. 

The library routines for this IOCS is to be placed in the 
Autocoder system through a library run, using Autocoder 
(on disk) for 1401, 1440, and 1460, Ho. 1401-AU-008. 

BINIBUH SYSTEH REQUIREMENTS - For prograa assembly - same 
as those for the assembly of any program using 
1401/1440/1460 Autocoder (on disk) program. The Autocoder 
(on disk) program should be ordered concurrently unless 
otherwise available. 

For object programs - A 4K 1401 with... Advanced Programming 
and High-Low-Equal Compare features... 1409 Console 
Auxiliary mdl 2... 1026 Transmission control Unit attachaent 
feature... 1026 Transmission Control Units (one for each 
communication line)... I/O units (as required) . 

OR 

An 8K 1460 with... Indexing and Store Address Register 
feature... 1447 Console mdl 1... 1026 Transmission Control 
Unit attachment feature... 1026 Transmission Control Units 
(one for each communication line)... I/O units (as 
required) . 

In addition - direct Data Channel feature... Interrupt... 
1447 Console mdl 2 for 1440 and 1460, mdl 3 for 1401... 
1032 Digital Time Unit may be present, as desired. 



OPTIONAL none 



14 01-10-068 *B 

IBB 1401/14 60 IOCS (ON DISK) 

DESCRIPTION - The IBH 1401/1460 IOCS, (on disk) , Version 
2, NO. 1401-10-068, (previously named 1401/1311 IOCS) is 
available to be used on 1401 and 1460 systems with 
1401/1440/1460 Autocoder (on disk). No. 1401-AU-008. 

The new version consists of a set of library routines 
which, when called by macro instructions are selected, 
tailored and included in the object program. For 1401 
and 1460 systems, these routines perform I/O functions 
and housekeeping associated with 1311 Disk Storage, 1301 
Disk Storage, magnetic tape, card reader, card punch, and 
printer. They also provide linkage to the user's object 
program. The specific statments generated at assembly 
time depend completely on the particular specifications 
contained in the user's source program. The 1401/1460 
IOCS library routines are to be placed in the 1401/1440/1460 
Autocoder (on disk) System through a library run. 

BINIBUfi SYSTEB REQUIREBENTS - For assembly — programs 
incorporating I/O macro instructions for 1401 and 1460 
systems may be assembled on - a 4K 1401 system with... 
one 1311 Disk Storage Drive... 1402 Card Read Punch... 

1403 Printer Bdl 2 or 1404 Printer High-Low-Equal 

Compare, 

OR 

An 8K 1460 system with... one 1311 Disk Storage Drive or 
one Disk Storage Array... 1402 Card Read Punch... one 
1403 Printer 



NOTE - Use of DDC with 1026 should specify the Interrupt 
feature (available on 1401 only as RPQ) for optimum 
performance. 

BASIC EROGBAB PACKAGE 

DOCUBENTATION - Brite-up. Operations Instructions. 
BACHINE READABLE - Library of macros. 

OPTIONAL EBOGRAB PACKAGE 

DOCUBENTATION - Program flowcharts. 
MACHINE READABLE - None. 



A 4K 1440 system with... one 1311 Disk Storage Drive or 
one 1301 Disk Storage Array... 1442 Card Read Punch mdl 

1 or 2 or 1442 Card reader mdl 4 and 1444 Card Punch... 
1443 Printer. 

BASIC PROGRAB PACKAGE 

DOCUBENTATION - Program write-up. Library listings... 

Operating Procedures. 
BACHINE READABLE - Library... 
Sample source program for test purposes. 



ORDERING INFORMATION: PROGRAB NUBBER 140110012 



PROGRAM NUMBER 
EXTENSION 



EASIC none 
OPTIONAL none 



DISTRIBUTION MEDIUM 
TYPE CODE 



DTR* 
none 



USER VOLUHE 
REQUIREMENT 



none 
none 



1401-10-065 

INPUT/OUTPUT CONTBOL SYSTEM 

DESCRIPTION - The 1401 IOCS consists of a set of library 
routines which, when called for in a 1401 Autocoder source 
program by macro instructions, are selected, tailored and 
included in the object program. These routines perform 
I/O functions and provide linkage to the users object 
program. The specific statements generated at assembly 
time depend completely on the particular specifications 
contained in the user's source program. Use of program 
the 1401 IOCS library routines are to be placed in the 
1401 Autocoder System (version 3 or later version) through 
a librarian run. 

MINIMUM SYSTEB REQUIREMENTS - The 1401 IOCS will perform 
the I/O functions and associated housekeeping for tape, 
card reader, card punch and printer. The object machine 
must have, in addition to any of the above I/O units. 
Advanced Programming features and the High-Low-Equal Compare 
feature. The amount of core storage required varies widely 
from program to program and must be determined at assembly 
time. 

EASIC EROGBAM PACKAGE 

DOCUMENTATION - Program write-up... Documentation of 
the 1401 IOCS system including language specifica- 
tions... Flowcharts... Sample problem. 

MACHINE READABLE - Magnetic tape - 1401 Bodel 
statements in card image form. 

OETIONAL PROGRAB PACKAGE - None. 

ORDERING INFORMATION: PROGRAM NUMBER 140110065 



OPTIONAL PROGRAM PACKAGE 

DOCUBENTATION - Flowcharts. 
BACHINE READABLE - None. 

ORDERING INFORBATION: PROGRAM NUMBER 140110068 



PROGRAM NUMBER 
EXTENSION 



BASIC none 
OPTIONAL none 



DISTRIBUTION MEDIUM 
TYPE CODE 



DTR* 
none 



USER VOLUME 
REQUIREBENT 



none 
none 



14 01-LB-007 

CARD SYSTEB SUBROUTINES 

DESCRIPTION - To provide a few frequently used arithmetic 
subroutines. This 1401 program provides Bultiply I (for 
storage space economy) Bultiply II (for speed economy) 
divide dozens-to-units conversion units-to-dozens 
conversion. Note-closed subroutine linkage instructions 
provided. 



BASIC PROGRAB PACKAGE 

DOCUBENTATION - Program write-up... 

Listings... Flowcharts. 
MACHINE READABLE - Object code. 

OPTIONAL PROGRAM PACKAGE - None. 

ORDERING INFORMATION: PROGRAM NUBBER 1401LM007 



PROGRAM NUMBER 
EXTENSION 



BASIC none 
OPTIONAL none 



DISTRIBUTION MEDIUM 
TYPE CODE 



DTR* 
none 



USER VOLUME 
REQUIREBENT 



none 
none 



PROGRAB NUBBER 
EXTENSION 



DISTRIBUTION MEDIUM 
TYPE CODE 



7/556 
7/800 



22 
24 



USER VOLUME 
REQUIREMENT 



1401-LB-011 *| 

1401/1460 TIBING PROGRAM FOR IBB BASIC OPE RATING 
SYSTEM/360 DISK SORT /MERGE PROG RAB (16K) 

DESCRIPTION - The IBM 1401/1460 Timing Program provides 
timing estimates for the Disk Operating System/360 Disk 
Sort/Merge program (16K disk) when operating on a System/366 
Model 2030 or Model 2040 with a maximum of 256K bytes of 
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main storage, a channel configuration of one multiplexor 
or selector channel and up to 8 IBB 2311 Disk Storage 
Drives. Timing estimates for the Hodel 2030 assume a 1.5 
microsecond cycle time. This program will provide sort 
timing estimates for sorting fixed length records with 
a single control field. Timings can be obtained for 
specific record volumes designated by the user, or for 
a spread of record volumes predetermined by the timing 
program. In addition, main storage utilization and maximum 
file size are included in the program output. Control 
cards are used to supply a description of the computing 
system, file configuration and record definition for which 
estimates are reguired. Hultiple record/file cards may 
be used with one system definer card to estimate times 
for many file configurations on the same system. Also, 
many system definer cards may be used with one record/file 
card to estimate the time for sorting one file on several 
different systems. Hultiple control card sets can be 
stacked to provide multiple estimates at the same time. 

HINIHOH SISTEH HEQUIREHENTS - A 16K 1401 system with... 
a 1402 Card Read Punch Hodel 1... a 1403 Hodel 2, or 1404 
Printer... High-Low-Equal Compare feature... Advanced 
Programming feature... Hultiply- Divide feature... Sense 
Switches... 

OR 

A 16K 1460 system with... a 1402 Card Read Punch Hodel 
3... A 1403 Hodel 2 Printer... Hultiply-Divide feature... 
Indexing and Store Address Register features... Sense 
Switches. 



second disconnect. This feature is to be used with the 
text time-out suppression of the 1051 Control Onit — 1050 
Data Communication System — as many as four system maximum, 
each consisting of a 1051 control Onit Hodel 2 and a 1052 
Printer-Keyboard with the 1st Printer feature. (when the 
text time-out suppression is specified on the 1026 
Components, it must be ordered on the 1051) . 

For 1460/1026 CONFIGURATION - 1441 Processing Onit Hodel 
B5 with Disk Storage Control, direct Seek, Indexing and 
Store Address Register, Bit Test, Transmission Control 
Unit attachment... 1447 Hodel 1 with Sense Switches... 
1461 Hodel 1... 1402 Hodel 3... 1403 Hodel 2... 1311 Hodels 
1 and 2 with direct Seek... 1026 — as many as four Hodel 
1. The first 1026 Transmission Control Unit must have 
the expanded line feature and as many as three additional 
1026 Hodel 1 each with the additional line feature. One 
must specify text time-out suppression to disable the timer 
from operating at the normal 9-18 second disconnect. This 
feature is to be used with the text time-out suppression 
on the 1051 Control Unit... 1050 Data communication System 
— as many as four systems each consisting of a 1051 Control 
Onit Hodel 2 and a 1052 Printer-keyboard with the 1st 
Printer feature. When the text time-out suppression is 
specified on the 1026 Components, it must also be ordered 
on the 1051. 

BASIC PROGRAH PACKAGE 

DOCOHENTATION - Program Write-up. Author and Proctor 

Hanual. Coursewriter Description Hanual. 
HACHINE READABIE - System Control Program. Instruction 

Function, Initial Load, Utility Program. 



BASIC FHCGRAH PACKAGE 

DOCOHENTATION - Program Haterial List... Timing Program 

Hanual, C24-3445... Disk Operating System Sort/Herge 

Hanual, C24-3444. 
HACHINE READABLE - Object code. 



OPTIONAL PROGRAH PACKAGE 

DOCOHENTATION - Flowcharts. Program Listings. 
HACBINE READABLE - None. 

ORDERING INFOBHATION: PROGRAH NOHBER 1401OSO92 



OPTIONAL PROGRAH PACKAGE - None, 

ORDERING INFOBHATION: PROGRAH NOHBEB 1401LH011 



PROGRAH NUHBER DISTRIBUTION HEDIOH USER VOLUHE 
EXTENSION TYPE CODE REQUIREHENT 



PROGRAH NUHBER DISTRIBUTION HEDIUH USER VOLOHE 
EXTENSION TYPE CODE REQUIREHENT 



BASIC none 
OPTIONAL none 



DTB* 
none 



none 
none 



OPTIONAL none 



1401-OS-092 *H 

1401/1460 - 1026 OPERATING SYSTEH COMPUTE R ASSISTED 
INSTROCTION 

DESCRIPTION - The Coursewriter Language is a special user 
language with which a teacher (i.e., "Author") can prepare 
his course material to accommodate the range of student 
abilities. 

The Operating System consists of - 

- A Honitor to supervise writing and instructing 
simultaneously. An Assembler which enables the course 
author to communicate with the computer when writing and 
revising courses. 

- Utilities for preparing student and course reports. 

It provides the ability - 

- For authors to write and correct course material while 
students are taking courses. 

- For a "proctor" who operates the system, to undertake 
essential administrative routines. 

- To collect data on student responses for later analysis. 

- For authors or programmers to add new functional 
capability to the coursewriter. 

- To operate simultaneously up to five courses per 1316 
Disk pack. 

To service up to twelve 1050 point-to-point lines with a 
1448 or up to four lines with four 1026 Transmission 
Control Units. 

The word assisted in the term computer assisted instruction 
is important. This new methodology is not intended to 
replace the important role of the teacher in the educational 
process. Instead, it is a new science for assisting the 
teacher in administering course material and taking fullest 
advantage of the benefits of CAI. 

HINIHUH SYSTEH REQUIREHINTS - For 1401/1026 configuration 

- A 12K 1401 Hodels B, C, or E with disk Storage Adapter, 
High-Low-Equal compare. Advanced programming. Bit Test, 
Console Auxiliary Adapter, Sense Switches... 1402 Card 
Read/Punch Hodel 1... 1403 Printer Hodel 1... 1406 Storage 
Hodel 2... 1409 Console Auxiliary Hodel 2... 1311 Disk 
Storage Drive Hodels 2 and 4 with Direct Seek... 1026 
Ransmission Control Unit — Up to Hodel 1 maximum. The 
first 1026 must have the expanded line feature and as many 
as three additional 1026 Hodel 1, each with the additional 
line feature. One must specify test time-out suppression 
to disable the timer from operating at the normal 9-18 



1401-RG-022 *H 

1401/1460 BASIC REPORT PROGRAH GENERATOR 4K 

DESCRIPTION - IBH 1401 Basic Report Program Generator 4K 
enables a program written in 1401/1460 Basic RPG Language 
to be compiled on either a 1401 or 1460 system. The output 
is used to execute the application on a 1401 or 1160 system. 
The source program in the 1401/1460 Basic RPG Language, 
punched in cards, is compiled on either a 1401 or 146 
system. The output object program is in the 1401/1460 
machine language. The source program may be compiled 
directly to condensed card output, and/or if load-and-go 
is desired, it may be directly executed. Additional 
features included in this program are Automatic Decimal 
Alignment and Extensive Diagnostics. The program listing, 
documentation and diagnostic output are recorded on the 
printer. 

HINIHUH SYSTEH EEQUIREHENTS - A 4K 1401 or 8K 1460 system 
with 1402 Card Read/Punch one 1403 Printer. 

BASIC PROGRAH PACKAGE 

DOCUHENTATION - Program write-up. Specifications. 

Operating Procedures. 
HACHINE READABLE - Program deck. Sample problem source 
program and data. 

OPTIONAL PROGRAH PACKAGE 

DOCUHENTATION - Flowcharts. Listings. 
HACHINE READABLE - None. 

ORDERING INFOHHATION: PROGRAH NUHBER 1401RG022 

PROGRAH NUHBER DISTRIBUTION HEDIUH USER VOLOHE 
EXTENSION TYPE CODE REQUIREHENT 



BASIC none 
OPTIONAL none 



DTR* 
none 



none 
none 



14 01-RG-03 2 * 

1401/1311 REPORT P ROGRAH GENERATOR (ON DISK1 1401/1460 

DESCRIPTION - IBH 1401/1460 Report Program Generator (on 
disk) , 1401-RG-032, enables the RPG processor to have 1301 
Disk Storage system residence at compile time and provides 
for input, output, or for files on a 1301 Disk Storage 
Hodule at object time. Version 1, called "1401/1311 RPG" 
will not be available since its functions are included 
in the new version. Version 2 increases the power of the 
RPG Language through the implementation of disk update 
function. Included with 1401/1460 RPG (on disk) is a 1401 
RPG Translator program enabling a program written for the 
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1401 BPG Prograi to be punched in a fori that can be 
compiled on a 1401/1311 System, a 1401/1311 systei, or 

a 1460/1301 system. This system enables a program written 
in 1401/1440/1460 BPG Language to be compiled and assembled 
on a 1401/1311, 1460/1311 or 1460/1301 system. The output 
is used to execute the application on a 1401 or 1460 system. 

Object program input is a card file, magnetic tape file, 
or disk storage file. The output report can be printer 
and/or punched into cards and/or written on either aangetic 
tape of disk storage. The source program in the 
1401/1440/1460 BPG Language punched in cards is compiled 
and assembled on a 1401 or 1460 system. The output object 
program is either the machine language eguivalent program 
or the Autocoder (on disk) Language eguivalent program. 
The machine language eguivalent object program can be in 
the form of condensed cards, or it "load-and-go" is desired, 
the object program can be directly loaded from the system 
pack or module. The program listing, documentation, and 
diagnostic output are recorded on the printer. 

BINIHOB STSTEB BEQDIBEBENTS - i 4K 1401 system with... 

1402 Card Bead/Punch... 1403 Printer flodel 2... one 1311 
Disk Storage Drive... High-Low-Egual Compare feature. 



report data cards, and the report is begun when the first 
detail card is read. (1) List or tabulate with or without 
suimary punching. (2) Pring one full line of report heading 
on the 1st line of each page of the report. (3) Print 
1 or 2 full lines of columnar or filed headings on each 
page. (4) Control on a maximum of four fields of any 
length. (5) Group indicate a maximal of four fields on 
the first line of each minor control group. (6) Becognize 
up to 10 types of detail cards by any single column 
character. If more than one card column must be tested 
to identify a given type of a card, a patch is reguired. 
Bote- Each of the 10 types may be in separate card columns. 
(7) Add, subtract, multiply, divide operations may be 
perforned on detail or total lines. These operations 
reguire Bultiply/Divide feature. (8) Print multiple lines 
from one card (BLP) . 

BASIC PBOGBAB PACKAGE 

DOCUMENTATION - Program write-up. Listings. 
BACHINE BEADABLE - Condensed system deck. 

OPTIONAL PBCGBAB PACKAGE - None. 

OBDEBING INFOBBATION: PBOGBAB NDBBEB 1401BG045 



PBOGBAB HDHBEB 
EXTENSION 



An 8K 1460 system with... 1402 Card Bead/Punch... 1403 
Printer... one 1311 Disk Storage Drive or one 1301 Disk 
Storage Bodule. 

BASIC PBOGBAB PACKAGE 

DOCUBENTATIOH - Program write-up. Operating Procedures. 
BACHINE BEADABLE - System deck, sample deck. 1401 BPG 
Translator Program. 

OPTIONAL PBOGBAB PACKAGE 

DOCUBEHTATION - Flowcharts, listings. 
BACHINE BEADABLE - None. 



CBDEBING INFOBBATION: PBOGBAB NDBBEB 1401RG032 



BASIC none 
OPTIONAL none 



DISTBIBDTION BEDIOH 
TYPE CODE 



DTB* 
none 



OSES VOLDBE 
BEQUIBEBENT 



none 
none 



PBOGBAB NDBBEB 
EXTENSION 



DISTBIBDTION BEDIOB 
TTPE CODE 



DSEB VOLDBE 
BEQOIBEBENT 



OPTIONAL none 



1401-BG-0 33 *J 

BEPOBT PBOGBAB GEHEBATOB 2K 

DESCRIPTION - The 1401 Beport Program Generator 2K system 
enables a program written in 1401 BPG 2K Language to be 
compiled on a 1401. The output is used to execute the 
application on a 1401 system. The source program in the 

1401 BPG 2K Language, punched in cards, is compiled on 

a 1401 system. The output object program is on condensed 
cards in 1401 machine language. The program listing, 
documentation, and diagnostic output are recorded on the 
printer. 

BINIBDH STSTEB BEQDIBEBENTS - A 2K 1401 system with... 

1402 Card Bead/Punch 1403 Printer. Although the High- 
Low-Egual Compare feature is not needed, BPG 2K can use 
it to advantage if it is installed. The 1401 2K System 
will take advantage of an additional 2K core storage. 

BASIC PBOGBAB PACKAGE 

DOC0BENTATI0N - Program write-up. Operating Procedures. 
BACHINE BEADABLE - Program deck, sample problem source 
program, sample problem data. 

OPTIONAL PBOGBAB PACKAGE 

DOCOBENTATION - Flowcharts, listings. 
BACHINE BEADABLE - None. 

OBDEBING INFOBBATION: PBOGBAB NDBBEB 1401BG033 



1401-BG-048 *J 

BEPOBT PBOGBAB GENEBATOB 

DESCBIPTION - Purpose 1401 BPG is a programming system 
which generates report writing programs which are specified 
by the user in the BPG Language established for IBB 1400- 
series machines. The generated report program will accept 
source data contained in either a card file, magnetic tape 
file or disk storage file. The language facilitiates 
specifying the classic report writing functions of heading 
and detail lines, total lines controlled by control field 
breaks, offset total printing, summary punching, cross- 
footing and calcualtion, page and serial numbering, etc. 
The output report can be obtained at the printer, on cards, 
on tape, or on any combination of the three. Ose of prograi 
report specifications, punched on cards, are entered into 
the 1401 DPS together with the BPG system deck. The output 
is a punched deck containing the generated report program 
in symbolic (1401 SPS) language. This deck is further 
processed by one of the 1401 Assembly Systems (SPS-1, SPS- 
2, or Autocoder) to obtain the machine language report 
writing prograi ready for loading. 

BINIBDB STSTEB BEQDIBEBENTS - For Beport Program Generation: 
1 4000 core storage positions; 1 1402 Card Bead/Punch; 
1 1403 Printer. For Beport Program execution: 1 1403 
Processing Onit (any model - core storage size reguired 
depends upon complexity of report) ; 1 1402 Card Bead/Punch; 
tape units (Bodel 729 II, 729 IV, 729 V, 729 VI, or 7330). 
1403 Printer Bodel 1 or 2; 1405 Disk Storage Onit - Only 
as reguired for input data file and output report media. 
Bultiply-Divide special feature - may be used if installed. 
Sense Switches special feature - lay be used if installed. 

BASIC PBOGBAB PACKAGE 

DOCOBENTATION - Program write-up, listings, flowcharts. 
BACHINE BEADABLE - Condensed program. 

OPTIONAL PBCGBAB PACKAGE - None. 

OBDEBING INFOBBATION: PBOGBAB NDBBEB 1401BG048 



PBOGBAB NDBBEB 
EXTENSION 



EASIC none 
CPTIONAL none 



DISTBIBDTION BEDIOB 
TTPE CODE 



DTB* 
none 





BASIC 
OPTIONAL 


PBOGBAB NDBBEB 
EXTENSION 


DISTBIBDTION 
TTPE 


BEDIOB 
CODE 


DSEB VOLDBE 
BEQOIBEBENT 


DSEB VOLDBE 
BEQOIBEBENT 


none 
none 


DTB* 
none 


00 


none 
none 






none 
none 


1401-BG-700 

IBH 1400 


BPG TO STSTEB/360 


TBANSLATOB 




*B 



1 401-BG-045 *fl 

FAB GO - FODBTEEN-0- ONE ADTOBATIC BEPO BT G ENERATIN G OPEBATION 

DESCBIPTION - Provides a simple-to-learn, easy-to-use 
method of converting accounting reports from unit record 
eguipment (602A - 402 - 514 - 604 - 407 - 519 types) to 
an IBB 1401 Data Processing System. Programming language 
1401 Symbolic Programing System, method "load and go", 
intermediate symbolic assembly operations. 

This means that the FABGO condensed prograi decks with 
the inserted control cards containing the report 
specifications are read into the 1401 followed by the 



DESCBIPTION - This program operates on a 1401 or 1460 Data 
Processing System. The Translator converts source programs 
written for any of the processors listed below to similar 
source programs acceptable to System/360 flodel 20 BPG, 
System/360 Basic Programming Support BPG, Basic Operating 
System/360 BPG, or Operating System/360 TPG. 

1400 BPG Processors to be translated include: 

(1) 1401 BPG (2K) 

(2) 1401 Basic BPG (4K) 

(3) 1401 BPG 

(4) 1401/1460 BPG (on disk) 

(5) 1440 BPG (2K) 

(6) 1440 Basic BPG (4K) 



IBB PBOGBAHS 
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CONTINUED FBOH PBIOB COLUMN 



(7) maa beg (on disk) 

(8) 1440 Sterling Basic BPG (4K) 

(9) 1440 Sterling BPG (1311) 

The 1401 BPG processor «ill be handled after the program 
has first been translated to 1401/1460 BPG (on disk) using 
the 1401 BPG Translator program. Prograa input is 1400 
series BPG source prograa cards; output is System/360 BPG 
source program cards for input, calculation, and output 
specifications. Non-translatable conditions Hill be flagged 
as they are detected by the translator. 

HINIHDH SISTEH BEQUIBEHESTS - in 8K 1401 or 1460 Hith 1402 
Card Bead Punch... 1403 Printer, Model 2 or Hodel 3 (on 
1460)... three 7330 or 729 Tape Units or one 1311 Disk 
Storage Drive or one 1301 Disk Storage Unit (on 1460)... 
Advanced Programming and High-Lon-Egual Compare Begister 
feature (on 1460) . 

BASIC PBOGBAH PACKAGE 

DOCUHENTATION - Program write-up... Program Haterial 
List... Sample program translation listing... 
System/360 BPG Translator Manual... Logic Manual. 
MACHINE READLABE - Card decks for Translator object 
program, sample program System/360 BPG source. 

OPTIONAL PBOGBAH PACKAGE 
DOCUHENTATION - None. 
MACHINE BEADABLE - Translator source code. 

OBDEBING ISFCBHATION: PBOGBAH NUHBEB 1401BG700 



PBOGBAH NUHBEB 


DISTBIBUTION 


HEDIUH 


USEB VOLUHE 


EXTENSION 




TYPE 


CODE 


BEQUIBEHENT 


BASIC none 




DTB* 


00 


none 


OPTIONAL none 




HT 7/556 


22 


01 






HT 7/800 


24 


01 


1401-SE-12X 










IBM DOCUHENTATION AIDS 


SYSTEH 









PBOGBAH NUHBEB 
EXTENSION 


DISTBIBUTION ! 
TYPE 


IEDIUH 
CODE 


USEE VOLUME 
BEQUIBEHENT 


BASIC 
OPTIONAL 


none 
none 


DTB* 

HT 7/556 
HT 7/800 


00 

22 
24 




none 

01 
01 


1401-SE-05X 

DECISION 


LOGIC TB1NSLAT0B 


FBOGBAH 






♦H 



DESCEIPTIOH - The Decision Logic Translator Prograa is 
valuable in the implementation of automated design 
engineering systems, as well as in other areas in Hhich 
program logic can be effectively expressed in tabular form. 
The tabular approach to solution of complicated logical 
problems facilitates the breakup of a program into small, 
discrete, readily understood units of conditions and 
actions. This approach fosters modularity of prograa 
design Hhich Hill be of increasing importance with the 
more widespread use of direct-access storage. Situations 
not yet anticipated can be introduced into existing programs 
nith a minimum of effort through construction of additional 
tables. Existing condition-action tables can be easily 
altered, either as operationsl procedures change or to 
study the effect such changes would have on a business 
environment. 

Areas of application of decision tables and 1401 Decision 
Logic Translator include: 

- All types manufacturing operations Hhich produce a wide 
variety of products from a relatively small pool of 
components including - electrical parts, motors, 
turbines, assemblies and sub-assemblies. 

- Inventory control programs. 

- Financial analysis and control applications. 

- Special purpose simulation models. 

- Quality control planning, 

- Cost determination. 

- Production control and planning. 

- Beal-tiae applications of information retrival and 
decision making. 

The 1401 Decision Logic Translator accepts as input decision 
tables written in a FOBTBAN-oriented language. The 
Translator program sorts the rules to produce as output 
an efficient FOBTBAN II source program. The use of this 
program can result in savings of up to 50 percent in 
iiplementation time and substantial reduction in cost in 
installation of applications that exhibit complex condition- 
action relationships. 

PBCGBAMMING SYSTEMS - Written in FOBTBAN. 

MINIMUM SYSTEM EEQUIEEHENTS - A 16K 1401 system with High- 
Low-Egual Compare, Hultiply-Divide, end Advanced 
Programming... a 1402 Card Bead/Punch... 1403 Printer... 
2 tape units. 

BASIC EBOGBAH PACKAGE 

DOCUMENTATION - Program write-up... Beference Hanual. 
MACHINE BEADABLE - Sample problem... Program cards. 

OPTIONAL EROGBAM PACKAGE 

DOCUHENTATION - Systems Hanual. 

MACHINE BEADABLE - Translator source code. 

OBDEBING INFOEHATION: PBOGBAH NUHBEB 1401SE05X 



DESCRIPTION - The DA system provides machine-generated 
docuaentation aids to users who program in the IBM supported 
asseably- languages listed below. It provides an accurate, 
efficient, and inexpensive computer process for producing 
and maintaining up-tp-date program docuaentation. The 
DA System consists of four programs and a system controller. 
They are highly modular and are integrated into a total 
system so that each program performs certain functions 
which may be reguired by other programs operating within 
the systea. 

The DA System processes programs written in System/360 
Assembler Language, Symbolic Programming System (SPS) , 
Autocoder, Macro Asseably Program (HAP) , FOBTRAN Assembly 
Program (FAP) , or Symbolic Flowchart Language (SFL) for 
the System/360, 1401/1440/1460, 1620, 1410/7010, 7040/7044, 
7070/7072/7074, 705/7080/and 7090/7094. 

The source language used in the implementation of all DA 
System programs is 1401 Autocoder. The DA System objectives 
are to assist an installation in converting existing 
programs to System/360: to encourage the user to reprogram 
in higher level language, e.g., FOBTBAN, COBOL, and PL/I. 
To allow the computer to assume many clerical and routine 
functions associated nith documentation and conversion. 
To improve and update the documentation of existing 
programs, thereby reducing maintenance efforts. To improve 
programming efficiency by the standardization of 
documentation technigues. 

FEATURES - 

- The DA System operates directly upon Assembly Language 
source statements. No modification is reguired by the 
user before using DA System programs. 

- Through scanning, the numerous symbolic languages are 
converted to a standard DA System record format. 
Processing of the DA formatted tape is thus largely 
language-independent. 

- Each program within the DA System has its onn control 
cards and is processed in seguence from the DA System 
tape, providing advantages normally found in a monitor 
system. 

- The systems concept enables the user to submit a source 
program deck to the DA Systea and receive any or all of 
the source outputs of the system in one processing run. 

- Source programs can be seguence checked, reseguence 
numbered and updated. Corresponding listings can be 
produced. 

- Cross-reference listings, both in program and in label 
table seguence, as well as analysis of operation type, 
indexing and operation code usage, are provided by the 
system. 

- A storage map qf an object program useful in detecting 
differences between the source and object programs is 
available. Overlay patches are identified and listed 
immediately after the instruction that they modify. 

- The flowchart produced is a detailed logic flow of the 
source program. Flowchart symbols conform to the IBM 
Corporate Standard and the proposed American Standart 
Association Standards on flowchart symbols for 
information processing. 

The Symbolic Flowchart Language provides a machine 
independent, easy-to-use language which may be used in 
application design and documentation of new and existing 
programs. 

Implementation of the DA System on the 1401 gives the user 
the opportunity to document assembly programs for any 
current large-scale system without tying-up that system. 

The function of the system controller is to start and end 
all DA runs as well as provide maintenance capability for 
the DA System programs. After identifying the machine 
type and language to be processed, the controller calls 
in the following programs in the seguence listed: 

- An Update Program which allows insertion, deletion, and 
replacement of Assembly Language statements to bring the 
source program up to date. 

- An Analysis Program which scans Assembly Language 
programs and produces pertinent information about the 
program scanned. Including cross references. 

- A Flowchart Program which scans Assembly Language 
programs and produces flowcharts of prograa logic of 
designated areas. 

- A Verification Program which produces a storage map of 
an object deck, noting overlay patch areas. Each 
program in turn proceeds as reguested by DA System 
Control Cards, transferring control through the systea 



IBH PBOGBABS 
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and processing the data until all DA Systea Control 
Cards have been processed. 

PHOGBAHHIHG SYSTEBS - All DA Systea programs are written in 
1401 Aatocoder. 

BINIBUB SYSTEH BEQUIBEBENTS - An 8K 1401 or 1460 systei 
with four 729 or 7330 flagnetic Tape Units ... Advanced 
Prograaaing. . . High-Low-Equal Coapare... 1402 Card 
Bead/Punch Hodel 1... 1403 printer Bodel 2 or 3 with 132 
Print positions. A 1410, 7010, or Systea/360 Hodel 30 
or 40 can be used when operating in 1401 coapatibility 
Mode. 

BASIC PBOGBAB PACKAGE 

DOCUMENTATION - Application Directory... Prograa 

Reference Manual, H20-0177. 
HACHINE BEADABIE - Systeas tape. 

OPTIONAL PBOGBAH PACKAGE - None. 

CRDEBING INFOBBATIOH: PBOGBAB NUBBER 1401SE12X 



PBOGBAB NDHBEB 
EXTENSION 


DISTRIBUTION 
TYPE 


BEDIDB 
CODE 


USES VOLOHE 
BEQDIBEHENT 


BASIC none 
CPTIONAI none 


BT 7/556 
BT 7/800 

none 


22 
24 


01 

01 

none 


1401-SE-13X 

SYSTEB/360 COBOL EDIT 









DESCRIPTION - COBOL Edit operates on a 1401 and will 
diagnose Systea/360 COBOL statements for syntactical errors. 
This will reduce Systea/360 test tiae by allowing debugging 
on the current systea. 

The Systea/360 COBOL Edit will accept as input S/360 COBOL 
D or E scurce programs in EECDIC on card or on 7-track 
tape in card iaage. It prints a listing of the source 
prograa and identifies sequence errors, group Barks and 
record marks. It also flags input characters punched in 
codes having dual representation in current systeas. A 
dictionary of names is prepared and printed. It will 
indicate any names that are aulti-defined, any COBOL 
reserved words incorrectly used as naaes and any undefined 
naaes. The prograa will scan the stateaents for syntax 
errors and print diagnostic aessages if any sentence 
structure errors are found. Editing is for syntax only; 
the data attributes are not checked. 

FEATUBES - 

- Gives the user the ability to pre-edit Systea/360 COBOL 
source programs on the IBH 1401 at his own installation, 
thus providing hia with better utilization of his S/360 
test tiae. 

- Input programs can be stacked by the addition of an END 
card between prograas. 

- Hay be used in conjunction with the IBB S/360 COBOL 
Language Conversion Prograa (1401-CB-701) . The output of 
LCP will be accepted as input. 

PBOGBABBING SYSTEBS - To obtain listings or cards froa 
the tape, the following utilities will be required- IBB 
1401 Tape-To-Printer Utility (1401-DT-026) ... IBH 1401 
flultiple Utility (1401-UT-039) . 

BINIHDH SYSTEfl REQUIBEBENTS - 8K 1401, 3 tape units, 1402 
Card Bead/Punch, 1403 Printer with 132 print positions, 
High-Low-Egual Coapare, Sense Switches and Advanced 
Programming. Additional core will be utilized by the 
prograa. If a fourth tape drive is available, input can 
be on tape. 

BASIC PBOGBAB PACKAGE 

DOCUMENTATION - Application Directory... Prograa 

Reference Hanual, H20-0217. 
HACHINE BEADABLE - Object code and sample prograa. 

OPTIONAL PBOGBAB PACKAGE 
DOCDHENTATION - None. 
HACHINE BEADABLE - Source code and prograa listings 



SOBT 7 

DESCRIPTION - SOBT 7 is a generalized tape sorting prograa 
designed for use on an IBH 1401 tape system with at least 
8,000 positions of core storage. This prograa provides 
label processing capabilities for the IBH Standard Tape 
Label (120 character). A tape- loadable option is available 
and when used 100 positions of storage are used. This 
prograa sorts fixed length or variable length, blocked 
or unblocked records into either ascending or descending 
sequence. Sorting can be controlled by as aany as ten 
control data fields containing a total of up to 999 
characters. For four-tape systeas on which fixed length 
records are being sorted, SOBT 7 provides an additional 
capability in the form of a flultiphase Procedure, 15 to 
25 percent overall time saving may be realized as compared 
with the balance merging technique. Interrupt and Bestart 
capabilities are provided in the program. 

HINIHUH SYSTEB BEQUIBEBENTS - An 8K 1401 or 1460 tape 
system... At least four IBH magnetic tape units (729 II, 

IV, or V, or 7330) 1402 Card Punch 1403 Printer mdl2 

(or 1404 Printer - 1401 only) High-Low- Equal Coapare, 
Advanced Programming and Sense Switches. An additional 
tape unit is needed if the Tape-Loadable option is used. 
The 1460 requires Indexing and Store Address Register and 
the Sense Switch feature. SOBT 7 can also use, if 
available, five or six tape units and or 16K core storage 
capacity. 

BASIC PBOGBAB PACKAGE 

DOCUBENTATION - Program write-up... Specs... and 

Operating Procedures... Flowcharts. 
HACHINE BEADABLE - Object code and assembly listing for 
both Tape Load and Sort prograas. 

OPTIONAL PBOGBAH PACKAGE 
DOCUBENTATION - None. 
HACHINE BEADABLE - Symbolic program. 

OBDEBING INFCBBATION: PROGRAB NUBBER 1401SB060 





PBOGBAH NUHBEB 


DISTRIBUTION 


HEDIUH 


USER VOLUHE 




EXTENSION 


TYPE 


CODE 


BEQUIREHEHT 


BASIC 


none 


BT 7/556 


22 


01 






HT 7/800 


24 


01 


OPTIONAL 


none 


HT 7/556 


22 


01 






HT 7/800 


24 


01 
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HEBGE 7 











OBDEBING INFOBBATION: PBOGRAB NUBBER 1401SE13X 



PROGRAB NUHBEB 
EXTENSION 



DISTBIBUTION BEDIUS 
TYPE CODE 



USEB VOLUBE 
BEQUIBEBENT 



DESCRIPTION - HERGE 7 is a generalized tape aerge prograa 
designed for use on IBH 1401 tape systems with at least 
8,000 positions of core storage. The user may specify 
merging input files in either ascending or descending order 
to an output file of the same order. The program provides 
label processing capabilities for the IBH Standard Tape 
Label (120 character). 

The program will merge fixed length and variable length 
blocked or unblocked records. Merging can be controlled 
by up to ten control data fields of total length as large 
as 999 characters. BEBGE 7 also provides the additional 
features of reblccking single files and performing a 
sequence check on a single file or on the output file of 
noraal aerge operation. The prograa provides a wrong 
length record check for unblocked fixed length, blocked 
fixed length, and blocked variable length records. 

BINIBUB SYSTEB BEQUIBEBENTS - An 8K 1401 or 1460 tape 
systea... 1402 Card Bead/Punch... 1403 Printer adl2 (or 
1404 Printer - 1401 only). Plus for 1401 - High-Low-Equal 
coapare and Advanced Programming. For 1460 - Indexing 
and Store Address Begister. 

HEBGE 7 requires from three to six tape units and will 
use 12K or 16K core storage capacity, if available. 

BASIC PBOGBAB PACKAGE 

DOCUBENTATION - Prograa write-up... Specs, and Operating 

Procedures... Flowcharts. 
HACHINE BEADABLE - HERGE 7 object code and the HERGE 7 
prograa listing. 

OPTIONAL PROGRAB PACKAGE - None. 



OPTIONAL none 



DTR 7/556 
DTR 7/800 



7/556 
7/800 



22 

24 



none 
none 



ORDERING INFORBATION: PROGRAB NUHBEB 1401SH061 



PBOGRAB NUBBER 
EXTENSION 



DISTRIBUTION BEDIUH 
TYPE CODE 



DTR 
DTR 



7/556 
7/800 



USER VOLUHE 
REQUIBEHENT 



none 
none 



OPTIONAL none 



IBH PROGRAMS 



14 01-SH-062 
SOBT 6 



DESCRIPTION - SOBT 6 is a generative sort program designed 
for generation and use on an IBH 1401 or 1460 with at least 
one IBH 1311 Disk Storage Drive, and a liniaun of 4000 
positions of core storage (8000 for 1460). SORT 6 object 
prograas will sort fixed length, blocked or unblocked, 
records in Hove Bode into either ascending or descending 
sequence. Sorting can be controlled by as many as ten 
control data fields of total length up to a maxinun of 
194 characters. SOBT 6 can generate an object prograi 
through use of the Autocoder Hacro-Generator and parameter 
cards. It is further classified as a Generalized Prograa 
because it can aodify itself at object run tiae according 
to information punched in control cards by the users. 

MINIMUM SISTEH REQUIREMENTS - Generation and object tiae 
use of the 1401 SOBT 6 are: 4K 1401 or 8K 1460 systea... 
One 1311 Disk Storage Drive... 1402 Card Bead/Punch... 
One 1403 Printer Model 2, or 1404 Printer (1401 only)... 
High-Low-Egual Compare feature (1401 only). The object 
prograa can use, if available, up to 5 disk storage drives 
and 8K, 12K, or 16K core storage capacity. The following 
prograas are required to iapeleaent 1401 SORT 6 - 

1401/1440/1460 Autocoder (on disk) #1401-AU-008. 
1401/1460 IOCS Version 2 #1401-10-068. 
1401/1311 Disk utility Prograas, #1401-UT-053. 

BASIC PROGRAM PACKAGE 

DOCUMENTATION - SORT 6 specifications... Operating 
Procedures... Flowcharts... Listing for library 
program... listing for prephase prograas. 

MACHINE READABLE - Library routine decks... Prephase 
decks. 

OPTIONAL PROGRAM PACKAGE - None. 

ORDERING INFORMATION: PROGRAM NOHBER 1401SN062 



PROGRAM NUMBER 
EXTENSION 



EASIC none 
OPTIONAL none 



DISTRIBUTION MEDIUM 
TYPE CODE 



CARDS 
none 



USER VOLUME 
BEQUIBEHENT 



none 
none 



1401-SP-030 *H 

SYMBOLIC PROGRAMMING SYSTEM 2 (SPS-2) 

DESCRIPTION- Provides a symbolic language processor for 
■achines with greater than 4000 positions of core storage. 

MINIMUM SYSTEM REQUIREMENTS - 4000 positions of storage, 
1402 Reader/Punch, 1403 Printer, Model 1... 

BASIC PROGRAM PACKAGE 

DOCUMENTATION - Listings... Operating Procedures. 
MACHINE READABLE - Condensed prograa. 

OPTIONAL PROGRAM PACKAGE - None. 

ORDERING INFORMATION: PROGRAM NUMBER 1401SP030 

PROGRAM NUMBER DISTRIBUTION MEDIUM DSEB VOLUME 
EXTENSION TYPE CODE REQUIREMENT 



BASIC none 
OPTIONAL none 



DTR* 
none 



none 
none 



1401-UT-001 *H 

C ARD SYSTEM UT ILITY PROGRAMS 

DESCRIPTION - Utility prograas to load or to output prograas 
and data. Prograas provided clear storage, card loader, 
print storage, punch storage, punch-list-sequence check 
equipment specification. 

BASIC PROGRAM PACKAGE 

DOCUMENTATION - Listings... Flowcharts. 
MACHINE READABLE - Condensed prograa. 

OPTIONAL PROGRAM PACKAGE - None. 

ORDERING INFORMATION: PROGRAM NUMBER 1401UT001 



PBOGBAH NUMBER 
EXTENSION 



BASIC none 
OPTIONAL none 



DISTBIBUTION MEDIUM 
TYPE CODE 



DTB* 
none 



DSEB VOLUME 
REQUIREMENT 



none 
none 



DESCRIPTION - IBH 1401 Merge 6, (1401-SH-063, is a 
generative program for 1401/1311 or 1460/1311 systems. 
Used with 1401/1311 Autocoder and IOCS, Merge 6 will 
generate specific object programs that are fitted to the 
users particular merging applications. The object programs 
generated by Merge 6 are generalized in that they can be 
modified according to information supplied by the user 
in control cards. With object programs the user can serge 
pre-sorted, fixed lenght, blocked or unblocked records 
in the move mode into either ascending or descending 
sequence. The input and output can be on either disk or 
tape. A one-, two-, three-, or four-way merge can be 
performed. If specified by the user at generation tiae, 
options such as label checking, additions from cards, 
sequence check and hash total, deletions or selections 
by class can be incorporated into the object program. 

MINIMUM SYSTEM REQUIREMENTS - Object program generation- 
same as for 1401/1311 Autocoder on 1401 or 1460 systems. 

Object program execution- a 4K 1401 system or a 8K 1460 
system, each with sufficient core storage to utilize the 
object program options. ..a 1402 Card Read/Punch. ..and, 
depending upon the object program reguirements, a 1403 
Printer or 1404 Console Inguiry Station (1401 only) or 
a 1447 Console mdl 2 (1460) or 3 (1401). ..one to five 1311 
Disk Storage Drives and/or one to six magnetic tape units 
(7330 or 729 II, IV, or V) in combination to provide a 
minimum of two input files and one putput file. . . High-low- 
Equal Compare (1401 only) . 

BASIC PROGRAM PACKAGE 

DOCUMENTATION - Specifications... Operating Procedures.. 

Flowcharts... Library listing... Prephase assembly 

listing. 
MACHINE READABLE - Library program... Prephase program. 

OPTIONAL PROGRAM PACKAGE - None. 

ORDERING INFORMATION: Program Number 1401SH063 



1401-UT-025 *H 

1401 AND 1460 TAPE UTILITY PROGRAMS WITH 120 CHARACTE R 
LABEL ~ CAPABILITY 

DESCRIPTION - These three programs, for 1401 and 1460 tape 
systems, transfer data files from card to tape, from tape 
to card, and from tape to printer. Output format 
flexibility is provided through field-selection and 
exception-record procedures. The programs have the 
capability of processing the IBH standard tape label (120), 
using procedures similar to the available from IOCS. These 
are generalized utility programs, supplied by IBH as 
condensed card object decks. The programs modify themselves 
to fit a specific application through the use of control 
cards. 

PROGRAHHING SISTEHS - Written in 1401 Autocoder. 

MINIMUM SYSTEM REQUIREMENTS - 4K 1401 or 8K 1460 system... 

1402 Card Read Punch... one 1403 Printer, Model 2 or 3, 

or 1404 Printer... One 729 or 7330 Magnetic Tape Unit 

Sense Switches feature (1401 only) . If binary tape records 
or column binary cards are to be processed, the Column 
Binary Transfer feature (1460) is required. 

BASIC PROGRAM PACKAGE 

DOCUMENTATION - Program write-up... Listings... 

Program specifications... Operating procedures. 
MACHINE READABLE - Object code. 

OPTIONAL PROGRAM PACKAGE 

DOCUMENTATION - Flowcharts. 
MACHINE READABLE - None. 

ORDERING INFORMATION: PROGRAM NUMBER 1401UT025 



PROGRAM NUMBER 
EXTENSION 



DISTRIBUTION MEDIUM 
TYPE CODE 



USER VOLUME 
REQUIREMENT 



PROGRAM NUMBER 
EXTENSION 



BASIC none 
OPTIONAL none 



DISTRIBUTION MEDIUM 
TYPE CODE 



DTR* 
none 



USER VOLUME 
REQUIREMENT 



none 
none 



OPTIONAL none 



1401-UT-026 *H 

TAPE-T O-PRINTER UTILITY P ROGRAM 

DESCRIPTION - The purposes of this program are - 1. To 
enable the printing of various tape configurations in many 
print configurations without the need for specific prograas. 
2. To simulate the 717, 720 and 730 Off-Line Printers for 
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tapes prepared on 700-7000 secies computers. 

PBOGBABBIHG SYSTEBS - Britten in Autocoder. 

BINIBUB SYSTEH BEQUIREBENTS - 1401 Bodel C3 1403 Hodel 
2 Printer 1 (one) 729 Bodel II or IT (1402 Card Bead Punch 
High-Low-Egual Compare) may run on Bodel D3 if System Tape 
produced on Hodel C3. Timing varies according to record 
types (i.e., fixed length or variable length), and according 
to spacing and skipping requirements. Fixed length records 
which are single spaced obtain maximum speed (600 
lines/minute). 1. Haximum block size allowable is 1496 
characters without editing, 1279 with editing. 2. Bulti- 
reel files and multi-file reels may be handled. 3. Sequence 
checking and exception testing are provided. 



OPTIONAL PROGBAH PACKAGE 
DOCUMENTATION - None. 
BACBINE BEADABIE - Source code. 

ORDEBING INFORMATION: PROGBAB NUBBER 1401UT028 



PBOGBAB NOHBEB 
EXTENSION 



BASIC none 
OPTIONAL none 



DISTBIBOTION BEDIOB 
TYPE CODE 



DTR* 
DTB* 



DSEB VOLDHE 
REQUIBEHENT 



none 
none 



listings. 



BASIC PBOGBAB PACKAGE 

DOCUBENTATION - Program write-up.. 

Flowcharts. 
BACHINE BEADABLE - Object code. 

OPTIONAL PBOGBAB PACKAGE 
DOCDBEHTATION - None. 
BACBINE BEADABLE - Source code. 



OBDEBING INFOBBATICN: PBOGBAB NUBBEB 1401DT026 



PROGRAH NUBBER 
EXTENSION 



DISTRIBUTION BEDIUH 
TYPE CODE 



BASIC 
OPTIONAL 



none 
none 



DTR* 
DTB* 



USER VOLUHE 
REQUIREHENT 



none 
none 



1401-UT-027 *J 

CARE-TO-TAPE UTILITY PBOGRAB 

DESCRIPTION - The Card-To-Tape Program provides for writing 
information contained in punched cards onto magnetic tape. 

BINIBUH SYSTEM REQUIREHENTS - 1401 Hodel C3, High-Low Equal 
Compare, 1402 Bodel I Card Beader-Punch, one 729 Bodel 
II or IT 1403 Hodel 2 Printer. (Additional Remarks) 1. 
Input record in from 1 to 99 cards. 2. Bearrangement of 
input prior to output is allowed. 3. Up to 16 fields may 
be selected for output. 4. Blocking of 1499 characters 
of BCD records and 1599 characters for column binary 
records. 5. Seguence checking of cards and records can 
be performed. 6. An exception record procedure is provided. 
7. Header and trailer labels may be inserted. 8. Column 
binary records and intermixed column binary and BCD records 
can be written on tape if the 1401 system being used has 
the Column Binary device. 9. A count of the number of 
data cards read and of the records written, exclusive of 
header and trailer cards and records, is printed out at 
the end of each file. 

BASIC PROGBAB PACKAGE 

DOCUBENTATION - Program write-up... Listings... 

Flowcharts. 
BACHINE READABLE - Object code. 

OPTIONAL PBOGRAB PACKAGE 
EOCOBENTATION - None. 
BACHINE READABLE - Source code. 

ORDERING INFCRBATION: PBOGRAB NUBBER 1401UT027 



1401-UT-052 1 

1401/1311 DISK FILE ORGANIZATION ROUTINES 1401/1460 

DESCRIPTION - 1401-DT-052, supports 1301 and 1311 Disk 
Storages and the 140 1/1 460 • s Console Printer. The package 
incorporates the additional features of 1301 Disk Storage 
and Console Printer capabilities, requires 1401/1440/1460 
Autocoder (on Disk) for generation of object programs, 
and provides two complete sets of routines. One set 
generates object programs for a random file; the ether, 
object programs for a control sequential file - Random 
file - The object programs for loading and maintaining 
a random file use the chaining method to load records into 
disk locations determined by control fields within the 
records. Records whose control data convert to the same 
address are linked together by a chain of addresses. 
Object programs can be generated by the routines to add 
records or delete them. Control seguential files use a 
seguence line to add records to the file or delete them, 
without destroying the sequence. A distribution index 
built by the programs makes possible quick access to any 
record. In both techniques, records may be loaded from 
or unloaded to cards, tape, or disk. The user's file 
organization routines are generated by 1401/1440/1460 
Autocoder (on Disk) from a series of 1401/1460 IOCS (on 
disk) Tersion 2 Library routines and the Disk File 
Organization Library routines. By control cards, the user 
supplies the appropriate parameters for generation. 

HINIBUB SYSTEB REQUIREHENTS 

GENERATION BEQUIREHENTS - Requirements for generation of 
the user's file organization object programs are the same 
as those for 1401/1440/1460 Autocoder (on disk, and 
1401/1460 IOCS (on disk), Tersion 2. 

EXECUTION BEQUIREHENTS - 4K 1401 System for 1311 usage 

or 8K 1460 System for 1311 or 1301 usage with 1402 Card 

Bead Punch... 1311 Disk Storage Drive or 1301 Disk Storage 
• — -- 1H03 printer or (1460) 1477 Console mdl 2 or 4 
" " " 1477 Console 



PBOGBAB NUHBER 
EXTENSION 



DISTRIBUTION BEDIUH 
TYPE CODE 



BASIC none 
OPTIONAL none 



DTR* 
DTR* 



USER TOLUBE 
REQUIREHENT 



none 
none 



Array . ,. , .... 

or (1401) 1407 Console Inquiry Station or 1477 Con 
mdl 3 (if a log is to be kept during file loading, 
additions, or deletions, the 1403 Printer is required., 
in that case, a console with printer is not required)... 
Bagnetic tape unit (required only if tape I/O is used) . 

BASIC PROGRAB PACKAGE 

DOCUBENTATION - Program write-up. Program listing. Disk 
File Organization Routines and Operating Procedures. 

BACHINE READABLE - Option 1 - Common and random, and is 
specified by using Program Number Extension 0PT1. 
Option 2 - Common and control seguential, and is 
specified by using Program Number Extension 0PT2. 
Option 3 - Common, random and control seguential, and 
is specified by using Program Number Extension 0PT3. 

OPTIONAL PROGRAB PACKAGE 

DOCUBENTATION - Flowcharts. 
BACHINE READABLE - None. 

ORDERING INFOBBATICN: PROGRAB NUBBER 1401UT052 



1 401-UT-028 

TAPE-TO-CARD UTILI 



PROGJAH 



DESCRIPTION - Transfers information recorded on magnetic 
tape into punched cards, with a variety of output column 
designations. 

BINIHDH SYSTEB BEQUIREHENTS - 1401 Hodel C3, 1403 Hodel 
2 Printer, 729 Hodel 2 or 4 Tape Drive, 1402 Card Beader- 
Punch, High-Low-Equal Compare. Additional Remarks: timing 
varies from 200 to 250 C.P.H., depending upon the number 
of options desired by the user. 1. Haximum block size 
allowable is 1197 characters. 2. Additional information 
not contained within the record may be punched. 3. Field 
seguence checking and field selection is permitted. 4. 
Multiple file reels are processed according to the users 
specifications. 5. Exception record processing and card 
sequence numbering is allowed. 6. Header and trailer 
labels are optionally treated. 

EASIC PROGRAH PACKAGE 

DOCUBENTATION - Program write-up... Listings... 

Flowcharts. 
BACHINE BEADABLE - Object code. 





PROGRAH 


! NUHBER 


DISTRIBUTION 


HEDIUH 


USER 


TOLUHE 




EXTENSION 




TYPE 




CODE 


REQUIREHENT 


BASIC 


0PT1 
0PT2 
0PT3 






DTB* 
DTR* 
CARDS 




00 
00 
15 




none 
none 
none 


OPTIONAL 


none 






none 








none 


1401-UT-053 
















*H 


UTILITY 


PROGRABS 


FOR 


THE 


1401-1311 


DISK 









DESCRIPTION - This system is designed to perform certain 
frequently reguired operations without programming effort 
on the part of the user. The system consists of: Clear- 
Disk-Storage Program, Disk-to-Tape Program, Tape-to-Disk 
Program, Disk-to-Card Program, Card-to-Disk Program, Copy- 
Disk Program, Print-Disk Program, Disk-Record-Load Program, 
and Disk-Label Program. 

Each of the programs is generalized, modifying itself to 
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perform specific operations by information received through 
control cards. Each of the programs includes an optional 
disk label checking routine. The programs are designed 
for use on 4K or larger Systems - 8K or greater is necessary 
vhen processing Disk data for which the track record special 
feature is reguired. These programs perform such functions 
as clear disk and generate addresses, supply output for 
file protection purposes, display disk storage on the 
printer, change data or addresses in disk storage, create 
the label track or remove the label track, and enter, 
delete, change, display, and punch disk labels. 

BINIBUB SISTEH BEQUIREBENTS - A UK 1401 system (8K reguired 
if track record format is used) with... 1402 Card 
Bead/Punch... 1403 Printer Model 1 or 2... one 1311 Disk 
Storage Drive... and one IBH Bagnetic Tape Unit (729 II, 
IV, or V, or 7330) reguired for tape programs only. 

BASIC PBOGBAB PACKAGE 

DOCUBENTATION - Program write-up... Operating Pro- 
cedures... Preliminary Specifications. 
MACHINE BEADABLE - Object code. 



OPTIONAL PBOGBAB PACKAGE 

DOCUBENTATION - Listings. 
HACHINE BEADABLE - None. 



Programming feature, High-Low-Egual Compare feature. Sense 
Switch feature, one IBB 1402 Card Bead/Punch with Column 
Binary feature, one IBB 1403 Printer with 132 print 
positions and the Print Control feature. 

The distribution of this program is restricted to users 
of the 7090/7094 IBSYS Processor, Program Number, 7090- 
PB-130. 

BASIC PBOGBAB PACKAGE 

DOCUBENTATION - Program write-up... 

BACBINE BEADABLE - Print/punch object code... 
Card-to-tape object code... Print/punch 
symbolic code... Card-to-tape symbolic 
code. 

OPTIONAL PROGBAB PACKAGE - None. 

OBDEBING INFOBBATION: PBOGBAB NUBBEB 1401UT158 



PBOGBAB NUBBEB 
EXTENSION 



Flowcharts. 



BASIC none 
OPTIONAL none 



DISTRIBUTION BEDIDB 
TYPE CODE 



CABDS 
none 



USER VOLOBE 
BBQUIBEHEHT 



none 
none 



OBDEBING INFOBBATION: PBOGBAB NUBBEB 1401UT053 



PBOGBAB NUBBEB 
EXTENSION 



DISTBIBUTION HEDIUB USES VOLUME 
TYPE CODE BEQUIREBENT 



1401-UT-938 

INPUT PROGBAB FOB 70 90/7094 SUPPORT PACKAGES FOB IBB 
SYSTEB/360 



OPTIONAL none 



1401-UT-157 

7040/7044 - 1401 PERIPHERAL UTILITY PROGBAB 

DESCRIPTION - The 1401 Peripheral Utility Program,' using 
information supplied by. a single control card and the sense 
switches, performs, on an off-line 1401 Data Processing 
System. The basic peripheral operations associated with 
the 7040/7044 8K Operating System, thereby saving 7040/7044 
machine time. 

BINIBUH SYSTEB BEQUIBEBENTS - Restricted to users of the 
7040/7044 8K Operating System, file number 7040-PB-154. 



DESCRIPTION - The 1401 Input Program is used to read card 
decks in one form and then prepare an input tape for use 
by the 7090/7094 support package. The tape will consist 
of card-image records, some of these will be in Binary 
Coded Decimal (BCD) representation, others in binary mode. 

BINIBUB SYSTEB REQUIREBENTS - Restricted to users of the 
7090/7094 support package for the IBB System/360, file 
number 7090-SI-162. 

BASIC PROGRAB PACKAGE 

DOCUBENTATION - Program write-up. 

MACHINE READABLE - Input program object code. 

OPTIONAL PROGBAB PACKAGE - None. 

OBDEBING INFCRNATION: PROGRAM NUMBER 1401UT938 



BASIC PROGRAB PACKAGE 

DOCUMENTATION - Program write-up. ..Program listing. 
MACHINE READABLE - Object code.. .Symbolic code. 

OPTIONAL JROGRAB PACKAGE - None. 

ORDERING INFORMATION: PBOGRAB NUHBEB 1401UT157 



PROGRAB NUBBER 
EXTENSION 



BASIC none 
OPTIONAL none 



DISTRIBUTION BEDIUM 
TYPE CODE 



CARDS 
none 



USER VOLOBE 
REQUIREHENT 



none 
none 



PROGRAM NUMBER 
EXTENSION 



BASIC none 
OPTIONAL none 



DISTRIBUTION MEDIUH 
TYPE CODE 



CABDS 
none 



USEE VOLUBE 
REQUIREBENT 



none 
none 



1 401-U T -158 

7090/94 1401 PERIPHERAL OUTPUT P ROGRAB 

DESCRIPTION - The 1401 Peripheral Output Program is a 
combined tape-to-printer/punch routine utilizing the IBB 
1401 Data Processing System. This program reads the system 
output tape and produces a listing on the IBB 1403 Printer 
or a deck of column-binary cards on the IBB 1402 Card 
Bead/Punch. If a deck of column-binary cards is punched, 
it is not necessary that the control cards have a 7, 9 
punch in column 1. Select 3 is used for output from this 
program. 

This program acts on data of the following types- 

(1) Print-line images (on magnetic tape) in even-parity 
mode, blocked by a record mark in the last character 
position of each print-line, or column-binary card images 
in odd-parity mode, blocked with a record mark or unblocked. 



14 40-CX-07X *t 

ADBINISTBATIVE TERMINAL SYSTEB 

DESCRIPTION - The primary concept of this system is to 
support a typewriter- like terminal for text processing. 
Information is entered from the terminals in either free 
or fixed form. It can be corrected, modified, or 
rearranged. Output formats are flexible and may be 
specified from the terminal. 

Output may be transmitted to any terminal, stored on disk 
or tape, printed by an on-line printer, written as card 
images on tape, or punched. Stored information may be 
recalled for further processing. 

FEATURES - Data correction, modification, and rearrangement 
by backspacing and retyping during entry... Retyping 
beginning with a particular word... Beplacing a word or 
phrase... Adding to a line or text unit... Deleting a line 
or other text unit... Boving of groups of lines or text 
units... Gathering of stored data in any sequence... 
Copying of information by transmission to the originating 
terminal. 

Storage and retrieval of data from disk files or tape. 

Transmission of data to any terminal. 



(2) Output from the IBJOB processor consisting of either 
of the following- (a) Print-lines (with a maximum of 132 
characters including the carriage-control character) with 
characters translated by the 1401 Data Processing System 
into characters accepted by the 1403 printer. (b) Column- 
binary card images. 

The distinction between these types of data is concerned 
with the presence or absence of the block control word. 
If the block control word is present, logical control words 
are written, if the block control word is not present, 
the mode is recorded on tape. 

BINIBUB SYSTEB BEQUIBEBENTS - 4,000 Positions of core 
storage, one 729 or 7330 Bagnetic Tape Unit, Advanced 



Output format controlled from the terminal by- limiting 
free-form text line length... Justification of right-hand 
margin... Intermix of free-form text with fixed format 
information... Placing specified heading and footing lines 
on all pages of a document... Automatic Page numbering... 
Controlled vertical spacing... Halting to allow operator 
intervention for text insertion or change of print elements 

Desk calculator functions - addition... subtraction... 
multiplication... division... roots... powers... 
factorials... evaluation of simple algebraic expressions. 

Users may add programs to do simultaneous peripheral 
operations such as simple tape-to-printer and card-to-tape 
functions. An improved disk storage organization scheme 
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will give improved terminal response on requests involving 
permanent disk storage. 1301 Disk file implementation 
significantly increases peraanent storage capacity. 
Improved storage reporting facilities. 

Principal application areas of the Administrative Terminal 
System are technical manual preparation, proposal writing, 
test report preparation, financial credit reporting, 
statistical typing, and similar areas. The system may 
also be used for source data entry, capturing data directly 
from a typewriter keyboard. This has particular 
significance in the computer programming area where program 
deck control cards and test decks may be selected, modified, 
combined and made available for running directly from a 
terminal. 

The system, when properly instructed, can save every 
keystroke made by the operator. To alter the text, the 
operator directs the system to locate the characters to 
be changed and instructs it in what manner these are to 
be altered. If a copy of a document is reguested, the 
system will produce and transmit it to the terminal. 

PBOGBAHHING SYSTEMS - The source program language is 
1401/1440/1460 Autocoder (on disk). 

HINIHUH 1440 STSTEH BEQUIBEHENTS - A 16K 1440 with- Bit 
Test, console attachment, Direct Seek, Disk Storage Control, 
Indexing and Store Address Begister, Transmission Control 
Unit attachment on the 1441 Processing Unit Model A6... 
One 1311 Disk Storage Drive Hodel 1 with Direct Seek... 
1447 Console Hodel 1 with Sense Switches... 1447 Console 
Hodel 4... 1448 Transmission Control Unit with 1050/1060 
attachment and BPQ E38485 and, as required, common carrier 
adapter sets or line adapter sets... either a 1442 Card 
Bead/Punch Hodel 1 or 2 or a 1442 Card Beader Hodel 4 is 
reguired unless another 1401/1440/1460 system is available 
to load the program on a 1316 Disk Pack. 

OPTIONAL 1440 STSTEH BEQUIBEHEHTS - Translate feature on 
the 1441 Processing Unit... one to four 1311 Disk Storage 
Drives Hodel 2 with Direct Seek and Seek Overlap features 
(at least one 1311 Hodel 2 is strongly recommended)... 
one to five modules of 1301 Disk Storage (one 1311 Hodel 
2 is reguired) . . . either a 1 442 Card Bead/Punch Hodel 1 
or 2 or a 1442 Card Beader Hodel 4 and/or a 1444 Card Punch 
Hodel 1... either a 1443 Printer Hodel 1 or 2 with 24 
additional print positions. Printer Control, and Print 
Storage or a 1403 Printer Hodels 2, 3, or 5 with a 1446 
Printer Control... 7335 Hagnetic Tape Unit Hodel 1 or 2... 
line group features and BPQ 811390, as reguired, to attach 
more than 10 lines to the 1448 Transmission Control Unit. 
If uppercase and lowercase printing with 120 characters 
of Courier type (matching the Courier 72 printing element 
on the terminals) is desired using a 1403 Printer Hodel 
2, add-BPQ"S 813148 and 818029 on the 1446 Printer 
Ccntrol... BPQ'S 812033, 812034, 898058, 33 each of BPQ 
E33255, and part 823380 (the chain) on the 1403 Hodel 2... 
BPQ 818019 on the 1441 Processing Dnit. 

TEBHINAL BEQDIBEHENTS - 2741 Communication Terminals (up 
to 40) , with Courier 72 standard SELECTBIC printing 
elements, and line adapters if reguired. ATS supports 
only the Correspondence Code 2741 Terminals without the 
Interrupt feature. 

BASIC PBOGBAH PACKAGE - 

DOCOHENTATION - Application Directory... Application 
Description, H20-0129... Terminal Operators Hanual, 

B20-0185... Programmers Hanual, B20-0228 Console 

Operators Hanual, H20-0227. 

HACHIHE BEADABLE - Object code. 

OPTIONAL PBOGBAH PACKAGE - 

DOCUHENTATION - Systems Hanual (program 

flowcharts) . 
HACHINE BEADABLE - 1401/1440/1460 Autocoder 
(on disk) output file on two 1316 Disk Packs 
from which source decks and program listings 
can be created using 1401/1440/1460 Autocoder 
(on disk) (1401-AO-008) . 

OBDEBING INFOBHATION: PBOGBAH NDHBEE 1440CX07X 
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refinements to parameters of these routines can be made 
to have them apply to a specific store. The system is 
designed to accommodate four types of charge accounts. 
These are- (1) 30-day charge account... (2) flexible 
revolving account — a monthly payment based on a percentage 
of the balance (includes option accounts) ... (3) fixed 
revolving account — a fixed monthly payment based on the 
credit limit of the account... (4) contract account, or 
deferred payment account — a one tine purchase with fixed 
monthly payments. Any given store will probably not have 
all four types of accounts. However, runs can be modified 
to delete those types of accounts which are not needed. 
Transactions are entered into the system in the form of 
punched cards. Edit and accounting control functions are 
performed, and the following major outputs are produced 
by the system. Adjustments listing, service charge 
adjustments listing, charge-off s listing, credits listing, 
cash batch balance listing, transaction register, signal 
messages, customer statements, delinguent account listing, 
aged trial balance (ATH) , and control balance listing. 

FEATUBES - 

- Diagnostic aged trial balance designed specifically for 
authorization purposes. 

- Delinguent listing to automatically select for review 
and follow-up those accounts reguiring credit action. 

- Up to 20,000 master accounts can be stored on each 
disk pack. 

- Signal messages prepared as a by-product of file 
maintenance when special action is reguired on an 
account. 

- Automatic aging of customer accounts to 150 days. 

- Automatic posting of transactions. 

- Operable with either internal or external account 
numbers. 

- IBH punched card customer statements printed two up. 

- Automatic re-entry of cash payments through prepunching 
of the customer statement stub. 

- Preparation of labels for promotional mailings on a 
selective basis. 

- Complete and automatic controls. 

HINIHUH STSTEH BEQUIBEHENTS - A 4K 1440 system with... 
1442 Card Bead/Punch... 1443 Printer... 1311 Disk Storage 
Drive... Indexing and Store Address Begister, Selective 
Stacker, 24 additional print positions. Selective Character 
Set, 39 Character Set. 

BASIC PBOGBAH PACKAGE 

DOCUHENTATION - Program write-up... Beference Hanual 

including listings. 
HACHINE BEADABLE - Object code and sample problem. 

OPTIONAL PBOGBAH PACKAGE 

DOCUHENTATION - None. 

HACHINE BEADABLE - Source code. 



PBOGBAH NUHBEB 
EXTENSION 



BASIC none 
OPTIONAL none 



DISTBIBUTIOH HEDIUH 
TYPE CODE 



DTR* 
1316 



USEE VOLUHE 
BEQUIBEHENT 



none 
02 



14 40-DB-02X *H 

BETAIL ACCOUNTS BECEIVABLE 

DESCBIPTION - This program is a system of sixteen 1440 
runs designed to automatically perform receivables 
maintenance and billing in medium-sized department or 
specialty stores. The program has been designed as a 
series of routines which perform specific functions. By 
selecting and combining these routines, specialized programs 
for a particular store are developed. Hodif ications and 



OBDEBING INFOBHATION: PBOGBAH NUHBEB 1440DB02X 



BASIC 
OPTIONAL 



PBOGBAH NDHBEB 
EXTENSION 



none 
none 



DISTBIBUTION HEDIUH 
TYPE CODE 



DTB* 
DTB* 



USEE VOLUHE 
BEQUIBEHENT 



none 
none 



-DB-01X *H 

CHAIN AND WH OLESALE BILLING 

DESCBIPTION - The 1440 Chain and Wholesale Billing program 
uses either the IBH card order plan or the peraanent item 
code plan for placing orders. Three phases of the billing 
program result in a customer invoice. Phase 1 sets up 
order quantities, warehouse numbers, and disk pack 
addresses. Phase 2 sorts items into warehouse location 
sequence. Phase 3 prints customer's name and address, 
analyzes and updates stock availability, prices items 
according to price zones, etc., prints iten lines, and 
stores desired analysis data for subseguent use. 
Intermediate totals are printed where necessary. Sales 
analysis and back-up records are provided as a by-product 
of the billing routine. Although this program was developed 
for the grocery distributor, it is egually applicable (in 
total or in segments — purposely designed this way) for 
other distributors, i.e., drug, hardware, rack jobber, 
liquor, auto parts, etc. 

The Chain and wholesale Billing program is designed to 
help install 1440 systems by providing concepts on which 
a system may be designed and by providing certain programs 
which may be modified and used in that system in whole 
or in part. This program provides a main line billing 
routine plus 6 supporting routines for each type of input 
(page and line or permanent item code) . The billing portion 
of the program is broken into three phases. 

HINIHUH STSTEH BEQUIBEHENTS - 4K 1440 system with... 1447 
Console Hodel 2... 1442 Card Bead/Punch.. . 1443 Printer.. .two 
1311 Disk Storage Drives... Indexing and Store Address 
Begisters, Selective Character Set and Sense Switches 
features. (Card Image and Bit Test features are optional 
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with card crder plan input) . 

BASIC PHOGBAH PACKAGE 

DOCUMENTATION - Prograa write-up... Beference Manual. 
MACHINE READABLE - Source prograa. 

OPTIONAL EBOGBAH PACKAGE - Hone. 

OBDEBING IHFOBMATIOH: PBOGBAH NUHBEB 1440DW01X 

PBOGEAH NDHBEB DISTRIBUTION BEDIDH OSES VOLUME 
EXTENSION TYPE CODE BEQDIBEHEHT 



EASIC none 
OPTIONAL none 



DTB* 
none 



none 
none 



1440-D B-04X *H 

1311 WHOLESALE IMPACT 

DESCBIPTION - The IBH IMPACT (Inventory Hanageaent Prograa 
and Control Techniques) system of scientific inventory 
■anageaent provides the warehouse distributor (or any 
organization with the saae inventory control 
characteristics) with the inforaation of "when" and "how 
much" to buy for each inventory itea controlled by the 
system, it does this through the aeans of probability 
science in conjunction with the many factors influencing 
the distributors inventory control decisions. 

Factors considered include- lead tiae, lead time 
variability, forecast deaand, forecast error, service 
desired, inventory carrying costs, purchasing/receiving 
costs, discount structures, ainiauas, aaxiauas, shelf life, 
and pack sizes. The "when" and "how much" answers are 
designed to find the acst efficient balance between the 
cost of carrying inventory, cost of purchasing and 
receiving, discounts realized, and custoner service 
requirements. 

The 1311 IHPACT Computer Prograa library is designed to 
provide the distributor who has an IBH 1440-1311 Data 
Processing System with the aeans to successfully implement 
an IMPACT inventory aanageaent system with a minimum of 
effort and expense. Programs are included that perfora 
in the following functional areas: editing, file 
initialization, estimating, and the control of independent 
and joint replenishment ordering. 

FEATOBES - The 1311 Prograa Library performs in the same 
functional areas as the existing 1401-1405 IHPACT Coaputer 
Program Library- 

- Edit all input for format. 

- Determine the forecast model (horizontal, trend, 
horizontal-seasonal, or trend-seasonal) . 

- Determine the ordering strategy to be used and 
calculate order quantity or order frequency as 
appropriate for strategy selected. 

- Calculate the safety factory required for a 
prescribed level of customer service. 

- Calculate initializing values required for forecast 
and order models selected. 

- Estimate results to be expected from applying the 
rules and values developed. 

- Determine when to order item groups to meet service 
objectives after the system is operational. 

- Calculate the product mix to be ordered within an 
item group that will meet both service objectives 
and limitations on total size of order. 

In addition, the 1311 programs incorporate improvements over 
existing programs including- 

- Work flow and record formats streamlined. 

- Historical demands screened for promotions. 

- Base index technigue used for forecasting seasonal 
items. 

- Item discounts considered, in addition to vendor 
discounts, in determining ordering strategies and 
order quantities. 

- Different lead tiae Bay be specified for each vendor 
breakpoint. 

- Service may be specified by item for both independent 
jcint vendors. 

- Seasonality considered in ordering both independent 
and joint vendors. 

- A service point and allocation prograi (SVA) that will 
take advantage of 8K memory to produce greater 
throughput. 

- An option to force a predetermined crder quantity for 
any item through the SVA program. 

- The facility for expressing a conversion factor of 2.0 
to the SVA program. 

- Printing of the slope and intercept of the least squares 
lines has been included in the HADF program. 

- Punching of the cost strategy records in the OGCL 
program has been eliminated. 

- Provides safety factor (K) based on a lead time plus 
review time for items in a joint vendor. Bhen the peak 
point option is not satisfied. 
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USE - The Prograa Library includes both initializing 
programs and operating programs. Initializing programs 
are designed to be used once to set up an IHPACT system, 
then periodically (at least once a year) or as required 
to meet changing conditions. A coaplete set of programs 
is provided to perfora necessary initializing functions. 
Operating prograas are used in the day-to-day control of 
the IHPACT system (forecasting and ordering) . Library 
programs are provided to control the ordering of both 
independent and joint vendors. Instruction and block 
diagrams are available to help the user in programming 
the remaining operating programs with a minimum of effort 
(Implementation Beference Manual) . 

PBOGBAHHING STSTEHS - Programs in the IHPACT Computer 
Program Library are written in 1311 Autocoder and 1311 
IOCS. 

HIHIHUH SYSTEM BEQUIBEMENTS - 1440-4K 1440 system with 
1447 Console Hodel 1... 1442 Card Bead/Punch... 1443 
Printer... two 1311 Disk Storage Drives... Indexing and 
Store Address Begister. Two 1316 Disk Packs must be fully 
available during the operation of library programs. 

BASIC PBOGBAH PACKAGE 

DOCUHENTATION - Prograa write-up... Users Hanual... 

Operators Hanual. 
MACHINE READABLE - Object code and Sample problem. 

OPTIONAL PBCGBAH PACKAGE 

DOCUHENTATION - Systems manual which contains the 
assembly listings of all the 1440-1311 IHPACT 
prograas. 
MACHINE BEADAELE - None. 



OBDEBING INFOBHATION: PBOGBAH NUHBEB 1440DW04X 



PBOGBAH NUHBEB 
EXTENSION 



BASIC none 
OPTIONAL none 



DISTBIBUTION MEDIUM 
TIPE CODE 



DTB* 
none 



USEE VOLUME 
REQUIREMENT 



none 
none 



1440-FB-03X *H 

DEHAND DEPOSIT ACCOUNT 

DESCBIPTION - This application program is designed to 
accomplish the deaand deposit accounting function in a 
commercial bank. The application is divided into the 
following program runs- conversions, IBH 1440 SOBT 5, stop 
pay and hold edit, short list and ledger control, 
transaction journal, posting, statements, exception 
statements and exception reports. 

FEATUBES - The user has the option of producing a separate 
trial balance non-sufficient fund notices are prepared 
automatically input can be magnetically encoded checks 
and deposit slips and/or punched cards. 

Summary as well as detailed statements can be provided; 
detail statements may be printed either singly or two-up; 
HICB checks and deposit slips and/or punched cards are 
transaction input to the system. Haster records, 1000 
characters in length, are posted daily with all items 
affecting account balances from a transaction file which 
is under ledger control. A punched card file is maintained 
to satisfy stop-pay orders and hold requests. Statement 
writing may be cycled. All accounts within any sequential 
range of ledger numbers are printed. Users will write 
the following for insertion to the appropriate run; service 
charge routines for the posting run; a ledger control table 
for the conversion run; a utility program to create the 
master file (an IBH card to disk utility program can be 
used) . Program requirements users of this program should 
obtain the IBH 1440 SOBT 5 program (1440-SH-030) which 
constitutes run 03 of subject program. 

HINIHUH HACHINE REQUIBEHENTS - 8K 1440 system with 

Indexing and Store Address. . .two 1311 Storage Drives. ..a 
1442 Card Bead/Punch.. .a 1443 Printer with 24 additional 
print positions... a 1447 Console with Sense Switches. 
If magnetically encoded checks and or deposit slips are 
used, a 1412 Hagnetic Character Reader with Serial I/O 
Adapter 7080 for HICB conversion is required. Print Storage 
and Selective character Set features, although not required, 
will improve data throughput. 



.Listings. 
. . Sample 



BASIC PROGRAM PACKAGE 

DOCUHENTATION - Program write-up.. 

Sample problem listings. 
HACHINE READABLE - Object Program. 

problem. 

OPTIONAL PROGBAH PACKAGE 

DOCUHENTATION - None. 

HACHINE READABLE - Source code. 



OBDEBING INFORHATION: PBOGRAH NUMBER 1440FB03X 



PROGBAH NUHBEB DISTBIBUTION HEDIUH USEB VOLUHE 
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EXTENSION TYPE 
EASIC none CABDS 

OPTIONAL none CABDS 



CODE 
15 
15 



BEQUIREHEHT 
none 
none 



1 440-FB-04X 

MORTGAGE LOAN ACCOUNTING 

DESCRIPTION - 

1. Daily processing- File Maintenance processes and lists 
new loans, changes and deletions. Proof listing is produced 
from debit and credit transaction cards created from payment 
coupons, journals and advices. Posting of transaction cards 
to the Master Account Balance File is performed and special 
conditions are recorded on a report file. Beports of 
transaction and ledger recap, unprocessed items, payoffs 
(Final Payments) , exceptions and excess items are produced. 

2. Delinquency processing- Late notices, delinquency 
notices and delinquency reports are produced monthly or as 
desired. 

3. Periodic reporting- Trial balance reflecting indicative 
information, date of last transaction, paid-through date, 
total payment amount, principal, escrow, late charge, and 
mortgage life balance for each mortgage is made. Statements 
are produced semi-annually from the old balance file and 
excess item cards produced by the daily report run. Coupon 
books are produced from payment changes, new account cards, 
and the master balance file. Investor reporting produces 
collection, past due, prepaid, variation, and paid-off loan 
reports on those investors specified by the user. 

i>. Escrow processing- Encompasses periodic escrow file 
maintenance, escrow analysis and customer advice notifying 
customer of any monthly payment change resulting from 
escrow analysis. 

The program provides the user with- Effective ccntrol... 
Delinquent account information... Efficient daily 
processing... Escrow analysis... Complete detail on daily 
activity... Loan servicing reports. 

MINIMUM SYSTEM REQUIREMENTS - A UK 1441 Processing Unit, 
Model A3 with Indexing and Store Address Begister, Printer 
Attachment, Disk Storage Control... 1442 Card Read/Punch, 
Model 1, Card Bead/Punch Adapter... 1443 Printer, Model 
1, Printer Control, Selective Character Set, 13-Character 
Print Bar, 52-Character Print Bar... 1447 Console, Model 
1, Sense Switches... 1311 Disk Storage Drive, Model 1... 
1311 Disk Storage Drive, Model 2. 

BASIC PROGRAM PACKAGE 

DOCUMENTATION- Program write-up... Reference Manual... 

Listings. 
MACHINE READABLE - Object code and sample problem. 

OPTIONAL PBOGBAH PACKAGE 
DOCUMENTATION - None. 
MACHINE READABLE - Source code. 

ORDERING INFORMATION: PROGRAM NUHBEB 1440FB04X 





PBOGBAH NUMBER 
EXTENSION 


DISTRIBUT 
TYPE 


ION MEDIUM 
CODE 


USER VOLUME 
REQUIREMENT 


BASIC 
OPTIONAL 


none 
none 


CARDS 
CARDS 


15 
15 


none 
none 


1440-FE-05X 
SAVINGS 


ACCOUNTING 






*H 



DESCRIPTION - IBM now offers financial institutions a 
comprehensive 1440 Savings Accounting Program. Savings 
accounting functions are accomplished through the use of 
twelve 1440 processing runs. Master Account balance records 
on all savings accounts are stored and maintained daily 
in disk packs. Master records contain balance data, 
dividend data, and other significant data on each savings 
account. Daily transactions — deposits, withdrawals, and 
share loans (passbook Loans) — are posted to the balance 
record, and a daily transaction register is produced. 
Reports on zero balance accounts, passbook differences, 
and unprocessed transactions are prepared daily. A trial 
balance is also prepared daily. At the end of a dividend 
period, dividends are calculated, a dividend period activity 
report is prepared, mail dividend checks are prepared for 
selected accounts, and statements are printed. At the 
end of the year, dividend reporting is accomplished. In 
addition to the master account balance file, a name and 
address master file is maintained. This file is used in 
the preparation of mail dividend checks, statements, and 
annual dividend reporting. 

FEATURES - 
- Preparation of transaction cards by conversion of paper 
tape from window machines or by key-punching from source. 
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Ability to condense master account information and store 
up to 75,000 accounts per disk pack. 

- Verification of account balances to ledger control totals 

- Provision for printing uncollected funds, thus presenting 
an available funds balance for reference. 

- Detailed savings journal including previous and new 
account balances and anticipated dividend. 

- Exception report indicating activity on dormant accounts, 
passbook differences, zero balance accounts, etc. 

- Print four accounts to a line on daily trial balance. 

- Period-by-period itemization of unreported interest on 
dividends for teller window posting to passbooks. 

- Comprehensive dividend period activity report. 

- Automatic preparation of ready-to-mail dividend checks. 

- Customer statement of activity economically prepared, 
which details as well as summarizes activity of the 
period. 

MINIMUM SYSTEM BEQUIBEHENTS - A 4K 1441 Processing Unit, 
Model A3 with... Indexing and Store Address Register 
feature. Printer Attachment feature. Disk Storage Control 
feature... 1442 Card Bead/Punch, Model 1, Card Bead/Punch 
Adapter feature... 1443 printer. Model 1, Printer Control 
feature. Selective Character Set feature, 13-Character 

Print Bar, 52-Character Print Bar 1447 Console, Model 

1, Sense Switches... 1311 Disk storage Drive, Model 1... 
1311 Disk Storage Drive, Model 2. 



BASIC PBOGBAH PACKAGE 

DOCUMENTATION - Program write-up. 

Listings. 
MACHINE READABLE - Source code. 

OPTIONAL PBOGBAH PACKAGE 
DOCUMENTATION - None. 
MACHINE READABLE - Source code. 



ORDERING INFORMATION: PBOGRAM NUHBEB 1440FB05X 



Bef erence Manual. . 



PROGRAM NUMBER DISTRIBUTION MEDIUM USEB VOLUME 
EXTENSION TYPE CODE BEQUIBEHENT 



BASIC none 
OPTIONAL none 



CABDS 
DTB* 



none 
none 



14 40-FB-07X 

ON-LINE SAVINGS ACCOUNTING 



DESCRIPTION - The program offers to savings banks, 
commercial banks, and Savings and Loan Associations a real- 
time system for use with the 1062 Teller Terminal. 

The program provides the user with an on-line teller system. 
It has a capacity, with minor modification, for thirty- 
four 1062 terminals on seventeen lines, one 1052 System 
Terminal per line, or combinations of both; and the maximum 
machine capability of five 1311 Disk Drives. Five drives 
will typically store more than 400,000 account records. 
The program, as currently assembled, provides for seven 
lines and fourteen terminals. Some features are: A unique 
programming technique which develops an 80 per cent increase 
in rated Disk File capacity... A design which permits one 
or two 1062 terminals or one 1050 System Terminal per 
line... Maximum file packing from the use of a variable 
length format (or unposted and memorandum records)... An 
efficient model and machine-oriented file organization 
which keeps 1311 activity and 1441 processing at a 
minimum... A disk record structure and file arrangement 
which usually allows more than 1000,000 account records 
to a 1311 pack... A completely programmed analysis of disk 
drive usage relieving the customer of the need to give 
attention to either the quantity of drives or the placement 
of a pack on a specific drive... The option of continuing 
to operate on line at reduced efficiency without the 
immediate access pack (degraded service) . 

To facilitate understanding, it is possible to divide the 
program into these parts — 

Line Control (multiplexing) for terminal service... Lines 
and terninals demand core... Users who require fewer than 
the maximum number of terminals have a proportionate share 
of core released for additional programming or storage. 

File Control... This service supplies the usual I/O 
instructions plus the features of flexibility noted above. 

Record Processing... Data from transactions affect account 
records... in addition, they are the sources for messages 
to the terminals. 

As a supplement to the on-line routines, the package 
includes programs to help the user in his original 
conversion and in subsequent reorganizations. 

MINIMUM SYSTEM REQUIREMENTS - A 16K 1440 system 
configuration as follows: 1441 Processing Unit Model A6 
with Disk storage Control, Expanded Print Edit, Indexing 
and Store Address Register, Console Attachment, Transmission 
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Control Unit Attachment, Direct Seek, Bit Test, 1447 Console 
Hodel 4. 1311 Disk Storage Drive Hodel 1 for First Drive, 
Model 2 for Second Drive (additional Hodel 2's as reguired) . 
1448 Transmission Control Unit Hodel 1 with attachment 
feature, fixed Time-Out, and as reguired. Line Group, Line 
Adapter Set, Common Carrier Adapter Set. 1061 Control 
Units, Hodel 1 or 2 with Line Adapter, Off-Line feature. 
1062 Teller Terminal, Hodel 1 or 2. 1442 Card Bead/Punch 
Hodel 1 with Card Bead/Punch Adapter. 
Recommendations for potential printing needs: Printer 
Attachment on 1441 Processing Dnit. 1443 Printer Hodel 
1 or 2 with Print Storage and Printer Control. To improv 
the time requirements for the off-line runs — Print 
positions (24 Additional) and Selective Character Set (13 
Character Set, 39 Character Set) . 1446 Printer Control 
Dnit with the appropriate attachment feature number 1325, 
1326, 1327, or 1328. 1403 Printer Hodel 2,3,5, or 6. 
If a 1403 Hodel 3 is selected, a 1416 Interchangeable Train 
Cartridge is an additional requirement. 

BASIC PBOGBAH PACKAGE 

DOCOHENTATION - Write-up. 

MACHINE BEADABLE - Appropriate material delivered. 

OPTIONAL PBOGRAH PACKAGE - None. 

OBDEBING INFORHATION: PBOGBAH NDHBEB 1440FB07X 



PBOGBAH NDHBEB 
EXTENSION 



BASIC none 
OPTIONAL none 



DISTBIBDTION HEDIDH 
TTPE CODE 



DTB* 
none 



OSEB VOLOHE 
BEQDIBEHENT 



none 
none 



14 40-10-010 *H 

IB P0T/OOTPUT C0NTB0L SISTEH 

DESCBIPTION - The IBH 1440 ICS, 1440-10-010 (previously 
named 1440/1311 ICS) is to be used on 1440 systems with 
the new 1401/1440/1460 Autocoder (on disk) , 1401-AU-008. 

1440 ICS consists of a set of library routines which, when 
called for by macro instructions in a 1401/1440/1460 
Autocoder (on disk) source program, are selected, tailored 
and included in the object program. For 1440 systems, 
these routines perform I/O functions and housekeeping 
associated with 1311 Disk Storage, 1301 Disk Storage, 7335 
Hagnetic Tape, 1442 Card Bead/Punch, 1442 Card Beader, 
1444 Card Punch, and 1443 Printer. They also provide 
linkage to the user's object program. The specific 
statements generated at assembly time depend completely 
on the particular specifications contained in the user's 
source program. 

The 1440 ICS library routines are to be placed in the 
1401/1440/1460 Autocoder (on disk) system through a library 
run. 

HINIHUH S7STEH BfiQOIBEHENTS - For assembly - programs 
incorporating I/O macro instructions for 1440 systems may 
be assembled on- a 4K 1440 system with... one 1311 Disk 
Storage Drive or one 1301 Disk Storage Array... 1442 Card 
Bead Punch mdl 1 or 2 or 1442 Card Beader Hodel 4 and 1444 
Card/Punch... 1443 Printer, or a 4K 1401 system with... 
one 1311 Disk Storage Drive... 1402 Card/Bead Punch... 
1403 Printer Hodel 2 or 1404 Printer... High-Low-Egual 
Compare feature, or An 8K 1460 system with... one 1311 
Disk Storage Drive or one 1301 Disk Storage Array... 1402 
Card Bead/Punch... one 1403 Printer. For execution - The 
1440 object machine must have any I/O units reguired by 
the user's program. The amount of core storage reguired 
varies widely from program to program, and must be 
determined when it is assembled. 

BASIC PBOGBAH PACKAGE 

DOCDHEBTATION - Program write-up... Library listings... 

Operating Procedures. 
MACHINE BEADABLE - Object code and sample problem. 

OPTIONAL PBOGBAH PACKAGE 

B0CDHENTATION - Flowcharts. 
HACHINE BEADABLE - None. 

CBDEBING INFOBHATION: PBOGBAH NDHBEB 144010010 

PBOGBAH NDHBEB DISTRIBUTION HEDIDH DSEB VOLDHE 
EXTENSION TYPE CODE BEQDIBEHENT 
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Communications IOCS for the 1448, thus requiring a minimum 
of re-programming for growth from 1026- Transmission Control 
Units to a 1448. Applications can range from single 
inquiries to sophisticated real-time data operations. 

Its functions are - 

- Control of the 1447 Console 

- User control of polling, addressing and receiving 

- Error detection 

- Operation with existing IBH programs for DDC 

- Time of day recording with the 1032 Digital Time Unit. 

The 1440 Communications IOCS/1026 (DDC) will operate with 
point-to-point or multi-point common carrier leased or 
customer-owned communication lines. In addition, the 
programs will support the Automatic Answering feature and 
the Automatic Calling feature. 

communications IOCS (1026/DDC) consist of a set of library 
routines which, when called for in an Autocoder source 
program by macro instructions, are selected, tailored, 
and included in the object program. The routines perform 
the functions necessary to handle basic input/output files, 
to transmit information to and receive information from 
remote locations and remote processors, and to provide 
linkage to user's programs. The specific routines generated 
at assembly time depend largely on the particular 
specifications contained in the user's source programs. 

The library routines for this IOCS is to be placed in the 
Autocoder system through a library run, using Autocoder 
(on disk) for 1401, 1440, and 1460, No. 1401-AU-008. 

System requirements for program assembly - Same as those 
for the assembly of any program using 1401/1440/1460 
Autocoder (on disk) program. The Autocoder (on disk) 
program should be ordered concurrently unless otherwise 
available. 

PBOGBAHHING SISTBHS - Written in 1440 Autocoder. 

HINIHUH SISTEH BEQUIBEHENTS - Written in A 4K 1440 with... 
Indexing and Store Begister feature... 1026 Transmission 
Control Unit Attachment feature... 1447 Console mdl 1... 
1026 Transmission Control Units (one for each communication 
line)... I/O Units (as reguired). In addition - Direct 
Data Channel feature... Interrupt... 1447 Console mdl 2 
for 1440 and 1460, mdl 3 for 1401... 1032 Digital Time 
Unit may be present, as desired. 

Note - use of DDC with 1026 should specify the Interrupt 
feature (available on 1401 only as RPG) for optimum 
performance. 

BASIC PBOGBAH PACKAGE - 

D0CUHENTATION - Write-Up... Operating Instructions. 
HACHINE BEADABLE - Appropriate material delivered. 

OPTIONAL PBOGRAH PACKAGE - 

DOCUHENTATION - Flowcharts. 
HACHINE READABLE - None. 



OBDEBING INFOBHATION: PBOGBAH NUHBEB 144010012 



PBOGBAH NUHBEB 
EXTENSION 



DISTBIBDTION HEDIDH 
TYPE CODE 



OSER VOLOHE 
BEQUIREHENT 



OPTIONAL none 



EASIC none 
OPTIONAL none 



DTB* 
none 



none 
none 



1440-10-012 

COHH DHIC ATI ONS IOCS 1026 (DDC) FOB THE 1440 

DESCRIPTION - This IOCS facilitates the generation of 
programs to control 1026 communication with 1030, 1050, 
and 1060. It is compatible with the 1401/1460-1440 



1440-HE-02X *H 

144 /1311 B ILL OF HATERIAL PROCESSOR 

DESCBIPTION - Host fabrication and assembly manufacturing 
organizations are required to maintain large volumes of 
records that describe the structure or makeup of their 
products. Product structure records are referenced by 
various nomenclature, such as bills of material, parts 
lists, and where-used lists, depending upon individual 
organization preferences and the arrangement of the data. 
The requirements for maintaining product structure records 
are sufficiently similar to allow development of standard 
systems approaches. 

The 1440/1311 Bill of Haterial Processor package includes- 
(1) Generalized programs that organize and maintain product 
structure data on 1311 Disk Files and (2) Logic diagrams 
explaining the use or retrieval of the product structure 
information in fundamental applications. 

FEATDRES - 

- This package can be used in a wide range of manufacturing 
industries where product structure records are maintained 

- Product structure records are linked with part number 
master inventory type records on disk storage. 

- Disk chaining is used to organize product structure data 
in two inherent sequences - 

(1) Assembly or Bill of Haterial seguence (i.e., linking 
the components of an assembly) . The user determines 
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maintained sequence of components within the 
assembly. Typical sequences light be component 
part number or enqineerinq drawing item number. 
(2) Where-used sequence (i.e., linking the usages of a 
part number on higher level assemblies) . This 
cross-referenced sequence eliminates the need to 
(a) maintain a duplicate file in where-used 
sequence for listing purposes. 

- Baw material can be included in the product structure 
file, providing complete where-used cross reference of 
each raw material number. 

- Oser designs his own disk record layouts by incorporating 
his own information plus certain required data into part 
number master inventory and product structure records. 

- Low level coding is automatically maintained. 

- Assembly to sub-assembly continuity is verified. This 
feature guarantees that the product structure records can 
be "exploded." 

- Oser builds his own engineering change procedure into 
the file organization and maintenance programs. 

This is a disk-oriented concept that requires a part number 
master inventory type file (i.e., one record per unique 
part number) and the product structure file to be on-line 
simultaneously. The part number master inventory records 
and an associated part number index file are loaded, added, 
and deleted using the IBH 1440 Disk-File Organization 
Boutines. The product structure data (recorded as a series 
of single level assemblies) are loaded, added, deleted, 
or changed using a single comprehensive file organization 
and maintenance program. This program simultaneously 
updates the assembly and where-used sequence chains. All 
proqrams are user modified at source level and then 
assembled, providinq an object program tailored to the 
user's requirements. 

The packaqe includes logic diagrams for six fundamental 
classifications of retrieval programs. They are - (1) 
One level bill of material or parts list, (2) Next assembly 
where-used listing, (3) Indented parts list, (4) Idented 
where-used list, (5) Summarized explosion and (6) summarized 
implosion. The package is designed so that the logic 
diagrams can be used by any customer as a guide in the 
preparation of his own set of programs. 

PBOGBAHHIHG SYSTEHS - 

1. 1401/1440/1460 Autocoder (on Disk), 1401-AO-008 
Version 1) 

2. 1440 IOCS, 1440-IO-«10 (Version 2) 

3. 1440 Disk File Organization Boutines, 1440-UT-040, 
Group C - Common Random and Control Sequential 
(Version 2) 
1440 Disk Utility Proqrams, 1440-UT-041. 



FEATURES - 

- A basic system framework is provided that includes 1440 
programs for planning, scheduling, and control of 
construction projects. 

- All programs, including those added by the user, operate 
under the control of a systems monitor. 

- Planning accomplished through conventional arrow 
diagramming or the new, highly efficient and easier 
to use precedence diagramming. 

- Each project can contain up to 2,000 activities. 

- Output in terms of project or calendar days can be 
displayed as bar charts, exception reports, and 
progress listings in terms of quantities set, percent 
complete, or remaining duration. 

USE - The system, written in Autocoder and IOCS, operates 
under its own monitor. The master systems pack, containing 
the thirty-system programs and any customer programs, 
resides on one disk drive; the project master file pack 
resides on a second disk drive. The user specifies 
processing sequence and output desired through control 
cards allowing batched processing of a number of projects 
without operator intervention. 

PROGRAHHIMG SYSTEHS - Basic Autocoder for 1440. 

MINIMUH SYSTEM BEQOTBEHEHTS - In 8K 1440 system... two 
1311 Disk Storage Drives... 1442 Card Bead/Punch... 1443 
Printer... Indexing and Store Address Register; Dire.ct 
Seek, additional print positions... 1447 Console with Sense 
Switches. 

BASIC PBOGRAH PACKAGE 

DOCUHENTATION - Program write-up... Application 

Program Bulletin... Osers Manual... Operators 

Hanual... Systems Hanual. 
HACHIHE READABLE - Object program. 

OPTIONAL PBOGRAH PACKAGE 

DOCUHENTATION - None. 

HACHINE READABLE - Source code. 

ORDERING INFORHATION: PROGRAM NUMBER 1440HX02X 

PBOGRAH NUMBER DISTRIBUTION HEDIUH USER VOLUHE 
EXTENSION TYPE CODE REQUIREMENT 



4. 



BASIC none 
OPTIONAL none 



DTR* 
CARDS 



none 
none 



MINIMUM SYSTEM REQUIREMENTS - An 8K 1440 with Indexing 
and Store Register, 1447 Console Hodel 2, 1442 Card 
Read/Punch Hodel 1, 1443 Printer Hodel 1, and enough 1311 
Disk Storage Drives to contain the part number master 
inventory records and product structure records on line. 

The 1440 Disk-File Organization Routines (Group C - Common- 
Bandom and Control Sequential) must be ordered independently 
of the Bill of Haterial Processor. 

BASIC PBOGBAM PACKAGE 

DOCUHENTATION - Program write-up... Application 

Directory. ..Programmer Hanual. ..Operator Manual... 

System Hanual. 
HACHINE READABLE - Source code for product structure 

file organization and maintenance program... sample 

problem source, data and object material. 

OPTIONAL EBOGBAH PACKAGE - None. 

ORDERING INFORMATION: PBOGBAH NUMBER 1440HE02X 

PROGRAM NUHBEB DISTRIBUTION MEDIUM USER VOLUHE 
EXTENSION TYPE CODE REQUIREMENT 



EASIC none 
OPTIONAL none 



DTR* 
none 



none 
none 



14 40-HX-02X « 

PR OJECT CONTROL SYSTEM 

DESCRIPTION - The 1440 Project Control System, 1440-MX- 
02X, is oriented to the specific needs of a construction 
company and will provide the backbone for a sales program 
that can result in net 1440 sales. The Eroject Control 
System provides a basic capability related to the planning, 
scheduling, and ccntrol of a project rhough the use of 
the critical path method. In the basic system, the user 
can initially plan aproject, update and modify the project 
schedule, monitcr progress, and investigate alternate 
approaches. 

The basic system can be expanded by the user to include 
such related project functions as Estimating and Cost 
Control. 



14 40-RG-020 *B 

1440/1311 BEPOBT PBOGRAH 

DESCRIPTION - 1440/1311 RPG enables a program written in 
1401/1440/1460 RPG Language to be compiled and assembled 
on a 1440/1311 system. Instead of writing a specific 
program for a report, the user states his problem on fixed 
form specifications sheets in 1401/1440/1460 BPG Language. 
The RPG Processor operates on the punched specifications, 
generating a program to do the specific job. By relieving 
the user of the machine coding and program testing, RPG 
permits him to concentrate his efforts on the solution 
to his particular problem. BPG will generate programs 
to produce reports of a variety of formats from source 
data contained in a card file or disk storage file. The 
output report can be obtained at the printer, on cards, 
on disk storage, or any combination of the three. 

With the RPG and Autocoder (with IOCS Library Routines) 
in disk storage, the problem specification cards are loaded 
at the card reader. The compilation and assembly are 
completely automatic. The output object program is either 
the Machine Language Equivalent Proqram or the 1440/1311 
Autocoder Equivalent Program. The Machine Language 
Equivalent object program may be in the form cf condensed 
cards, or if (load-and-go) is desired, the object program 
may be directly loaded from the system pack for immediate 
execution. The program listing, documentation and 
diagnostic output are recorded on the printer. 

PROGRAHHING SYSTEHS - Written in 1440 Autocoder. 

MINIMUM SYSTEH BEQUIBEHENTS - For Beport Program generation- 

4K 1440 system with one 1442 Card Read/Punch. .. 1443 

Printer... one 1311 Disk Storage Drive. For Beport Program 
Execution-1440 system with core storage capacity depending 
on complexity of report. ..one 1442 Card Bead/Punch... 1443 
Printer and/or 1311 Disk Storage as required by report. 
Reference material - 1440/1311 Autocoder, #1440-AU- 
002;1440/1311 IOCS, #1440-10-010; 1440/1311 Disk Utility 
Programs, #1440-UT-041. 

BASIC PBOGBAH PACKAGE 

DOCUMENTATION - Program write-up.. .Listings. .. 

Specifications and Operation Procedures. 
MACHINE READABLE - Object code... RPG system card deck.. 

Sample source proqram for test purposes. 

OPTIONAL PBOGBAH PACKAGE 

DOCUMENTATION - Listinqs and flowcharts. 
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BACHIHE BEADABLE - None. 
OBDEBIHG IHFOBBATIOH: PBOGBAB NUBBEB 1440BG020 



OPTIONAL none 



PBOGBAB HOHBEB 
EXTENSION 



DISTBIBOTIOH BEDIDH USEE VOLUHE 
IIPE CODE BEQUIBEHEBT 



BASIC none 
OPTIONAL none 



DTB* 
none 



none 
none 



1 440-SH-030 
SOBT 5 



DESCEIPTIOH - Sort 5 is a generative sort prograa designed 
for generation and use on an IBH 1440 with at least one 
IBB 1311 Disk Storage Drive, and a ainiiua of 4000 positions 
of core storage. The prograa nov has the ability to use 
7335 Bagnetic Tape for input/outpnt files and the option 
to relocate phase four output to the beginning of the work 
area. It is a generative sort prograa (also needs 1440- 
10-010) . 

FEATUBES - Sort 5 object prograa will sort fixed length, 
blocked or unblocked, records in Bove Mode into either 
ascending or descending seguence. Sorting can be controlled 
by as aany as ten control data fields of total length up 
to a maximum of 189 characters. Sort 5 can generate an 
object prograa through use of the Autocoder aacro-generator 
and paraaeter cards. It is further classified as a 
generalized prograa because it can nodify itself at object 
run tiae according to infornation punched in control cards. 

EBOGBAHHING SYSTEHS - The prograa requires 1401/1440/1460 
Autocoder on disk. 

BIHIBOB STSTEB BEQUIBEBEHTS - 4K 1440 systea... one 1311 
Disk Storage Drive... 1442 Card Bead/Punch... 1443 Printer. 
The object prograa can use, if available, up to 5 disk 
storage drives and 8K, 12K, or 16K core storage capacity. 
BASIC FBOGBAB PACKAGE 

DOCUBEHTATIOH - Nrite-up... Specs, and Operating 
Procedures... Library deck listing... Prephase 
prograa listing. 
BACHINE BEADABLE - Prephase deck. 

OPTIONAL EBOGEAH PACKAGE - None. 



OBDEBIHG INFOBBATION: PBOGBAB BOBBER 1440SB030 



1440-ST-02I *B 

HOTOB FREIGHT BEVEHDE ACCODHTING 

DESCRIPTION - Accounting and control of notor freight 
revenue is one of the largest clerical problems in the 
aotor freight industry. Ever since the industry began 
extending credit, interlining shipments, and expanding 
to larger networks serving aore and aore points, revenue 
accounting has grown aore difficult, aore tiae-consuaing, 
and aore costly. Faster, aore efficient revenue accounting 
and control is vitally needed. To Beet this need IBH has 
developed the Hotor Freight Industry Bevenue Accounting 
Prograa, which perforas the following functions- 

- Editing of daily transaction data. 

- Preparation of daily transaction register 
with siaultaneous posting of revenue by 
freight bill nuaber. 

- Preparation of customer stateaents with 
siaultaneous posting to custoaer accounts 
receivable balance. 

- Editing of cash remittance source data. 

- Application of cash by stateaent, freight 
bill nuaber, and custoaer account nuaber. 

This prograa is adaptable by aotor freight carriers who 
use either centralized stateaent and collection aethods 
or decentralized terainal level aethods. Effective control 
of freight bills is provided regardless of billing method. 

PBOGBABBING STSTEBS - Hritten in 1440 Autocoder. Users 
of this prograa should obtain IBB 1140 Sort 5 (1440-SH- 
030) . 

BINIBOH SYSTEH BEQUIBEBEHTS - A 4K systea with two 1311 
Disk Storage Drives... 1442 Card Bead Punch... 1443 
Printer... Indexing and Store Register, Print Control, 
and Scan Disk. 

BASIC PBOGBAB PACKAGE 

DOCDBEHTATIOH - Prograa write-up... Application 
Description flanual... Prograa Infornation Banual... 
Operators Banual... Detailed prograa docuaentation. 
BACBIHE BEADABLE - Object prograa decks... Saaple 
problem. 

OPTIOHAL PBOGBAB PACKAGE 
DOCUBENTATIOH - Hone 
BACHIHE BEADABLE - Source code. 



PBOGBAB NDHBEB 
EXTENSION 



EASIC none 
OPTIONAL none 



DISTRIBUTION HEDIOH 
TYPE CODE 



CABDS 
none 



USEE VOLDBE 
BEQDIREBENT 



none 
none 



OBDEBING INFOBBATION: PBOGBAB NUBBEB 1440ST02X 



PBOGBAB NDHBEB 
EXTENSION 



DISTRIBUTION BEDIUfl 
TYPE CODE 



USEE VOLUHE 
EEQUIREBIHT 



OPTIOHAL none 



14 40-SB-031 
BEBGE 5 



DESCEIPTIOH - IBH 1440 Herge 5, 1440-SH-031, is a generative 
prograa for an IBB 1440/1311 systea. Herge 5 will generate 
specific object prograas that are fitted to the users 
particular merging applications. The object prograas 
generated by Herge 5 are generalized in that they can be 
aodified according to infornation supplied by the user 
in control cards. Rith object prograas the user can merge 
pre-sorted, fixed length, blocked or unblocked, disk records 
in the Bove Bode into either ascending or descending 
seguence. A one-, two-, three-, or four-way serge can 
be performed. If specified by the user at generation tiae, 
options such as label checking, additions froa cards, 
seguence check and hash total, deletions or selections 
by class can be incorporated into the object prograa. 



PBOGBABBING STSTEBS 
Autocoder and IOCS. 



The prograa reguires 1440/1311 



BIHIBUB STSTEB BEQUIBEBEHTS - A 4K 1440 systea with 
sufficient core storage to utilize the object prograa 
options... One 1442 Card/Bead Punch... And, depending upon 
the object prograa reguirenents, a 1442 Printer or 1447 
Console adl 2, and one to five 1311 Disk Storage Drives. 

BASIC PBOGBAB PACKAGE 

DOCUHENTATION - Prograa write-up... Specifications... 

Operating procedures... Flowcharts... Library 

listing... Assembly listing. 
HACBINE BEADABLE - Library prograa deck... Prephase 

deck. 

OPTIONAL PBOGBAB PACKAGE - None. 

OBDEBIHG INFOBBATION: PBOGBAB NUBBEB 1440SB031 



PBOGBAB NUBBEB 
EXTENSION 



DISTRIBUTION BEDIUH 
TYPE CODE 



USES VOLUBE 
BEQUIBEBENT 



1440-UH-01X *B 

HOSPITAL PATIEHT BILLING 

DESCRIPTION - The application program for Patient Billing 
consists of fourteen IBB 1440 processing runs to provide 
for the accounting and control of services rendered to 
patients of a hospital. Processing is done under a monitor 
which allows for prograa interrupt to satisfy interim 
reports such as discharge/deaand bills or patient balances. 

FEATUBES - Processing prograas are kept in disk storage 
and are called in, as needed, by a unique call card. 
Processed data is punched into input cards, thus preserving 
basic and resultant data. Bunning prograas can be 
interrupted froa the console to obtain the status of an 
account . 

OSE - at the tiae a patient is admitted, a master record 
is created and entered to disk storage. Through-out the 
patients stay in the hospital, all charges, credits, etc. 
are accrued to the master file. Interim reports such as 
census and in-house bills are created. Upon discharge, 
bills can be issued. Final and insurance bills are prepared 
following the customary three day allowance for late changes 
to be received at the data processing center. Bevenue 
distribution is available froa data retained in disk 
storage. 

PBOGBABBING STSTEBS - Written in 1440 Autocoder. 

HINIBUH SYSTEH BEQUIBEBENTS - 4K 1441 Processing Unit, 
Hodel A3 with: 

- Indexing and Store Address Begister feature. 

- 1443 Printer Attachment feature. 

- Disk Storage Control feature. 

- Console (1447 Hodel 2) Attachment feature. 

- 1442 Card Bead Punch. 

- 1443 Printer, with Printer Control feature. 

- 1447 Console, Bodel 2, with Sense Switches. 



IBB PROGRAMS 



1440 
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- 1311 Disk Storage Drive, Model 1. 

BASIC PROGRAM PACKAGE 

DOCUMENTATION - Program write-up... Prograi 

Manual... listings. 
MACHINE READABLE - Routine decks for reassemblies. 

OPTIOHAL PHOGRAH PACKAGE - Hone 

ORDERING INFORMATION: PROGRAM NUMBER 1440UH01X 

PROGRAM NUMBER DISTRIBUTION MEDIUM USER VOLUME 
EXTENSION TYPE CODE REQUIREMENT 



BASIC none 
OPTIONAL none 



DTR* 
none 



none 
none 



1 4 40-UH-0 2X *H 

ACCOUNTS RECEIVABLE FOR HOSPITALS 

DESCRIPTION - The program accomplishes all functions 
normally required by hospitals to maintain a veil controlled 
accounts receivable operation. It includes establishment 
of new accounts, cash posting of receipts, aged trail 
balance reports, inguiry into account status, statement 
writing and file maintenance to close accounts. Processing 
programs are kept in disk storage and are called in, as 
needed, by a call card. They can be interrupted for inquiry 
and exception reports. Information necessary to construct 
the accounts receivable record in disk storage is 
automatically created by the Patient Hilling Procedures 
(1440-UH-01X) when a patient is discharged, or by key- 
punched data obtained from out-patient accounting 
piaceuuivs, Cdsli receipts aZv postsd aS rsccivsd. 
Statements are written at the discretion of the user. 
This is accomplished by specifying to the system what 
portion of the accounts receivable file statements are 
to be written from. Aged trial balance can be written 
at any desired interval to provide uniform load 
distribution. Accounts may be seguenced to provide 
selective aging analysis. 

Note - This program runs under the monitor contained in 
the IBM 1440 Hospital Patient Billing (No. 1440-UH-01X) 
application program. 

MINIMUM SYSTEM REQUIREMENTS - 4K 1441 Processing Unit, 
Model A3, with: 

- Indexing and store Address Register feature. 

- 1443 Printer Attachment feature. 

- Disk storage control feature. 

- Console (1447 Model 2) Attachment feature. 

- 1442 Card Read Punch. 

- 1447 console. Model 2, with Sense Switches. 

- 1311 Disk Storage Drive, Model 1. 

BASIC PROGRAM PACKAGE 

DOCUMENTATION - Program write-up... Program 

Manual... Listings. 
MACHINE READABLE - Source code. 

OPTIONAL EROGRAM PACKAGE - None 

ORDERING INFORMATION: PROGRAM NUMBER 1440UH02X 



CONTINUED FROM PRIOR COLUMN 

Note - These programs run under the monitor contained in 
the IBM 1440 Hospital Patient Billing (1440-UH-01X) 
application program. 

PROGRAMMING SYSTEMS - Written in 1440 Autocoder. 

MINIMUM SYSTEM REQUIREMENTS - A 4K 1441 Processing Unit, 
Model A3, with- Indexing and Store Address Register, Printer 
Attachment, Disk Storage Control, Console Attachment (1447, 
Model 2)... 1442 Card Read Punch... 1443 Printer, with 
Printer Control... 1447 Console, Model 1, with Sense 
Switches and a 1447, Model 2... 1311 Disk Storage Drive, 
Model 1. 

BASIC PROGRAM PACKAGE 

DOCUMENTATION - Program write-up... Program 

manual including listings. 
MACHINE READABLE - Source code. 

OPTIONAL PROGRAM PACKAGE - None 

ORDERING INFORMATION: PROGRAM NUMBER 1440UH03X 

PROGRAM NUMBER DISTRIBUTION MEDIUM USER VOLUME 
EXTENSION TYPE CODE REQUIREMENT 



BASIC none 
OPTIONAL none 



DTR* 
none 



none 
none 



PROGRAM NUMBER 
EXTENSION 



BASIC none 
OPTIONAL none 



DISTRIBUTION MEDIUM 
TYPE CODE 



DTR* 
none 



USER VOLUME 
REQUIREMENT 



none 
none 



1440-UH-03X *M 

HOSPITAL ACCOUNTS PAYABLE 

DESCRIPTION - Hospital Accounts Payable consists of nine 
1440 processing programs to provide for accounting and 
control of the accounts payable of a hospital. A 1311 
Disk Storage Drive with a 1316 Disk Pack is the medium 
used for storage of all account payable and distribution 
records and is organized to record an unlimited number 
of entries for each payable account, then a payable invoice 
is received, it is posted to the master payable file until 
managements decision to pay the invoice. At this time, 
a check run is made against the master payable file and 
the invoice is flagged as paid. At a later time, the paid 
invoice record is removed from the master payable file, 
and the amount of discount taken on the invoice is punched 
into the initial invoice card which has been keypunched 
from the original invoice. 

Included in Hospital Accounts Payable are the following 
programs: Create New Accounts Payable Records, Create New 
Account Records, Create Vendor Index Table, Edit Invoice 
and Distribution Records, Post Vendor Invoices, Print Cash 
Requirement Report, Print Trial Balance, Print Check and 
Admittance Advice, Close Vendor Invoices. 



14 40-UH-04X *M 

HOSPITAL INVENTORY PROGRA M 

DESCRIPTION - A perpetual inventory provides for a 
continuous record of supply receipts, issues, and stock 
on hand. Items requiring management attention are listed 
on exception reports. On a periodic basis, transactions 
posted to the inventory records are transferred to general 
ledger accounts which reflect the aggregate cf receipts 
and issues posted to individual inventory ledger records. 
A 1311 Disk Storage Drive with a 1316 Disk Pack is used 
for storage of all inventory item and open purchase order 
records. The file is organized and controlled sequentially, 
and because disk packs are interchangeable, there is 
virtually no limit to the number of items it can handle. 

FEATURES - 

- Comprehensive external and internal control 
with audit trail. 

- Sequential inventory file organization with 
5280 items in 40 cylinders. 

- Programs on disk under the control of a monitor. 

- Automatic flagging of items below minimum 
inventory levels or out of stock. 

- Meaningful reports for stock status, purchase 
order, transaction register, general stores 
invoice, item distribution, and control units. 

- Inquiry to inventory item and purchase 
order records. 

Note - These programs run under the Monitor contained in 
the IBM 1440 Hospital Patient Billing (1440-UH-01X) 
application programs. 

MINIMUM SYSTEM REQUIREMENTS - A 4K 1441 Processing Unit 
Model A3 with - Indexing and Store Address Register, 1443 
Printer Attachment, Bisk Storage Control, 1447 Console 

Attachment Model 2 1442 Card Read Punch 1443 Printer 

with Printer Control... 1447 Console Model 2 with Sense 
Switches... 1311 Disk Storage Drive Model 1. 

BASIC PROGRAM PACKAGE 

DOCUMENTATION - Program write-up... Reference 

Manual including program listings. 
MACHINE READABLE - Source program. 

OPTIONAL PROGRAM PACKAGE - None. 

ORDERING INFORMATION: PROGRAM NUMBER 1440UH04X 



PROGRAM NUMBER 
EXTENSION 



BASIC none 
OPTIONAL none 



DISTRIBUTION MEDIUM 
TYPE CODE 



DTR* 
none 



USER VOLUME 
REQUIREMENT 



none 
none 



1440-UH-05X *M 

HOSPITAL GENE RAL LEDG ER 

DESCRIPTION - The 1440 Hospital General Ledger program 
(1440-UH-05X) package reduces the time and effort required 
by hospitals tc program and install a general ledger 
application. Seven programs are provided which result 
in three major reports and a uniform chart of accounts. 
The programs are; Load Master Ledger Accounts, Add and 
Delete Master Records, General Ledger Posting, Trial Balance 
Run, Income and Expense Report, General Ledger Inguiry 
and Cost Analysis Program. Processing Programs are retained 



IBB PBOGBABS 
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in disk storage and called in, as needed, by unique call 
cards. General ledger account lasters are kept and 
■aintained in disk storage with the provision, through 
the inguiry program, to be displayed on the console 
typewriter. 

Note - The programs in this package run under the Bonitor 
contained in the IBB 1440 Bospital Patient Billing 
application prograa (1440-UH-01X) . 

PBOGBABBING STSTBBS - Written in 1440 Autocoder 

BINIHUB SYSTEB BEQOIBEBEHTS - 1441 Processing Unit adl 
A3 with Indexing and Store Address Begister, 1443 Printer 
attachment. Disk Storage Control, Console (1447 adl 2) 
Attachment.. . 1442 Card Bead Punch... 1443 Printer with 
Printer Control... 1447 Console adl 2 with Sense Switches. 
1311 Disk Storage Drive adl 1. 

BASIC PBOGBAB PACKAGE 

DOCUBENTATION - Prograa write-up... Beference 

Banual including prograa listings. 
BACBINE READABLE - Object code and sample problea. 

OPTIONAL PBOGBAB PACKAGE - None, 

OBDEBIMG INFOBBAIION: PBOGBAB HOBBEB 1440UH05X 





PBOGBAB NOBBEB 


DISTl 




EXTENSION 


TYPE 


BASIC 


none 


DTB* 


OPTIONAL 


none 


none 



DISTRIBUTION HEDIUH 
CODE 



OSES VOLOBE 
BEQOIBEBENT 



none 
none 



1440-UH-06X 

HOSPITAL PAIBOLL 



of sections based on one fixed factor. Only one factor 
is used for all courses. The Conflict Batriz Prograa 
determines the number of potential conflicts for a maximum 
of 100 single and double section courses. A matrix is 
printed showing this information. 

The Student Scheduling Program is divided into two phases. 

Phase 1 processes the student request cards against the 
master schedule stored in the disk file to determine 
conflicts. Student conflicts are printed showing student 
information, the course causing the conflict and all courses 
reguested by the student, scheduled information for 
students is written into the disk file. At this point, 
depending on the number of conflicts, the program may go 
to phase 2 or be terminated. 

Phase 2 writes the detail course information for each 
scheduled student into the student master record area. 
It schedules lunch for the fourth or fifth period and study 
halls. The Schedule Printing Program prints the student 
and course information froa the disk file onto the schedule. 
It will print and total course fees where applicable. 

FEATDBES - 

- Will handle 799 courses, 4 sections per 
period or 3200 sections maximum. (Expandable 
with more disk storage) . 

- Uses eight period day and seven student 
reguests 3000 students per disk pack. 

- Prints schedules and punches grade cards at 
eight to ten students per minute — can 
schedule lunch and study halls balances the 
classes and fills classes to specified seat 
capacity. 

- Prints a complete conflict message to provide 
analysis of the reason for a student conflict. 

PBOGBABBIHG SYSTEHS - Written in 1440 Autocoder. 



DESCRIPTION - Bospital Payroll is designed to accomplish 
basic payroll functions of a hospital. Recognizing that 
there are substantial variations in payroll policies among 
hospitals, the system can be easily modified to specific 
requirements. Two file data load programs- Employee Load 
Program and Department Load Program- are used to initialize 
the payroll disk pack and to set up two-sector employee 
records for each employee. Three programs are included 
which perform payroll calculations and printed output. 
The Payroll Begister Program calculates pay for salaried 
employees, paid bi-monthly, and hourly employees, paid 
weekly. This program prints the payroll register showing 
the number of hours worked, gross pay, extra earnings, 
FICA, FIT, total deductions, and new pay. Departmental 
totals are printed and punched as desired. The Check and 
Statement Program prints checks and statements while 
calculating and checking control totals held in disk storage 
from the payroll register run. The third program prints 
a deduction register reflecting employee naae and nunber, 
current gross, current net, and all deductions taken for 
the payroll period. 

Note - These programs run under the monitor contained in 
the IBB 1440 Hospital Patient Billing (1440-UH-01X) 
application prograa. 

PROGBABBING STSTEBS - Written in 1440 Autocoder. 

BINIBDB SYSTEH REQDIREBENTS - A 4K 1441 Processing Unit, 
Model A3, with- Indexing and Store Address Register, Printer 
Attachment, Disk Storage Control, Console Attachment (1447, 
flodel 2)... 1442 Card Read Punch... 1443 Printer, With 
Printer Control... 1447 Console, flodel 1, with Sense 
Switches and a 1447, model 2... 1311 Disk Storage Drive, 
flodel 1. 

BASIC PROGBAB PACKAGE 

DOCDBENTATION - Program write-up... Program 

flannal including listings. 
HACHINE READABLE - Source program. 

OPTIONAL PBOGBAB PACKAGE - None 

CRDEBING INFOBBATION: PROGBAB NUBBER 1440OH06X 

PBOGRAB NUBBER DISTBIBUTION BEDIUfl USES VOLUBE 
EXTENSION TYPE CODE BEQUIREBENT 



OPTIONAL none 



1440-US-01X *H 

SECONDARY SCHOOL PROGRAMS JSTUDENT SCHEDULING) 

DESCRIPTION - Student Scheduling consists of five programs- 
Course Request Tally, Conflict flatrix. Scheduling, Schedule 
Printing, and Utility. The Course Reguest Tally and 
Conflict flatrix Programs are an aid to the school 
administrator in building his master schedule. The Tally 
Program counts the student requests and computes the number 



HIHIBUB SYSTEH BEQUIREBEHST - A 4K 1440 system with Indexing 
and Store Address... 1442 Card Read Punch... 1443 Printer 
with Print Control.. .1447 Console with Sense Switches... 1311 
Disk Storage Drive. 

BASIC PBOGBAB PACKAGE 

DOCUBENTATION - Program write-up. . . Reference 

Banual including program listings. 
BACHINE READABLE - Object program... Sample 

problem. 

OPTIONAL PROGRAH PACKAGE 

DOCUBENTATION - None. 

HACHINE READABLE - Source code. 

ORDERING INFORBATICN: PBOGRAB NUHBER 1440US01X 



PROGRAH NUHBEB 
EXTENSION 



BASIC none 
OPTIONAL none 



DISTRIBUTION BEDIUfl 
TYPE CODE 



DTB* 
DTR* 



USER VOIUHE 
REQUIREHINT 



none 
none 



1440-US-02X 

SECONDARY SCHOOL PBOGRABS (GRADE BEPOBTIHG) 



DESCRIPTION - Grade Reporting consists of four programs 
to aid school personnel in preparing grade reports and 
in compilation of statistics from the grades received by 
students. Grade cards are used to prepare the grade 
reports, update student grade records on disk pack and 
print an honor list. Grade distribution reports are printed 
reflecting totals of letter grades given by a teacher as 
received in a course. Failure lists indicating student 
and course are printed using those grade cards with failing 
grades. 

FEATUBES - 

- Will handle up to seven course per student. 

- Honor list is automatically available after grade report 
run. 

- 6600 students per disk pack. 

- Can print parents name and address on the grade report. 

- Prints grade reports at 10 to 15 students per minute. 

- Grade distributions speed at 300 cards per minute. 

- Failure list printing at up to 150 lines per minute. 

PROGRAHHING SISTEBS - Written in 1440 Autocoder. 

BINIHUB SYSTEB REQUIREBENTS - A 4K 1440 system with Indexing 
and Store Address... 1442 Card Read Punch... 1443 Printer 
with Print Control... 1447 Console with Sense Switches... 
1311 Disk Storage Drive. 



BASIC PROGRAH PACKAGE 

DOCUBENTATION - Program write-up.. 

including program listings. 
BACHINE READABLE - Object program. 

OPTIONAL PBOGBAB PACKAGE 



Reference Hanual 



Sample problem. 
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DOCOBENTATION - Hone. 

BACHINE BEADABLE - Source code. 



ORDERING INFOBBATION: PBOGBAB NOBBEB 1440DS02X 



DISTBIBOTION BEDIOB 
CODE 





PBOGBAB NOBBEB 


DIST! 




EXTENSION 


TYPE 


EASIC 


none 


DTB* 


CPTIOHAL 


none 


DTR* 



OSEB VOLOBE 
REQOIBEBEHT 



none 
none 



1 440-OS-03I *N 

SECOHDABY SCHOOL PBCGBABS (PAYBOLL AMD PERSONNEL) 

DESCRIPTION - Payroll and Personnel Prograas are an aid 
to school personnel in preparing the monthly salaried, 
payroll, writing payroll checks, printing deduction register 
and check reconciliation. The Teacher Contract Program 
prints pertinent teacher data on contract foras. The 
Teacher List Prograa provides school principals with a 
list of teachers in the school. 

FEATURES - 

- Hill handle up to 10,000 personnel payroll records per 
disk pack. 

- Print payroll register and deduction register at speeds 
of 50 to 60 eaployees per minute. 

- Print payroll checks at the rate of 35 to 40 per 
ainute. 

- Prepare reconciliation report at the rate of 
approziaately 300 checks per ainute. 

- Prepare teacher contracts at the rate of 30 to 35 per 
ainute. 

- Prepare teacher lists at the rate of 150 teachers per 
ainute. 

- Sense switch control determines if a pre-payroll or 
payroll register is desired. 

- If a person resigns, his finder card can be held out of 
the payroll runs to delete hii frca the payroll. The 
record will reaain on the disk for end of year report 
writing and can be accessed by replacing the finder card. 

PBOGBABBING SYSTENS - Written in 1440 Autocoder. 

BINIBOB SYSTEfl BEQOIREBEHTS - A 4K 1440 systea with Indexing 
and Store Address... 1442 Card Bead Punch... 1443 Printer 
with Print Control... 1447 Console with Sense Switches... 
1311 Disk Storage Drive. 

EASIC PBOGBAB PACKAGE 

DOCDBENTATION - Program write-up. . . Bef erence Manual 

including prograa listings. 
BACHINE BE AD ABIE - Object prograa... Saaple problem. 

OPTIONAL PBOGBAB PACKAGE 
DOCDBENTATION - None. 
BACHINE BEADABLE - Source code. 

CBDEEING INFOBBATION: PBOGBAB HOBBEB 1440DS03X 

PBOGBAB NDBBIR DISTBIBUTION BEDIDB OSEB VOLOBE 
EXTENSION TYPE CODE REQ0IHEB1NT 
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BINIBOB SYSTEB BEQOIBEBEHTS - A 4K 1440 systea with Indexing 
and Store Address... 1442 Card Bead Punch... 1443 Printer 
with Print Control... 1447 Console with Sense Switches... 
1311 Disk Storage Drive. 

BASIC PBOGBAB PACKAGE 

DOCDBENTATION - Prograa write-up... Reference Banual... 
Program listings. 
BACHINE BEADABLE - Saaple problem. . . Prograa decks. 

OPTIOHAL PBOGBAB PACKAGE - None. 

OBDEBING INFOBBATION: PBOGBAB NOBBEB 1440OS04X 

PBOGBAB NOBBEB DISTBIBOTIOH BEDIOH OSEB VOLOBE 
EXTENSION TYPE CODE BBQOIHEHEHT 



BASIC none 
OPTIONAL none 



DTB* 
none 



none 
none 



CPTICNAL none 



1440-QS-04X *fl 

ATTENDANCE BECOBDING FOB SECCNDABY SCHOOLS 

DESCRIPTION - Attendance Becording consists of an Attendance 
Register Writing Prograa which will aid school personnel 
in the preparation of attendance registers and in 
compilation of attendance statistics for state and federal 
agency report requirements. The Attendance Becording 
Prograa uses attendance cards, which are aarked by the 
teacher or attendance clerk and then Bark sense punched, 
to prepare an attendance register and calculate attendance 
totals and percentages. It will also update the student 
master record on the disk pack. 

FEATOBES - 

- Hill handle up to 25-day attendance period. 

- Hill handle either half day or whole day attendance 
recording. 

- Hill update student aaster record on the disk pack with 
year-to-date absences and tardies. 

- Cards are not aarked when students are present. 

- Hill handle up to 95 attendance cards per ainute. 

- Automatically calculates - aggregate attendance, 
aggregate membership, average daily attendance, average 
membership, percent of attendance. These calculations 
are performed for Bale students, female students, and 
overall student population. 

- Calculates attendance figures for each school and for 
the entire school district. 

PBOGRABMING SYSTEBS - Written in 1440 Autocoder. 



1440-OT-040 *B 

DISK FILE ORGANIZATION BOOTIHES 

DESCRIPTION - These routines will load and maintain 1301 
or 1311 Disk Storage Files on a 1440 system. The new 
version incorporates the additional features of magnetic 
tape input/output, 1301 Disk Storage and 1444 card Punch 
output capabilities. There are two complete sets of 
routines one set generates object programs for a random 
file; the other set generates object prograas for a control 
sequential file. 

The User's File Organization object prograas are generated 
by the 1401/1440/1460 Autocoder (on Disk) Macro-Generator 
froa a series of 1440 IOCS, Version 2, Library Boutines 
and the Disk File Organization Library routines. The user 
supplies the appropriate parameters for generation by means 
of control cards. The object programs for loading and 
maintaining a random file use the chaining method. By 
this technique, records are loaded into a disk location 
determined by a control field within the record. Becords 
whose control data convert to the same disk address are 
linked together with a chain of addresses. The routines 
can generate object programs to add records to and delete 
records from a file. Becords may be loaded or unloaded 
from or to cards, tape, or disk storage. The object 
programs for loading and maintaining a control sequential 
file add records to and delete records from the file without 
destroying the seguence. A sequence-link is used for this 
purpose. A distribution index is built by the programs. 
This index aakes possible quick access to any given record 
in the file. Records may be loaded or unloaded from or 
to cards, tape, or disk storage. 

The requirements for generation of the Oser's File 
Organization object prograas are the same as those for 
1401/1440/1460 Autocoder (on Disk), No. 1401-AO-0K8, and 
1440 IOCS, Version 2, No. 2440-10-010. 

PROGBAHBING SYSTEMS - Written in 1440 Autocoder. 

BINIBOB SYSTEM BEQOIBEMENTS - a 4K 1440 systea for 1311 
usage of 8K 1440 systea for 1301 usage with... one 1442 
Card Read Punch adl 1 or 2 or 1442 Card Reader adl 4... 
One 1311 Disk Storage Drive or 1301 Disk Storage Array... 
1403 Printer adl 2, 3, 5, 6, 1443 Printer or 1447 Console 
adl 2 or 4 (if a log is to be kept during file loading, 
additions, or deletions, the 1443 Printer is required; 
in that case, a 1447 Console adl 1 Bay be used)... one 
1444 Card Punch (required only if punched output is used 
on a systea with 1442 Card Beader adl 4)... one 7335 
Magnetic Tape Unit (required only if tape input or output 
is used) . 



Note: The following prograas are required 
1440-10-010; 1440-OT-041. 



1401-AO-008; 



BASIC PBOGBAB PACKAGE 

DOCUMENTATION - Prograa write-up... Listings... 

Operating Procedures, C24-3134. 
MACHINE BEADABLE - Option 1 - Common and Randoa, and is 
specified by using Prograa Extension number 0PT1. 
Option 2 - Coaaon and Control seguential, and is 
specified by using Prograa Extension Number 0PT2. 
Option 3 - Comaon, Randoa and Control Sequential, 
and is specified by using Prograa Extension Number 
0PT3. 

OPTIONAL PROGBAM PACKAGE 

DOCUMENTATION - Program flowcharts. 
BACHINE BEADAELE - None. 

OBDEBIHG INFOBBATION: PBOGRAB NOBBEB 1440OT040 

PBOGBAB NOBBEB DISTBIBOTION NEDIOB OSER VOLOBE 
EXTENSION TYPE CODE BEQOIREBENT 



BASIC 0PT1 
0PT2 



DTB* 
DTB* 



none 
none 



IBH PHOGRABS 
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OPTIONAL none 



14 40-0 1-041 

DISK UTILITY PROGRAMS 

DESCRIPTION - This system is designed to perform certain 
frequently required operations on 1440 systems with 1311 
or 1301 Disk Storage, without programming effort on the 
part uf the user. The programs provided are - 



Clear-Disk-Storage 

Print-Bisk 

Card-to-Disk 

Tape-to-D^sk 

Disk-Label 



Disk-to-Card 
Disk-to-Tape 
Bisk-Becord-Load 
Copy-Disk 
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Model 6 and one Model 7. 

BASIC PBOGBAH PACKAGE 

DOCUMENTATION - Application Directory... Program 

Description Manual (H20-0551) .. . Operations 

Hanual (H20-0552). 
HACHIHE BEADABLE - Source Code. 

OPTIONAL PBOGBAH PACKAGE - None. 

OBDEBING INFORMATION: PBOGBAH NUHBEB 1450FB20X 

PBOGBAH dUHBEK DISTRIBUTION HEDIDH USEE TOLDHE 
EXTENSION TYPE CODE REQUIREMENT 



BASIC none 
OPTIONAL none 



DTR* 
none 



none 
none 



Each program is generalized, modifying itself to perform 
specific operations by information received through control 
cards. Each program includes an optional disk label 
checking routine for use with 1311 Disk Storage. They 
are designed for use on 4K or larger systems; 8K or greater 
is necessary when processing disk data for which the Track 
Record special feature is required. These programs perform 
such functions as clear disk and generate addresses, supply 
output for file protection purposes, display disk storage 
on the printer, change data or addresses in disk storage, 
and on 1311 Disk Storage create the label track or remove 
the label track, and enter, delete, change, display, and 
punch disk labels. 

HINIHDH STSTEH BEQDIREHENTS - A 4K 1440 system (8K required 
if Track Record format is used) with... 1442 Card Bead 
Punch Hodel 1 or 2 or a 1442 Card Reader mdl 4 and a 1444 
Card Punch... 1443 Printer... one 1311 Disk Storage Drive 
or one 1301 Disk Storage Array... and one 7335 Magnetic 
Tape Unit (tape programs only) . 

BASIC PBOGBAH PACKAGE 

DOCUMENTATION - Write-up... Specifications... 

Operating Instructions. 
MACHINE BEADABLE - Appropriate material delivered. 

OPTIONAL PBOGBAH PACKAGE 

DOCUMENTATION - Listings and flowcharts. 
HACHINE BEADABLE - None. 

ORDERING INF0RHATION: PROGRAM NUHBEB 1440UT041 



PROGBAH NUHBEB 
EXTENSION 



DISTRIBUTION HEDIDH 
TYPE CODE 



USER VOLUME 
REQUIBEHENT 



OPTIONAL none 



IiJ5JtIBz20X *S 

SICR ENTRY PROGBAH SUPPORTS J450 BANK DATA PROCESSING 
SYSTEM 

DESCRIPTION - This program supports the 1450 Bank Data 
Processing System, which is a product entry for the small 
bank industry. The 1450 uses the 1259 Eleven Pocket 
Reader/Sorter. The 1440 Mortgage Loan Accounting (1440- 
FB-04X) , 1440 Savings Accounting (1440-FE-05X) , and 1440 
Demand Deposit Accounting (1440-FB-03X) , Financial 
Application Programs, are available for use on the 1450 
Bank Data Processing System. (1450-FB-02X) . The program 
is to be used in conjunction with the 1440 Demand Deposit 
Program (1440-FP-03X) to convert HICE paper documents to 
disk records in the format reguired to accomplish the 
complete Demand Deposit Application on the 1450 system. 

FEATURES - 

- Establishes and maintains control over all items 
that enter the processing operation. 

- Proves each batch of items with its batch control 
slip. 

- Sorts good HICR items into predetermined pockets. 

- Segregates rejected items for subsequent correction 
and re-entry. 

- Segregates (no on-us) items. 

- Verifies account numbers. 

- Verifies transaction codes. 

- Captures valid HICB item information on disk packs. 

- Prepares batch proof listings. 

USE - The program is to be used in place of the 1440 Demand 
Deposit Conversion run when using the 1450 Bank Data 
Processing System. 

PBCGBAMHING SISTEHS - IBM 1440 Sort 5 ( 1440-SH-030) . 

HINIHDH SYSTEH REQUIBEHENTS - 1441 Processing Unit Hodel 

C4 with cable connected 1259 Reader/Sorter 1442 Card 

Bead Punch Hodel 1... 1443 Printer Hodel 3 or 4 with 
additional print positions... 1447 console Hodel 1 or 2 
with sense switches... two 1311 Disk Storage Drives, one 



1,t6jg-CX-gr8X *H 

ADHINISTBATIVE TERMINAL SYSTEM 

DESCRIPTION - The primary concept of this system is to 
support a typewriter-like terminal for text processing. 
Information is entered from the terminals in either free 
or fixed form. It can be corrected, modified, or 
rearranged. Output formats are flexible and may be 
specified from the terminal. Output may be transmitted 
to any terminal, stored on disk or tape, printed by an 
on-line printer, written as card images on tape, or punched. 
Stored information may be recalled for further processing. 

FEATUBES - 

- Data correction, modification, and rearrangement by - 
backspacing and retyping during entry... retyping 
beginning with a particular work... replacing a word 
or phrase... adding to a line or text unit... deleting 
a' line or other text unit... moving of groups of lines 
or text units... gathering of stored data in any 
sequence... copying of information by transmission 

to the originating terminal. 

- Storage and retrieval of data from disk files cr tape. 

- Transmission of data to any terminal. 

- Output format controlled from the terminal by - limiting 
free-form text line length... justification of right- 
hand margin... intermix of free-form text with fixed 
format information... placing specified heading and 
footing lines on all pages of a document... automatic 
page numbering... controlled vertical spacing... 

- Halting to allow operator intervention for text in- 
sertion or change of print elements. 

- Desk calculator functions - addition, subtraction, 
multiplication, division, roots, powers, factorials, 
evaluation of simple algebraic expressions. 

- Users may add programs to do simultaneous peripheral 
operations such as simple tape-to-printer and card-to- 
tape functions. 

- An improved disk storage organization scheme will give 
improved terminal response on requests involving 
permanent disk storage. 

- 1301 Disk File implementation significantly increases 
permanent storage capacity. 

- Improved storage reporting facilities. 

Principal application areas of the Administrative Terminal 
System are technical manual preparation, proposal writing, 
test report r reparation, financial credit reporting, 
statistical typing, and similar areas. The system may 
also be used for source data entry, capturing data directly 
from a typewriter keyboard. This has particular 
significance in the computer programming area where program 
deck control cards and test decks may be selected, modified, 
combined and made available for running directly from a 
terminal. The system, when properly instructed, can save 
every keystroke made by the operator. To alter the text 
the operator directs the system to locate the characters 
to be chanyeu and instructs it in what manner these are 
to be altered. If a copy of a document is requested, the 
system will produce and transmit it to the terminal. 

PROGRAMMING SYSTEMS - The source program language is 
1401/1440/1460 Autocoder (on disk). 

MINIMUM SYSTEM REQUIREMENTS _ 1 6K 1460 with - Bit Test, 
Console Attachment, Direct Seek, Disk Storage Control, 
Indexing and Store Address Register, Transmission Control 
Unit Adapter on the 1441 Processing Unit Hodel B6 and an 
appropriate Model 1461 Input/Output Control... One 1311 
Disk Storage Drive Hodel 1 Direct Seek... 1447 console 

Hodel 1 with Sense Switches... 1447 Console Hodel 4 

1448 Transmission Control Unit with the 1050/1060 Attachment 
feature and RPQ E38485 and, as reguired. Common Carrier 
Adapter Sets or Line Adapter Sets... a 1402 Card Bead Punch 
Hodel 3 is required unless another 1401/1440/1460 system 
is available to load the program on a 1316 Disk Pack. 

OPTIONAL SYSTEH BEQDIREHENTS - Translate feature on the 
1441 Processing Unit... one to four 1311 Disk Storage 
Drives Hodel 2 with Direct Seek and seek Overlap (at least 
one 1311 Model 2 is strongly recommended)... one to five 
modules of 1301 Disk storage (one 1311 Hodel 2 is 



IBH PBOGEAHS 
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required)... one to six 729 Magnetic Tape Units Model 2, 
it, 5, 6 or 7330 Magnetic Tape Units... 1402 Card Bead Punch 
Model 3... 1403 Printer Model 2 or 3 with the Print Storage 
feature on the 1461 Input/Output Control and EPQ H13490. .. 
line group features and EPQ 811390, as required to attach 
nore than 10 lines to the 1448 Transmission Control Unit. 
If uppercase and lowercase printing with 120 characters 
of Courier type (matching the courier 72 Printing Element 
on the, terminals) is desired using a 1403 Printer Model 
2, BPQ'S 813148 and 818029 on the 1461 Input/Output 
Control... BPQ'S 812033, 812034, 898059, 33 each of BPQ 

E33255, and part 823380 (the chain) on the 1403 Model 2 

BPQ 818019 on the 1441 Processing Unit. 

TEEMINAL BEQUIEEMENTS - 2741 Communication Terminals (up 
to 40) , with Courier 72 Standard Selectric Printing 
Elements, and line adapters if required. ATS supports 
only the correspondence code 2741 Terminals without the 
Interrupt feature. 

BASIC PBOGBAM PACKAGE 

DOCUMENTATION - Application Directory... Application 
Description, H20-0129... Terminal Operators Manual, 

H20-0185 Programmers Manual, H20-0228... console 

Operators Manual, H20-0227. 
MACHINE BEADABIE - Appropriate material delivered. 

OPTIONAL PBOGBAM PACKAGE 

DOCUMENTATION - Systems Manual (Program Flowcharts) . 
MACHINE BEADABLE - 1401/1440/1460 Autocoder (on Disk) 
output file. 

CEDEBIBG INFORMATION: PBOGBAM NOMBEB 1460CX08I 

PBOGBAM NUMBER DISTBIEUTION MEDIUM USEB VOLUME 
EXTENSION TYPE CODE BEQUIBEHENT 

EASIC none DTE* 00 none 

OPTIONAL none 1316 52 02 
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140 1-01.1.017 

RAPID ASSEMBLY PROGRAH BO. 11*043 



C.I. Borstad 



C.E. Williams 

U.S. Bureau of Public Roads 
610 East Fifth Street 
Vancouver, Bashington 

DESCRIPTIOB - RAP was written primarily to eliminate the 
intermediate punching of cards when assembling SPS II 
programs on a card input-output 1401 system. Provision 
was made to obtain an object listing, with or without an 
object one-per-card deck and with or without a condensed 
deck, at the time the program is being assembled. Duplicate 
labels are detected and printed during the first pass and 
at conclusion of the second pass a dump of labels and 
addresses and unreferenced labels is made. The one-per-card 
object deck may be assembled as a source deck and may be 
listed without assembly. A mnemonic of EQU has been added 
to eguate a label to a label previously defined. 

HIBIHDH SYSTEM REQUIREMENTS - 1401 card system with Advance 
Programming Package, Print Control Additional, High-Low- 
Egual Compare and Sense switches. 

EASIC ERCGRAH PACKAGE 

DOCUMENTATION - Brite-up on Microfiche only. 
MACHINE READABLE - Bone. 

ORDERING INFORMATION: PROGRAM NUMBER 1401011017 

Indicate "E N 1" in columns 1-3 and the Program Number 
in columns 4-13 on the IBH Program Order Form. 



TAPE A UTOCODER ASSEMBLY FOR THE J401 

AUTHOR: R. B. Rosenberger 

DIRECT TECHNICAL INQUIRIES TO: 
E. E. Rosenberger 
IBH Corporation 
520 Boylston Street 
Boston 16, Mass. 

DESCRIPTION - This program will assemble source programs 
with restrictions outlined below, on 1401 systems with 
only two tape units. It provides for unlimited 
reiterations, and produces an assembly listing and a program 
deck in the Autocoder condensed format. 

PROGRAMMING SYSTEMS - Britten in 1401 Autocoder. 

MINIMUM SYSTEM REQUIREMENTS 1. 1401 with 4K or larger 
storage. 2. 1402. 3. 1403 with 132 print positions. 
4. Two tape units (729 or 7330) . 5. High/Low/Equal Compare 
feature. 6. Advanced Programming feature. 

EASIC PROGRAM PACKAGE 

DOCUHENTATIOB - Brite-up. 

MACHINE READABLE - Appropriate material delivered. 

OPTIONAL PROGRAM PACKAGE 
DOCUMENTATION - None. 
Machine Readable - Source code. 

ORDERING INFORMATION: PROGRAH NUMBER 1401011018 



DOCUMENTATION - Brite-up. 

MACHINE READABLE - Appropriate material delivered. 

OPTIONAL PROGRAM PACKAGE - 
DOCUMENTATION - None. 
MACHINE READABLE - Source code. 

ORDERING INFORMATION: PROGRAH NUMBER 1401011035 

PROGRAM NUMBER DISTRIBUTION MEDIUM USER VOLUME 
EXTEHSION TYPE CODE REQUIREMENT 



BASIC none 
OPTIONAL none 



DTR* 
DTR* 



none 
none 



1401-01.1.036 *M 

SPS S - AN IMPROVED SPS - ASS EMBLER 

AUTHOR: H. J. Koekkoek 

DIRECT TECHNICAL INQUIRIES TO: 
H. J. Koekkoek 
IBH 1401 Users Club 
Systems Dept. 
P.O. Box 9999 
Amsterdam, The Netherlands 

DESCRIPTION - Two pass assembly of source programs directly 
into condensed cards. Pre-and postlist included. No 
restrictions, extended error checks. Undefined, etc. 
labels printed after pass 1. 

PROGRAMMING SYSTEMS - Britten in SPS Language. 

HIHIHUH SYSTEM REQUIREMENTS - 4K affords possibility for 
usage of over 250 labels per iteration, 8K of over 800. 
No special features needed. 4K-8K-12K-16K, 1402, 1403. 

BASIC PROGRAM PACKAGE 

DOCUMENTATION - Brite-up. 

MACHINE READABLE - Appropriate material delivered. 

OPTIONAL PROGRAH PACKAGE - None. 

ORDERING INFORMATION: PROGRAM NUMBER 1401011036 

PROGRAM NUMBER DISTRIBUTION MEDIUM USER VOLUME 
EXTENSION TYPE CODE REQUIREMENT 



BASIC none 
OPTIONAL none 



DTR* 
none 



none 
none 



1401-01.1.039 

PRE-LIST FOR AUTOCODER SOURCE DECK 



AUTHOR: 



Robert Stern 





PROGRAM NUMBER 


DISTRIBUTION 


MEDIUM 


USER VOLUME 




EXTEBSION 


TYPE 


CODE 


REQUIREMENT 


BASIC 


none 


DTR* 


00 


none 


OPTIONAL 


none 


MT 7/556 


22 


01 






MT 7/800 


24 


01 


1401-01.1.035 








*M 


TAPE SYSTEM LOADER 








AUTHOR: 


R. A. Pescevich 









DIRECT TECHNICAL INQUIRIES TO: 
R. A. Pescevich 
IBH Corporation 
240 Broadway 
Eaterson, New Jersey 

DESCRIPTION - The Tape System Loader permits the 1401 user 
to place several programs on one system tape. The system 
loader can-select a program for loading, add a new program 
to the system from condensed cards or from Autocoder 
loadable tape, delete a program from the system, list all 
the header control records of the programs on the the 
system, place itself on the system tape, and duplicate 
the system ontc another tape. 

PROGRAMMING SYSTEMS - Britten in 1401 tape Autocoder. 

MINIMUM SYSTEM REQUIREMENTS - 8K system with the features 
and equipment for tape Autocoder. However, it can be 
easily modified for a 4k 1401 by changing several modify 
address instructions. 

BASIC PROGRAH PACKAGE 



DIRECT TECHBICAL INQUIRIES TO: 
Robert Stern 
IBM Corporation 
40 Saw Hill River Road 
Hawthorne, New York 10532 

DESCRIPTION - This program will make a thorough check on 
an Autoccder source deck listing each statement and printing 
any errors found in that statement on the same line. In 
addition the program will print at the end of the listing 
a symbol table indicating undefined operands unreferenced 
and duplicable labels. It will check for page/line out 
of sequence, invalid label, invalid operation, column 19, 
flag all non-standard mnemonics as macros, test for all 
logical errors in the operand and compare columns 73 - 
75 to blank. 

PROGRAMHING SYSTEHS - Britten in Autocoder. 

MINIMUM SYSTEM REQUIREMENTS - Requires 8K storage. Advanced 
Programming and High-Low-Equal Compare. 

BASIC PROGRAH PACKAGE 

DOCUMENTATION - Brite-up. 

MACHINE READABLE - Appropriate material delivered. 

OPTIONAL PROGRAM PACKAGE 
DOCUMENTATION - None. 
MACHINE READABLE - Source code. 

OBDERING INFORMATION: PROGRAM NUMBER 1401011039 





PROGRAH NUMBER 
EXTEBSIOB 


DISTRIBUTIOB 
TYPE 


MEDIUM 
CODE 


USER VOLUME 
REQUIREMENT 


BASIC 
OPTIONAL 


none 
none 


CARDS 
DTR* 


15 

00 


none 
none 


1401-01.1.043 
AUTOCODER 


PRE-LIST 






*» 



AUTHOR: H. A. Hiller, Jr. 
DIRECT TECHNICAL INQUIRIES TO: 



COHTRIBtJTED PROGRAHS 
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B. A. Hiller, Jr. 

IBB Corporation 

1120 Connecticut A venae, N. H. 

Washington, D. C. 

DESCRIPTION - Audits basic Autocoder statements for page- 
line sequence, identification, valid mnemonic or actual 
operation including standard Autocoder/IOCS macros, valid 
systolic or actual operands including valid D-modifier 
to aneaonic relationship, logical instruction length, 
blanks in card coluans 73 - 75, and duplicate or undefined 
labels within the liaits of storage. 

PBOGBAHBING SYSTEHS - Britten in Autocoder. 

HIBIBUH SYSTEM REQUIBEHENTS - Beguires 4K 1401, 1402, 1403 
Hod. 1 or 2, High-Iow-Egual Coapare, and Advanced 
Prograaaing. Label capacity is 666 for 8K, 1333 for 12K 
and 2000 for 16K. Program has 887 Autocoder source 
stateaents occupying 3976 positions of storage. 

BASIC PBCGBAH PACKAGE 

DOCUMENTATION - Write-up. 

BACHIHE READABLE - Appropriate Material delivered. 

OPTIONAL PBOGBAB PACKAGE 
DOCUBENTATION - None. 
BACHINE READABLE - Appropriate material delivered. 

ORDERING INFORMATION: PROGBAB NUBBEB 1401011043 



The source deck being assembled is read twice. The first 
reading sets up an internal label table, the second tiae 
through a condensed deck is punched and the listing printed. 
A label table is also printed with unreferenced and 
duplicate labels indicated as such. MA, SAB, SBB, BIZ, 
BCB, BBE, and indexing cannot be assembled with this 
program. Tape, disk, and drua instructions of any type 
cannot be assembled. There is a aaxiaua number of labels 
that can be processed and this varies from 224-252. DSA, 
DS, DC and DCW cards are placed in memory where they appear 
in the source deck. 
PBOGRAMBING SYSTEHS - Written in SPS. 

BINIBUB SYSTEB BEQUIBEBENTS - A 4K 1401 (any BOdel) , 1402, 
and 1403 with no special features is required. 

BASIC PROGRAM PACKAGE 

DOCUBENTATION - Write-up. 

BACHINE READABLE - Appropriate material delivered. 

OPTIONAL PBCGBAH PACKAGE - None. 

ORDERING INFORMATION: PROGRAB NUMBEB 1401011052 



PBOGRAH BOBBER 
EXTENSION 



BASIC none 
OPTIONAL none 



DISTRIBUTION NEDIUB 
TYPE CODE 



DTR* 
none 



USEE VOLUBE 
EEQUIREBENT 



none 
none 





PBOGRAH NUBBEB 


DIST1 




EXTENSION 


TYPE 


BASIC 


none 


DTB* 


OPTIONAL 


none 


DTE* 



DISTBIBDTION MEDIUB 
CODE 



00 
00 



USER VOLUME 
REQUIREMENT 



none 
none 



1401-01.1.056 

1401/1440 EDIT SYSTEB/360 BASIC AS SEMBLY LANGUAGE 



AUTHOR: W. H. Earbee 



1401-01.1 .051 *B 

1401/1460 PACE PBE-ASSEHBLY CHECK AND EDIT 

ADTHOB: E. N. Awerkaap 

DIRECT TECHNICAL INQDIBIES TO: 
B. N. Awerkaap 
IBM Corporation 
23 Hitchcock Hay 
Santa Barbara, California 93105 

DESCBIPTION - PACE brings to the 1401/1460 user an efficient 
and meaningful diagnostic program. It will check and edit 
1401 Autocoder and Autocoder/IOCS source prograas by 
detecting undefined labels, format and parameter errors, 
coding errors and key punch errors. The printed output 
provides a label table in alphabetical order followed by 
a listing of the source program with errors underlined 
by significant special characters. An edit is also 
performed on DIOCS and DTF entries for acceptability and 
spelling. There are three checks of Autocoder stateaents 
pertaining to labels, operation codes and operands. The 
checking results are equal to an Autocoder assembly. 
Printed output options are available with sense switches. 
PACE will allow programmers to become nore productive by 
minimizing program testing. Since it averages between 
195 and 265 cards per minute depending upon the machine 
configuration, it will also eliminate a substantial amount 
of aachine time previously used for assembly and program 
testing. 

PBOGRAMBING SYSTEMS - Britten in Autocoder. 
BINIBUB SYSTEB BEQUIBEBENTS - 1401/1460 system with a 
ainiaum storage of 4,000 positions, 1-1311, High-Lo-Equal 
Compare and Advanced Prograaaing. 

BASIC PBOGBAB PACKAGE 

DOCUBENTATION - Write-up. 

MACHINE READABLE - Appropriate material delivered. 

OPTIONAL PBOGBAB PACKAGE 
DOCUMENTATION - None. 
MACHINE READABLE - Source code. 

ORDERING INFORMATION: PROGBAB NUBBEB 1401011051 



DIBECT TECHNICAL INQUIRIES TO: 
B. H. Earbee 
IBB Corporation 
P. 0. Box 9266 
Raleigh, North Carolina 27603 

DESCRIPTION - This program edits System/360 Basic Assembly 
Language on 1401/1440. It produces a prograa listing, 
literal listing, and label listing. The program processes 
BAL statements; it lists BOS and DOS IOCS aacros and job 
control stateaents as comments. Error messages are 
interspersed in the program listing. 

PROGRAMMING SYSTENS - Written in Basic Assembly Language. 

HINIBUH SYSTEM REQUIREMENTS - A 4K 1401/1440 with indexing 
and Store Address registers, 1402/1442 Card Reader, 
1403/1443 Printer, and one (1) 1311 Disk Drive. 

BASIC PROGBAB PACKAGE 

DOCUBENTATION - Brite-up. 

BACHINE BEADABLE - Appropriate material delivered. 

OPTIONAL PROGRAM PACKAGE - None. 

ORDERING INFORMATION: PROGRAM NUBBEB 1401011056 



BASIC 
OPTIONAL 



PROGRAM NUBBER 
EXTENSION 



none 
none 



DISTRIBUTION MEDIUM 
TYPE CODE 



DTR* 
none 



USER VOLUBE 
REQUIBEMENT 



none 
none 



1401-01.2.003 

THBEE TAPE SORT PBCGBAH 



AUTHOB: 



B. Zuidhof 



DIBECT TECHNICAL INQUIBIES TO: 
B. Zuidhof 

Bataafse Inter. Petrol. Baatschappij 
Data Processing Center 
The Hague 
Netherlands 





PBOGRAH NUHBER 


DISTRIBUTION 


HEDIUH 


USER VOLUBE 




EXTENSION 


TYPE 


CODE 


REQUIREMENT 


BASIC 


none 


CARDS 


15 


none 


OPTIONAL 


none 


DTR* 


00 


none 


■01.1.052 
SPS SINGLE PASS ASSEMBLER 






*B 


AUTHOR: 


Robert E. Harden 









DESCRIPTION - To provide a sort prograa for 1401 Systems 
using 3 magnetic tape units. The program consists of four 
phases and may also be used for merging two tape files 
which are already in ascending order. 

BINIMUM SYSTEB REQUIREMENTS - 4000 positions of cere 
storage. Advanced Programming feature, High-Low-Egual 
Compare feature. Sense Switches feature, three (3) tape 
units (7330 or 729 II or IV) . 

BASIC PBOGBAB PACKAGE 

DOCUBENTATION - Write-up on Microfiche only. 
MACHINE READABLE - None. 



DIRECT TECHNICAL INQUIRIES TO: 
Robert E. Harden 
The Putnam Management Co. 
60 Congress street 
Eoston, Massachusetts 02101 



ORDERING INFORMATION: PROGRAM NUMBEB 1401012003 



Indicate "B N 1" in columns 1-3 and the Program Number 
in columns 4-13 on the IBM Program Order Form. 



DESCRIPTION - This program was designed specifically for 
4K card systems, and completely eliminates the card for 
card punching normally associated with card assemblers. 
No special features are required to use this prograa. 



CONTRIBUTED PBOGBAMS 



CONTINTIED FBOH PBIOB COLUMN 



1 40 1-01.2. 

TTSBT 



AOTHOB: 



TWO TAPE SOBT 



A. C. Forlenza 



EXTENSION TYPE 
BASIC none DTR* 

OPTIONAL none none 



CODE HEQDIREHEHT 

00 none 

none 



DIBECT TECHNICAL INQUIRIES TO: 
A. C. Forlenza 
IBH Corporation 
220 Church Street 
Sew York 13, New York 

DESCBIPTION - This program will sort fixed length, fixed 
blcck records on a two-tape 1101 provided the control 
fields are numeric only. Input and output are on tape. 
User specifies his record size, control fields, etc., on 
a single control card. Portion of documentation of program 
is built into listing using comments and comments cards. 
Up to 5 numeric control fields are allowed. Maximum input 
volume is one reel of tape, therefore, actual number of 
records which can be sorted will vary with block size and 
record length. Maximum input block size is 1200 characters. 

PBOGBAHHING SYSTEMS - Written in SPS. 

MINIMUM SYSTEM EEQUIBEBENTS - 4K memory size is needed 
and sense switches are desireable for use of an operating 
option in the read error routine. No other special features 
are required. 

BASIC PBOGBAM PACKAGE 

tOCUMENTATION - Write-up. 

MACHINE BEADABLE - Appropriate material delivered. 

OPTICNAI PBOGBAM PACKAGE - None. 

CBDEBING INFORMATION: PBOGBAM NUHBEB 1401012012 



PBOGBAM NUMBER 
EXTENSION 



DISTBIBUTION MEDIUM 
TYPE CODE 



USEE VOLUME 
BEQUIBEHENT 



1401-01.2.023 *f! 

IBB 11101/1040/1460/1311 DISK SOBT 

AUTHOB: A.E. Seymour 

DIRECT TECHNICAL INQUIRIES TO: 
A. E. Seymour 
IBH Corporation 
2000 S.W. First 
Portland, Ore. 97201 

DESCRIPTION - This program is a generalized disk sort and 
will run on 1440/1460/1401. Darts-2 will sort fixed length 
blocked or unblocked records in sector mode and fixed 
length records in track mode. Darts-2 will sort ascending 
or decending alpha or numeric. Darts-2 will provide exits 
for job to job linkage, monitor linkage, inquiry linkage, 
can reside on disk or tape, and uses a very small work 
area. Input and output areas may be physically the same 
or addressed the same. 

PROGRAMMING SYSTEMS - Written in 1401-1440 Autocoder and 
consists of 2 Programs. 

MINIMUM SYSTEM REQUIREMENTS- 8K, Advanced Programming, 
Hi-Lo-Eqaul, 1311, 1442-1402. 

BASIC PBOGBAM PACKAGE 

DOCUMENTATION - Write-up. 

MACHINE BEADABLE - Appropriate material delivered. 

OPTIONAL PBOGBAM PACKAGE - None. 

OBDEBING INFOBHATION: PBOGBAM NUMBER 1401012023 



OPTIONAL none 



14 01-01. 2.018 

CASE HEBGE 



PBOGBAM NUHBEB 
EXTENSION 



BASIC none 
OPTIONAL none 



DISTBIBUTION MEDIUM 
TYPE CODE 



DTB* 
none 



USEE VOLUME 
BEQUIBEHENT 



none 
none 



AUTHOB: 



P. B. Mayo 



DIRECT TECBNICAL INQUIRIES TO: 
P. B. Mayo 
5622 7th Road South 
Arlington, Virginia 

DESCRIPTION - This is a card collating program designed 
to seguence check, sequence check with selection, merge, 
merge with selection, match, and match with selection. 
A maximum of 16 parameter controlled fields may be utilized. 

PEOGBAMMING SYSTEMS - Written in Autocoder. 

MINIMUM SYSTEM REQUIREMENTS - A 1401 with 4K, Hi-Lo-Eq 
Compare and Advanced Programming features, a 1402 with 
Punch Feed Read and Read Feed Stacker Delay features and 
any model 1403. 

BASIC PBOGBAM PACKAGE 

DOCUMENTATION - Write-up on Microfiche only. 
MACHINE READABLE - None. 

CBDEBING INFORMATION: PROGRAM NUHBEB 1401012018 

Indicate "E N 1" in columns 1-3 and the Program Number 
in columns 4-13 on the IBM Program Order Form. 



140 1-0 1 .2.022 *H 

8K THREE TAPE SOBT MERGE 

AUTHOB: F. Oberembt 

DIRECT TECHNICAL INQUIRIES TO: 
F. Oberembt 

St. Joseph Indian School 
Chamberlain, S.D. 

DESCRIPTION - The purpose is to provide an alphanumeric 
sort program for 1401 system using three magnetic tape 
units, it is a modification of 1401-01.2.003. Input is 
fixed length blocked unblocked records. Output is ascending 
seguence cnly. 

PEOGBAMMING SYSTEMS - Written in Autocoder. 

MINIMUM SYSTEM BEQUIBEHENTS - Advanced Programming, High- 
Low-Equal Compare sense switches, three tape units (7330 
or 729 II or IV.) and 8000 positions of core. 

BASIC PBOGBAM PACKAGE 

DOCUMENTATION - Write-up. 

MACHINE BEADABLE - Appropriate material delivered. 

OPTIONAL PBOGBAM PACKAGE - None. 

OBDEBING INFOBHATION: PBOGBAH NUHBEB 1401012022 

PRCGRAH NUMBER DISThlBUilON MEDIUM USER VOLUME 



1401-01.2.02 5 

1401 SORT 7 - 1311 DISK LOAD 



AUTHOR: F. P. Welch 



DIRECT TECHNICAL INQUIRIES TO: 

University of California 

Group A0-7 

Los Alamos Scientific Laboratory 

P. O. Box 1663 

Los Alamos, N.M. 87544 



DESCRIPTION - Sort 7 may be loaded from disk as well as 
from tape or cards. In this way, a disk drive can be used 
in place of a fifth tape unit, and Sort 7 may reside on 
the same disk pack with other programs. 

MINIHUM SYSTEM BEQUIBEHENTS - Same as for Sort 7, except 
an IBM 1311 Disk Storage Drive is used instead of fifth 
tape unit. 

BASIC PBOGBAH PACKAGE 

DOCUMENTATION - Write-up on Microfiche only. 
MACHINE BEADABLE - None. 

OBDEBING INFOBHATION: PBOGBAH NUHBEB 1401012025 

Indicate "B N 1" in columns 1-3 and the Program Number 
in columns 4-13 on the IBH Program Order Form. 



1401-01.3.003 

GENEBAL PUBPO SE TA B-BAC K PBOGBA H 



AUTHOB: 



B. 



Smith 



DIBECT TECHNICAL INQUIBIES TO: 
B. T. Smith 

The Warner Brothers company 
325 Lafayette Street 
Bridgeport 1, Conn. 

DESCBIPTION - To provide tabulations or listings of summary 
cards or initial data cards for control and verification 
purposes. This program may have the following 1. Card 
A up to ten, eights column add field descriptions. 2. 
Card B A/up to ten positive, ten column add fields, or 
up to ten negative, eight column add fields, B/ up to three 
classes of comparing of not more than ten columns for each 
class of comparing, C/ up to four classes of totals. 3479 
core positions are required for this program. 

MINIMUM SYSTEM BEQUIBEHENTS - 4K, 1401 card system, with 
the Advanced Programming package, and 1403 Printer. 

BASIC PBOGBAM PACKAGE 



COHTBIBDTED PBOGBAHS 
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EOCDHENTJTION - Write-up on Bicrofiche only. 
HACHIHE BEADABLE - None. 



OBDEBING INFOBHATION: PBOGEAB NUMBER 1401013003 



Indicate "E N 1" in columns 1-3 and the Program Number 
in columns 4-13 on the IBB Program Order Form. 



1401-01 .3.011 *| 

ONE CABD 80-80 LIST 

ADTHOB: B. Bardin 

DIRECT TECBNICAL INQUIBIES TO: 
H. Bardin 

New York University 
Engineering Besearch Division 
Data Processing 6 Computation Lab 
233 Fordham Landing Boad 
Bronx 68, New York 

DESCBIPTION - To provide a compact card listing program 
for use on a 100 or 132 position printer, with the carriage 
being restored at the start of the job and on forms 
overflow. Operating procedures place deck to be listed 
behind program card in read hopper. Load program. To 
bring, last card, press start. 

HINIBOB SYSTEfl BEQOIBEBENTS - Any 1401 flodel with 3 index 
registers. 

BASIC PBOGBJH PACKAGE 

EOCDBENTATION - Write-up. 

MACHINE BEADABLE - Appropriate material delivered. 

OPTIONAL FBOGBAB PACKAGE - None. 



CONTINUED FBOB PBIOB COLUHN 

each job instead of an entire program. This program can 
take the place of many programs for listings and 
tabulations. Listing, tabulating, and group indicating 
fields cannot be greater than fourteen fields. Baximum 
counter size is ten digits in all cases, flinor, 
intermediate and major breaks are each controlled by one 
field of thirty columns maximum. 

PBOGBABBING SYSTEBS - Written in SPS. 

BIHIBUB SYSTEH BEQOIBEBENTS - A 1401 with 4,000 positions 
of storage and Hi-Low-Egual Compare, 1402 and 1403 Bodel 
1 or 2. Uses 3,988 positions of storage. 275 lines per 
minute output during a listing job and 400 cards per minute 
during a tabulate job on a 1401 system without print 
storage. 

BASIC PBOGBAH PACKAGE 

DOCUMENTATION - Write-up. 

MACHINE BEADABLE - Appropriate material delivered. 

OPTIONAL PBOGBAB PACKAGE - None. 



OBDERING INFOBBATICN: PBOGBAB NUHBEB 1401013022 



PBOGBAH NUNBEB 
EXTENSION 



BASIC none 
OPTIONAL none 



DISTRIBUTION MEDIUM 
TYPE CODE 



DTB* 
none 



USEE VOLUBE 
HEQUIBEBENT 



none 
none 



1401-01.3.02 4 

1401/1460 PRINT LABGE CONSECUTIVE NUBBEBS ON LABELS 



AUTHOB: 



Paul K. Duerr 



CBDEBING INFOBHATION: PBOGBAB NUBBEB 1401013011 



PBOGBAB NUBBEB 
EXTENSION 



BASIC none 
OPTIONAL none 



DISTBIBUTION BEDIUB 
TYPE CODE 



DTB* 
none 



USEB VOLUBE 
REQOIBEHENT 



none 
none 



1 401-01 .3.018 

S ELF CENTEBING QUICK BEPOBT ( QUICKIE) 



AUTHOR: 



N. T. Redfern 



DIRECT TECHNICAL INQUIRIES TO: 
N. T. Redfern 
Package Bachinery Company 
330 Chestnut Street 
East Longmeadow, Bass. 01028 

DESCRIPTION - Produce quick geometrically spaced printed 
report without designing a specific layout, as a listing 
or tabulation, with or without summary punching, onto one 
of three specified sizes of paper widths (8 1/2 in., 10 
5/8 in., 14 7/8 in.) according to field definition and 
field control established by preparation of simple control 
cards. 

PROGRAMMING SYSTEBS - Written in SPS. 

BINIBUB SYSTEH REQUIREMENTS - A 1401 with 4K storage. 
No special features required, however, eguipment with less 
than 132 Frint positions cannot specify use of 14 7/8 in. 
width paper. 

BASIC PROGRAB PACKAGE 

DOCUHENTATION - Write-up. 

MACHINE READABLE - Appropriate material delivered. 

OPTIONAI EBOGBAH PACKAGE - None. 

OBDEBING INFOBBATION: PBOGBAB NUHBER 1401013018 

PBOGBAB NUHBEB DISTRIBUTION HEDIUfl USEB VOLUBE 
EXTENSION TYPE CODE BEQUIBEBENT 



DIBECT TECHNICAL INQUIRIES TO: 
Paul K. Duerr 
IBB Corporation 
Dept. 317 
Owego, Hew York 13827 

DESCBIPTION - The program was designed specifically to 
explode the size of consecutive numbers to be printed on 
inch high labels, but any numbers of from one to nine 
digits may be printed. The numbers printed are all slightly 
less than 7/8 inch in height. Only digits "0" through 
"9 n and blanks may be printed. A control card is needed 
for each application. User routines may be easily included. 

MINIMUM SYSTEM BEQUIBEBENTS - The program may be run on 
any 1401 or 1460. Core size is 1329 locations and no 
special features are required. 

BASIC PBOGBAH PACKAGE 

DOCUHENTATION - Write-up. 

MACHINE READABLE - Appropriate material delivered. 

OPTIONAL PROGRAM PACKAGE - None. 



OBDERING INFORHATION: PROGRAM NUHBER 1401013224 



PROGRAM NUHBEB 
EXTENSION 



DISTBIBUTION MEDIUM 
TYPE CODE 



USER VOLUME 
REQUIREMENT 



OPTIONAL none 



1401-01.4.010 

ESCAPE - EFFORTLESS SYSTEM OF CALCULATING AND PBINTING 
EVERYTHING 



EASIC none 
OPTIONAL none 



DTB* 
none 



none 
none 



1401-01.3.022 *H 

SOHR - SPUE OF THE MOMENT BEPORTIHG 

AUTHOR: G. W. Junkin 

DIRECT TECHNICAL INQUIRIES TO: 
G. W. Junkin 
IBB Corporation 
6900 Fannin Street 
Houston, Texas 77025 

DESCBIPTION - Provides an easy and quick means of producing 
a printed report from card input. This permits a short 
response time for one-time requests and provides a stop- 
gap program to allow additional time for programming a 
specific job. Saves program storage space for it is only 
necessary to retain a maximum cf eight setup cards for 



AUTBOB: W. J. Teagarden 

DIBECT TECHNICAL INQUIRIES TO: 
R. J. Teagarden 
Southern Permanente Services 
143 South Alvarado Street 
Los Angeles 57, California 

DESCRIPTION - A utility program which provides rapid 
conversion of 604, 602, and 528 jobs to the 1401. This 
load and go program also may be used to reproduce cards 
as well as gang punching, selective reproducing, sequence 
numbering, listing or combinations of these operations. 
Two card routines and end-of-file routine may be developed. 
The effective working storage of the object program is 
comprised of 20 counters and 20 Storage units of ten 
positions each. Multiplication and division can be executed 
only from counters. Approximately 1800 positions of core 
are available to build the three routines of 1,000 
positions, 500 positions and 300 positions. 

BINIBUB SYSTEH REQUIBEHENTS - 4K 1401. Punch Feed Read, 
Multiply-Divide and High-Low-Equal Compare features are 
required if prcgram is completely used. 

BASIC PBOGBAH PACKAGE 

DOCUHENTATION - Write-up on Bicrofiche only. 
HACBINE READABLE - None. 

ORDERING INFORHATION: PROGRAH NUHBEB 1401014010 

Indicate "B N 1" in columns 1-3 and the Program Number 



1401 

COBTIHOED FBCH PBIOB PAGE 

in columns 4-13 on the IBH Program Order Fori. 



COHTHIBUTED PBOGRAHS 

1401 
COHTIHUED FBOH PBIOB COLUHN 

OPTIOM1L none none 



1 401-01.4.012 

SCOOP I 6 II 



iOTHOB: 



SIMPLIFIED CONVERSION OF CTHBR PUHCHES 
Louis P. Ponlin 



DIBECT TECHNICAL INQUIRIES TO: 
Louis P. Ponlin 
California-Western State 
Life Insurance Co. 
2020 1 Street 
Sacramento 4, California 

DESCBIPTION - To provide a simple Method of converting 
90 column cards in descending sequence to 80 column cards 
(or Hagnetic Tape) in ascending sequence. 

PROGRAHHING STSTEHS - Written in RPG. 

HINIHUH SYSTEM RBQUIREHEHTS - 1401 with 4,000 positions 
of storage and Coluan Binary device. Scoop II requires 
the Advanced Programing package. The Interchangeable 
Brush Block (BPQ NO. 899287) is not required when using 
SCOOP. 

BASIC PBOGBAH PACKAGE 

DOCUMENTATION - Write-up. 

MACHINE BEADABLE - Appropriate material delivered. 

OPTIONAL PBOGBAH PACKAGE - None. 

OBDEBING INFORMATION: PEOGKAM NUHBEB 1401014012 



1401-01.4.054 *H 

BBPBO-BEPBODUCEB SIHULATOB BOUTIME FOR THE IBB 1401 

AUTHOR: R. Weber 

DIBECT TECHNICAL INQUIRIES TO: 
R. Weber 
IBH Corporation 
1933 W. Wisconsin Avenue 
Milwaukee 3, Wisconsin 

DESCBIPTION - This prograa simulates the 514 Reproducer 
by assembling within core a program to do such operations 
as (1) Adding Holerith information to the card; (2) 
Reproducing and shifting fields of information; (3) Skipping 
over columns; (4) Sequentially numbering cards; (5) Moving 
zones from one column to another; and (6) Adding of zones 
to the desired columns. 

PHOGBAMMING SYSTEMS - Written in SPS. 

HINIHUH SYSTEM REQUIREMENTS - 1401 Model B, with 1402 
Reader Punch, no special features. 

BASIC PROGRAM PACKAGE 

DOCUMENTATION - Write-up. 

MACHINE BEADABLE - Appropriate material delivered. 

OPTIONAL PBOGBAH PACKAGE - None. 

OBDEBING INFORHATICN: PBOGBAH NUHBEB 1401014054 





PBOGBAH NUHBEB 
EXTENSION 

none 

none 


DISTRIBUTION 
TYPE 


HEDIUH 
CODE 


USER VOLUME 
REQUIREMENT 


BASIC 
OPTIONAL 


DTR* 
none 


00 


none 
none 


1401-01.4.022 

TAPE UPDATE UTILITY PROGRAM 






AUTHORS: 


Jerry Kimball 


Marvin Bader 





PROGBAH NUHBEB 
EXTENSION 



BASIC none 
OPTIONAL none 



DISTRIBUTION MEDIUM 
TYPE CODE 



DTB* 
none 



USER VOLUME 
REQUIREMENT 



DIRECT TECHNICAL INQUIRIES TO: 

Jerry Kimball 

U. S. Army Strategy £ Tactics Anal. Group 

4815 Bugby Avenue 

Bethesda 14, Maryland 

DESCBIPTION - To update a BCD tape of N files, whose records 
are less than 880 characters. Entire files, or individual 
records within a file may be deleted, changed, or inserted 
by the use of control cards and the sense switches. 

HINIHUH SYSTEM BEQUIBEHEHTS - Hemory 4K Hodel C 1401 with 
two Tape Units, 1403 Printer, Advanced Programming, 
Hultiply-Divide, and High-Low-Equal Compare. 

BASIC PROGBAH PACKAGE 

DOCUHENTATION - Write-up on Hicrofiche only. 
HACHINE READABLE - None. 

OBDERING IHFCRHATION: PBOGBAH NUHBEB 1401014022 

Indicate "E N 1" in columns 1-3 and the Program Number 
in columns 4-13 on the IBH Program Order Form. 



1401-01.4.051 

SELECTIVE BEPBODUCE - GANG PUNCH FOB THE 1401 



1401-01.4.056 *H 

GENERALIZED T ABULATE AND/OR SEQUENCE CHECKING P BOGBAH 

AUTHOR: L. R. Debuys III 

DIRECT TECHNICAL INQUIRIES TO: 

L. B. Debuys III 
IBH Corporation 
P. 0. Eox 19627 
2640 Canal Street 
New Orleans, Louisiana 

DESCRIPTION - To eliminate the necessity for many individual 
programs required at a 1401 installation to take control 
and balance totals. To provide a rapid means of checking 
sequence of a file of cards prior to a long 1401 program 
run. 

PROGRAHHING SYSTEMS - Written in SPS. 

HINIHUH SYSTEH REQUIREMENTS - 1401-1. 4K, 1402, 1403 Hodel 
1 or 2. 

BASIC PROGBAH PACKAGE 

DOCUHENTATION - Write-up. 

HACHINE BEADABLE - Appropriate material delivered. 

OPTIONAL PROGBAH PACKAGE - None. 

OBDEBING INFORMATION: PROGRAM NUHBEB 1401014056 

PBOGBAH NUHBEB DISTRIBUTION HEDIUH USEB VOLUHE 
EXTENSION TYPE CODE REQUIREMENT 



AUTHOR: 



R. G. Harmon 



DIRECT TECHNICAL INQUIRIES TO: 
R. G. Harmon 
D. C. Government 
Finance Division 
Hnnicipal Center 
3rd e Indiana Avenue N. W. 
Washington, D. C. 

DESCRIPTION - SELRP is a card to card reproduce/gang punch 
routine with provisions for column splitting. The master 
gang punch card must be placed behind the program deck 
whether gang punching or not. 

HINIHUH SYSTEH REQUIBEHEBTS - 1400 core storage positions, 
no special features required. 

BASIC PRCGRAH PACKAGE 

DOCUMENTATION - Write-up. 

HACHINE READABLE - Appropriate material delivered. 

OPTIONAL PBOGRAH PACKAGE - None. 

OBDEBING INFCRHATICN: PROGRAB NUHBEB 1401014051 



BASIC none 
OPTIONAL none 



DTR* 
none 



none 
none 



PROGRAH NUHBEB 
EXTENSION 



DISTRIBUTION HEDIUH 
TYPE CODE 



USEB VOLUHE 
BEQUIBEHENT 



1401-01.4.058 1 

TAPE SEABCH PBOGBAH 

AUTHOR: G. Estep 

DIRECT TECHNICAL INQUIRIES TO: 
G. Estep 

American Airlines HSE Center 
Hanagement Besearch Division 
2000 North Hingo Boad 
Tulsa, Oklahoma 

DESCRIPTION - To search tape files for specific records, 
and emit via printer, card and/or tape any or all such 
data contained within the selected records in an organized 
usable format. 

PBOGBAHHING SYSTEHS - Written in SPS. 

HINIHUH SYSTEH BEQUIBEHEHTS - 8-16K, 2 tapes, Hi-Lo-Equal 
Coipare, Advanced Programming. 

BASIC PBOGBAH PACKAGE 

DOCUHENTATION - Write-up. 

HACHINE BEADABLE - Appropriate material delivered. 



COHTBIBUTBD PBOGBAHS 
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OPTIONAL PBOGBAH PACKAGE - None. 

OBDEBING INPOBHATION: PBOGBAH NUHBEB 1401014058 

PBOGBAH NUHBEB DISTBIBUTION HEDIOH OSES VOIDHE 
EXTENSION TYPE CODE BEQOIBEHEHT 



BASIC none 
OPTIONAL none 



DTE* 
none 



none 
none 



1401 

CONTINUED FBOH PBIOB COLDHH 

HACHINE READABLE - Appropriate naterial delivered. 

OPTIONAI PHOGBAB PACKAGE - None. 

OBDEBING INFORHATICN: PBOGBAH NUHBEB 1401014071 

PBOGBAH NUHBEB DISTBIBUTION HEDIUH USES VOLUHE 
EXTENSION TIPS COBE BEQUIBEHEHT 



BASIC none 
OPTIONAL none 



DTB* 
none 



none 
none 



1401-01.4.063 

HEHOBT DUHP IN BANDS OF J00 POS. 20 CARES 



AUTHOB: 



Dri J. Shafir 



DIBECT TECBNICAL INQUIRIES TC: 
Uri J. Shafir 
IBH Israel Ltd. 
P. 0. Box 2881 
Tel-Aviv, Israel 

DESCRIPTION - This program will print-oat the whole teiar; 
in bands of 100 positions, with numbering of locations. 
The printout format is easily readable and well suited 
for debugging. 

PBOGBAHHING STSTEHS - Written in actual (condensed) . 

HINIHUH SYSTEH BEQUIREHENTS - 4K, 1402, 1403 Hodel 1. 

BASIC PBOGBAH PACKAGE 

DOCOHENTATION - Write-up. 

HACHINE BEADABLE - Appropriate material delivered. 

OPTIONAL PBOGBAH PACKAGE - None. 

OBDEBING INFOBHATION: PBOGBAH NUHBEB 1401014063 



PBOGBAH NUHBEB 
EXTENSION 



EASIC none 
OPTIONAL none 



DISTBIBUTION HEDIUH 
TYPE CODE 



DTE* 
none 



USEB VOLUHE 
&EQUIBEHENT 



none 
none 



1401-01.4.068 

REEB - REPRODUCE. EHIT, EL IHI NATE, BEPBODUCE 



1401-01.4.094 *H 

APTCO - AUTOHATIC PB OGBAHHIN G. TESTING, AND CONDENSING 
OPERATION 

AUTHOB: Frank T. Hoy 

DIBECT TECHNICAL INQUIRIES TO: 
Frank T. Hoy 
Baytheon Co. 
Equipment Division 

Surface Badar and Navigation Operation 
Wayland, Hassachusetts 

DESCRIPTION - APTCO is a load-and-go prograa designed to 
■iniaize programming, testing, and debugging tiae required 
for business programs and yet provide the flexibility to 
handle a wide variety of problems for a card system 1401, 
froa siaple listings, reproductions and gangpunchings to 
complicated reports requiring extensive use of logic 
operations. APTCO will autoaatically handle up to 5 heading 
lines, 9 total levels, and 198 syabolic labels. In one 
pass, APTCO will print a listing of the control cards with 
error indications, print a core dump if desired, and test 
generated program or run actual details. APTCO will 
automatically generate multiply/divide subroutine when 
required and will handle punch feed read problems. 

HINIHUH SISTEH BEQUIBEHENTS - 4K storage - Additional 
storage capacity is entirely available for object program. 

BASIC PBOGBAH PACKAGE 

DOCUHENTATION - Write-up. 

HACHINE BEADABLE - Appropriate material delivered. 

OPTIONAL PBOGBAH PACKAGE - None. 

ORDEBING INFOBHATION: PBOGBAH NUHBEB 1401014094 



AUTHOB; 



Evan J. Staudt 



PBOGBAH NUHBEB 
EXTENSION 



DIBECT TECBNICAL INQUIEIES TC: 
Evan J. Staudt 

E. I. du Pont de Nemours & Co. 
Film Department 
Programming Group 
Erandywine Bldg. 
Wilmington 99, Delaware 

DESCRIPTION - This program will reproduce cards, emit 
characters into output card columns, eliminate input card 
columns from output card columns, and re-arrange input 
card columns to output card columns. 

PBOGBAHHING STSTEHS - Source language is 1401 SPS. 

HINIHUH SYSTEH BEQUIBEHENTS - High-Low-Equal Compare, 
Advanced Programming package. 

BASIC PBOGBAH PACKAGE 

EOCUHEHTATION - write-up on Hicrofiche only. 
HACHINE BEADABLE - None. 

OBDEBING INFOBHATION: PBOGBAH NUHBEB 1401014068 

Indicate "E N 1" in columns 1-3 and the Program Number 
in columns 4-13 on the IBH Program Order Form. 



140J-0J.i-07J 

"CORE DUHP BOUTINE 



BASIC none 
OPTIONAL none 



DISTBIBUTION HEDIUH 
TYPE CODE 



DTB* 
none 



USEB VOLUHE 
REQUIREHENT 



none 
none 



1401-01.4.096 

UNIVERSAL HEHOEY PRINT 



AUTHOR: 



Louis J. Copits 



AUTHOR: Bobert J. Speck 

DIBECT TECHNICAL INQUIRIES TO: 
Robert J. Speck 
IBH Corporation 
Civil Programs, FSD 
1111 Connecticut Avenue 
Washington 6, D. C. 

DESCRIPTION - This is a subroutine which enables the user 
to take core dumps under program control while testing 
his program. Thus, a special program does not have to 
be loaded into the machine each time a core duap is needed, 
nor is it necessary to manually dump the read and punch 
areas. Test time is thereby more efficiently utilized. 

PHOGRAHHING SYSTEHS - Source - Written in SPS. 



DIBECT TECHNICAL JNQUIBIES TO: 
Louis J. Copits 
IBH Corporation 
370 W. 1st Street 
Dayton, Ohio 

DESCRIPTION - This program is designed to provide a legible 
(DOT) memory print. It will automatically modify itself 
to run on a 1401 of any memory size. Only the 00 bank 
must be printed from the console. Core from 081 to the 
upper limit of the object machine is then printed. 

PBOGBAHHING SYSTEHS - Written in Absolute and SPS. 

HINIHIH SYSTEH REQUIBEHENTS - 1401, any model, 1402, 1403, 
Hodel 2. No 1401 special features are required. Contains 
322 SPS instruction and comment cards in 1 per card format. 
The condensed object deck contains 96 cards. Checked out 
on 4K, 8K and 16K systems of varying configurations. A 
single high order core position (i. e. 3999 on 4K system, 
15999 on a 16K system) is destroyed, but a work mark there 
is unchanged. 

BASIC PBOGBAH PACKAGE 

DOCUHENTATION - Write-up. 

HACHINE BEADABLE - Appropriate material delivered. 

OPTIONAL PBOGBAH PACKAGE - None. 



ORDERING INFORHATION: PBOGBAH NUHBEB 1401014096 



PBOGBAH NUHBEB 
EXTENSION 



BASIC none 
OPTIONAL none 



DISTBIBUTION HEDIUH 
TYPE CODE 



DTR* 
none 



USER VOLUHE 
REQUIREHENT 



none 
none 



HINIHUH SYSTEH REQUIBEHENTS 
and High-Low-Equal compare. 



BASIC PBOGBAH PACKAGE 

DOCUHENTATION - Write-up. 



1401 with Advanced Programming 



CONTRIBUTED PROGRAMS 



COHTIHUED FROH PRIOR COIDHH 



1 401-01.4.103 

RELOCATABLE TRACE PROGRAM 

AUTHOR: J. L. Hannasaith 

DIRECT TECHNICAL INQUIRIES TO: 
J. I. Hannasiith 
IBH Corporation 
100 South Hacker Drive 
Chicago, Illinois 



DESCRIPTION - The prograa traces tape, card RAHAC, binary 
and standard 1401 conaands. It shows steps, data, address 
registers and index registers. Output is printed on the 
1403 with one line per prograa step executed. This line 
contains 1. The location of the step being executed, 2. 
The actual step, 3. Up to 15 characters of the B field 
before taking the step, 4. The B field after taking the 
step, 5. The contents of the A and B address registers 
after the step, 6. The contents of index registers 1, 
2, and 3 at the tiae of execution. The trace prograa 
follows an object prograa one step at a tiae by extracting 
your step, placing it in the appropriate trace analysis 
routine and actually executing your step within the area 
occupied by trace. 

PROGRAMING SYSTEHS - Written in aachine language. 

HINIHUH SYSTEM REQUIREHENTS - 1. 8000 positions of core, 
2. Advanced Prograaaing, 3. Any features or devices 
called for in the object prograa. 

BASIC PROGRAH PACKAGE 

DOCUHENTATION - Write-up. 

HACHINE READABLE - Appropriate aaterial delivered. 

OPTIONAL PROGRAM PACKAGE - None. 



R. J. Eoynes 

IBH Corporation 

205 Whitney Avenue 

Hew Raven 10, Connecticut 

DESCRIPTION - To duplicate BCD or binary tape records froa 
13 to 2300 characters in length. With the setting of sense 
switches it will duplicate single or multiple files, and 
write a trailer label. The tape to be duplicated is aounted 
on unit 1 and file protected. The output tape is aounted 
on unit 2 with a File Protect ring. Sense switches are 
set for the options desired. Tape one is read into core, 
tested for size, headers, trailers and noise records and 
written on tape two. The prograa will not copy records 
greater than 2300 characters or less than 12 characters. 

PROGRAMMING SYSTEMS - Written in 1401 Autocoder. 

HINIHUH SYSTEM REQUIREMENTS - A 1401 Model C, 4K system- 
with two tape units, 1402, 1403, Advanced Prograaaing and 
binary features (optional) . 

BASIC PROGRAH PACKAGE 

DOCUMENTATION - Write-up. 

HACHINE READABLE - Appropriate aaterial delivered. 

OPTIONAL PROGRAM PACKAGE - None. 

ORDERING INFORMATION: PROGRAH NUMBER 1401014108 

PROGRAM NOHBER DISTRIBUTION HEDIUH USER VOLUME 
EXTENSION TYPE CODE REQUIREHENT 



OPTIONAL none 



ORDERING INFORHATION: PROGRAH RUBBER 1401014103 



PROGRAM NUMBER 
EXTENSION 



BASIC none 
OPTIONAL none 



DISTRIBUTION MEDIUM 
TYPE CODE 



DTR* 
none 



USER VOLUME 
REQUIREHENT 



none 
none 



140 1-01.4.107 *» 

STACK - STORAGE ON TAPE TO ABRIDGE CARD KEEPING 

AUTHOR: I. A. Epp 

DIRECT TECHNICAL INQUIRIES TO: 
I. A. Epp 
IBH Corporation 
3424 Wilshire Boulevard 
Los Angeles 5, California 

DESCRIPTION - A set of three prograas designed to ainiaize 
punched card storage by stacking card files on Magnetic 
tape. Size and foraat of card files are virtually 
unlimited. The equivalent of up to ten cases of cards 
aay be placed on one 2400-foot reel of tape at 556 cpi. 
The set consists of- 

1. Card to Tape prograa (CTTAP) . 

2. Update prograa (updat) . In addition to adding, 
deleting, or replacing files, this prograa will 
copy the input tape and will furnish a list of 
the file-titles with the nuaber of records in the 
files. 

3. Search prograa (SERCH) to retrieve files in punched 
and/or printed fora. 

PROGRAMMING SYSTEHS - Autocoder with IOCS. 

HINIHUH SYSTEH REQUIREMENTS - Update - 1401 8K, 2 tapes. 
Search and Card-to-Tape - 4K, 1 tape. All 3 prograas 
require 1402, 1403, sense switches. Advanced Prograaaing 
and High-Low-Egual Compare features. 

BASIC PROGRAH PACKAGE 

DOCUHENTATION - Hrite-up. 

HACHINE READABLE - Appropriate aaterial delivered. 

OPTIONAI PROGRAM PACKAGE 
DOCUHENTATION - None. 
HACHINE READABLE - Source code. 

ORDERING INFORHATION: PROGRAH NUHBER 1401014107 



1401-01.4.12 4 * 

HODIFI ED DUHP 

AUTHOR: W. A. Delchamps 

DIRECT TECHNICAL INQUIRIES TO: 
H. A. Delchaaps 
General Electric Co. 
Apollo Support Department 
P. 0. Eox 294 
Huntsville, Alabama 

DESCRIPTION - This routine is the standard IBH 1401 DUHP 
modified to provide the following additional conveniences- 

1. Logic indicators included in printout. 

2. All group larks are changed to lozenges. 

3. Blank blocks of aeaory (X00-X99) are not printed. 

HINIHUH SYSTEH REQUIREHENTS - Positions 1-80 initially and 
81-399 after contents have been printed. 

BASIC PROGRAH PACKAGE 

DOCUHENTATION - Write-up. 

HACHINE READABLE - Appropriate aaterial delivered. 

OPTIONAL PROGRAH PACKAGE - None. 

ORDERING INFORHATION: PROGRAH NOHBER 1401014124 



PROGRAH NUHBER 
EXTENSION 



BASIC none 
OPTIONAL none 



DISTRIBUTION HEDIUH 
TYPE CODE 



DTR* 
none 



USER VOLUHE 
REQUIREHENT 



none 
none 



1401-01.4.126 

PRINT DECISION TABLES 



AUTHOR: 



R. J. Evans 



PROGRAH NUHBER 
EXTENSION 



DISTRIBUTION HEDIUH USER VOLUHE 
TYPE CODE REQUIREHENT 



BASIC none 
OPTIONAL none 



DTR* 
DTR* 



none 
none 



140 1-01.4.108 

TAPE DUPLICATION 



AUTHOR: R. J. Hoynes 

DIRECT TECHNICAL INQUIRIES TO: 



DIRECT TECHNICAL INQUIRIES TO: 
R. J. Evans 

Hedical Service Association of Pennsylvania 
Caap Hill, Pennsylvania 17011 

DESCRIPTION - To print decision tables on 1403 Printer. 
The principle benefits of this method are the ability to 
quickly update and produce decision tables which are 
suitable for photographic reproduction. The input cards 
(one or two per line) identify the line as a title, setup, 
condition or action line. The decision table to be printed 
aay contain any nuaber of lines and allows for 15 rules 
and an else rule. If less than 9 entries are all that 
are needed, only one card need be prepared per line. 
Extended or limited entry aay be used. 

PROGRAHHING SYSTEHS - Written in 1401 Autocoder. 

HINIHUH SYSTEH REQUIREHENTS - This prograa uses 1405 
positions of core storage. 4K 1401, Hi-Lo-Egual Compare, 
Advance Prograaaing features, 1402 Card Reader Punch, 1403 
Printer with 132 positions. 

BASIC PROGRAH PACKAGE 

DOCUHENTATION - Write-up on Hicrofiche only. 
HACHINE READABLE - Hone. 



CONTRIBUTED PROGRAHS 
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ORDERING INFORHATION: PROGBAH NUHEER 1001014126 

Indicate "E 8 1" in columns 1-3 and the Prograi Number 
in columns 4-13 on the IBH Program Order Form. 



1 401-01.4.128 

1401/1410 ADTOCODEB PROG RAM LOGIC DIAGRAHHEB 



AUTHOR: 



T. 0. Hiltabiaie 



CONTINUED FROH PRIOR COLUHN 

required for this program. A minimum of 4K 1401 card 
system with the Advanced Programming package and 1403 
Printer. 

BASIC PROGRAH PACKAGE 

DOCUHENTATION - Write-up. 

HACHINE READABLE - Appropriate material delivered. 

OPTIONAL PROGRAH PACKAGE - None. 

ORDERING INFORHATION: PROGRAH NUHBER 1401014131 



DIRECT TECHNICAL INQUIRIES TO: 
I. 0. Hiltabiaie 
IBH Corporation 
2330 St. Paul Street 
Baltimore 18, Maryland 

DESCRIPTION - This program will machine document the logic 
of a 1401 or 1410 symbolic program written in the Autocoder 
Language. The diagrammer consists of two passes. Pass 

1 builds up a symbol table from the source cards, pass 

2 prints the diagram. The mazimut number of labels in 
the source program being diagrammed varies according to 
object machine size, from a minimum of 125 labels for 1 
4K machine to a maximum of 875 labels in a 16K machine. 
The program analyzes mneumonic OP codes only. Hacro 
instruction analysis cannot be guaranteed correct. 

PROGRAHHING SYSTBHS - Britten in 1401 Autocoder. 

HINIHUH SISTEH BEQOTREHENTS - This program may be run on 
any 1401 or 1410 card system with a minimum of 4K storage 
and one tape drive. Also necessary are the Advanced 
Programming, High-Low-Egual Compare, Expanded Print special 
features. Sense switches are required to process 1410 
source cards. The program will use all of the available 
memory space in the object machine. 

BASIC PROGRAH PACKAGE 

DOCUHENTATION - Write-up. 

HACHINE READABLE - Appropriate material delivered. 

OPTIONAL PROGRAH PACKAGE 
DOCUHENTATION - None. 
HACHINE READABLE - Source code. 

ORDERING INFORHATION: PROGRAH NUHBER 1401014128 



PROGRAH NOHEER DISTRIBUTION HEDIUH USER VOLUHE 
EXTENSION TTPE CODE REQUIREMENT 



BASIC none 
OPTIONAL none 



DTR* 
none 



none 
none 



1401-01.4.133 

TRACE THAT HEE DS NO SPECIAL FEA TURES 



AUTHOR: 



H.N. David 





PROGRAH NUHBER 


DISTRIBUTION 


HEDIUH 


USER VOLUHE 




EXTENSION 

none 


TYPE 
CARDS 


CODE 
15 


REQUIREHENT 


EASIC 


none 


OPTIONAL 


none 


CARDS 


15 


none 


1401-01.4.130 










CARD LIST 


OVERFLOW 








AUTHOR: 


H. E. Thompson 









DIRECT TECHNICAL INQUIRIES TO: 
H.N. David 
IBH Ireland Ltd. 
28 Fitzwilliam Place 
Dublin 2, Ireland 

DESCRIPTION - This track program is an aid for debugging 
programs. It can be used on a basic 1401 system, through 
a program using most special features can be traced. It 
is specifically meant for systems without Advanced 
Programming, as there is no other trace program for these 
systems. It will print out the I address, instruction, 
the contents of the a field, and the contents of the B 
field both before and after every instruction in the prograi 
to be traced. Procedure description the methcd involves 
placing each working area, and printing out the contents 
of the A and B fields for every program involving data 
transfer. 

PROGRAHHING SISTEHS - Britten in SPS. It can also be used 
directly in machine language. 

HINIHUH SISTEH REQUIREHENTS - Basic 1401 DPS; no special 
feature required. Reguires 700 to 1,300 core locations 
depending on refinements. 

BASIC PROGRAH PACKAGE 

DOCUHENTATION - Write-up. 

HACHINE READABLE - Appropriate material delivered. 

OPTIONAL PROGRAH PACKAGE - None. 

ORDERING INFORHATION: PROGRAH NUHBER 1401014133 



PROGRAH NUHBER 
EXTENSION 



DIRECT TECHNICAL INQUIRIES TO: 
H. E. Thompson 

Beacon Hanufacturing Company 
Swannanoa, North Carolina 

DESCRIPTION - This one card program will list 80 column 
cards, test for overflow conditions and skip forms to 
carriage channel 1 if a 12 has been sensed in the carriage 
tape. 

PROGRAHHING STSTEHS - (This one program, of necessity, 
was written in actual language utilizing no present program 
procedures or packages.) The user must press HALT key 
to stop the 1401. 

HINIHUH STSTEH REQUIHEHENTS - Any 1401 configuration will 
accomplish these results. 

BASIC PROGRAH PACKAGE 

DOCUHENTATION - Brite-up on Hicrofiche only. 
HACHINE READABLE - None. 

ORDERING INFORHATION: PROGRAH NUHBER 1401014130 

Indicate ™E N 1" in columns 1-3 and the Program Number 
in columns 4-13 on the IBH Program Order Form. 



n-0 1. 4.131 * 

CONVERT SPS CARD FORHAT TO AUTOCODER CARE FORHAT 

AUTHOR: Richard A. Powers 

DIRECT TECHNICAL INQUIRIES TO: 
Richard A. Powers 
325 Lafayette Street 
The Warner Brothers Co. 
Bridgeport 1, Conn. 

DESCRIPTION - To convert programs previously punched in 
SPS to Autocoder. Similar routines. IBH 4 tape Autocoder. 

PROGRAHHING STSTEHS - Written in 1401 card Autocoder. 

HINIHUH SISTEH REQUIREHENTS - 4K 1401 with the Advanced 
Programming package. 2,008 positions of storage are 



BASIC none 
OPTIONAL none 



DISTRIBUTION HEDIUH 
TYPE CODE 



DTR* 
none 



USER VOLUHE 
REQUIREHENT 



none 
none 



1401-01.4.1 36 

WRITE AND READ TAPE CHECK 



AUTHOR: 



Perry Pasguale 



DIRECT TECHNICAL INQUIRIES TO: 
Perry Pasquale 
8800 First Avenue 
North Bergen, N.J. 

DESCRIPTION - This program may be used to classify the 
workability of tapes and/or give an indication of the 
reading and writing temperament of a tape unit. 1 to 6 
tape drives may be used. It will- 

1. Heasure tape from reflective spot to reflective spot. 

2. Print errors in feet and inches from load point. 

3. Print tape number-3 position-and unit number en which 
errors has occurred. 

4. Store 15 errors for each reel. If there are more than 
15 errors, they will print out as they occur. 

5. Print out as they occur with sense switch B on before 15 
errors. 

6. Print a listing of errors at the end of each reel. 

7. Rewind after writing and halt. Rewind and unload at 
the end of reading. 

The program will begin by writing a record of 1807 
characters - part of which will be the program and the 
remainder in periods A8821. High density reads or writes 
556 characters per inch. Inter-record gap is 3/4 inch. 
556 x 3 1/4 inches is 1807 characters plus 3/4 inch inter- 
record gap. Thus each time a record is read or written 
it passes 4 inches of tape making it possible to measure 
tape and indicate position of error. 

HINIHUH SISTEH REQUIREHENTS - 1401 4000 core positions 
min. Sense switches, High-Low-Equal Compare; indexing. 

BASIC PROGRAH PACKAGE 

DOCUHENTATION - Brite-up on Hicrofiche only. 



CONTRIBUTED PROGRAHS 



1401 

CONTINUED FBOH PBIOB PAGE 

HACHINE BEADAELE - Hone. 

ORDERING INFORHATION: PBOGHAH NUHBEB 1401014136 

Indicate n E N 1" in columns 1-3 and the Program Number 
in columns 4-13 on the IBH Program Order Fori. 



1401-01.4.145 *H 

SJiJiCT DATA BBTRIEVAI SYSTEM 

AOTHOBS: B. A. Began K.P. Swallow 

DIBECT TECBHICAL INQUIRIES TO: 
B.A. Began 

Organization 6 Hethods Div. 
Standard Oil Co. of California 
225 Bush St. 
San Francisco, Calif. 94120 

DESCRIPTION - Retrieve information froa magnetic tape 
files. It will (s) earch, (e) ztract and sort, (l)ist, 
(e)dit, (c)ount and (t)otal. Search, extract and sort, 
list, edit, count and total. It compiles an extract program 
and a report writing program and combines thea\ with sort 
to form a complete system. Permits up to nine reports 
from one pass of tape file with up to 5,000 characters 
in the input record. Features- English language 
specification statements, multiple reports per pass, 
automatic editing, fast compiler, unlimited levels of 
criteria, multi-reel files, single or blocked record, with 
or without labels, good diagnostics, automatic security 
check, restart procedures, users exits. 

HINIHOH SYSTEB REQUIRBBENTS - An IBB 1401 with 8K memory. 
Adv. Prog., HI-LO-EQ, and 4 tape units. 

BASIC PBOGBAB PACKAGE 

DOCUBENTATION - Write-up. 

BACBINE BEADABIE - Appropriate material delivered. 

OPTIONAL PBOGBAB PACKAGE 
DOCUBENTATION - None. 
HACHINE BEADABIE - Source code. 

OBDEBING INFCBB1TIOH: PBOGBAB NDBBEB 1401014145 



CONTINUED FBOH PBIOB COLUHN 

IBB Corp. 

1512 Genesee Street 

Utica, H.Y. 

DESCRIPTION - A program designed to convert 1401 symbolic 
programs to the Autocoder format. Input-output commands 
and DSA'S will net be converted. Special attention should 
be paid to SS and CC commands to see that their format 
is acceptable to the Autocoder for a specific machine. 
Output may be printed only, or printed and punched. All 
special "OP" codes will be converted so that the output 
should be ready for an Autocoder assembly once the I/O 
commands and DSA's are changed. The program should take 
care of about 98 percent of the conversion effort. This 
program was designed primarily for 1401 card systems, but 
should be helpful in the conversion of tape and BABAC 
systems if the programs were written in SPS. 

PBOGRABBING SYSTEBS - Written in SPS. 

BINIBUB SYSTEfl REQUIBEBENTS - 1401-A3, 1402, 1403 (flodel 
2 for full printout) , sense switches. 

BASIC PBOGBAB PACKAGE 

DOCUBENTATION - Write-up. 

BACHINE READABLE - Appropriate material delivered. 

OPTIONAL PBCGRAB PACKAGE - None. 



ORDERING INFORMATION: PROGBAB NUBBEB 1401014160 



PBOGBAB NUBBEB 
EXTENSION 



BASIC none 
OPTIONAL none 



DISTRIBUTION HEDIUB 
TYPE CODE 



DTR* 
none 



DSEB VOLUME 
REQUIREMENT 



none 
none 





PROGBAB NUBBEB 


DISTBIBUTIOH 


MEDIUB 


USER 


VOLUME 




EXTENSION 


TYPE 


CODE 


REQUIREMENT 


BASIC 


none 


DTB* 


00 




none 


OPTIONAL 


none 


DTR 7/556 


22 




none 






DTB 7/800 


24 




none 


1401-01.4.158 










*M 


GENERAL PURPOSE TAPE DUNP 










AUTHOR: 


D.L. Weimer 











DIRECT TECBNICAL INQUIRIES TC: 
D.L. Weimer 

E.S. Preston 6 Assoc, Ltd. 
1620 E. Broad Street 
Columbus, Ohio 43203 

DESCRIPTION - This operation will print in a highly legible 
format the contents of BCD tape records. A maximum of 
a hundred characters on a line are printed with periods 
defining left and right margins. The core capacity of 
the computer is determined at object time and a maximum 
of (nemory size) 959 characters can be dumped from each 
tape record. The character count of each record is 
displayed alongside the printed record and a record count 
is displayed upon each end-of-file. Sense switch options 
permit arbitrary suppression of printing and halts on end- 
of-file. Parity error diagnostics are very complete. 
When a record cannot be correctly read after a cleaning 
procedure has been utilized, it is printed as it read into 
core along with an error warning message. 

PBOGRABBING SYSTEMS - Written in Autocoder. 

BINIBUB SYSTEB BEQUIREBENTS - One magnetic tape drive 

1403 Printer -(132 positions)... 1402 Card Reader... 
additional Sense Switches... High-Low- Egual Compare... 
4K or greater core... Advanced Programming... Bodify-Add 
Instruction... 1407 Inquiry Station (optional). 

EASIC PROGRAB PACKAGE 

DOCUMENTATION - Write-up on Microfiche only. 
BACHINE READABLE - None. 

ORDERING INFORHATION: PROGRAM NUBBER 1401014158 

Indicate "B N 1" in columns 1-3 and tk« Program Number 
in columns 4-13 on the IBB Program Order Form. 



1401-01.4.160 

CONVERS ION OF SPS TO AUTOCODER 



1401-01.4.165 *l 

SOPHISTICATED SPS TO AUTOCODE R CONVERTER 

AUTHOR: C.F. Wilkes 

DIRECT TECHNICAL INQUIRIES TO: 
C.F. Wilkes 
1550 Elmsfbrd Avenue 
La Habra, Calif. 90632 

DESCRIPTION - Two programs are included. SPSAC is designed 
to convert a program in the SPS source language tc a prog ran 
in the Autocoder source language, which is compatible with 
the basic Autocoder produced by the IBB Dallas Data Center. 
An extremely sophisticated Autocoder program is produced, 
designed to be as close as possible to a program originally 
written in Autocoder. CONAC is designed to reproduce an 
SPS condensed card format object program into an Autocoder 
condensed card format object program, when no source 
language program is available, and it is desirable to have 
all object programs in only one format. 

PROGRAMMING SYSTEBS - Written in SPS source language. 

MINIMUM SYSTEH REQUIREMENTS - 1401 4K, card system. 

BASIC PROGRAM PACKAGE 

DOCUBENTATION - Write-up. 

BACHINE READABLE - Appropriate material delivered. 

OPTIONAL PROGRAB PACKAGE 
DOCUBENTATION - None. 
HACHINE READABLE - Source code. 

ORDERING INFORHATION: PROGRAM NUMBER 1401014165 



PROGRAM NUBBEB 
EXTENSION 



BASIC none 
OPTIONAL none 



DISTRIBUTION BEDIUH 
TYPE CODE 



DTR* 
DTR* 



USER VOLUHE 
REQUIREMENT 



none 
none 



James W. Harper 



DIRECT TECBNICAL INQUIRIES TO: 

James W. Harper 



1401-01.4.176 *J 

1401/1311 DISK ADDRESS UTILITY 

AUTHOR: R.J. Taylor 

DIRECT TECHNICAL INQUIRIES TO: 
R.J. Taylor 
IBB Corp. 

1776 John F. Kennedy Blvd. 
Philadelphia, Pa. 19103 

DESCRIPTION - This program was written to handle 1311 disk 
maintenance requirements not covered heretofore in any 
library program, but which occur in most 1311 installations. 
With the use of this program, it is now possible to change 
the addressing structure of a disk pack to any natural 
or unnatural range without altering the data written on 
the pack. Unnaturally addressed packs, such as the system 
pack for Autocoder, 1401-AU-008 may now be copied; label 
tracks may also be copied. The standard disk utility 
programs do not provide these operations. 

Options elected by control cards are- Change addresses 
without disturbing data, - Change addresses and clear 
data,- Copy one disk pack to another, and- Compare one 



COHTRIBOTED PROGRAMS 
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disk to another. 

PROGRAMMING STSTEHS - Written in Autocoder. 

MINIMUM SYSTEM REQOIHEHENTS - 4K system with High-Low-Equal 
Compare and Advanced Programming features and will copy 
a full pack in approximately six minutes. 

BASIC PROGRAM PACKAGE 

EOCOBENTATIOH - Write-up. 

MACHINE BEADABLE - Appropriate material delivered. 

OPTIONAL PBOGBAH PACKAGE - Hone. 

ORDERING INFORMATION: PROGRAM HOHBEB 1401014176 



CONTINUED FROH PBIOB COLOBH 



PBOGBAH HOHBEB 
EXTENSION 



BASIC 
OPTIOHAL 



none 
none 



DISTRIBOTIOH BEDIOB 
TYPE CODE 



DTR* 
none 



DSEB VOLOBE 
BEQOIREBENT 



none 
none 



PBOGRAB NOHBEB 
EXTENSION 



DISTRIBOTIOH BEDIOB 
TYPE CODE 



BASIC 
CPTICNAL 



OSES 70L0HE 
BEQOIREBEHT 



none 
none 



1401-01.4.181 *M 

BEPAIB DISK BECOBD 

AOTHCB: Sidney Raid 

DIRECT TECHNICAL INQUIRIES TO: 
Sidney Raid 

Fischer and Porter Co. 
7826 Spring Avenue 
Elkins Park, Pa. 19117 

DESCRIPTION - To alter the contents of a 1311 Disk Sector, 
using a control card which contains -a The disk address 
of the sector, -b The low order position of the portion 
of the sector to be changed, -c The number of characters 
to be altered, and -d The replacement data. Any number 
of such changes may be made with one loading of the program. 
Control cards may be in any order. 

PBOGRABHING SYSTEHS - Written in Fixed/Float Language. 

HINIBUH SYSTEM REQOIBEHENTS - 1600 position, IBB 1401 with 
1403 Printer, 1402 Card Reader and 1 - 1311 Disk Drive. 

BASIC PBOGBAB PACKAGE 

EOCOBENTATIOH - Write-up. 

HACHIHE READABLE - Appropriate material delivered. 

OPTIONAL PBOGRAB PACKAGE - None. 

ORDERING INFCRBATION: PBOGBAH NOBBEB 1401014181 



11-01.4.187 *H 

1311 DISK RECORD FINDER 

AOTHOR: S. Wald 

DIRECT TECHNICAL INQUIRIES TO: 
S. Wald 

7826 Spring Avenue 
Elkins Park, Pa. 19117 

DESCBIPTION - To search an IBB 1311 Disk File for records 
whose control field matches a search argument punched in 
a control card. Each such record, together with its disk 
sector address, is printed in block style. Becords must 
be fixed length, multiples of 5 characters and up to 125 
characters long. The control field may range in length 
from 1 to 64 consecutive characters. 

PROGBABBIHG SYSTEHS - Written in Fixed/Float Language. 

HIHIBOB SYSTEB BEQOIBEHEHTS - Approximately 5,000 positions. 
An IBB 1401 with 1403 Printer, 132 print positions, one 
1311 Disk Drive with Direct Seek feature. 

BASIC PBOGRAH PACKAGE 

DOCOHEHTATION - Write-up on Hicrofiche only. 
BACHINE BEADABLE - None. 

OBDEBIHG IHFOBBATIOH: PBOGBAB NOBBEB 1401014187 

Indicate "B N 1" in columns 1-3 and the Program Number 
in columns 4-13 on the IBB Program Order Form. 



1401-01.4.188 

ONE OF ONE - 80180 BEPBODOCE WITH LAST CABD TEST 



AUTHOR: 



Carney 



PBOGBAB NOBBER 
EXTENSION 



DISTRIBOTION HEDIOH 
TYPE CODE 



OSEB VOLOHE 
BEQOIBEBENT 



BASIC 
OPTIONAL 



140 1-01.4.186 

14 01/1460-13 11 DISK PROGBAB LOADEB 



AOTHOB: 



H.A. Hoore 



EIRECT TECHNICAL IHQOIBIES TO: 
H.A. Hoore 
IBB Corp. 
206 Bain St. 
Johnstown, Pa. 

DESCBIPTION - The Disk Loader provides the user with means 
of storing his programs on disk and calling them intp core 
for execution with one card. This card is a one card 
program which brings in the Loader from disk, which in 
turn brings in users program from disk. The Loader is 
almost identical to the Condensed Card Loader except that 
the Loader reads disk records in the condensed format 
instead of cards, also it is not relocatable. Overlays 
are handled the same as with the condensed Card Loader. 
Approximately 9 sectors of disk storage are needed for 
every 800 core positions of program. Programs and Loader 
need not be on the same pack. Loading is 25 percent faster 
than with Card Loader, one call card replaces object deck. 
Leader uses core locations 1-330 and read, punch and print 
areas can be cleared after program has been loaded. There 
is no group nark word mark restriction. Call card is 
compatible with job stacking because a seldom used special 
character, card code 0-6-8, is in column 80. 

PROGRAMMING SYSTEMS - Written in 1401-1311 Autocoder. 

HINIHOH SYSTEH REQOlREBENTS - 1401 with flodify Address 
instruction - at least one 1311 - Printer - 1402 Reader 
Punch. If Modify Address feature is not available, program 
modification is necessary. 

BASIC PROGRAB PACKAGE 

DOCOMENTATION - Write-up. 

MACHINE READABLE - Appropriate material delivered. 

OPTIONAL PROGRAM PACKAGE - None. 

CBDEBING IHFORHATIOH: PROGRAB NOBBER 1401014186 



DIRECT TECHNICAL INCOIRIES TO: 
T. J. Carney 
9th D.P.P. H 5 S Co. 
2nd Serv. Bn. 
2nd Bar. Div. 
Camp LeJeune, North Carolina 

DESCRIPTION - This one card program reads a card and moves 
the data into the punch area before it punches insuring 
that the first card out is a valid reproduction of the 
first data card in. The program does not have to be 
reloaded if more reproducing is desired. This one card 
program contains a list card test that will process the 
last card and give a program halt, eliminating the continous 
cycling of the 1402. 

BINIMOB SYSTEM REQUIREMENTS - No special features reguired 
and uses only 400 positions of storage. Speed is 192 cards 
per minute. 

BASIC PROGRAM PACKAGE 

DOCOMENTATION - Write-up. 

MACHINE READABLE - Appropriate material delivered. 

OPTIOHAL PROGRAH PACKAGE - None. 

ORDERING INFORBATION: PROGRAH NOBBER 1401014188 



PROGRAH RUBBER 
EXTENSION 



BASIC none 
OPTIONAL none 



DISTRIBOTION BEDIUB 
TYPE CODE 



DTR* 
none 



OSEB VOLOHE 
REQUIREHENT 



none 
none 



1401-01.4.18 9 *» 

1401/1440/1460 RESEQUENCE A0T0CODER SOORCE PBOGBAHS - RASP 

AUTHOR: 0. Sinclair 

DIRECT TECHNICAL INQOIRIES TO: 
0. Sinclair 

Programmer-Data Processing Division 
Pocket Books, Inc. 
One Rest 39th Street 
New York, New York 10018 

DESCRIPTION - At various times, it becomes necessary for 
a reseguenced source program deck to be obtained. RASP 
was devised to permit resequencing before, and competely 
independent of, valuable assembly processing time. RASP 
uses 31 core storage positions for actual program operation 
as well as the read and punch storage areas. 

The resultant output deck contains the original source 
card information from column 6 through 72 and the new 
seguence numbers in columns 1 through 4, starting with 
"0101" in the first, or "job". 



CONTRIBUTED PHOGBAHS 
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HIHIHUH SYSTEH REQUIREHENTS - 1401/1440 or 1460 with no 
special features. 

BASIC EBOGBAH PACKAGE 

DOCUHENTATION - Write-up on Hicrofiche only. 
HACHINE BEADABLE - Hone. 

ORDERING INFORHATION: PEOGBAH NUHBER 1401014189 

Indicate "B N 1" in columns 1-3 and the Program Dumber 
in columns 1-13 on the IBH Program Order Form. 



1 401-01. 4. 1S0 

HUITI-PUBPOSB 80-80 REPRODUCING 



CONTINUED FROM PBIOB COLUMN 

EDB-Centralen 
Gyldenloevesgade 15 
Copenhagen K, Denmark 

DESCRIPTION - ANTIC translates condensed cards of either 
Autocoder or SPS into single-instruction print. Constants 
are - to a high degree - separated from instructions. 
OP-Codes are translated into Autocoder or SPS mnemonics, 
addresses converted to indexed number and - in Autocoder 
- some digit modifiers are built into the mnemonics - BCV, 
BW, BSS, BPCB, A. S. 0. 

PBOGBAHHING SYSTEHS - Written in Autocoder. 

HINIHUM SYSTEH REQUIREMENTS - 4K 1401 Model 3, 1402 Beader, 
1403. 



AOTHOB: B. E. Descheneauz 

DIBECT TECHNICAL IHQUIBIES TO: 
R. B. Descheneauz 
IBH Company Ltd. 
1255 Laird Blvd. 
Hontreal, P.Q. 
Canada 



DESCRIPTION - This 80/80 Reproducing Program Hill reproduce 
each input card into one, two, or three output cards and 
staker select the output cards. This is an advantage over 
single card reproducing programs since the handling time 
for getting several copies out of an input card deck is 
considerable reduced. Execution time is 73 CPH read in 
when triple reproducing, 100 CPH read in when double 
reproducing and 200 CPH read in when single reproducing. 

PROGBAHHING SYSTEMS - Language used - Absolute. 

HINIHOH SYSTEH REQDIREHENTS - Any size 1401 central 
processing unit with Sense Switches and a 1402 Card Bead 
Punch. 

BASIC PROGRAH PACKAGE 

DOCOHENTATION - Write-up. 

HACHINE READABLE - Appropriate material delivered. 

OPTIONAL PROGRAH PACKAGE - None. 

CBDEBING INFORMATION: PROGRAH NUMBER 1401014190 

PROGRAM NDHBER DISTRIBUTION HEDIOH USER VOLUME 
EXTENSION TYPE CODE REQUIREMENT 



BASIC PROGRAH PACKAGE 

DOCUHENTATION - Write-up. 

HACHINE READABLE - Appropriate material delivered. 

OPTIONAL PROGRAM PACKAGE - None. 

ORDERING INFORMATION: PEOGBAH NUMBER 1401014198 



PROGRAM HOHEER 
EXTENSION 



BASIC none 
OPTIONAL none 



DISTRIBUTION HEDIUH 
TYPE CODE 



DTR* 
none 



USER VOLUHE 
BEQUIREHENT 



none 
none 



OPTIONAL none 



14 01-01.4.195 

1401 SPS TO SYSTEM/360 BASIC ASSEMBLER 



AUTHOR: 8. J. Barry 

DIBECT TECHNICAL INQUIRIES TO: 
8. J. Barry 
IBH Corporation 
Seven Penn Center Plaza 
Philadelphia, Pa. 



1401-01.4.205 *H 

CARD SPS TO AUTOCODER FOR 1401/1460 

AUTHOR: N. E. Patton 

DIRECT TECHNICAL INQUIRIES TO: 
N. E. Patton 
IBM Corporation 
1330 Summit Avenue 
Fort Worth, Texas 

DESCRIPTION - This progrma will convert 1401 SPS source 
statements to 1401, 1440, or 1460 full Autocoder. SPS 
source must be in standard SPS source format. It prints 
a source listing of the SPS statement and the new Autocoder 
statement side by side, and punches the Autocoder statement 
with a new seguence no. 

PROGRAMMING SYSTEMS - Written in 1401 Autocoder. 

MINIMUM SYSTEM REQUIREMENTS - 4K 1401 or 8K 1460, 1402, 
1403 with no special features. Program occupies 3205 
positions. There are 576 source statements. 

BASIC PROGRAH PACKAGE 

DOCUMENTATION - Write-up. 

HACHINE READABLE - Appropriate material delivered. 

OPTIONAL PROGRAH PACKAGE - None. 

ORDERING INFORHATION: PROGRAH NUMBER 1401014205 



PROGRAH NUHBER 
EXTENSION 



DISTRIBUTION MEDIUM 
TYPE CODE 



USER VOLUHE 
REQUIREMENT 



DESCRIPTION - A program designed to assist in the 
reprogramming of 1401 SPS symbolic programs into S/360 
Basic Assembler Language. 

Translation is made of common 1401 statement into their 
S/360 equivalent, with flags inserted if generation is 
guestionable. 

PROGRAMHING SYSTEHS - Written in 1401 Autocoder. 



OPTIONAL none 



14 01-01.4.2 07 

RAPID SELECTIVE TBACE 



AUTHOR: L. E. Cohen 



HINIHUM SYSTEH REQUIREHENTS - 1401 or 1460 8000 

positions... Advanced Prog... Hi-Lo-Egual... Sense 
Switches... 1402 Card Read/Punch... 1403 Printer. 

BASIC PROGBAH PACKAGE 

DOCUHENTATION - Write-up. 

HACHINE BEADABLE - Appropriate material delivered. 

OPTIONAL PROGRAM PACKAGE 
DOCUMENTATION - None. 
MACHINE READABLE - Source code. 

ORDERING INFORHATION: PROGRAM NUHBER 1401014195 



PROGRAH NUHBER 
EXTENSION 



EASIC none 
OPTIONAL none 



DISTRIBUTION HEDIUH 
TYPE CODE 



DTR* 
DTR* 



USER VOLUHE 
REQUIREMENT 



none 
none 



DIRECT TECHNICAL INQUIRIES TO: 
L. E. Cohen 
IBH De Hexico, S.A. 
Insurgentes Sur 100 
Hexico, D.F. 

DESCRIPTION - This is a powerful debugging, documentation 
and teaching aid that accurately simulates the functioning 
of the 1401 under control of any object program and prints 
out complete information about what the program is doing 
in an easy-to-read format. 

The instruction address, A and B address register contents 
at the beginning cf the execution phase, the instruction, 
index register contents and up to 18 positions of the A- 
field and the E-field both before and after instruction 
execution are given on a single print line. RST operates 
more rapidly than other similar programs by calculation 
the A-address only when necessary. Minimum restrictions 
apply to the traced program. Loaders supplied permit use 
of trace object program in standard load card or tape 
formats. 



1401-01.4.198 

ANTIC~A LIST OF CON DENSE D CARDS 



B. Enemark 



DIRECT TECHNICAL INQUIRIES TO: 
B. Enemark 



PROGRAMMING SYSTEHS - Basic Autocoder 2K. Any Autocoder 
processor can be used for assembly. 

HINIHUM SYSTEM REQUIREHENTS - 1385 core positions, High- 
Low-Equal and Advanced Programming. Can be used with 4K 
machines. 



COBTBIBDTED PBOGBAHS 



PiGE 042 1401 
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BASIC PROGRAH PACKAGE 

EOCDHENTATION - Write-up. 

MACHINE BEADABLE - Appropriate material delivered. 

OPTIONAL PBOGBAH PACKAGE - None. 

OBDEBING INFCEHATION: PBOGBAH NUHBEB 1401014207 

PBOGBAH NUHBEB DISTBIBDTION HEDIOH USEE VOLUHE 
EXTENSION TIPE CODE BEQOIBEHENT 



1401-01.4.221 

BEPBODUCE ONLT CERTAIN COLUHNS ON THE IBH 1401 



ADTHOB: 



D. E. Erickson 



EASIC none 
OPTIONAL none 



DTB* 
none 



none 
none 



1401-01.4.212 

CJBE COILATOB SIHULATOB 



ADTHOB: 



J. E. Cain 



DIBECT TECHNICAL INQUIBIES TO: 
J. E. Cain 
IBH Corporation 
Box 3467 
Santa Barbara, Calif. 93105 

DESCRIPTION - This prograi will perfora the collator 
functions of sequence check, straight serge, nerge selecting 
equals, nerge replacing equal, merge eguals only, natch 
equals, or pull eguals. The control field is designated 
by a lead card. It may be broken down into 18 sub-fields 
which may contain 80 columns of a card in any order. Both 
files are sequence checked, and the control fields may 
be alphabetic. 

PBOGEAHHING SYSTEHS - Britten in Basic Autocoder 2K. 

HINIHUH SYSTEH BEQDIBEHENTS - 3,244 positions Of storage, 
Hi-Lo-Equal Compare, Punch Feed Bead, and the Bead Stacker 
Select Delay device, BPQ No. W92210. 

BASIC FBOGBAH PACKAGE 

DOCUMENTATION - write-up. 

HACHINE BEADABLE - Appropriate material delivered. 

OPTIONAL EBOGRAH PACKAGE - None. 

OBDEBING INFORMATION: PBOGBAH NOHBEB 1401014212 



DIRECT TECHNICAL INQDIBIES TO: 
D. E. Erickson 
109 Fercliff Lane 
Henersonville, North Carolina 

DESCRIPTION - To reproduce only certain card columns using 
the 1402 as a versatile auxiliary card reproducer. There 
are no restrictions on this program. Any number of columns 
up to and including 80, adjacent or non-adjacent, can be 
reproduced by using a control card. This program is set 
up so that you can reproduce a series of decks. When one 
deck has been reproduced, place another deck with the 
proper header card in the read hopper and press start. 

BASIC PBOGBAH PACKAGE 

DOCOHENTATION - Write-up. 

HACHINE BEADABLE - Appropriate material delivered. 

OPTIONAL PROGRAM PACKAGE - None. 

OBDEBING INFOBHATION: PBOGBAH NOHBEB 1401014221 



BASIC 
OPTIONAL 



PBOGBAH NOHBEB 
EXTENSION 



none 
none 



DISTBIBDTION HEDIOH 
TTPE CODE 



DTB* 
none 



OSER VOLOHE 
BEQUIBEMBNT 



none 
none 



1401-01.4.22 5 

UTILITY PBINT PBOGBAH 



ADTHOB: 



Williams 



PBOGBAH NOHBEB 
EXTENSION 



BASIC none 
OPTIONAL none 



DISTRIBUTION HEDIOH 
TYPE CODE 



DTB* 
none 



OSER VOLOHE 
BEQOIBEHENT 



none 
none 



1401-01.4.220 

1401/1440/1460 JOB CONTBCL MONITOR ON DISK 



DIRECT TECHNICAL INQDIBIES TO: 
J. S. Williams 
Memorial Sloan-Kettering 
444 E. 68th Street 
New York, New York 10021 

DESCRIPTION - This program allows the user to detail list 
any card file in any desired print format, print edit any 
or all card fields, accumulate any or all printed fields 
for: (a) Totaling on control break. (b) Overall totals 
at end of job, including a card count, sequence check input 
file, print headings on page overflow, extra space after, 
printing, bypass detail list and print minor summary totals 
on control break and page overflow on control break. Print 
capacity - no more than 99 positions of output per line. 
Card field capacity - maximum of eight (8) fields of 
printing from card, any number of card columns per field. 
Seguence checking requires Hi-Low-Equal Compare feature 
and control break on one of eight fields. 



ADTHOB: 



N. 



Patton 



HINIMOH SYSTEM BEQOIBEHENTS 
Compare. 



4K 1401 with High-Low-Equal 



DIBECT TECHNICAL INQDIBIES TO: 
N. E. Patton 
IBM Corporation 
P.O. Box 1039 
Fort Worth, Texas 

DESCRIPTION - JOBCO is a program that resides on 1311 Disk 
Storage. JOBCO can monitor user program execution by the 
use of control cards. JOBCO loads user programs on disk 
in core-image form in the area assigned by the user and 
can control 1311 Disk Drive on the system and uses file 
protected addresses to prevent destruction of user programs 
on disk. JOBCO uses the high order 600 positions of core 
storage for permanent and transient routines. These 
routines have the ability to load programs on disk, call 
programs from disk, delete programs on disk, simulate the 
load button for execution of card deck programs, and Frint 
a core dump as directed by the user. Cylinder overflow 
is handled by JOBCO. JOBCO allows stacked jobs to be 
executed as directed by the user. 

PROGRAMMING SYSTEMS - Written in Autocoder. 

MINIHOM SYSTEM REQDIREHENTS - 1401/1440/1460 systems that 
have 8, 12, or 16K with Hi-Lo-Equal, indexing, store 
registers with at least 1 card reader, 1 printer, and 1 
1311 Disk Drive. 

BASIC FBOGBAH PACKAGE 

DOCOHENTATION - Write-up. 

HACHINE BEADABLE - Appropriate material delivered. 

OPTIONAL PBOGBAH PACKAGE - None. 

ORDERING INFORMATION: PBOGBAH NOHBEB 1401014220 

PBOGRAH NOHBEB DISTRIBUTION MEDIOM OSEB VOLOHE 
EXTENSION TYPE CODE REQDIREMENT 



BASIC PROGRAH PACKAGE 

DOCOHENTATION - Write-up. 

HACHINE READABLE - Appropriate material delivered. 

OPTIONAL PROGRAH PACKAGE - None. 

OBDEBING INFOBHATION: PBOGBAH NOHBEB 1401014225 



PBOGBAH NOHBEB 
EXTENSION 



DISTBIBOTION HEDIOH 
TYPE CODE 



OSEB VOLOHE 
REQUIREMENT 



OPTIONAL none 



1401-0 1.4.226 

GENERALIZED TABOLATE WITH OR WITHOUT CONT ROL FIELDS 



AUTHOR: 



E. Staudt 



EASIC none 
OPTIONAL none 



DTB* 
none 



none 
none 



DIBECT TECHNICAL INQUIBIES TO: 
E. Staudt 
Avisun Corporation 
Biver Boad 
New Castle, Del. 19720 

DESCBIPTION - The purpose of the program is to eliminate 
the necessity for many individual programs reguired at 
a 1401 installation to tabulate control and balance totals 
and to provide for up to three control fields total 
indications as well as a final total. A maximum of five 
fields per any given card file can be tabbed with or without 
control field totals and a final total. The user may 
specify up to three control field levies. The user may 
also list each card (control fields) with the associated 
tab fields. 

PBOGEAHHING SYSTEHS - Written in Basic Autocoder for 4K 
1401, compiled with AO-005 with Condense 2. 

BASIC PBOGBAH PACKAGE 

DOCUHENTATION - Write-up on Microfiche only. 
HACHINE BEADABLE - None. 



CONTBIBUTED PBOGBAHS 



1401 

CONTINUED FHCH PBIOB PAGE 

CBDEBIBG INFOBHATION: PBOGBAH NUHBEB 1401014226 

Indicate "J I 1" in columns 1-3 and the Program Number 
in columns 4-13 on the IBH Program Order Form. 



1401-01.4.227 
VABIIIST 



AUTHOB: E. Giegler 

DIBECI TECHNICAL INQUIBIES TO: 
G. Kinble 

Director of Data Processing 
Carleton College 
Northfield, Hinn. 

DESCBIPTION - VABILIST - A load and go processor for 
generating fast running listing programs. Uses a single 
contol card plus heading cards. 

HINIHUH SYSTEM BEQUIBEHENTS - 4K 1401 with sense switches. 
Expanded Print Edit, and 120 print positions. 

EASIC PEOGBAH PACKAGE 

DOCUMENTATION - Write-up on Microfiche only. 
HACBINE BEADABLE - None. 

CBDEBING INFOBHATION: PBOGBAH NUHBEB 1401014227 

Indicate "B N 1" in columns 1-3 and the Program Number 
in columns 4-13 on the IBH Program Order Form. 



1401-01.4.230 

l&ilZim BR AILLE - TBAN - TRANSLATE ENGLISH TO GBADE 2 
Milihl IBS EMBOSS ON A 1403 PBINTEB 

AUTHOBS: T. Beifsnyder J. T. Ferro 

DIRECT TECHNICAL INQDIBIES TO: 
T. Beifsnyder 
IBH Corporation 
9045 Lincoln Blvd. 
Los Angeles, Calif. 90045 

DESCBIPTION - Description of a set of two 1401 programs 
which reguire only 4K of core and no special features. 
The first program takes input from edited English text 
punched into cards and produces an intermediate deck. 
The second program uses the intermediate deck as input 
and embosses Grade 2 Braille directly on a 1403 which has 
had the ribbon removed and the hammers covered with a strip 
of soft material. If editing and keypunching are correct, 
perfect Grade 2 Braille is produced without post-edit. 
Once a translation has been made, any number of copies 
of translating and embossing books of text. 



PBOGBAHHING SYSTEHS 



Written in SPS. 



HINIHUH SYSTEH BEQUIBEHENTS - IBH 1401/1*60 with 4,000 
positions of core storage, 1402 Card Bead/Punch, 1403 with 
132 print positions. 

BASIC PBOGBAH PACKAGE 

DOCUHENTATION - Write-up. 

HACHINE BEADABLE - Appropriate material delivered. 

OPTIONAL EBOGBAH PACKAGE - None. 

OBDEBIBG INFOBHATICN: PBOGBAH NOHBEB 1401014230 



PBOGBAH NOHBEB 
EXTENSION 



DISTBIBDTION MEDIUM USEE VOLDHE 
TYPE CODE BEQUIBEHINT 



BASIC none 
OPTIONAL none 



CABDS 
none 



none 
none 



CONTINUED FBOH PBIOB COLUMN 

HINIHUH SYSTEH BEQUIBEHENTS - 8K, 12K or 16K 1401 or 1460 
with at least one, and up to five, tape drives, a 1402 
Card Beader and Punch, a 1403 Printer with 132 print 
positions, and High- Equal-Low Compare. 

BASIC PBOGBAH PACKAGE 

DOCUHENTATION - Write-up. 

HACHINE BEADABLE - Appropriate material delivered. 

OPTIONAL PBOGBAH PACKAGE - None. 

OBDEBING INFOBHATION: PBOGBAH NUHBEB 1401014232 



PBOGBAH NUHBEB 
EXTENSION 



BASIC none 
OPTIONAL none 



DISTBIBUTION HEDIUH 
TYPE CODE 



DTB* 
none 



USES VOLUHE 
BEQUIBEHENT 



1401-02.0.013 



CABD AUTOCODEB PBOGBAHHING SYSTEH (CAUTO) 



AUTHOB: 



Bernard T. Smith 



DIRECT TECHNICAL INQUIBIES TO: 
Bernard T. Smith 
Warner Brothers Comp. 
325 Lafayette Street 
Bridgeport 1, Connecticut 

DESCBIPTION - To assemble, condense, and list programs 
written in Autocoder Language in one compact and speedy 
routine. Comparison to SPS 16 2- after loading CAUTO, 
two passes of the symbolic source program (the first, at 
up to 800 cards per minute, to load the label table - the 
second, at up to 300 cards per minute, to punch condensed 
cards and print a program listing) take the place of five 
passes with SPS 16 2. (The first, at up to 300 cards 
per minute, to edit the source program about to be 
assembled. The second, at up to 250 cards per minute, 
to create intermediate cards which will be discarded after 
pass three. The third, at up to 250 cards per minute, 
to punch single instruction absolute cards. The fourth, 
at up to 300 cards per minute, to print a program listing. 
The fifth, at up to 600 cards per minute, to condense the 
absolute program) . Comparison to Autocoder Assembly - 
CAOTO takes from 1/2 to 3/4 for the time required for an 
Autocoder Assembly, and supplies all the diagnostics 
supplied by Autocoder with the exception of the alphabetic 
label sort and the unreferenced label listing. CAUTO has 
the advantage of not requiring any tape drives to assemble 
Autocoder programs. 

PBOGBAHHING SYSTEHS - Written in 1401 SPS. 

HINIHUH SYSTEH BEQUIBEHENTS - 8K 1401 with the Advanced 
Programming package for assembly of up to 268 labels, in 
programs up to 15,999 core positions. 12K 1401 with the 
Advanced Programming package for assembly of up to 713 
labels, in programs up to 15,999 core positions. 16K 140 
1 with the Advanced Programming package for assembly of 
up to 1157 labels, in programs up to 15,999 core positions. 
A minimum of 7,999 positions of storage are reguired for 
this program. A minimum of 8K, 1401 card system, with 
the Advanced Programming package and 1403 Printer. This 
program gives to the 1401 card system user an assembly 
program with the flexibility and speed of a 1401 tape 
system assembly program. 

BASIC PBOGBAH PACKAGE 

DOCUHENTATION - Write-up on Hicrofiche only. 
HACHINE BEADABLE - None. 

OBDEBING INFOBHATION: PBOGBAH NUMBER 1401020013 

Indicate "B N 1" in columns 1-3 and the Program Number 
in columns 4-13 on the IBH Program Order Form. 



1401- 01.4.232 

GENERAL PROCESSING UTILITY PBOGBAH 



AUTHOB: 



Buffa 



DIRECT TECHNICAL INQUIRIES TO: 
N. Buffa 
IBH Corporation 
112 E. Post Boad 
White Plains, New York 10601 

DESCRIPTION - The General Processing Utility Program 
performs many simple utility jobs often called for in a 
computer installation and is intended to reduce the number 
of individual utility programs that have to be maintained, 
each of which performs only one or a few of these jobs. 
It does card to card, card to printer, card to tape, tape 
to tape, tape to printer, and tape to card operations in 
a total of twenty-six options each of which is called for 
by a combination of sense switch settings. The program 
is card or tape loadable and is self-initializing between 
jobs without re-loading. 

PBOGBAHHING SYSTEHS - Written in 1401/1460 Autocoder 
Language and has been assembled on the 1460 Disk Autocoder 
Processor. 



1401-02.0.017 *H 

AUTOBLOCK II 

AUTHOR: W. C. Milihoff 

DIRECT TECHNICAL INQUIBIES TO: 
W. C. Hilihoff 
IBH Corporation 
1955 The Alameda 
San Jose, California 

DESCRIPTION - AUTOBLOCK II automatically produces cross- 
reference tables and a documented block diagram, using 
new symbols in accordance with ASII standards. It provides 
three different tables, one of which is the branch-f rom 
table, and accepts an unlimited number of branch points, 
since the program takes full advantage of core size. In 
addition to the common instructions, AUTOBLOCK II handles 
IOCS, Hacros, Overlays, and the execute instruction. 
AUTOBLOCK II is an extension and revision of AUTOBLOCK 
I. 

PBOGBAHHING SYSTEHS - Written in Autocoder. 

HINIHUH SYSTEH BEQUIBEHENTS - 4K minimum, four-tape. 
Advanced Programming, High-Low-Equal-Compare. 



CONTRIBUTED PBOGRAHS 



PAGE 044 1401 

CONTINUED FBOH PBIOB PAGE 

BASIC PBOGBAH PACKAGE 

DOCUHENTATION - Write-up. 

MACHINE BEADABLE - Appropriate material delivered. 

OPTIONAL PBOGBAH PACKAGE 
DOCUMENTATION - None. 
MACHINE BEADABLE - Appropriate material delivered. 

ORDERING INFOBHATION: PBOGBAH NUHBER 1401020017 

PBOGBAH NUHBEB DISTBIBUTICN HEDIDH USES VOLUHE 
EXTENSION TIPE CODE BEQOIBEHENT 



1401 
CONTINUED FBOH PBIOB COLUHN 

BASIC none DTB* 

OPTIONAL none DTB* 



none 
none 



1401-32.0.022 

FLOGEN - IBM 1« 



J1 FLOBCHABT GENEBATOB 



AUTHOB: 



J. B. Euchert, Jr. 



EASIC none 
CPTICNAL none 



DTB* 
DTB* 



none 
none 



1401-0 2.0. 018 *H 

FARGO OHE-SIXTY-G 

AUTHOB: D. L. Fernandez 

DIBECT TECHNICAL INQUIRIES TO: 
D. L. Fernandez 
IBH Corporation 
Hilshire Boulevard 
Los Angeles, California 

DESCRIPTION - FABGO One-Sixty-G for the 1401, 1460, and 
1401G is a greatly expanded new version of a load and go 
report generator which gives all the capabilities of Basic 
FABGO plus - (a) Up to six header lines which can be 
modified at any time within object time. (b) Hultiply- 
Divide with or without the feature. (c) Hultiple and/or 
if/not conditions in defining up to ten card types. (d) 
Sequence check of input file at any level (if High-Low- 
Equal is installed) . (e) Up to four split control fields 
with or without stripped zones for defining each of four 
total level. (f) Total force heading or heading force 
total, divorced minor and supress compare of a card type 
at any total level. (g) And more..... the program is fully 
compatible with the FABGO-Forty program by C. P. Doolittle, 
the latest version of FABGO for the 1440. 

BASIC PBCGBAH PACKAGE 

DOCUHENTATION - Write-up. 

HACHINE BEADABLE - Appropriate material delivered. 

OPTIONAL PBOGBAH PACKAGE 

DOCUHENTATION - Listings. 
HACHINE BEADABLE - Source code. 

ORDERING INFOBHATION: FROGBAH NUMBER 1401020018 

PROGBAH NUHBEB DISTRIBUTION MEDIUH USER VOLUHE 
EXTENSION TYPE CODE REQUIREHENT 



DIBECT TECHNICAL INQUIBIES TO: 
J. B. Buchert, Jr. 
IBH Corporation 
1120 Connecticut Avenue, N. N. 
Washington, D. C. 20036 

DESCBIPTIOH - This 1401 program will produce a printed 

flowchart with block text, comments, block labels, and 

decision block connector conditions. The program processes 

single card entries for each block and is capable of 

producing successive charts of fifty (5 by 10) blocks. 

A simplified coding system is employed which produces flew 

charts of ASA approved symbols for any programming system 

in a form much like 7074 Autochart. 

PBOGBAHHING SYSTEMS - Written in 1401 Autocoder. 

MINIMUM STSTEH REQUIREMENTS - An 8K with Hodel 2 Printer 
and Advanced Programming feature is required. 

BASIC PROGBAH PACKAGE 

DOCUHENTATION - Write-up. 

HACHINE READABLE - Appropriate material delivered. 

OPTIONAL PBOGBAH PACKAGE - None. 



OBDERING INFOBHATION: PBOGBAH NUHBEB 1401020022 



PROGBAH NUHBEB 
EXTENSION 



BASIC none 
OPTIONAL none 



DISTBIBUTION MEDIUM 
TIPE CODE 



DTB* 
none 



USEB VOLUHE 
REQUIREHENT 



none 
none 



BASIC none 
OPTIONAL none 



MT 7/556 
MT 7/800 



22 
24 



1401-02.0.019 

AUTOMATIC FLOWCHART TECHNIQUE 



AUTHORS: 



D. Lewis W. N. Moll 



EIRECT TECHNICAL INQUIBIES TO: 
E. D. Lewis 
IBB Corporation 
Dept. 867 
Neighborhood Boad 
Kingston, New York 

DESCRIPTION - A program which produces flowcharts from 
a language similar to 1400 series Autocoder. All 
information pertaining to one symbol is contained on one 
keypunch form line. Free form coding of text information 
is used. The program floats and centers the text within 
the symbol, thus relieving the writer of this tedious task. 
Page and connector numbers are assigned automatically by 
the program. Twelve unique symbols are available, all 
of which have been approved by the American Standards 
Association. Flowcharts produced are machine independent. 
By use of special comment cards, line text information 
may be produced with options for centering, left, right 
a full justification. 

PROGRAMMING SYSTEMS - Written in Autocoder. 

MINIMUM SYSTEM REQUIREHENTS - 1401 4K, two magnetic tapes 
and Advanced Programming feature. 

BASIC PBOGBAH PACKAGE 

DOCUHENTATION - Write-up. 

MACHINE READABLE - Appropriate material delivered. 

OPTIONAL PBOGBAH PACKAGE 
DOCUMENTATION - None. 
MACHINE READABLE - Appropriate material delivered. 



1401-02.0.025 *M 

FOBTBAN MODIFICATION WHICH ELIMINATES THE HULTIPLY-DIVIDE 
SPECIAL FEATUB ES BEOUIBEMENTS 

AUTHOB: B. Steffanson, Jr. 

DIRECT TECHNICAL INQUIRIES TO: 
B. Steffanson, Jr. 
Potlatch Forests, Inc. 
Lewiston, Idaho 

DESCRIPTION - By inserting this change into the 1401 FORTRAN 
II Compiler, programs coded in FOBTBAN may be compiled 
and run on 1401 machines not having the Multiply-Divide 
special feature,. The only programming consideration 
necessary is that the address in the parameter card should 
be approximately 1000 positions less than the machine core 
capacity. Operating convenience is not seriously affected. 
These advantages of the FOBTRAN Compiler are retained: 
Bapid compile time (around 2 minutes)... Diagnostics... 
Compile-ang-go capability... Optional punched object deck 
(ready to use)... compiler may be on cards or tape. Core 
required for the subroutine reduces by approximately 1000 

positions the core available for compiling the source 
program. 

PROGRAMMING SYSTEMS - Written in FOBTRAN. 

MINIMUM SYSTEM REQUIREMENTS - FOBTRAN with this change 
requires 8K, Hi-Lo-Equal Compare, Advanced Programming, 
reader-punch, and printer. 

BASIC PBOGBAH PACKAGE 

DOCUMENTATION - Write-up on Microfiche only. 
HACHINE READABLE - None. 

ORDERING INFORMATION: PBOGRAH NUMBER 1401020025 

Indicate "B N 1" in columns 1-3 and the Program Number 
in columns 4-13 on the IBM Program Order Form. 



1401-02.0.03 1 
AUTOCHART 



Josephine Carter 
Peter Fondis 



William Johnson 
Hedy Stoy 



ORDERING INFOBHATION: PBOGBAH NUHBER 1401020019 



PBOGBAH NUHBER 
EXTENSION 



DISTRIBUTION MEDIUM 
TYPE CODE 



USER VOLUME 
BEQUIBEHENT 



DIBECT TECHNICAL INQUIBIES TO: 
Josephine S. Carter 
IBH Corporation 
40 Saw Hill Biver Road 
Hawthorne, New York 

DESCRIPTION - This program gives 1401 users the ability 
to produce flowcharts similar to those which currently 
can only be produced on the IBH 7070/74. The program has 
ten phases plus a supervisor. It will also accept input 
prepared for the IBH 7070/74 Autochart programs. File 
maintenance of the input has not been included in the 
programs. Initial timing runs indicate that the production 



CONTRIBUTED PBOGBAHS 



CONTINUED FROM PRIOR PAGE 

of each flowchart takes approximately one-half minute, 
including printing. Restart procedures are included so 
that the program can be interrupted at the end of an; phase 
and continued at a later time. System tape creation is 
also included. The program uses the Autochart language 
for input. It is an easily learned language and is machine 
independent. The output is a printed chart, standardized 
for clarity and readability and suitable for reproduction. 
This is a tool to help the user maintain better program 
documentation by providing flowcharts which conform to 
both IBB Corporate Standards and to the proposed American 
Standards Association Flowchart Standards. It is also 
very useful in producing various types of graphics and 
other charts. 

PROGRAMMING SYSTEHS - Britten in Autochart Language. 

HIHIHDH STSTEH EEQDIBEHENTS - It requires an 8K 1401 with 
four tape drives, 1402, 1403, Advanced Programming package. 
Sense Switches, High-Low -Equal Compare, and Hultiply- 
Divide features. 

BASIC PROGRAM PACKAGE 

DOCUMENTATION - Brite-up. 

MACHINE READABLE - Assembly output for object deck 
and listing, sample problem input data, and source 
code. 



CONTINUED FBOH PRIOR COLUHH 

This program can be of great value when converting from 
1401 to IBM System/360. Input may be any Fargo program 
which conforms to the specifications in Fargo for IBM 1401 
(C24-1462). Output consists of System/360 Model 20 BPG 
specification cards and a listing of Fargo specifications 
which were not converted by the programs. 

PBOGBAHMIHG SYSTEMS - Britten in 1401 Autocoder. 

MINIMUM STSTEH REQUIREMENTS - The object program requires 
16K, Advanced Programming feature, and 2 tape units. 

BASIC PBOGRAH PACKAGE 

DOCUMENTATION - Brite-up. 

MACHINE READABLE - Appropriate material delivered. 

OPTIONAL PROGRAM PACKAGE - None. 

ORDERING INFORMATION: PBOGBAH NUHBEB 1401020036 



PBOGBAH NUMBER 
EXTENSION 



DISTBIBUTION HEDIUH 
TYPE CODE 



7/566 
7/800 



22 
24 



USER VOLUME 
REQUIREMENT 



OPTIONAL none 



OPTIONAL PROGRAM PACKAGE - None. 

ORDERING INFOBHATION: PROGRAM NUMBER 1401020031 



PBOGBAH NUHBER DISTRIBUTION MEDIUM USER VOLUME 
EXTENSION TYPE CODE REQUIREMENT 



1401-02.0.039 

SYSTEHS FLOB CHARTER 



AUTHOB: 



Mr. D. L. Fisher 



MT 7/556 
MT 7/800 



22 
24 



OPTIONAL none 



1 401-02.0.035 

DISASSEHBLEB OF 1401/1460 PROGRAMS FBOM OBJECT TO AUTOCOD ES 
SOURCE 



AUTHOR: Mr. R. Mackinnon 

DIRECT TECHNICAL INQUIRIES TO: 
Mr. R. A. Mackinnon 
IBM Corporation 
112 East Post Road 
Hhite Plains, New York 10601 

DESCRIPTION - This group of 4 programs was written to 
assist documentation and conversion efforts where the user 
has only an object deck from which to work. It converts 
an object progran into meaningful Autocoder source 
statements, suitable for assembly or flowcharting. 

The final output is a listing (a punched deck is optional) 
in which the statements are labelled as required in the 
form BX-BXXXXX for instructions, referencing the OP Code 
location, and CX-CXXXXX for constants, referencing the 
units position. The instruction operands reference these 
labels. 

PROGRAMMING SYSTEMS - Source - Britten in Autocoder. 

MINIMUM SYSTEM REQUIREMENTS - An 8K 1401/1460 with 4 tape 
drives. Sense Switches, Advanced Programming, High-Low 
-Equal Compare, a 1402 Card Bead/Punch, and a 1403 Printer 
with 132 print positions. If a larger machine is available, 
the fourth program (Phase III) can be reassembled to take 
advantage of the larger core, thus cutting down the 
processing time. The program will Utilize a 1407 if one 
is on line, but does not require it. 

BASIC PROGRAM PACKAGE 

DOCUMENTATION - Brite-up. 

MACHINE READABLE - Appropriate material delivered. 

OPTIONAL EROGRAH PACKAGE - Bone. 



DIRECT TECHNICAL INQUIRIES TO: 
Mr. D. L. Fisher 
IBM Corporation 
Monterey 8 Cottle Roads 
Bldg. 051 
San Jose, California 

DESCRIPTION - The program is a 16K 1401 systems flow 
charter. The machine must have (1) Index Registers, (2) 
Hi-Lo-Eq Compare, (3) Advanced Programming (4) 1402, (5) 
1403 and (6) 1 Tape (using card program) or 2 tapes using 
loadable tape. The program will draw systems flow charts, 
create a "Systems table and program-file cross-reference". 
The symbols drawn are Clerical Operation, Storage Bin, 
Bide Program, Off-Page Connector, Adding Machine, 
Transmittal Tape, Multiple Card File, Tape, Random File, 
Card, Document, Graphic Display, Terminal, Keyboard, Paper 
Tape, Comments and Sequence of File. The program has been 
successfully emulated on an IBH S/360 Model 30. Basic 
1401 Autocoder was used execpt for the TOVLY macro. The 
program is tape loaded using the tape generated by the 
Autocoder Assembler. 

PROGRAMMING SYSTEHS - Britten in Autocoder. 

MINIMUM SYSTEM REQUIREMENTS - Program requires a 1401 with 
16K Memory, Advanced Programming, SBR and indexing, sense 
switches, two tapes, a 1403 Printer and 1402 Card Beader. 

BASIC PROGRAM PACKAGE 

DOCUMENTATION - Brite-up. 

MACHINE READABLE - Appropriate material delivered. 

OPTIONAL PROGRAM PACKAGE - None. 

ORDERING INFORMATION: PROGRAM NUHBER 1401020039 

PROGRAM NUHBER DISTRIBUTION HEDIUH USER VOLUME 
EXTENSION TYPE CODE REQUIREMENT 



MT 7/556 
HT 7/800 



22 
24 



OPTIONAL none 



ORDERING INFORMATION: PROGRAM NUHBER 1401020035 



PROGRAM NUHBER 
EXTENSION 



DISTRIBUTION HEDIUH 
TYPE CODE 



7/556 
7/800 



22 

24 



USER VOLUME 
REQUIREMENT 



OPTIONAL none 



1401-02.0.036 

1 40J FARGO TO SYSTEH/360 BPG HODEL 20 CONVERSIO N PROGRAM 



AUTHORS: Fred M. Haney 
S. Edmonston 



Stephen H. Lichter 



DIRECT TECHNICAL INQUIRIES TO: 
Mr. Gus Conoscente 
IEM Corporation 
330 Madison Avenue 
New York, New York 

DESCRIPTION - This program converts IBH 1401 Fargo control 
cards to System/360 Model 20 RPG specification cards. 



1401-03.0.010 *H 

SQUARE BOOT SUBROUTINE 

AUTHOR: Richard E. Barker 

DIRECT TECHNICAL INQUIRIES TO: 
Richard D. Barker 
ITER Corporation 
Lexington, Hassachusetts 

DESCRIPTION - This program will calculate the square root 
of any six-digit number. 

HINIHUH SYSTEH REQUIREHENTS - 600 positions are required 
to store the program. 403 of these positions are used 
to store the divide subroutine. 1401 - Any model. 

BASIC PBOGRAH PACKAGE 

DOCUMENTATION - Brite-up. 

MACHINE READABLE - Appropriate material delivered. 

OPTIONAL PROGRAM PACKAGE - None. 

ORDERING INFORMATION: PROGRAM NUMBER 1401030010 

PROGRAM NUHBEB DISTRIBUTION HEDIUH USER VOLUHE 
EXTENSION TYPE CODE REQUIREHENT 



CONTBIBOTED PBOGBAHS 



CONTINOED FBCH PBIOB PAGE 

E1SIC none DTK* 

OPTIONAL none none 



none 
none 



14 01-03.0.011 *H 

CAICOLATE HOHBEB OF DAYS BETWEEN TWO DATES SOBROOTIHE-DTCALC 

AOTHOR: William B. Horgan 

DIBECT TECHNICAL IHQOIBIES TO: 
William B. Horgan 
IBM Corporation 
99 Park Avenue 
Hew York, Hew York 

DESCBIPTIOH - This subroutine calculates the number of 
calendar days between two dates providing accurate 
accounting for leap year day. Dates nay be in separate 
adjacent centuries, but cannot be more than 199 years and 
365 days apart. 

PEOGRAHHIHG SYSTEHS - Source language is SPS. 

HINIHUH SYSTEH BEQOIBEHENTS - 395 positions plus 24 
positions for each time a subroutine is used. 1401 - Any 
model, no special features are required. 

BASIC PBCGBAH PACKAGE 

EOCOHBNTATION - Write-up. 

MACHINE BEADABLE - Appropriate aaterial delivered. 

OPTIONAL PBOGBAH PACKAGE - None. 

OBDEBIHG INFOBHATION: PBOGBAH NOHBEB 1401030011 



CONTINUED FBOH PBIOB CCLOHN 

irrespective of where deciaal point is located in the 
nuaber. Boutine has been used on sample problems and a 
wide range of custoaer data. 

PBOGBAHHING SYSTEHS - Written in SPS. 

HINIHOH SYSTEH BEQOIBEHENTS -.262 positions of core. 
Operates on any 1401. 

BASIC PBOGBAH PACKAGE 

DOCDHENTATION - Write-up. 

HACHINE BEADABLE - Appropriate aaterial delivered. 

OPTIONAL PBOGBAH PACKAGE - None. 

OBDEBING INFOBHATION: PBOGBAH NOHBEB 1401030015 



PBOGBAH NOHBEB 
EXTENSION 



BASIC none 
OPTIONAL none 



DISTBIBDTION HEDIOH 
TYPE CODE 



DTB* 
none 



DSER VOLOHE 
BEQOIBEHENT 



none 
none 



PROGBAH NOHBEB 
EXTENSION 



DISTBIBDTION HEDIOH 
TYPE CODE 



OSEB VOLOHE 
BEQOIBEHENT 



BASIC none 
OPTIONAL none 



14 01-03.0.014 

SfiOABE BOOT SOBBOOTINE OSIHG ODD INTEGER HETHOD 



AOTHOH: 



Burr Preston 



DIBECT TECHNICAL INCOIBIES TC: 
Eurr Preston 
IBH Corporation 
520 North Dearborn Street 
Chicago 10, Illinois 

DESCRIPTION - This generalized, closed subroutine extracts 
the sguare root of any non-negative nuaber. If the argument 
is negative, the sguare root of the absolute value of the 
argument is generated, and control transfers to the aain 
program via an error return. The argument size is variable 
and limited only by available core. The root contains 
half an many digits as the argument. An extremely general 
and easy to use linkage allows the programmer to have no 
knowledge of the work areas or symbolic labels used by 
the subroutine. 

HINIHOH SYSTEH BEQOIBEHENTS - 285 positions are reguired 
for a 10 digit argument. In general, 255 6 31 positions 
are reguired for an argument of length 1. Advanced 
Programming (index registers. Hove Becord, Store A and 
E Begisters) , High-Low-Equal Compare, and Hodify Address. 
The latter two features may be eliminated by minor program 
modifications. 

BASIC PBCGBAH PACKAGE 

DOCDHENTATION - Write-up. 

HACHINE BEADABLE - Appropriate material delivered. 

OPTIONAL PBOGBAH PACKAGE - None. 

OBDEBING INFOBHATION: PBOGRAH NOHBEB 1401030014 

PROGBAH NOHBEB DISTBIBDTION HEDIOH OSER VOLOHE 
EXTENSION TYPE CODE BEQOIREHENT 



1401-03.0.036 *| 

AOTOCODEB SBRCH EIBABI SEABCH HACBO 

AOTHOB: B. T. Steffanson 

DIBECT TECHNICAL INQOIRIES TO: 
B. T. Steffanson 
Potlatch Forests, Inc. 
Lewiston, Idaho 83501 

DESCRIPTION - Binary Search is a highly efficient method 
of table look-up and has nothing to do with column binary 
or binary arithmetic. Search Hacro generates an open 
subroutine to conduct a binary search of a table. Search 
does not set up the table, it merely searches the table 
and exits to the next sequential instruction if the data 
record is Batched, or exits to an address supplied as a 
paraaeter if the data is not matched. Index register 3 
contains the address of the table entry which compared 
equal. Emphasis is en ease of use. Search uses a Hacro- 
generated address table to divide the table of entries 
into successively smaller halves and does not require the 
Hultiply-Divide special feature. All entries must be of 
same length and in ascending sequence. Size and nuaber 
of entries in the table is restricted only by core storage 
available. 

PBOGBAHHING SYSTEHS - Written in Autocoder. 

HINIHOH SYSTEH BEQOIBEHENTS - Storage requirements - varies. 
Typical requirements are 107 positions for 31 entry table, 
149 positions for 4095 entry table. 8 additional positions 
if Hodify Address is not available. Equipment 
specifications - Advanced Programming, Hi-Lo-Eqnal Compare. 
Assembly requires 1401 Autocoder system. 

BASIC PBOGBAH PACKAGE 

DOCDHENTATION - Write-up. 

HACHINE BEADABLE - Appropriate material delivered. 

OPTIONAL PBOGRAH PACKAGE - None. 



ORDERING INFCRHATION: PROGRAH NOHBEB 1401030036 



PBOGBAH NOHBER 
EXTENSION 



DISTRIBOTION HEDIOH 
TYPE CODE 



OSER VOLOHE 
REQOIREHENT 



OPTIONAL none 



OPTIONAL none 



1401-03.0.015 

52518! £223 S2S33JJ 



AOTHOB: 



J. Kenny 



DIRECT TECHNICAL INQOIRIES TO: 
H. J. Kenny 
IBH Corporation 
7321 Lake Street 
Biver Forest, Illinois 

DESCRIPTION - A closed SPS Square Root Routine using no 
execution time estimated at 20 to 30 milleseconds depending 
on the sum of digits in radicand. Hethod of successive 
subtractions based on formula S(H) equals (N.N 6 H) 2. 
Fixed point arithmetic giving a six significant digit 
answer. Range, largest nuaber is 99999880000036, 



1401-03.0.041 « 

1401/1460 SIH0LTANEO0S HOLTIPLY DIVIDE SOB-ROOTINE 

AUTHOR: E. D. Spraker 

DIRECT TECHNICAL INQOIRIES TO: 
E. D. Spraker 
IBH Corporation 
1439 Peachtree Street, N. E. 
Atlanta, Georgia 

DESCRIPTION - This programmed sub-routine provides the 
ability to multiply and divide simultaneously in one 
operation with algebraic sign control and decimal control 
up to five additional places. Both the multiplication 
and division in any combination is accomplished in 
approximately half the time it takes to use two separate 
multiply and divide routines. This routine allows use 
of either multiplication, or division or the combination 
with complete linkage to users program. It provides for 
the multiplicand, divisor and multiplier/dividend to be 
up to 10 positions each and supplies a 20 position signed 
answer and 10 position remainder. 

HINIHOH SYSTEH BEQOIBEHENTS - Oses less than 260 positions 
of any 1401-1460 with Advanced Programming. 

BASIC PROGBAH PACKAGE 

DOCDHENTATION - Write-up. 

HACHINE BEADABLE - Appropriate material delivered. 



CONTRIBUTED PBOGBAHS 



1401 

CONTINUED FBOH PBIOB PAGE 

OFTIOHAI PBOGBAH P1CK4GE - Hone. 

ORDEBING INFOBHATION: PBOGBAH NUHBEB 1401030041 

PBOGBAB HUHBEB DISTRIBUTION HEDIOH OSEB VOLUHE 
EXTEHSIOH TYPE CODE REQUIREHEHT 



BASIC none 
OPTIOHAL none 



DTB* 
none 



none 
none 



1 401-85.0.003 * 

B01TIP1E SIHUITAHEOUS EQOATIOH AND HATBIX IHVBBSIOB 
PBOGBAH 

AOTBOB: H. J. Hjers 

DIBECT TECHNICAL INQUIBIES TO: 
B. J. flyers 
IBH Corporation 
2330 St. Paul Street 
Baltimore 18, Maryland 

DESCEIPTIOH - Up to 37 simultaneous equations are solved. 
Matrices up to 38 z 38 lay be inverted as will be the 
coefficient matrix of the simultaneous egnations. All 
calculations are carried out in eight-digit precision. 
No rounding is performed. 

PBOGBAHHING STSTEHS - Britten in Autocoder. 

BIHIBOB SYSTEH BEQUIBEHEHTS - The program reguires the 
High-Low-Egual Compare, Hultiply-Divide and Advanced 
Programming features and 4, 8, 12 or 16K positions of core 
storage. 

BASIC EBOGBAH PACKAGE 

DOCUHEHTATIOH - Write-up. 

MACHINE BEADABLE - Appropriate material delivered. 

OPTIONAL PBOGBAH PACKAGE - None. 

OBDEBISG IHFOBHATIOH: PBOGBAH NUHBER 1401050003 



CONTINUED FBOH PBIOB CCLUHH 

DESCBIPTION - A Two Pass 1401 FOBTBAB Program that will 
accomodate eight independent variables. 

HINIHUH SYSTEH REQUIREHENTS - 1401 8K system. Easily 
modified to increase the number of variables for use on 
a larger system 1401 8K. 

BASIC PBOGBAH PACKAGE 

DOCUHEHTATIOH - Write-up. 

MACHINE BEADABLE - Appropriate material delivered. 

OPTIONAL PBCGBAH PACKAGE - None. 

ORDEBING INFOBHATION: PBOGBAH HUHBER 1401060002 

PBOGBAB NUHBEB DISTRIBUTION HEDIUH USER YOLUHE 
EXTEHSION TYPE CODE BEQUIBEHEHT 



BASIC none 
OPTIONAL none 



DTB* 
none 



none 
none 



PBOGBAH NUHBEB 
EXTENSION 



DISTRIBUTION HEDIUH 
TYPE CODE 



USER VOLUHE 
BEQUIBEHENT 



BASIC none 
OPTIONAL none 



DTB* 
none 



none 
none 



1401-06.0.003 

HULTIPLE BEGBESSIOH 



AUTHOR: Federal Reserve Bank of Kansas City 

DIRECT TECHNICAL IHCUIHIES TO: 
Research Department 
Federal Beserve Bank of Kansas City 
Federal Beserve P. 0. Station 
Kansas City 6, Hissouri 

DESCBIPTION - A multiple regression analysis designed to 
handle up to 10 variables. Computes partial regression 
and standardized partial regression coefficients, standard 
errors, T values, partial and multiple correlation 
coefficients, and the Durbin Watson ratio. 

HINIHUH SYSTEH REQUIREHENTS - 1401 card system with 8K 
memory, Hultiply-Divide, Indexing, Store Address Register, 
Hi-Lo-Egual Compare, Expanded Print Edit. 

BASIC PBOGBAH PACKAGE 

DOCUHEHTATIOH - Write-up. 

HACHIHE READABLE - Appropriate material delivered. 

OPTIONAL PBOGBAH PACKAGE - None. 

ORDERING IHFCBHATIOH: PROGBAH NUHBEB 1401060203 



140 1-06.0.001 

S EASONAL ADJ USTHENT OF HOHTHIY TIHE SEBIES 



PROGBAH NUHBEB 
EXTENSION 



AUTHOR: 



Fabio Tomchinsky 



BASIC none 
OPTIONAL none 



DISTBIBUTIOH HEDIUH 
TYPE CODE 



DTB* 
none 



USES VOLUHE 
BEQUIBEHENT 



none 
none 



EIBECT TECBNICAL INQUIBIES TO: 
Fabio Tomchinsky 
IBH Corporation 
230 S. 15th Street 
Philadelphia, Pennsylvania 

DESCRIPTION - Computes a preliminary seasonally adjusted 
series following the conventional ratio to moving average 
technigue. Then it utilizes a weighted fifteen-month 
moving average as the estimate of the trend cycle curve 
used to obtain the final seasonally adjusted series. 
Computes the irregular, cyclical and seasonal components. 
The program will handle up to 15 years of monthly data 
with one data card for each year. Each card must have 
information for all 12 months of a calendar year. 

PROGEAHHING SYSTEHS - Written in SPS. 



HINIHUH SYSTEH BEQUIREHEHTS 
device; SBISKIN method. 



Card 1401-4K; no special 



EASIC PROGBAH PACKAGE 

DOCUHEHTATIOH - Write-up. 

HACHIHE BEADABLE - Appropriate material delivered. 

OPTIONAL PROGBAH PACKAGE 
DOCUHEHTATIOH - Hone. 
HACHIHE BEADABLE - Source code. 

ORDEBING INFOBHATION: PROGBAH NUHBEB 1401060001 

PBOGBAH NUHBER DISTRIBUTION HEDIUH USEB YOLUHE 
EXTEHSIOH TYPE CODE REQUIREHEHT 



BASIC none 
OPTIONAL none 



DTB* 
DTR* 



none 
none 



1401-06.0.004 *l 

HULTIPLE LIHEAR BEGBESSIOH AHALYSIS 

AUTHOR: Hary Ann Fisher 

DIBECT TECHNICAL INQUIRIES TO: 
Charles Yurasek 
IBH Corporation 
570 Broad Street 
Newark, New Jersey 

DESCRIPTION - This program is designed to accomplish a 
regression analysis of up to 14 independent variables on 
the smallest 1401 with FORTRAN capabilities. It sacrifices 
speed and elegance to accommodate larger problems than 
any other such program now available. Easily modified 
by user with FORTRAN knowledge. The method used is least 
squares and statistics are calculated for the evaluation 
of overall fit and individual components. Data format 
may be modified by user. 

PBOGRAHHING SYSTEHS - Written in FORTRAN. 

HINIHUH SYSTEH REQUIREHENTS - Requires 8K 1401 with FORTRAN 
features. 

BASIC PROGBAH PACKAGE 

DOCUHBHTATION - Write-op. 

HACHIHE BEADABLE - Appropriate material delivered. 

OPTIONAL PBCGBAH PACKAGE - Hone. 

ORDEBING INFOBHATION: PROGRAH NUHBEB 1401060004 



PBOGRAH NUHBER 
EXTENSION 



1401-06.0.002 

LINEAR BEGBESSIOH AN ALYSIS 

AUTHOR: H. Turoff 

DIRECT TECHNICAL INQUIBIES TO: 
H. Turoff 
IBH Corporation 
520 Boylston Street 
Boston 16, Hassachusetts 



BASIC none 
OPTIONAL none 



DISTBIBUTION HEDIUH 
TYPE CODE 



DTB* 
none 



USBB YOLUHE 
REQUIREHEHT 



none 
none 



1401-06.0.005 *H 

HULTIPLE COBBELATIOH - VABIABLES OF IHPOBTAHCE EETEBHIHED 
VOID 



Dr. J. B. Johnson 



CONTRIBUTED PHOGHAHS 
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CONTINUED FROH PBIOfi PiGE 

DIRECT TECHNICAL IHQUIBIES TO: 
Dr. J. B. Johnson 
Industrial Engineering Dept. 
B. J. Beynolds Tobacco Co. 
Winston-Salem, North Carolina 

DESCRIPTION - To determine the order of importance of the 
independent variables in a multiple correlation problem, 
to find the coefficients of multiple correlation for the 
variables as they are introduced, to find F-tests of 
significance of these coefficients, to find the coefficients 
of the regression eguation for the variables selected, 
and (if deserved) to calculate predicted values of the 
dependent variable. Vherry-Doolittle Method. This program 
is intended to replace a similar program of identical title 
dated June, 1963. Up to 100 variables with 220 
observations, where the number of observations Bust exceed 
the variables. By changing the dimension statement in 
phase 1, one can add two observations for every variable 
not needed. 

HIHIHUH SISTEH BEQOIBEHENTS - Storage requirements - 16,000 
positions. Modulus is 5 and Mantissa is 8. Equipment 
Specifications - IBH 1401, 16K with the following features: 
Advanced Programming, High-Low-Equal Compare, and Hultiply- 
Divide, three tape drives, 1402 Card Reader and Punch, 
1403 Printer, and high-speed sorter. A card reproducer 
is helpful. 

BASIC PBOGBAH PACKAGE 

DOCUMENTATION - Write-up on Microfiche only. 
MACHINE READABLE - Hone. 

ORDERING INFOBHATION: PROGRAM NUMBER 1401060005 

Indicate "E N 1" in columns 1-3 and the Program Number 
in columns 4-13 on the IBM Program Order Form. 



1 401-06.0.006 *H 

C0BL8 THIBTE EH VARIABLE SIMPLE CORBEIATI CH 

AUTHOB: Rupert J. Lissner 

DIRECT TECHNICAL INQUIRIES TO: 
Rupert J. Lissner 
Post Office Box 7256 
Stanford University 
Stanford, California 

DESCRIPTION - C0RL8 will correlate up to thirteen variables 
and print the correlation coefficients along with headings 
specified by the user. Through header cards, the user 
specifies number of variables (12-13), title of each 
variable (for identification on printed report) , and data 
card location of variables. An optional header card will 
print up to 78 columns of information at the top of the 
report. Number of data cards cannot exceed 99,999. If 
input data is not on cards, the SPS language source deck 
should be requested, as modifications will be necessary. 

PROGRAMMING SYSTEMS - Written in SPS. 

MINIMUM SISTEH REQUIREMENTS - IBM 1401 with Multiply-Divide. 
1401 Card Reader/Punch, 1403 Printer. 4K core storage. 

EASIC PROGRAM PACKAGE 

DOCUMENTATION - Write-up. 

MACHINE READABLE - Appropriate material delivered. 

OPTIONAL PROGRAM PACKAGE 
DOCUMENTATION - None. 
MACHINE READABLE - Source code. 

ORDERING INFORMATION: PROGRAM NUMBER 1401060006 



CONTINUED FROM PRIOR COLUMN 



DOCUMENTATION - Write-up on Microfiche only. 
MACHINE READABLE - None. 



ORDERING INFORMATION: PROGRAM NUMBER 1401060007 



Indicate "B N 1" in columns 1-3 and the Program Number 
in columns 4-13 on the IBH Program Order Form. 



1401-06.0.008 *j 

BEGAN - 4K REGRESSIO N ANALYSIS AND CORRELATIO N COEFFICIENTS 
PROGRAM 



AUTHOB: 



Hanneman 



DIRECT TECHNICAL INQUIRIES TO: 
L. E. Hanneman 
IBH Corporation 
2116 Grand Avenue 
Des Hoines 12, Iowa 

DESCRIPTION - REGAN computes simple correlation coefficients 
and performs a linear regression analysis utilizing a 
minimum amount of core space. The program handles up to 
one hundred observations, and accepts up to eight 
independent variables and one dependent variable. 

PROGBAHHING SYSTEHS - Written in SPS. 

HIHIHOH SYSTEM REQUIREMENTS - A 4K 1401 with Advanced 
Programming is required. The program instructions occupy 
core positions 0100-3098. The matrix occupies positions 
3100-3999. Positions 0100-0132 are cleared before printing 
occurs. 

BASIC PBOGRAH PACKAGE 

DOCUMENTATION - Write-Up. 

MACHINE READABLE - Appropriate material delivered. 

OPTIONAL PROGRAH PACKAGE 
DOCUMENTATION - None. 
HACHIHE READABLE - Source code. 

ORDERING INFORMATION: PROGRAM NUMBER 1401060008 

PROGRAH NUMBER DISTRIBUTION MEDIUM USER VOLUHE 
EXTENSION TYPE CODE REQUIREMENT 



BASIC none 
OPTIONAL none 



DTH* 
DTR* 



none 
none 



1401-06. E. 009 



X-9 VERSION. 4K. 



BASIC 
OPTIONAL 



PROGRAM NUHBER 
EXTENSION 



none 
none 



DISTRIBUTION HEDIUH 
TYPE CODE 



DTR* 
CARDS 



USER VOLUHE 
REQUIREMENT 



none 
none 



1401-06.0.007 *M 

REGRESSION ANALYSIS COMPUTER PBOGRAH 

AUTHOR: Joseph J. Ott 

DIRECT TECHNICAL INQUIRIES TO: 
Joseph J. Ott 

U. S. Department of Commerce 
Bureau of Public Roads 
Washington 25, D. C. 

DESCRIPTION - To provide a program for the solution of 
simple and multiple regression equations involving from 
2 to 26 variables and from 2 to 9999 observations. Data 
to be entered must be in 10 digit form with the decimal 
point assumed to be between the fifth and sixth digits. 
No check is made of the matrix to see if there are identical 
rows or columns 

MINIMUM SYSTEM REQUIREMENTS - 16000 positions of core 
storage. IBH 1401 (or with Compatibility Switch). Advanced 
Programming package. Four tape units. 

BASIC PRCGBAM PACKAGE 



SEASONAL ADJUSTMENT - CENSUS METHOD II. 

LONG PROGRAM 

AUTHOR: E. C. Christ 

DIRECT TECHNICAL INQUIRIES TO: 
E. C. Christ 

Federal Reserve Bank of Philadelphia 
Department of Research 
Philadelphia, Pennsylvania 

DESCRIPTION - To adjust seasonally monthly time series 
and to provide additional measures as aids to analyzing 
the data. The basic procedure may be found in Electronic 
Computers and Business Indicators by Julius Shiskin, 
published by the National Bureau of Economic Research as 
Occasional Paper 57. The X-9 Version is generally described 
in Business Cycle Developments, March 1962, published by 
the Bureau of the Census, U. S. Department of Congress. 
Maximum of 15 years of monthly data. Each year must be 
complete, with no minus or zero values. Monthly values 
not to exceed 6 digits. Any consecutive 12 months must 
total less than 10,000,000. 

PROGRAMHING SYSTEMS - Written in Fixed/Float Relocatability. 

HIHIHUH SYSTEH REQUIREMENTS - 4K, 132 Print Positions, 
card system, no special feature. 

BASIC PROGRAH PACKAGE 

DOCUMENTATION - Write-up. 

MACHINE READABLE - Appropriate material delivered. 

OPTIONAL PROGRAM PACKAGE - None. 

ORDERING INFORMATION: PROGRAH NUHBER 1401060009 

PROGRAM NUHBER DISTRIBUTION MEDIUM USER VOLUHE 
EXTENSION TYPE CODE REQUIREMENT 



BASIC none 
OPTIONAL none 



DTR* 
none 



none 
none 



SEASONAL ADJUSTMENT. 
SHORT PROGRAH 



CENSUS HETHOD II. X-9 VERSION. 4K. 



E. C. Christ 



DIRECT TECHNICAL INQUIRIES TO: 
E. C. Christ 



CONTRIBUTED PBOGBAHS 



CONTINUED FBOH FBIOB PAGE 

Federal Beserve Bank of Philadelphia 
Department of Research 
Philadelphia, Pennsylvania 

DESCRIPTION - To seasonally adjust Monthly tine series 
and to chart the original and the seasonally adjusted data. 
The basic procedure Bay be found in Electronic Coaputers 
and Business Indicators by Julius Shiskin, published by 
the Rational Bureau of Economic Research as Occasional 
Paper 57. The X-9 Version is generally described in 
Business Cycle Developments, March 1962, published by the 
Bureau of the Census, 0. S. Department of Congress. Maximum 
of 15 years of aonthly data. Each year Bust be complete, 
with no linns or zero values. Monthly values not to exceed 
6 digits. Any consecutive 12 aonths aust total less than 
10,000,000. 

PROGRAMMING SYSTEMS - Written in Fixed/Float Belocatability. 

HIHIHUH SYSTEM REQUIHEHEHTS - 4K, 132 Print Positions, 
card systea, no special features. 

BASIC PBOGBAH PACKAGE 

EOCUHENTATION - Write-up on Microfiche only. 
MACHINE BEADABIE - None. 

OBDEBING IBFOBHATIOH: PBOGBAH NUHBEH 1481060010 

Indicate "B N 1" in coluans 1-3 and the Program Number 
in columns 4-13 on the IBM Program Order Form. 



1 401-06.0.011 

METHOD OF BECOBDING COMPOTES UTILIZATION AND 
PBOGBAMS TO FACILITATE STATISTICAL ANALYSIS 



1401 PAGE 049 

CONTINUED FBOH PBIOB C0LUHH 

OPTIONAL PBOGBAH PACKAGE - None. 

OBDEBING INFOBHATION: PBOGBAH NOHBEB 1401060012 

PBOGBAH NOHBEB DISTBIBDTION HEDIUH OSES VOLOHE 
EXTENSION TYPE CODE BEQUIBEHBNT 



BASIC none 
OPTIONAL none 



DTB* 
none 



none 
none 



1401-06.0.014 

ONE-WAY ANALYSIS OF VARIANCE 



AOTHOB: 



H. M. Johnson 



AOTHOB: 



J. W. Syrotchen 



DIRECT TECHNICAL INQUIRIES TO: 
J. W. Syrotchen 
IBM Corporation 
7700 Second Boulevard 
Detroit, Michigan 

DESCBIPTIOH - This program explains in detail the basic 
concepts and requirements of a console operations log, 
specifically oriented to 1401-1410 systems, but is general 
enough to be adapted for any installation. To supplement 
the method outlined, three 1401 4K programs are provided 
to enable a means of analyzing the cards punched from the 
log. Eight reports are illustrated. 

PBOGBAHHING SYSTEMS - Written in Basic SPS. 

HINIHOH SYSTEM REQOIBEHENTS - No special features or devices 
are used except sense switches and 132 print positions. 
Basic system configuration necessary to utilize programs, 
4K 1401, 1402 and 1403. 

BASIC PBOGBAH PACKAGE 

DOCOHENTATION - Write-up. 

MACHINE BEADABLE - Appropriate material delivered. 

OPTIONAL PBOGBAH PACKAGE 
DOCOHENTATION - Hone. 
MACHINE READABLE - Source code. 

ORDERING INFORMATION: PBOGBAH NOHBEB 1401060011 

PBOGBAH NOHBEB DISTBIBDTION HEDIOH OSER VOLUME 
EXTENSION TYPE CODE REQOIREHEHT 



DIRECT TECHNICAL INQUIRIES TO: 
H. H. Johnson 
The Bendix Corporation 
Pioneer-Central Division 
Hickory Grove Road 
Davenport, Iowa 

DESCRIPTION - Computation of "F Batio" for One Way Analysis 
of Variance. The program is designed for both variable 
and constant sample sizes per column. 

PROGRAMMING SYSTEHS - Written in FOBTBAN. 

HIHIHUH SYSTEH REQOIBEHENTS - The program is limited to 
a aatrix of 99 columns and 999 rows. Equipment 
specifications - 8K 1401 card systea with a 132 position 
printer, and standard FOBTBAN configuration. 

BASIC PBOGBAH PACKAGE 

DOCUHENTATION - Write-up. 

HACHINE BEADABLE - Appropriate material delivered. 

OPTIONAL PBOGRAH PACKAGE - None. 

ORDERING INFORHATION: PROGBAH NOMBEB 1401060014 



PBOGRAH NUMBER 
EXTENSION 



BASIC none 
OPTIONAL none 



DISTBIBDTION HEDIUH 
TYPE CODE 



DTR* 
none 



OSER VOLOHE 
BEQUIREHEHT 



1401-07.0.003 * 

POLYHOHIAL CUBVE FIT FOB ECOHOHIC ANALYSIS AND FORECASTING" 



AUTHOR: 



Lawrence Salzaan 



EASIC none 
OPTIONAL none 



DTB* 
DTB* 



none 
none 



1401-06.0.012 

ANALYSIS OF VA RIANCE, 2 TO THE H POWER FACTORIAL DESIGN 



AUTHOB: 



Dr. J. Robert Jchnson, Jr. 



DIBECT TECHNICAL INQUIRIES TO: 

Dr. J. Robert Johnson, Jr. 
Industrial Engineering Department 
B. J. Reynolds Robacco Company 
Winston-Salem, North Carolina 

DESCRIPTION - Analysis of variance of data for a 2 to the 
N power factorial design. As given in manual of 
Experimental Statistics by Freund, Liveraore, and Miller, 
Prentice - Hall, 1960. For N, the number of factors, 2 
less than N less than 5. The number of replications must 
be aore than one and less than 26. (There is aaple rooa 
in storage for expanding the limits on the restrictions.) 
9300 positions. Modulus is 5, mantissa is 8. 

PBOGBAHHING SYSTEMS - Written in FOBTBAN. 

HINIHOH SYSTEM BEQOIBEMENTS - 1401, 12K or 16K, with the 

following features - Advanced Prograaaing, High-Low-Equal 

Compare, and Hultiply-Divide - card reader and punch - 
1403 Printer. 

EASIC PBOGBAH PACKAGE 

DOCOHENTATION - Write-up. 

HACHINE BEADABLE - Appropriate material delivered. 



DIBECT TECHNICAL INQUIRIES TO: 
Lawrence Salzaan 
IBH Corporation 
590 Hadison Avenue 
New York, New York 10022 

DESCRIPTION - This program is written in FOBTBAN for a 
16K-1401 and is compatible with the 16K-1401 version of 
the Data Transfer Program for Census Hethod II, No. 
06.0.013. These two programs in conjunction with the 4K- 
1401 versions of Census Hethod II No. 06.0.009 form an 
automated package for forecasting. This program takes 
time-series data and fits a first, second and/or third 
degree polynomial to the series. It computes the function, 
fitting points to the equation and subtracting and dividing 
the fitted from the observed data. This gives the 
deviations about an assumed trand which tends toward the 
cycle for those series that have a cycle. As an option, 
the trend can be projected 24 time periods into the future, 
i.e., if monthly data are used this gives a 2-year 
projection. The coefficients are computed by the least 
squares technique. The calculations utilize FOBTBAN 
Floating Point Arithmetic. A modified Gaussian elimination 
technique is used to solve the resulting set of linear 
equations. 

BASIC PBOGBAH PACKAGE 

DOCUMENTATION - Write-up. 

HACHINE BEADABLE - Appropriate material delivered. 

OPTIONAL PBOGBAH PACKAGE - None. 

OBDEBING INFOBHATION: PBOGBAH HUHBEB 1401070003 



PBOGBAH NOHBEB 
EXTENSION 



BASIC none 
OPTIONAL none 



DISTBIBUTIOH MEDIUM 
TYPE CODE 



DTB* 
none 



USER VOLOHE 
BEQUIBEHENT 



none 
none 



1401-09.2.007 

HIGHWAY EABTHWOBK QO ANTITIES AND DESIGN DATA 



AOTHOB: 



David Denzer 



DIRECT TECHNICAL INQUIRIES TO: 
David Denzer 
State of Illinois 
Division of Highways 



COHTBIBOTED PBOGBAHS 



COBTIHUBD FBCH FBIOB PAGE 

Eureau of Besearcb S Planning 
State Office Building 
Springfield, Illinois 

DESCBIPTIOB - The purpose of the program is to conpote 
cat and fill quantities, Bass diagraa ordinates, and 
critical teaplate offsets and elevations, for such projects 
as highways, levees, and channels, froa ground cross 
sections expressed either by rods and offsets or by 
elevations and offsets, a profile grade line, and a roadway 
teaplate of not aore than 20 points on each side of 
centerline. Two cut slopes and three fill slopes of any 
selected rate of slope nay be used. Ill teaplate points 
are difined by vertical and horizontal offsets froa the 
preceding point, so that the diaensions of any point aay 
be changed at any cross section station without affecting 
the relative position of other unchanged points on the 
teaplate. The prograa aay be used for aultiple roadways 
so long as one-half width can be defined by not aore than 
20 teaplate point's. 

BIBIBOH STSTEB HEQOIBEHEHTS - IBB 1401 coaputer systea 
with 16K fleaory. 

BASIC PBOGBAH PACKAGE 

DOCOREHTATIOH - Rrite-up on Hicrofiche only. 

BACBIBE BEADABLE - Bone. 

OBDEBIBG IBFOBHATIOB: PBOGBAB BOHBEB 1401092007 

Indicate «B B 1" in coluans 1-3 and the Prograa Buaber 
in coluans 4-13 on the IBB Prograa Order Bora. 



1 401-10.1.002 

LIBEAB PB06BAHHIHG 

AOTHOB: B. Cabell 

DIBECT TECHNICAL IBQUIBIES TO: 
B. Cabell 
IBB Corporation 
6,210 Borth Atlantic Avenue 
Cocoa Beach, Florida 



DESCBIPTIOB - The prograa aaxiaizes a linear objective 
function of B variables, subject to H constraints. The 
values for B 6 H Bust be specified by the user for each 
problea. The Siaplex aethod is used, but is revised to 
perait the basis to be carried as only a colunn aatrix. 

PBOGBABBIBG STSTEHS - Britten in SPS-2. 

HIHIBOB STSTEH REQOIBEHEHTS - The prograa requires 1500 
positions. 1401 CPO 2K, 4K, 8K, 12K, or 16K. 1402 Card 
Beader, 1403 Bodel I or Model II Printer. No special 
features are required. 

EASIC EBOGBAH PACKAGE 

BOCOHEHtATIOH - Write-up. 

BACBIBE BEADABLE - Appropriate material delivered. 

OPTIONAL PBOGBAB PACKAGE 
DOCUMENTATION - None. 
BACHINE BEADABLE - Source code. 

OBDEBING IHEOBHATION: PBOGBAB BOHBEB 1401101002 



COWTIHOBD FBOB PBIOB COLOHH 

in coluans 4-13 on the IBB Prograa Order For a. 



1401-10.2.003 *J 

IMYEHTOBT HABAGBBEHT SIMULATOR 

AOTHOB: K. Kiaball Holland 

DIBECT TECHBICAL INQOIBIES TO: 
K. Kiaball Holland 
Barrows Ball 
Oberlin College 
Oberlin, Ohio 

DESCBIPTIOB - 1401 Inventory Hanagenent Siaulator is a 
small size basic inventory management siaulator which 
offers an easy aethod of simulating the behavior of various 
inventory policies using historical sales data. Bany 
different policy options are available and the routines 
are easily modifiable. 

HIHIBOB STSTEH BEQOIBEBEBTS - fleaory 4K 1401 processor; 
1402 Card Reader/Punch; 1403 (132 Print Positions). 

BASIC PBOGBAH PACKAGE 

DOCOBEHTATIOH - Write-up. 

HACHINE BEADABLE - Appropriate material delivered. 

OPTIOBAL PBOGBAB PACKAGE - Bone. 

OBDEBIBG IHEOBHATION: PBOGBAB BOHBEB 1401102003 



PBOGBAB BOBBBB 
EXTENSION 



BASIC none 
OPTIONAL none 



DISTBIBOTIOB BEDIOB 
TTPE CODE 



DTB* 
none 



OSEB VOLOHE 
BEQOIHEBEBT 



none 
none 



PBOGBAB HOHBEB 
EXTENSION 



BASIC none 
OPTIONAL none 



DISTBIBOTIOH HEDIOB 
TYPE CODE 



DTB* 
DTB* 



OSEB VOLOHE 
HEQOIBEHENT 



none 
none 



1401-10.2.006 *H 

HOBTGAGE AHOBIZATION SCHEDOLE 

AOTHOB: Hartley Fredrickson 

DIBECT TECHNICAL INQOIBIES TO: 
Hartley Fredrickson 
IBB Corporation 
348 East South Temple 
Salt Lake City, Otah 

DESCBIPTIOB - This prograa will be written to amortize 
a nortgage and print a schedule of this amortization. 
The printed items for a given date would include - date 
of each payaent, and number of remaining payments. At 
the end of the program is will print the amount of principal 
and interest paid. The variables that the user can specify 
will be - principal amount- interest rateanount of payaent, 
and date of first payaent. The prograa will have the 
ability to stop it on a certain date, after a certain 
amount of payaent is reached. Or until the nortgage is 
completely amortized. Extra principal payaents aay be 
included is desired. 

HINIHOH STSTEH BEQOIBEBENTS - 4K 1401 Bigh-Low- Equal 
Compare, Hult. S Divide and 132 print positions. 

BASIC PBOGBAH PACKAGE 

DOCOHENTATION - Brite-up. 

HACHINE BEADABLE - Appropriate material delivered. 

OPTIONAL PBOGBAH PACKAGE - None. 

OBDEBIBG INFOBHATION: PROGBAB BOHBEB 1401102006 



1401-10.1.004 *H 

LINEAR PBOGBAHHIHG. BEVISED SIMPLEX METHOD 

AOTHOB: Dtr. J. Bobert Jchnson, Jr. 

DIBECT TECHNICAL INQOIBIES TO: 

Or. J. Bobert Johnson, Jr. 
Industrial Engineering Departaent 
B>. J. Reynolds Tobacco Coapany 
Bjinston-Salea, Borth Carolina 

DESCBIPTIOB - To solve a general linear programming problem. 
Be vised Siaplex aethod, prcduct form of the inverse. 
FOBTBAB. Op to 108 equations with any number of unknowns. 
Storage requirements 16000 positions. Hodulus is 5 and 
mantissa is 8.83 minutes or 21 equations in 53 unknowns 
the number of variables involved and of the number of 
iterations than of the number of equations. 

HINIHOH STSTEH BEQOIBEBEBTS - 1401, 16K with the following 
features: Advanced Programming, Bigh-Loa-Egual Compare, 
and Multiply Divide- three 7330 Tape Drives - card reader 
and punch - 1403 Printer. 1402 Card Bead/Punch. 

BASIC PBOGjBAH PACKAGE 

DOCOHHHTATIOH - Brite-up on Hicrofiche only. 
HACHIfE BEADABLE - Bone. 

OBDEBIBG IBFOBHATIOB: PBOGBAB BOHBEB 1401101004 

Indicate "E B 1" in coluans 1-3 and the Program Number 



PBOGBAH NUBBEB DISTBIBOTIOH HEDIOH OSEB VOLOHE 
EXTENSION TTPE CODE BEQOIBEHENT 



BASIC none 
OPTIONAL none 



DTB* 
none 



none 
none 



1401-10.2.007 *B 

MANAGEMENT DECISION BAKING LABOBATOBT AOTOHATIC PLOTTIBG OF 
BESOLTS 

AOTHOB: Stephen B. Lucas 

DIBECT TECHNICAL IBQUIBIES TO: 
Stephen B. Lucas 
IBB Corporation 
520 H. Dearborn 
Chicago, Illinois 

DESCBIPTIOB - BADHAP is a program utilizing history and 
decision cards froa each period of play to automatically 
generate nine graphs of laboratory results on the 1403 
Printer. By using this program, the Decision flaking 
Laboratory Administrator eliainates the need for personnel 
to manually graph results. Any combination of graphs can 
be selected by sense switches and additional copies made 
without reloading the program or data. 1401 requirements 
are the saae as those for the IBB 1401 Hanagenent Decision 
Haking Laboratory. The object prograa can be on cards 
or tape. Graphs available are — price by area, marketing 
by area, total marketing, total dollar sales and unit 



COHTBIBOTED PBOGR1HS 



CONTINUED FBOH PBIOH PAGE 

sales, research and development and unit cost, production 
quantity and production as percent of capacity, income, 
assets and return on assets. In addition, a summary report 
of income, assets, and return is also written for the use 
of the administrator. 

PBOGBAHHIHG SISTEHS - Written in Autocoder 

HIHIHOH SYSTEH BEQUIBEHEHTS - 1401 Processing Unit with 
4000 positions of storage. Advanced Programing feature, 
Hi-Low-Egual Coapare feature. Sense Switches feature, 
Bultiply-Divide feature, 1402 Card-Bead/Funch, 1403 Printer 
- 729 or 7330 Magnetic Tape Units (2) . 

BASIC PBOGBAH PACKAGE 

DOCOBEHTATIOH - Write-up. 

HACBIHE READABLE - Appropriate naterial delivered. 

OPTIOHAL PBOGBAH PACKAGE 
DOCOBEHTATIOH - Hone. 
BACHIHE BEADABLE - Source code. 



1401 PAGE 051 
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PBOGBAHHIHG SISTEHS - Written in SPS. 

HIHIHOH STSTEH HEQOIBEHEHTS - IBH 8K 1401 with Advanced 
Programing, Hultiply/Divide, 1402 and 1403. 

BASIC PBOGBAH PACKAGE 

DOCOBEHTATIOH - Write-up. 

HACHINE BEADABLE - Appropriate aaterial delivered. 

OPTIOHAL PBOGBAH PACKAGE - Hone. 

OBDERING IHFOBHATIOH: PBOGBAH HUHBEB 1401102011 

PBOGBAH HUHBER DISTRIBUTIOH HEDIUH USES TOLOHE 
EXTEHSIOH TIPE CODE BEQUIBEHBHT 



BASIC none 
OPTIONAL none 



DTB* 
none 



none 
none 



OBDEBIHG INFOBHATION: PBOGBAH HOHBEB 1401102007 



PBOGBAH HOHBEB 
EXTEHSIOH 



DISTBIBOTIOH HEDIOH 
TIPE CODE 



OSEB VOLOHE 
BEQOIBEHEHT 



1401-10.2.012 

1401/1440 DISK H AHAGEHE HT DECISION HAKIHG LABOBATCBY 



AOTHOB: 



B. Lucas 



OPTIONAL none 



14 01-10.2.010 *H 

COHHEBCIAL AHD SAVINGS TELLEB SIBOLATIOB OSIHG HABAC BODEL 



AUTHORS: J. V. Spikes, Jr. 



Bobert Sykoba 



DIRECT TECHNICAL INQOIBIES TC: 
J. V. Spikes, Jr. 
IBB Corporation 
112 East Post Boad 
White Plains, New York 10601 

DESCRIPTION - Program simulates teller operation, providing 
suaaary statistics which reflect levels of customer service 
and teller utilization. Hodel was developed by NABAC. 
The simulator utilizes Honte Carlo technique of random 
selection in the assignment of transaction type and 
processing time to simulated customers. Customer arrivals 
are generated assuming arrival within tine period fits 
a poisson distribution function. The user is allowed a 
maximum of 5 window types, total windows not to exceed 
30, and maximums of 29 time periods, 20 transaction types, 
gueue length of 9. Program requires HABAC'S Teller 
Performance Standards to determine processing tine for 
each customer by transaction type. It is suggested that 
data on customer arrivals and transaction mix be gathered 
by a separate program. Teller Simulation Data Conversion 
and Summarization Program for IBH 1401. 

PROGRAHHING SISTEHS - Written in 1401 Autocoder IOCS. 

BIHIBOB SYSTEH BEQOIBBHENTS - 8K, 1401, 2 tape drives, 
1402, 1403, Advanced Programming, H-I-E, Hultiply Divide. 

BASIC FROGBAB PACKAGE 

DOCOBEHTATIOH - Write-up. 

BACHINE BEADABLE - Appropriate material delivered. 

CPTIOHAL EBOGBAB PACKAGE 
DOCOBEHTATIOH - Hone. 
HACHINE BEADABLE - Source code. 



DIRECT TECHNICAL IHQOIRIES TO: 
S. B. Lucas 
IBB Corporation 
520 H. Dearborn Street 
Chicago, Illinois 

DESCRIPTION - This program makes available the Hacageaent 
Decision Baking Laboratory on a 1401/1311 or 1440/1311 
disk system. The program uses the same economic model 
and generates the same reports as the present 1401 tape 
version. In addition, parameters and initial history are 
stored on disk. Program and running history can be stored 
on disk or run with card input/output. Change card formats 
are used to easily alter parameters and history on disk. 
The business index can be increased or decreased and 
additional industry and confidential reports can be written 
by sense switch selection. At the end of any decision 
run, results stored on disk can be plotted, eliminating 
the need for post-laboratory graphing. 

PBOGBAHBIHG SYSTEHS - Written in SPS. 

HINIBUH SYSTEH REQOIBEHENTS - The minimum 1311 System 
consists of an 8K 1401 or 1440 with Advanced Programming, 
High-Low-Equal Compare, and Sense Switches. One 1311 Disk 
Drive and one 1316 Disk Pack for laboratories in progress 
are required. 2569 source statements. 

BASIC PBOGBAH PACKAGE 

DOCUHEHTATION - Write-up 

HACHINE BEADABLE - Appropriate material delivered. 

OPTIOHAL PBOGBAH PACKAGE 
DOCOHENTATION - Hone 
HACHIHE BEADABLE - Source code. 



OBDEBIHG IHFOBHATIOH: PBOGRAH HUHBEB 1401102012 



PROGRAH NOBBER 
EXTEHSIOH 



BASIC none 
OPTIOHAL none 



DISTRIBUTION HEDIOH 
TYPE CODE 



DTB* 
DTB* 



USES VOLUHE 
REQOIBEHIBT 



none 
none 



OBDEBIHG IHFOBHATIOH: PBOGBAH NOBBEB 1401102010 



1401-18. 3. t 



PROGRAB NOHBEB 
EXTENSIOH 



DISTRIBOTIOH HEDIOH 
TYPE CODE 



EASIC none 
OPTIONAL none 



DTR* 
DTB* 



OSEB VOLOHE 
BEQOIREBENT 



none 
none 



-10 .2.011 *J 

CA PEBTSIH - COHPOTEB ASSISTED PROJECT ETALOATI ON AHD REVIEW 
fICHHIQO B SI BOLATOB 



AUTBOB: 



B. 



Risley 



DIRECT TECHNICAL INQUIRIES TO: 
B. L. Risley 
Alliron Division 
General flotors Corporation 
Dept. 8895 
Indianapolis, Indiana 

DESCRIPTION - To train personnel in the use of PERT network 
as (1) A planning and control device fcr complex projects. 
(2) To enable students to experience the siginificance 
of tine-ccst trade-offs. (3) To acquaint students with 
the use of the computer as an aid to management. 

HETHCD - A PERT network is read in followed by control 
card followed by the student changes to the PEBT network. 
Analysis of the student changes is made, the PEBT network 
is updated, the change in cost is computed and the network 
is PEBTed and a negative slack sort is printed. 



LESS - LEAST-COST ESTIHATING AND SCHEDOLIHG 
8K. 12 K. and T6K 

AOTHOBS: Lou Granato Joe Rose 
Jim Eorden 

DIRECT TECHNICAL IHQOIRIES TO: 
Lou Granato 
IBH Corporation 
631 Cooper Street 
Camden 2, New Jersey 

DESCRIPTION - This program is a high speed method of 
determining critical path and related information (float 
time etc.) for problems where scheduling is important. 
The program will handle 8K memory - 985 events (12K memory 
- 1555 events and 16K memory - 2125 events). Any number 
of jobs (arrows) can be handled. Length of the critical 
path cannot exceed 7 digits (9999999). Will handle 1000 
arrows in approximately 12 minutes including card handling 
time. This is a three (3) phase, two (2) pass program. 

PROGRAHHING SYSTEHS - Written in SPS II. 

HIHIHOH SYSTEH REQOIREHENTS - 1401 card system with 8, 
12 or 16K memory, Hultiply Divide feature, Hi-Lo-Egual 
Compare. 

BASIC PROGRAH PACKAGE 

DOCOBEHTATIOH - Write-up. 

HACHIHE READABLE - Appropriate material delivered. 

OPTIOHAL PROGRAH PACKAGE - Hone. 

OBDEBIHG IHFOBHATICN: PBOGBAH HUHBEB 1401103002 
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PROGRAM NUHBER 
BXTENSIOH 



EASIC none 
OPTIONAL none 



DISTRIBUTION HEDIUH 
TYPE CODE 



DTB* 
none 



USER VOLUME 
REQUIREMENT 



none 
none 



1 401-10.3.007 
PERT 



AUTHOR: J. F. Borden 

DIRECT TECHHICAI INQUIRIES TO: 
J. F. Borden 
IBB Corporation 
Philadelphia Education Center 
230 South 15th Street 
Philadelphia 2, Pa. 

DESCRIPTION - To aid in the planning, coordination and 
control function of projects where schedules are inportant. 
Evaluates and sequences jobs within the overall project 
with respect to their effect on the overall project and 
other jobs within the project. Siiilar to the LESS programs 
for 1401 and also the existing PERT programs. Provides 
for the use of three (3) ti»e estimates but does not 
calculate PR, i.e., the probability associated with meeting 
predetermined schedule dates. 

PROGRAMING SISTERS - Written in SPS; assembled with 
Autocoder. 

BINIMUH SYSTEM REQUIREHENTS - 1401 Hodel C-3,4,5 or 6 with, 
Nultiply-Divide feature, Hi-Iow-Egual Compare feature, 
1402 Card Bead/ Punch, 1403 Printer Hodel 2, 729 Hodel 
II or IV Tape Units. 

BASIC EBCGBAH PACKAGE 

COCUHENTATION - Write-up. 

MACHINE READABLE - Appropriate Material delivered. 

OPTIONAL EROGRAH PACKAGE - None. 
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Washington, D. C. 

DESCRIPTION - ASK is an information retrieval program. 
It will select records from tape that satisfy ranges, and, 
and not, or, or not, conditions. Free for> inquiry format 
is used and multiple inquiries may be processed with one 
pass of the master tape. Significant features are the 
ability to make multiple inquiries, the use of free form 
inquiry, and the omission of any necessity for control 
cards. 

PBOGBAHHIHG SYSTEMS - Written in SPS. 

HINIHUH SYSTEM REQUIREMENTS - 4K, 1401, two tape drives. 
Advanced Prcgramming package, Hi-Low-Equal Compare feature, 
1402 Card Reader, 1403 Printer. 

BASIC PROGRAM PACKAGE 

DOCUMENTATION - Write-up. 

HACBIHE READABLE - Appropriate material delivered. 

OPTIONAL PROGRAM PACKAGE - None. 

ORDERING INFORHATION: PROGRAM NUMBER 1401103009 

PROGRAM NUHBEB DISTRIBUTION MEDIUM USER VOLUME 
EXTENSION TYPE CODE REQUIREMENT 



BASIC none 
OPTIONAL none 



DTR* 
none 



none 
none 



ORDERING INFORHATION: PROGBAH NUHBEB 1401103007 



PROGRAM NUHBEB 
EXTENSION 



DISTRIBUTION MEDIUM 
TYPE CODE 



USES VOLUHE 
REQUIREMENT 



1401-10.3.010 * 

KWIC SYSTEH 

AUTHORS: C. H. Lobron D. H. Hyers 

DIRECT TECHNICAL INQUIRIES TO: 
C. H. Xobron 
IBH Corporation 
230 S. 15th Street 
Philadelphia, Pa. 

DESCRIPTION - The six programs, runs 1 through 6, together 
with a programming systems sort package, will permit the 
preparation of a publication consisting of a bibiography, 
KWIC Index, and Personal Author Index. 

PROGBAHHING SYSTEMS - Written in SPS II. 



OPTIONAL none 



1 401- 10.3. 

F ORECASTING EY EXPONENTIAL SMOOTHING 

AUTHOR: Jack F. Hiess 

DIBECT TECHNICAL INQDIBIES TO: 
Jack F. Hiess 
IBH Corporation 
P. 0. Box 1608 
340 W. Washington Avenue 
Madison, Wisconsin 

DESCRIPTION - This program is used to find the correct 
smoothing parameter for each of a fins products and then 
used to forecast monthly demand for one, two, three, and 
four months in advance for these products. The exponential 
smoothing method of forecasting is used with optional 
features of adjustments for seasonal variation and varying 
number of days in a month. 

PROGBAHHING SYSTEMS - Written in 1401 Symbolic Language 
and Fixed Point Arithmetic was used throughout. 

HINIHUH SYSTEH REQUIREHENTS - 1401 with 4K storage 1402 
Hodel 1 1403 Hodel 2 (132 printing positions) no other 
special features are required. 

BASIC PROGRAM PACKAGE 

DOCUMENTATION - Write-up. 

HACHINE READABLE - Appropriate material delivered. 

OPTIONAL PBOGBAH PACKAGE - None. 

ORDERING INFORHATION: PBOGRAH NUHBEB 1401103008 



HINIHUH SYSTEH REQUIREHENTS - IBH 1401 system - 4K memory, 
6 Sense Switches, 2 tape drives, Hi-Lo-Equal Compare 
feature. Advanced Programming feature (Indexing, Hove 
Record, Store A and B) , 1402 Card Read/Punch, and 1403 
Printer. 

BASIC PROGRAH PACKAGE 

DOCUHENTATICN - Write-up 

HACHINE READABLE - Appropriate material delivered. 

OPTIONAL PROGRAH PACKAGE 
DOCUHENTATION - None 
HACHINE READABLE - Appropriate material delivered. 

ORDERING INFORHATION: PBOGRAH NUHBER 1401103010 

PBOGBAH RUBBER DISTBIBUTION HEDIUH USER VOLUHE 
EXTENSION TYPE CODE REQOIREHENT 



BASIC none 
OPTIONAL none 



DTR* 
DTR* 



none 
none 



1401-10.3. 013 

CRITICAL PATH SCBECULER (BASIC 1401) 



AOTHOB: 



Henry H. Steele 



PBOGBAH RUBBER 
EXTENSION 



EASIC none 
OPTIONAL none 



DISTRIBUTION BEDIUH 
TYPE CODE 



DTR* 
none 



USER VOLUHE 
REQUIBEHENT 



none 
none 



81-10.3.009 

ASK - INFORHATION RETRIEVAL PROGBAM FOB THE 1401 



AUTHCB: Donald Herman 

DIBECT TECHNICAL INQUIBIES TO: 
Donald Herman 
Computing Center 
IBM Corporation 
1120 Connecticut Avenue, N. W. 



DIBECT TECHNICAL INQUIBIES TO: 
Henry H. Steele 
IBH Corporation 
2830 Victory Parkway 
Cincinnati 6, Ohio 

DESCRIPTION - A program for critical path scheduling on 
any 1401 system with a 1402 and 1403. Purpose was to use 
a card input format compatible with the 1620 LESS program 
and to expand and improve upon the 1401 LESS program. 
Some of the many changes to 1401 LESS include - Hissing 
node numbers permitted, elimination of memory to nines 
card preparation for phase 1. Elimination of header and 
trailer cards for job card input decks, and many report 
format changes. A four phase program. Phase 1 computes 
late finish time. Phase 2 computes early start time. 
Phase 3 computes early finish time, late start time, total 
float, free float, and the critical path. Phase 4 
accumulates project cost and edits fields into report 
format. "Restrictions and range critical path may not 
exceed 99,999 time units. The maximum event of node number 
is 711 on a 4K system, 311 on 2K, and 191 on 1.4K. 

PROGRAHHING SYSTEMS - Written in SPS. 

HINIHUH SYSTEH REQUIREMENTS - 1402 and 1403 on system. 
No special features are used. Written for a 4K system, 
but reguires only four patches to phase 1 to operate on 
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2K or 1.4K system. Program requirements uses all storage 
available on 1.4K, 2K, and 4K systems. 

BASIC PBOGBAH PACKAGE 

DOCUHENTATION - Write-up. 

HACHINE BEADABIE - Appropriate material delivered. 

OPTIONAL PBOGBAN PACKAGE - None. 

OBDEBING INFOBBATION: PBOGBAH NUHBEB 1401103013 

PBOGBAH NUHBEB DISTBIBUTION HEDIDH USEE VOLUHE 
EXTENSION TYPE CODE HEQUIRBBEHT 



BASIC none 
OPTIONAL none 



DTR* 
none 



none 
none 



1 1-10.3.015 *B 

F IBCEWCB K-TIHBBOBK PATBOLL 

AUTHOB: Harilyn H. Jensen 

DIBECT TECHNICAL INQUIBIES TO: 
Harilyn H. Jensen 
IBB Corporation 
3223 Hilshire Boulevard 
Santa Nonica, California 

DESCBIPTION - The Piecework-Timework Payroll program. Phase 
1, computes employee earnings to first gross, and prints 
a preliminary payroll register for supervisory audit. 
It provides for an employee working a combination of 
piecework with a special rate for every job, and time nor k 
with either a special rate for every job, or with either 
a special or regular time rate. Shift differentials are 
calculated if the work was performed on ether than first 
shift- total hours worked (piecework plus tiaework) are 
adjusted if unegual to timecard hours- and lost labor is 
computer if productive earnings are less than guaranteed 
earnings. Phase 2 produces the error register. Remaining 
core may be used to develop more sophisticated error 
diagnostic routines. 

PBOGBAHHING SYSTEHS - Britten in Autocoder. 

HINIHUH SYSTEM BEQUIBEHENTS - without modification, the 
program reguires a 1401 system with 8K, 2-7330 Tape Drives, 
1405, 1407, Hultiply-Divide, H-L-E Compare, and Advanced 
Programming. Phase 1 reguires 6643 positions of core and 
1015 source statements. Phase 2 reguires 2211 positions 
of core with 369 source statements. 

BASIC PBOGBAH PACKAGE 

EOCUHENTATION - Write-up. 

HACHINE READABLE - Appropriate material delivered. 

OPTIONAL PBOGBAH PACKAGE - None. 

OBDEBING INFOBBATION: PBOGBAH NUHBEB 1401103015 

PBOGBAH NUHBEB DISTBIBUTION HEDIUH USEE VOLUHE 
EXTENSION TYPE CODE REQUIBEHENT 



1401-10.3.023 *H 

IHYEHTOBY HAHAGEHENT ANALYSIS PBOGBAH 

AUTHOR: Charlotte Scott 

DIRECT TECHNICAL INQUIRIES TO: 
Charlotte Scott 
IBH Corporation 
425 Pack Avenue 
New York, New York 

DESCRIPTION - The Inventory Hanagement Analysis Program 
provides analysis and classification by investment value 
and profit standing. Also, the program provides for the 
calculation of EOQ, number of orders per year based on 
order quantity, fixed order points and projected turnover 
ratios. Individual analysis is made for each inventory 
type, i.e., finished goods, purchases parts, manufactured 
parts and raw material. This program provides a means 
for selecting data for inventory management simulation, 
by defining the area of greatest potential return. 

Stratification of inventory items may be made by correlating 
demand, cost and net profit. There are many other factors 
which should be considered for a complete analysis such 
as storage capacity, obsolescence, shelf life, movement 
inventory and seasonal demand. 

PBOGBAHHING SYSTEHS - Britten in Autocoder. 

HINIHUH SYSTEH BEQUIBEHENTS - IBH 1401 card system, 4K, 
Hult. /Divide, 132 print positions. 

BASIC PROGRAH PACKAGE 

DOCUHENTATION - Write-up. 

HACHINE READABLE - Appropriate material delivered. 

OPTIONAL PBOGBAH PACKAGE - None. 

ORDEBING INFOBBATION: PBOGBAH NUHBEB 1401103023 

PBOGBAH NUHBER DISTBIBUTION HEDIUH USER VOLUHE 
EXTENSION TYPE CODE BEQUIBEHENT 



OPTIONAL none 



1401-10.3.024 

LOT SIZE INVENTORY HA NAGEHENT INTERPOLATION TJCHBISUE 
"(LIBIT) 



BASIC none 
OPTIONAL none 



DTB* 
none 



none 
none 



liiJtl!?ilsJ?!6 

CAPITAL IHVESTHEHT ANALYSIS J8K1 

AUTHOB: F. A. Christopher 

DIBECT TECHNICAL INQUIBIES TO: 
F. A. Christopher 
IBB Corporation 
401 Grand Avenue 
Oakland 10, California 

DESCBIPTION - A 1401 program to calculate the rate of 
return of an investment based on the discounted cash flow 
method. This program provides a standard technique for 
ranking proposed capital expenditures, ox, the rate of 
return may be compared with a minimum acceptable rate to 
heop determine whether or not a proposed project should 
be undertaken. 

EHOGEAHHING SYSTEHS - Program is Written in Autocoder. 

HINIHUH SYSTEH BEQUIBEHENTS - Written for an 8K 1401 with 
Hultiply-Divide, Advanced Programming and Sense Switches. 

BASIC PBOGBAH FACKAGE 

DOCUHENTATION - Write-up. 

HACHINE BEADABLE - Appropriate material delivered. 

OPTICNAL PBOGBAH PACKAGE - None. 

OBDEBING INFOBBATION: PBOGBAH NUHBEB 1401103016 



AUTHORS: J. D. Barty G. W. Plossal 
0. W. Wight W. J. Abramson 

DIBECT TECHNICAL INQUIBIES TO: 
J. D. Harty 
Stanley Tools 
111 Elm Street 
New Britain, Conn. 

DESCBIPTION - Lot-size Inventory Hanagement Interpolation 
Technique (LIBIT) is a program which attacks the problem 
of inventory carrying cost found in the classical EOQ 
formula by distributing a department or plants setup hours 
in a more reasonable manner. Output is the best order 
quantity for all times withing the limitation of a 
prescribed setup cost and matrix for graphing showing the 
relationship of inventory to set up cost for various points. 

PROGRAHHING SYSTEBS - Written in symbolic language. 

BINIHUH SYSTEH REQUIREHENTS - 4K, Hodel 2 1403, Bultiply- 
Divide, Advanced Programming, and Hi-Low-Equal. Reference 
Apics Besearch Project No. 1 for more details. 

BASIC PROGRAH PACKAGE 

DOCUHENTATION - Write-up on Hicrofiche only. 
HACHINE BEADABLE - None. 

ORDERING INFORHATION: PBOGBAH NUHBEB 1401103024 

Indicate "B N 1" in columns 1-3 and the Program Number 
in columns 4-13 on the IBH Program Order Form. 



1401-10.3.028 

CBITICAL PATH LISTING AND BESOURCE ANALYSIS 



AUTHOB: 



B. J. Elair 



PBOGBAH NUHBEB 
EXTENSION 



EASIC none 
OPTIONAL none 



DISTBIBUTION HEDIUH 
TYPE CODE 



DTB* 
none 



USEE VOLUHE 
BEQUIBEHENT 



none 
none 



DIBECT TECHNICAL INQUIRIES TO: 
B. J. Blair 
IBH Corporation 
9250 Hilshire Blvd. 
Beverly Hills, Calif. 

DESCBIPTION - This program performs two major functions. 
First, it lists critical path output in any card format. 
Second, it performs preliminary analysis of resource 
requirements prior to resource simulation. This anlaysis 
determines the reasonableness of the resource requirements. 
These requirements may be revised as a result of this 
analysis before proceeding with resource simulation. 

The program has four options: 
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(a) Include total float, free float, rescnrce analysis. 

(b) Include total float, resource anlaysis. 

(c) Include total float, free float. 

(d) list input cards. 

The prograa options and data field locations are specified 
by a control card. The prograa can handle stacked networks. 

PBOGRABHING STSTEHS - Source language is SPS II. 

BINIHDH STSTEH REQUIREHENTS - IBH 4K 1401 with Advanced 
Prograaming, Multiply/Divide, and a 1403 with 132 print 
positions. Prograa storage requirements 3569 positions 
of core used. 

BASIC PROGRAH PACKAGE 

DOCUHENTATION - Write-up. 

MACHINE READABLE - Appropriate Material delivered. 

OPTIONAL PROGRAH PACKAGE - None. 

ORDERING INFORHATION: PROGRAH NUHBER 1401103028 

DISTRIBUTION HEDIUH USER VOLUHE 
CODE REQUIRES ENT 

00 none 

none 



140 1-10.3.035 

QUICK KWIC INDEX 



1401 
CONTINUED FROH PRIOR COIUHN 

OPTIONAL none none 





PROGRAH NUHBEB 


DISTl 




EXTENSION 


TYPE 


BASIC 


none 


DTR* 


OPTIONAL 


none 


none 



AUTHOR: 



J. H. Bain 



DIRECT TECHNICAL INQUIRIES TC: 
J. H. Bain 
IBH Corporation 
1123 Beaver Ball Bill 
Montreal, Quebec, Canada 

DESCRIPTION - This is a one pass prograa to produce a 
simple KWIC Index froa cards using only one card for each 
entry to the index. Previous prograas have generally 
reguired several aachine runs to produce a KNIC Index. 

PROGRAHHING STSTEHS - The prograa is written in Autocoder 
and uses the full 4000 aeaory positions. 

HINIHUH STSTEH REQUIREHENTS - The prograa requires a 4K 
1401 with 1402 and 1403 and 4 tape drives. Advanced 
Prograaming and Bigh-Low-Equal Compare features are 
required. 

BASIC PROGRAH PACKAGE 

DOCUHENTATION - Write-up. 

HACHINE READABLE - Appropriate material delivered. 

OPTIONAL PROGRAH PACKAGE - None. 

ORDERING INFORHATION: PROGRAH NUHBEE 1401103035 



1401-10.3.044 *jH 

PROJECT PROGRESS REPORT PHASE I 

AUTHOR: Hr. E. E. Lambert 

DIRECT TECHNICAL INQUIRIES TO: 
Hr. E. E. Lambert 
Computer Coordinator 
Deere 8 Company 
Holine, Illinois 61265 

DESCRIPTION - This program evaluates the progress of 
projects by individuals with totals for individuals, groups 
and the entire report. Completed projects can be entered 
for history and man-days early or late are computed. 
Future projects can be entered for information and are 
picked up as current projects when the start date is passed. 
Current projects are checked, warnings printed on condition,! 
and projected completion dates and man-days deviation froa 
the scheduled completion date and calculated and printed 
on another condition. Six monthly projections of man-day 
work load are computed for current and future projects 
for each individual. 

PROGRAHHING STSTEHS - Written in Autocoder. 

HINIHUH STSTEH REQUIREHENTS - 1401 8K, Hultiply-Divide, 
Advanced Programming package and High-Low-Equal Ccapare. 
Prograa uses 5900 positions of core. 1402 Card Reader; 
132 position 1403 Printer. 

BASIC PROGRAH PACKAGE 

DOCUHENTATION - Write-up on Hicrofiche only. 
HACHINE READABLE - None. 

ORDERING INFORHATION: PROGRAH NUHBER 1401103044 

Indicate "B N 1" in columns 1-3 and the Prograa Number 
in columns 4-13 on the IBH Program Order Form. 



1401-10.3.049 

SKILLS INVENTORY STSTEH 



AUTHOR: 



Hrs. B. 



Pavelle 



PROGRAH NUHBER 
EXTENSION 



BASIC 
OPTIONAL 



DISTRIBUTION HEDIUH 
TYPE CODE 



DTR* 
none 



USER VOLUHE 
REQUIREHENT 



1401-10.3.041 *H 

J»ST - FULL! AUTOHATIC 5£fiBING TECHNIQUE 

AUTHOR: Br. C. F. Wilkes 

DIRECT TECHNICAL INQUIRIES TO: 
Hr. C. F. Wilkes 
1550 Elmsford Avenue 
La Habra, California 90632 

DESCRIPTION - A complete system of test scoring and 
reporting. The system uses the IBH 1401 Card Data 
Processing System. The input source document is a mark- 
sense test answer card. Hethod- basically, table lookup 
and computation. Will score up to ten different tests 
for an individual student, using all normal formulas or 
scoring techniques. Up to sixteen raw score points 
summarized into a single output card per student. 

PROGRAHHING STSTEHS - Written in card Autocoder (Basic) . 

HINIHUH STSTEH REQUIREHENTS - 4K storage, card system, 
Ccluan Binary, Advanced Programming, High-Low-Equal Compare, 
Sense Switches, 1403 Printer Model 2, 1402 Card Read Punch. 

BASIC PROGRAH PACKAGE 

DOCUHENTATION - Write-up. 

HACHINE READABLE - Appropriate material delivered. 

OPTIONAL PROGRAH PACKAGE - None. 

ORDERING INFORHATION: PROGRAH NUHBER 1401103041 

PROGRAH NUHBER DISTRIBUTION HEDIUH USER VOLUHE 
EXTENSION TTPE CODE REQUIREHENT 



DIRECT TECHNICAL INQUIRIES TO: 
S. H. Bailes 
IBB Corporation 
ASDD 

2651 Strang Blvd. 
Torktown Heights, New Tork 



DESCRIPTION - The Skills Inventory System is an information 
retrieval system which allows access to precoded data 
concerning employee skills and background. The system 
has the ability to select employees meeting the 
qualifications for available positions. Statistical 
analyses nay also be performed. A file coded employee 
information is built which can be updated, searched and 
retrieved in uncoded form (English rather than codes) . 

HINIHUH STSTEH REQUIREHENTS - 8K 4-tape 1401 with Advanced 
Prograaming package and High-Lo-Equal Compare. 

BASIC PROGRAH PACKAGE 

DOCUHENTATION - Write-up. 

HACHINE READABLE - Appropriate material delivered. 

OPTIONAL PROGRAH PACKAGE - None. 

ORDERING INFORHATION: PROGRAH NUHBER 1401103049 



PROGRAH NUHBER 
EXTENSION 



DISTRIBUTION HEDIUH 
TYPE CODE 



7/556 
7/800 



USER VOLUHE 
REQUIREHENT 

01 

01 

none 



OPTIONAL none 



-10.3.055 
INDIVIDUAL LEDGER EXTRACT PROGRAH FOR CREDIT UNIONS 

AUTHOR: J. A. Atkinson 

DIRECT TECHNICAL INQUIRIES TO: 
J. A. Atkinson 
IBH Corporation 
Honterey and Cottle Roads 
San Jose, California 

DESCRIPTION - This program produces member's statements 
covering dividend accounting periods. At the start of 
a new dividend period a new record is started for each 
account with share and loan balances carried forward. 
Dividents are calculated and posted. Insurance preminums 
are calculated. Prograa occupies 13141 positions and 
locations 7003 to 10410 and 10666 to 10740 are used for 
input - output. There are 1783 source statements. This 
program should be used in conjunction with individual 



CONTRIBUTED PROGBAHS 



1401 



COHTIHOED FBCB PBIOR PAGE 

ledger update prograi for credit unions. 
PBOGBAHHING SYSTEHS - Britten in 1401 Autocoder. 

HINIHOH SYSTEH BEQOIBEHENTS - The program requires 16K, 
1401 Processor, 1402 Card Beader, 1403 Printer (132 
positions) , 3 tape units, High-Low-Equal Compare, Advanced 
Programing and Sense Switches. 

BASIC PBOGBAH PACKAGE 

DOCUMENTATION - Brite-up. 

HACHINE BEADABLE - Appropriate material delivered. 

OPTIONAL PBOGBAH PACKAGE 
DCCOHENTATION - Hone. 
HACHIHE BEADABLE - Source code. 

OBDEBIBG IHFCHHATION: PBOGBAH HOHBEB 1401103055 

PBOGBAH HDHBEH DISTRIBOTIOH HEDIUH OSEB VOLOHE 
EXTENSION TYPE CODE REQOIREHEHT 



CONTINUED FBOH PBIOB COLUHH 

OPTIONAL PBOGBAH PACKAGE - None. 

OBDEBING INFORHATIOH: PBOGBAH HOHBEB 1401103059 

PBOGBAH HUHBEB DISTBIBOTION HEDIDH OSEB VOLDHE 
EXTEHSIOH TYPE CODE BEQUIBEHEHT 



BASIC none 
OPTIONAL none 



DTB* 
none 



none 
none 



1401-10.3.063 



BASIC none 
OPTIONAL none 



DTB* 
DTB* 



00 
00 



none 
none 



-10 .3.056 * 

INDIVIDUAL LEDGEB OPCATE PBOGBAH FOB CBEEIT DHIOHS 

AUTHOB: J. A. Atkinson 

DIBECT TECHNICAL INQOIBIES TO: 
J. A. Atkinson 
IBH Corporation 
Monterey and Cottle Boads 
San Jose, California 

DESCBIPTIOH - This prograa will post all transactions to 
each member's account. Hill automatically calculate 
interest to principal for loans repaid monthly. Provides 
for share to share transfers if accounts involved have 
the same basic serial number. Program occupies 12837 
positions and locations 7574 - 7648 and 7730 11138 are 
used for input - output. There are 1783 source statements. 
This program should be used in conjunction with individual 
ledger extract program for credit unions. 

PBOGBAHHING SYSTEHS - Britten in 1401 Autocoder. 

HIHIHOH SYSTEH REQOIREHENTS - Program requires 16K 1401 

processor, 1402 Card Beader, 1403 Printer, 132 positions), 

3 tape units, High-Low-Equal Compare, Advanced Programming 
and Sense Switches. 

BASIC PBOGBAH PACKAGE 

DOCUMENTATION - Irite-up. 

HACHINE BEADABLE - Appropriate material delivered. 

OPTIONAL PBOGBAH PACKAGE 
DOCUMENTATION - None. 
HACHINE BEADABLE - Source code. 

OBDEBING INFOBHATIOH: FBOGBAH HOHBEB 1401103056 



FAST - FOLLY AOT OHATIC SCOBING TECHNIQOE- PHASE I PBOGBAH 
PACKAGE 



AOTHOB: 



Hr. C. F. Bilkes 



DIBECT TECHNICAL IHQOIHIES TO: 
Hr. C. F. Bilkes 
IBH Corporation 
11141 Georgia Avenue 
Bheaton, Haryland 

DESCBIPTIOH - FAST programs accept FAST test answer cards, 
vertically oriented one or two column per side mark-sense 
cards, on which a test subject marks his responses. These 
will be scored within the. computer. Other input including 
responses, such as the IBH 1230/31/32 must be interfaced 
by a user program. In addition, keypunched or IBH 1230/534 
punched raw scores can be used if item analysis not desired. 
Begardless of input method, raw scores are converted to 
derived scores, listed in various sequences, printed on 
pressure-sensitive labels, and profile cards produced. 
Statistical output includes a unit and a five point 
frequency distribution, and a matrix of covariance 
produced in three groupings-total group, plus upper and 
lower 2% groups. 

PBOGBAHHING SYSTEHS - Britten in Autocoder. 

HINIHOH SYSTEH BEQOIBEHENTS - Can be run on 1401, 1440 
or 1460 systems, with 8K, two 1311 Disk Drives, Advanced 
Programming, High-Low-Equal Compare, Bit-Test, any 
1401/40/60 I/O hardware. Column Binary or Card Image 
feature. 

BASIC PBOGBAH PACKAGE 

DOCOHEHTATIOH - Brite-up. 

HACHIHE BEADABLE - Appropriate material delivered. 

OPTIONAL PBOGBAH PACKAGE - None. 

ORDEBING IHFOBHATICN: PBOGBAH NOHBEB 1401103063 

PBOGBAH NOHBEB DISTBIBOTION HEDIDH USES TOLOHE 
EXTENSION TYPE CODE RBQUIBEHEHT 





PBOGBAH NOHBEB 


DISTI 




EXTEHSIOH 


TYPE 


BASIC 


none 


DTB* 


OPTIONAL 


none 


DTB* 



DISTHIBOTIOH HEDIOH 
CODE 





BASIC 
OPTIONAL 


none HT 7/556 
HT 7/800 

none none 


22 
24 


01 
01 

none 


OSEB TOLOHE 
BEQOIEEHENT 


1401-10.3.065 
SOCRATES 

AOTHORS: 


STUDENT SCHEDOLING SYSTEH 

C. F. Bilkes B. J. Nevil 
J. R. Cottrell H. N. Samuel 
J. N. Kesselman 




*J5 


none 
none 





1401-10.3.059 



CB ITICAL PATH MANAGEMENT GAHE 
AOTHOB: D. G. Douglas, Jr. 
DIBECT TECHHICAL IHQOIHIES TC: 

D. G. Douglas, Jr. 
IBH Corporation 
570 Broad Street 
Hewark, Hew Jersey 07102 

DESCBIPTIOH - The Critical Path Hanagement Game consists 
of three programs which can be used for teaching and 
demonstrating the techniques of less critical path 
scheduling. At selected stages during the game participants 
vary activity durations by manipulation of resources. 
The objective is to complete project with minimum 
expenditure. Phase I prepares a master tape used by Phase 
III. Phase II computes project schedules with output 
similar to that produced by less programs. Phase III 
simulates the game project and reports on the status of 
all activities. The game project is restricted to 100 
activities and minor restrictions on node numbering and 
maximum duration. 

PBOGBAHHING SYSTEHS - Britten in FOBTRAN. 

HINIHOH SYSTEH BEQOIBEHENTS - Bequires 12K, 1401 with 
Advanced Programming, Hultiply-Divide, High-Low-Equal 
Compare, 1402 Card Beader, 1403 Printer and at least two 
magnetic tape units. Phase III requires 11,152 positions. 

BASIC FBOGBAH PACKAGE 

EOC0HEHTATI0N - Brite-up. 

HACHIHE BEADABLE - Appropriate material delivered. 



DIBECT TECHNICAL INCOIRIES TO: 
Charles F. Bilkes 
IBH Corporation 
11141 Georqia Avenue 
Bheaton, Haryland 

DESCRIPTION - Socrates provides an in-house system for 
scheduling secondary school students into classes of grades 
seven through twelve. The system schedules periods zero 
through ten for two regular semesters simultaneously, or 
one split-week semester. Features include ability 
groupings, teacher selection, grade range selection, sex 
selection, alternate course requests, study hall scheduling, 
blocked courses, and maximum class balancing consistent 
with minimum rejects. Includes a complete series of 
programs to simplify data collection, corrections, 
scheduling and analysis. File maintenance programs permit 
individual or mass changes. Output reports include 
verification listings, simple tally, conflict matrix, 
analysis of rejects, class load analysis in sequence by 
room, teacher, period and course, and students schedule 
listing with card output option. 

PROGRAHHING SYSTEHS - Autocoder on disk. 

HIHIHOH SYSTEH REQOIREHENTS - Hinimum 8K 1401/40/60 with 
Bit Test, High-Low-Equal Compare, Advanced Programming, 
one 1311 Disk Drive, and any I/O configuration. 

BASIC PBOGBAH PACKAGE 

D0C0HEHTATION - Brite-up. 

HACHINE READABLE - Appropriate material delivered. 

OPTIONAL PROGRAH PACKAGE - None. 

ORDERING INFORHATION: PROGRAH NOHBER 1401103065 



CONTRIBUTED FB06BAHS 



CONTINUED FBOH PBIOB PAGE 



PROGRAM NUBBEB 
EXTENSION 



CONTINUED FBOH PBIOB COLUMN 



DISTBIBDTIOH BEDIDH 
TYPE CODE 



none 



BASIC 
OPTIONAL none 



7/556 
7/800 



22 

24 



OSEB VOIOHE 
BEQUIBEMEHT 



HT 7/800 



1401-10.3.070 

TS88 - SCORE ABO ANALYZE TBACHEB-HADE TESTS 



1 40 1-10.3.067 

TEACBBB-HADE-TEST PACKAGE 

ADTBOBS: Br. D. R. Taylor Hr. C. H. Cozad 

BIBECT TECHNICAL IHQOIBIES TO: 
Br. D. B. Taylor 
IBB Corporation 
525 So. Flower Street 
Los Angeles, California 90017 

DESCBIPTION - The Teacher-Bade-Test program provides a 
simple and accurate way for the teacher to lake use of 
data processing facilities for the scoring and analysis 
of tests administered in the classroom. The program not 
only accomplishes the scoring function, bat also the 
preparation of meaningful test result analyses to aid the 
teacher in determining individual and class needs. Multiple 
choice and/or true-false types of objective tests of up 
to 100 guestions can be processed. Input consists of one 
mark-sense test answer card per student. Output consists 
of 1. Score listing with right or wrong response record, 
2. Item count, and 3. Unit-point freguency distribution. 
Program can also be used to analyze results of opinion 
surveys and class elections. 

PBOGBABBIHG SISTEBS - Written in 1401-/40/60 Autocoder. 

MINIMUM SYSTEM REQUIREMENTS - 8K, 1401/40/60 with Column 
Binary or Card Image, High-Low-Egual Compare, Advanced 
Programming, and one 1311 Disk Drive. 

BASIC PROGRAM PACKAGE 

DOCUMENTATION - Write-up. 

BACHIHE BEADABLE - Appropriate material delivered. 

OPTIONAL PBOGBAB PACKAGE - None. 

OBDEBING INFCBBATION: PBOGBAB NDHBEB 1401103067 



BASIC 
OPTIONAL 



PBOGBAB NUBBEB 
EXTENSION 



none 
none 



DISTRIBUTION HEDIUH 
TYPE CODE 



CABDS 
none 



USES VOIUBE 
BEQUIBEBINT 



none 
none 



1401-10. 3.068 

CCOPEBATIVE ADMISSIONS IN FOBBATION S YSTE B 



AUTHOB: 



Br. B. B. Glover 



DIBECT TECHNICAL INQUIBIES TO: 
Br. B. B. Glover 

College Entrance Examination Board 
475 Biverside Dr. 
New York, New York 10027 

DESCBIPTION - The system provides an effective and 
comprehensive means of assembling applicant information, 
retrieving the information in standardized report formats, 
obtaining detailed descriptions of applicant academic 
gualif ications, assembling summary data, communicating 
admissions and financial aid decisions and records of 
college achievement to secondary schools, and furnishing 
access to applicant and class information for logitudinal 
and comparative studies. The system includes two update 
runs, creating an applicant master file and a transcript 
master file, and six report runs which produce the reports 
previously described. 



PBOGRAMMING SYSTEBS 
Language. 



The programs are written in Autocoder 



BINIHUB SYSTEB BEQUIBEBENTS - 12K or 8K (depending on Data 
Processing runs) 1401 with Indexing, Storage Address 
Begister, Hove Becord, High-Low-Egual Compare features... 

1406 Core Storage unit, fiodel 2 4-729 Tape Units 

1403 Printer, Bodes 2 600 LPH, 132 characters 1402 Card 

Bead Punch, Model 1. 

BASIC PBCGEAB PACKAGE 

BOCUBENTATION - Write-up. 

BACHINE BEADABLE - Appropriate material delivered. 

OPTIONAL EBOGBAM PACKAGE 
DOCUBENTATION - None. 
BACHINE BEADABLE - Source Code. 

OBDEBING INFOBBATION: PBOGBAB NUBBEB 1401103068 



AUTHOB: 



Ar. c. g. Badner 



DIBECT TECHNICAL INQUIBIES TO: 
Hr. C. G. Badner 
New Trier Township High Schools 
385 Rinnetka Avenue 
Binnetka, Illinois 60093 

DESCBIPTION - The purpose of this program is to take punched 
responses from tests scored on an IBM 1230 Test Scoring 
Machine and analyze and evaluate the test by means of a 
1401 computer. Besponses extracted are stored on disk, 
then analyzed and evaluated. 

Restrictions are- no more than 80 items, maximum weighted 
score - 700/ speed - approximately 1000 tests per hour. 

MINIMUM SYSTEM REQUIREMENTS - 1401 8K, 1402 Reader, 1403 
Printer, one 1311 disk. Indexing, and High-Low-Egual 
Compare. 

BASIC PBOGBAB PACKAGE 

DOCUMENTATION - Write-up. 

BACHINE BEADABLE - Appropriate material delivered. 

OPTIONAL PBOGBAB PACKAGE - None. 



OBDEBING INFOBBATION: PBOGBAB NUBBEB 1401103070 



PBOGBAB NUBBEB 
EXTENSION 



DISTBIBUTION BEDIUB 
TYPE CODE 



USEB VOLUME 
BEQUIBEBEHT 



OPTIONAL none 



81-10.3.071 



J1 UNIVERSITY ADMISSIONS INFOBBATION SYSTEB 



AUTHOBS: AUTHOB: 



B. B. Glover 



DIRECT TECHNICAL INQUIBIES TO: 

DIBECT TECHNICAL INQUIBIES TO: 

B. H. Glover 

College Entrance Examination Board 

475 Biverside Drive 

Hew York City, New York 10027 

DESCRIPTION - The 1401 University Admissions Information 
System (UAIS) provides an effective and comprehensive means 
of assembling applicant information, of retrieving 
information in standardized report formats, obtaining 
detailed descriptions of applicant gualif ications, 
assembling summary data, communicating admissions and 
financial aid decisions and records of college achievement 
to secondary schools, automatically sending notifications 
of missing information and decisions to applicants, and 
furnishing access to applicant and class information for 
longitudinal and comparative studies. Included in the 
system is a generalized information retrieval program that 
provides record selection and field selection to punch 
a card, print a listing, or prepare a copy of formated 
tape. The system has two update runs, creating an applicant 
master file and a transcript master file, and seven report 
runs which produce the outputs previously described. 

PBOGBAMBING SYSTEBS - Written in Autocoder language. 

MINIMUM SYSTEB REQUIBEBENTS - 8K storage capacity, 1401 
Processing Unit, 1406 Core Storage Unit, Hodel 2, 4 - 729 
or 7330 Magnetic Tape Units, 1 - 1403 Printer, Bodel 2 
600 1pm, 132 characters, 1 - 1402 Card Bead Punch, Hodel 



FEATUBES - Indexing... Storage Address Begister... Move 
Becord... High/Low/Equal compare... Sense Switches. 

BASIC PBOGBAB PACKAGE 

DOCUMENTATION - Write-up. 

BACHINE BEADABLE - Object code, source code and 
sample problem. 

OPTIONAL PBOGBAB PACKAGE - None. 

ORDERING INFORMATION: PROGRAH NUMBER 1401103071 



PROGRAB NUBBEB 
EXTENSION 



DISTBIBUTION MEDIUM 
TYPE CODE 



BASIC none 
OPTIONAL none 



DTB 7/556 
DTE 7/800 



22 
24 



USEB VOLUME 
BEQUIBEBENT 



none 
none 



PROGBAB NUBBEB 
EXTENSION 



DISTBIBUTION BEDIUB 
TYPE CODE 



BASIC none 
CPTIGNAL none 



DTE 7/556 
DTB 7/800 



7/556 



USEB VOLUflE 
BEQUIREBENT 



none 
none 



1401-10.3.072 

FINANCIAL AID INFOBBATION SYSTEB (LOAN SYSTEB) 



AUTHOBS: AUTHOB: B. H. Glover 



CONTRIBUTED PBOGB1HS 



CONTINUED FHOH PBIOB PAGE 

DIRECT TECHNICAL INQUIRIES TO: 

DIRECT TECHNICAL INQUIRIES TO: 
B. H. Glover 

College Entrance Examination Board 
475 Riverside Drive 
Hew York City, Hew York 10027 

DBSCBIPTIOH - The Financial lid Information System provides 
colleges with an effective aeans of improving the student 
personnel aspects of student aid programs, increasing the 
utilization of student aid resources, and expanding the 
■anagerial capabilities of those responsible for the 
administration of student financial aid. The systei 
consists of two major segments ; the Loan Subsystem and 
the Stndent Aid Subsystem. Since each subsystem is designed 
to. operate independently of the other, the documentation 
for each subsystem has been prepared separately. 

The basic functions performed by the Loan Subsystem include 
the gathering of data on student borrowers and their loans; 
the production of periodic statements for students 
summarizing their total borrowing; the generation of 
periodic invoices for each borrower who has a payment due; 
the printing of a loan register detailing all loans 
outstanding; the recording of payments, cancellations and 
deferments and the production of various supporting 
documents necessary for the administration, auditing, and 
reporting of loan activitites. 

PBOGBAHHING SYSTEHS - The programs comprising the systea 
are written in Autocoder Programming Language. The programs 
have undergone extensive systems testing but have not been 
used in an operational environment as of the date of this 
release. 

HINIHUH SYSTEH REQUIREHENTS - 8K storage capacity, 1401 
Processing Unit, 1406 Core Storage Unit, Hodel 2. 4 - 
729 or 7330 Hagnetic Tape Units, 1 - 1403 Printer, Hodel 
2 600 lpa, 132 characters, 1 - 1402 Card Bead Punch, Hodel 
1. 

FEATURES - Indexing... High/Low/Egual Compare... Storage 
Address Register... Hove Record... Sense Switches. 

BASIC PBOGBAH PACKAGE 

EOCUHEHTATIOH - «rite-up. 

HACHIHE READABLE - Object code, source code and 
sample problem. 

OPTIONAL PBOGBAH PACKAGE - Hone. 

OBDEBIHG IHFOBHATION: PBOGBAH HDHBEB 1401103072 

PBOGBAH HUHBER DISTBIBUTIOH HEDIUH DSER VOLUHE 
EXTENSION TYPE * CODE REQDIREHENT 



CONTINUED FBOH PBIOB COLUHN 

BASIC PBOGRAH PACKAGE 

DOCUHEHTATION - write-up. 

HACHINE READABLE - Object code, source code and 
sample problem. 

OPTIONAL PRCGBAH PACKAGE - None. 

OBDERING IHFOBHATION: PROGRAH BOBBER 1401103073 

PROGRAH HUHBER DISTRIBUTION HEDIUH USER VOLUHE 
EXTENSION TYPE CODE BEQUIREHENT 



BASIC none 
OPTIONAL none 



HT 7/556 
HT 7/800 



1401-11.0.005 *B 

BE ACTION TIHI HG PBOG RAH FOB IBH 1401 

AUTHORS: L. R. Debuys J. F. Naughton 

DIRECT TECHNICAL INQUIRIES TO: 
L. R. Debuys 
IBH Corporation 
2640 Canal Street 
New Orleans 19, Louisiana 

DESCRIPTION - The Reaction Timing Program for the IBH 1401 
is designed primarily as a demonstration. However, the 
program can be used to measure reaction time as a function 
of waiting time. 

PBOGBAHHING SYSTEHS - Britten in SPS. 

HINIHUH SYSTEH REQUIREHENTS - 1401 - 1. 4K (Sense Switches 
desirable), 1402, 1403 Hodel 1 or 2. 

BASIC PBOGRAH PACKAGE 

DOCUHEHTATION - Nrite-up. 

HACHINE READABLE - Appropriate material delivered. 

OPTIOHAL PROGRAH PACKAGE - None. 

ORDERING INFOBHATION: PROGRAH NDHBER 1401110005 



PROGBAH HUHBER 
EXTEHSION 



BASIC none 
OPTIOHAL none 



DISTRIBUTION HEDIUH 
TYPE CODE 



DTR* 
none 



USER VOLUHE 
BEQUIREHENT 



none 
none 



BASIC none 
OPTIONAL none 



DTR 7/556 
DTR 7/800 



22 
24 



none 
none 



14 01-10.3.073 

FINANCIAL AID INFOBHATI O N SYSTEH (STUDENT AID SUBSYSTEM) 

AUTHOB: H.D. Van Dusen 

DIBECT TECHNICAL INQUIBIES TO: 
A.G. Sidar, Jr. 

Director - College Scholarship Service 
475 Biverside Drive 
New York City, New York 10027 

DESCRIPTION - The Financial Aid Information provides 
colleges with an effective aeans of improving the student 
personnel aspects of student aid programs, increasing the 
utilization of student aid resources, and expanding the 
managerial capabilites of those responsible for the 
adminstration of student financial aid. The system consists 
of two major segments; the Student Aid Subsystem and the 
Loan Subsystem. Since each subsystem is designed to operate 
independently of the other, the documentation for each 
subsystem has been prepared separately. 

The basic functions performed by the Student Aid Subsystem 
include the collection and recording of academic, personal, 
and financial data on financial aid applicants, the 
collection and recording of information concerning student 
aid funds and resources, the generation of student data 
cards for use in determining financial aid awards and in 
counseling students, the generation of student rosters 
for applicants who meet various selection criteria, the 
generation of fund reports showing available funds and 
funds committed, the recording of financial aid award 
decisions, the generation cf notification and reply letters 
to be sent to aid recipients, and the production of various 
summary and statistical reports. 

PROGBAHHING SYSTEHS - The programs comprising the system 
are written in Autocoder Programming Language. 

HINIHUH SYSTEH REQUIREHENTS - 8K storage capacity, 1401 
Processing Unit, 1406 Core Storage Unit, Hodel 2, 4 - 729 
or 7330 Hagnetic Tape Units, 1 - 1403 Printer, Hodel 2 
600 1pm, 132 characters, 1-1402 Card Bead/Punch, Hodel 1. 

FEATUBES - Indexing... High/Low/Egual Compare... Storage 
Address Register... Hove Becord. .. Sense Switches. 



1401-11.0.007 *H 

FALLOUT 

AUTHOR: Thomas P. Callahan 

DIRECT TECHNICAL INQUIRIES TO: 
Thomas P. Callahan 
IBH Corporation 
701 Nest Broad Street 
Bethlehem, Pennsylvania 

DESCRIPTION - FALLOUT is a package of demonstration programs 
designed to emphasize audience participation and visual 
impact while demonstrating 1401 capabilities. FALLOUT 
is designed to demonstrate 1401 capabilities to anyone, 
particularly persons with no data processing knowledge 
whatsoever. Some capabilities demonstrated are output 
printing speed, internal storage capacity, internal 
arithmetic speed, decision-making ability, computer logic, 
and computer flexibility. 

PROGBAHHIHG SYSTEHS - Source language - SPS. 

HINIHUH SYSTEH REQUIBEHENTS - 4K card 1401 with Sense 
Switches reguired for basic package. 

BASIC PBOGBAH PACKAGE 

DOCUHEHTATION - Hrite-up. 

HACHINE READABLE - Appropriate material delivered. 

OPTIONAL PROGRAH PACKAGE - None. 

ORDERING INFORHATION: PROGRAH NUHBER 1401110007 



PROGRAH NUHEER 
EXTENSION 



BASIC none 
OPTIONAL none 



DISTRIBUTION HEDIUH 
TYPE CODE 



DTB* 
none 



USER VOLUHE 
REQUIBEHENT 



none 
none 



1401-11.0.010 

THE GAHE BRIDG-IT ON THE 1401 



AUTHOR: Gunter Wenzel 



DIRECT TECHNICAL INQUIRIES TO: 
Gunter Henzel 

IBH Deutschland DP Basic Research 
Internationale Buero Haschinen GHBH 
Sindelfingen/Nurttenberg, Germany 



COHTRIBOTBD PROGRAHS 



CONTINUED FBOH PRIOR PAGE 



COHTIHOED FBOH PBIOB COLDHH 



DESCBIPTION - This demonstration prograi plays the game 
Briag-it. It must have the first »oye and will then succeed 
in every case against the opponent. The winning strategy 
is froi Oliver Gross, Band Corporation. 

BINIHUH SYSTEM REQOIREHEHTS - 1401, UK, no special features 
reguired. The input choice between 1402 and 1407 is 
possible. 

BASIC PBOGBAH PACKAGE 

DOCOHEHTATIOH - Write-up. 

HACHINE READABLE - Appropriate material delivered. 

OPTIOHAI PBOGRAH PACKAGE - Hone. 

CBDEBING IHFOBHATIOH: PHOGBAB HOHBEB 1401110010 



PBOGBAH HOHBEB 
EXTEHSIOH 



DISTBIBOTIOH HEDIOH 
TYPE CODB 



OSEB VOIOHE 
BEQDIBEHEHT 



OPTIOHAI none 



DESCBIPTION - update SHARE program tapes starting 
with reel number 5. SHARE members nay build tape 5 by 
duplicating distributions disseminated froi the library. 
The user is referred to the memorandum to SHARE members 
dated Hoveaber 14, 1962. This progran is the third in a 
The tape to be updated is mounted on unit two with a file 
protect ring. This tape should be either blank or contain 
the aost current SHABB distributions. The input tape 
containing the new distributions is file protected and 
■onnted on unit one. Tape two is searched for a tape 
■ark, backspaced over the tape aark, and a tape to tape 
operation is initiated. Tape one is input. Tape two is 
output. 

PBOGBAHHIHG SYSTEHS - SPS assembled with Autocoder. 

HIHIHOH SYSTEH BEQOIHEHEHTS - 1401 4K, two tape units, 
1402, 1403, coluan binary, sense switches, and location 
3901 is the last core position used. 

BASIC PBOGBAH PACKAGE 

DOCUHEHTATIOH - Write-up. 

HACHIHE READABLE - Appropriate Material delivered. 



OPTIOHAI FBCGBAH PACKAGE - None. 



1401-11.0.012 

HOSIC-HDSIC SIHOIATIOH OH A 1401 COMPUTES 

AOTHOB: H. a. Peskin 

EIBECT TECHHICAI INQOIRIES TO: 
H. J. Peskin 
The flitre Corporation 
Box 208 
Bedford, Hassachusetts 



OBDERIHG IHFOBHATIOH: PBOGRAH HOHBEB 1401131025 



PBOGBAH HOHBEB 
EXTEHSIOH 



BASIC none 
OPTIOHAI none 



DISTBIBOTIOH HEDIOH 
TYPE CODE 



CABDS 
none 



OSEB VOIOHE 
REQOIREHEHT 



none 
none 



DESCRIPTION - HOSIC is a 1401 program which demonstrates 
a technigue for producing Music on the 1403 Printer. The 
distributed deck is set up to play Ravel's Bolero. This 
write-up describes the procedures by which any desired 
■usic aay be produced. 

PBOGBAHHIHG SYSTEHS - Britten in Autocoder. 

HINIHUH SISTEH BEQOIHEHEHTS - HOSIC will load and operate 
in 1401s of any size. The object machine, however, aust 
have sense Switches and Advanced Programming. 



1401-13.1.026 

CARD-TO-TAPE FOB THE SHABB LIBRARY 

AOTHORS: A.E. Blossoi B.J. Hoynes 

DIBECT TECHHICAI IHCOIRIBS TO: 

A. E. Blossom 

IBH Corporation 

IC 115 Dept. 649 AAS 

1133 Westchester Avenue 

White Plains, New York 10604 



BASIC PBOGBAH PACKAGE 

E0C0HEHTATIOH - Write-up. 

HACHIHE BEAEABIE - Appropriate material delivered. 

OPTIONAL EBOGBAH PACKAGE - None. 

CBDEBIHG INFORMATION: PBOGBAH HOHBEB 1401110012 



DESCBIPTION - To load source and object program card decks, 
submitted through the SHABE organization on magnetic tape 
in blocked format. 

PBOGBAHHIHG SYSTEHS - SPS Assembled with Autocoder. 



PBOGBAH NOHBEB 
EXTENSION 



CPTIONAI none 



DISTBIBOTIOH HEDIOH 
TYPE CODE 



OSEB VOIOHE 
BEQDIBEHEHT 



81-13.1.009 



BGCP - BEPBODOCE. GAHG-POHCH. COOHTj. PRINT 
AOTHOB: E. J. Hanring 



MINIHOH SYSTEH BEQOIHEHEHTS - 1401 4K, one tape unit, 1402 
Card Reader, 1403 Printer, column binary, advanced 
programming and sense switches. The progran uses the block 
of storage from 333 to 1874 plus 1601 locations for a 
record area. 

BASIC PBOGRAH PACKAGE 

D0COHEHTATI0N - Write-up. 

HACHIHE READABIE - Appropriate material delivered. 

OPTIONAL FBCGBAH PACKAGE - None. 

ORDEBIHG IHFOBHATION: PBOGBAH NOHBEB 1401131026 



DIBECT TECHNICAL INQOIRIES TO: 
B. J. Hanring 
8621 Georgia Avenue 
Silver Spring, Maryland 

DESCRIPTION - To reproduce cards, performing operations 
which would otherwise entail wiring a separate reproducer 
board, to list cards where a reformating of the card image 
is desired, and to serially number cards and/or lines on 
a page. 

HINIHOH SYSTEH BEQOIREHENTS - 4K 1401, 1402, 1403 Model 
2, Sense Switches B-D, Advanced Programming feature, High- 
Low-Egual Compare. 

BASIC PBOGBAH PACKAGE 

EOCOHENTATIOH - Write-up on Hicrofiche only. 
HACHINE READABLE - None. 

CBDERING IHFOBHATIOH: PBOGBAH NOHBEB 1401131009 



PBOGBAH NOHBEB 
EXTENSION 



BASIC none 
OPTIONAL none 



DISTRIBOTION HEDIOH 
TYPE CODE 



DTB* 
none 



1401-13.1.027 

DELBTE-HEBGB FOB THE SHAB E IIBRARY 



AOTHOB: 



A.E. Blossom 



OSER VOIOHE 
BEQOIREHEHT 



none 
none 



DIRECT TECHHICAI INQOIRIES TO: 
A.E. Blossom 
IBH Corporation 
IC 115 Dept. 649 AAS 
1133 Westchester Avenue 
White Plains, New York 10604 



Indicate "E N 1" in columns 1-3 and the Program Number 
in columns 4-13 on the IBH Program Order Form. 



1401-13 .1.025 

TAPE-TC-TAPE FOB THE SHABE LIBBABY 



AOTHOBS: A.E. Blossom 



B. Hoynes 



DIBECT TECHNICAL INQOIBIES TO: 
A.E. Blossom 
IBH Corporation 
IC 115 Dept. 649 AAS 
1133 Westchester Avenue 
White Plains, Hew York 10604 

*** h _ _ 



DESCRIPTION - permits users of the SHARE library tapes to 
maintain card decks on these tapes in a current status. The 
delete and merge method used is straight forward and can be 
accomplished with a one-phase program on a 1401 Tape System. 
The only special feature used is column binary. This 
program is a three tape operation. Onit 1 contains the 
master reel, unit 2 is the change tape, and unit 3 is the 
output. The progran does not rewind tapes, therefore, 
the change tape can contain more than one file. Each file 
is devoted to particular library tape. As written, this 
program will not add new programs, i.e., if the program 
does not exist on the master tape (Onit 1) , then it cannot 
be placed on the change tape (Onit 2) . Only a direct 
swap is valid. 

PROGRAHHIHG SYSTEHS - Autocoder. 



COHTBIBDTBD PBOGBAHS 



COHTIBOED FBOH PBIOB PAGE 

HIHIHOH STSIEB BEQOIBEHEHTS - 1401 4K, 1402, three (3) tape 
units, and colunn binary. 

BASIC PBOGBAH PACKAGE 

DOCOHEBTATIOH - Write-up. 

HACHIHE BEADABLE - Appropriate material delivered. 

OPTIOHAL PBOGBAH PACKAGE - Hone. 

OBDEBIBG IBFOBHATIOH: PBOGBAH HUHBEB 1401131027 

PBOGBAH BOHBEB DISTBIBOTIOH HEDIOH OSEB VOLOHE 
EZTEHSIOH TYPE CODE BEQOIBBHEHT 



BASIC none 
OPTIOHAL none 



DTB* 

none 



none 
none 



1401-13.1.028 

TAPB-TC-CABD FOB THE SBABE LIBBABY 

AUTHORS: A.E. Blossom B.J. Boynes 

BISECT TECHHICAL IHQOIBIES TO: 
A. E. Blossom 
IBH Corporation 
IC 115 Westchester Avenue 
White Plains, Ben York 10604 



COHTIBOED FBOH PBIOB COLOHH 

DESCBIPTIOH - This program writes magnetic tape with SHABE 
Catalog, order and program decks, together with 1401 
retrieval routines. The created tape contains an entire 
SBABE distribution of card material and is duplicated to 
small 200 foot reels of magnetic tape called a DTB- 
distribution tape reel. The distribution tape reel (DTB) 
was the principle reason for writing this package of 
programs. Together, they provide a convenient and efficient 
means of disseminating card distribution material to SHABE 
members. The DTB is a 200 foot reel of magnetic tape used 
as a distribution medium. Hagnetic tape is written with 
1401 core loads and data cards to create a 1401 tape 
loadable retrieval system with five job options - (1) List 
and punch catalog and order cards. (2) list and punch 
catalog cards. (3) List and punch order cards. (4) Tape 
to card retrieval for program card decks. (5) Selective 
updation for SBABE Library tapes. 

HIBIHDH SYSTEH BEQOIBEHEHTS - A 4K 1401 with three (3) 
units, sense switches, 1402, 1403, column binary, advanced 
programming, and HI-LO-EQ. 

BASIC PBOGBAH PACKAGE 

DOCOHEBTATIOH - Write-up. 

HACHIHE BEADABLE - Appropriate material delivered. 

OPTIOBAL PBOGBAH PACKAGE - Bone. 

OBDEBIHG IBFOBHATIOH: PBOGBAH HOHBEB 1401131032 



*** H 



PBOGBAH HOHBEB 
EXTEBSIOH 



DISTRIBOTIOB HEDIOH 
TYPE CODE 



OSEB VOLOHE 
BEQOIBBHEHT 



DESCBIPTIOH - To retrieve program card decks from the SBABE 
Prograi Library tapes. Designed for use with SBABE Program 
Library tape only. 

HIHIHOH SYSTEH BEQOIBEHEHTS - 1401 4K, one tape unit, 1402, 
colunn binary feature, 1403 Printer - used only for messages 
to the operator. 

BASIC PBOGBAH PACKAGE 

DOCOHEBTATIOH - Write-up. 

HACHIHE BEADABLE - Appropriate material delivered. 

OPTIOHAL PBOGBAH PACKAGE - Hone. 

OBDEBIHG IBFOBHATIOH: 1401131028 



OPTIOHAL none 





PBOGBAH BOHBEB 


DISTl 




EXTEHSIOB 


TYPE 


BASIC 


none 


DTB* 


OPTIOHAL 


none 


none 



DISTBIBOTIOH HEDIOH 
CODE 



OSEB VOLOHE 
BEQOIBBHEHT 



none 
none 



140 1-13.1.029 

SBABE CBDEB CABD LIST AHD POHCH 

AOTHOBS: A.E. Blossom B.J. Boynes 

DIBECT TECHHICAL IHQOIBIES TO: 
A.E. Blossom 
IBH Corporation 
IC 115 Dept. 649 AAS 
1133 Westchester Avenue 
White Plains, Hew York 10604 



OPTBAIH - OPEBATIHG TBAIHIHG OB THE 1401 



AOTHOB: 



Sy Berlin 



DIBECT TECHHICAL IHQOIBIES TO: 

Sy Berlin 

Besearch Analysis Corp. 
6935 Arlington Boad 
Bethesda 14, Haryland 

DESCBIPTIOH - This program thru a random selection of 6 
subroutines, puts the operator thru most situations which 
are programmable. It attempts to make the operator alert 
on the peripheral gear and tests his knowledge of bit con- 
figurations on the console. It is our belief that a good 
foundation on this computer will be advantageous and 
expedite training on larger computers where reguired. 

PBOGBAHHIHG SYSTEHS - Written in Autocoder. 

HIHIHOH SYSTEH BEQOIBEHEHTS - 8K 1401 with Indexing, Sense 
Switch B and two tape drives. 

BASIC PBOGBAH PACKAGE 

DOCOHEBTATIOH - Write-up. 

HACHIHE BEADABLE - Appropriate material delivered. 

OPTIOHAL PBOGBAH PACKAGE - Bone. 

OBDEBIHG IBFOBHATIOH: PBOGBAH HOHBEB 1401134002 



DESCBIPTIOH - Provide users of the SHABE Program Library 
Tapes with a listing and/or the order cards preceding each 
deck on the tape. Designed for use with SHABE Program 
Library Tapes only. 

HIHIHOH SYSTEH BEQOIBEBEBTS - 1401 4K, one tape unit, 1403 
Printer, 1402 Card Punch, column binary. 

BASIC PBOGBAH PACKAGE 

DOCOHEBTATIOH - Write-up. 

HACHIHE BEADABLE - Appropriate material delivered. 

OPTIOHAL PBOGBAH PACKAGE - Hone. 

OBDEBIHG IBFOBHATIOH: PBOGBAH HOHBEB 1401131029 



PBOGBAH BOHBEB DISTBIBOTIOH HEDIOH OSEB VOLOHE 
EXTEHSIOH TYPE CODE BEQOIBEHEHT 



BASIC none 
OPTIOHAL none 



CABDS 
none 



none 
none 



PBOGBAH HOHBEB 
EZTEHSIOH 



BASIC none 
OPTIOHAL none 



DISTBIBDTIOH HEDIOH 
TYPE CODE 



DTB* 
none 



OSEB VOLOHE 
BEQOIBBHEHT 



none 
none 



14 01-13.1.032 

DISTBIBOTIOH TAPE REEL FOB SBABE 

AOTHOB: A.E. Blossom 

DIBECT TECBHICAL IHQOIBIES TO: 
A.E. Blossom 
IBH Corporation 
IC 115 Dept. 649 AAS 
1133 Westchester Ave. 
White Plains, Hew York 10604 



1401-14.0.002 

GEHBBALIZED PLOT PBOGBAH 

AOTHOBS: H. W. Van Hess B. D. Waring 

DIBECT TECHBICAL IHQOIBIES TO: 
H. W. Van Hess 
IBH Corporation 
1212 S. W. 6th Avenue 
Portland, Oregon 

DESCBIPTIOH - The 1401 Generalized Plot program has been 
written to take data from cards, and prepare a graphic 
representation of that data. It plots to linear scales 
for both axes with dependent variable (Y-axis) being plotted 
parallel to the print chain of the 1403. Op to five pieces 
of data may be plotted on one run and can be taken from 
numerous configurations of data on the card, control cards 
are prepared for the program. to indicate scales, origin 
values, increments data field locations on the card, and 
heading information. 



PBOGBAHHIHG SYSTEHS - The program is written in SPS, 
utilizes the Divide subroutine. 



and 



HIHIHOH SYSTEH BEQOIBEHEHTS - A basic 1401 With 4000 
positions of core storage and 132 print positions on the 
1403 is reguired. Provision has been made for plotting 
at 10 lines to the inch if this special feature is 
available. Program reguirements- Phase 1 uses 30 24 



COHTRIBUTED PROGRAHS 



PAGE 060 1401 

CONTINUED FHOB PRIOB PAGE 

locations: Phase 2 uses 3916 locations. 

BASIC PBOGBAH PACKAGE 

DOCOHENTATION - Write-up. 

HACHIHE BEADABLE - Appropriate material delivered. 

OPTIONAL PBOGBAH PACKAGE 
DOCOHENTATION - None. 
MACHINE BEADABLE - Appropriate material delivered. 

OBDEBIBG INFOBHATIOH: PBOGBAH NOHBEB 1401140002 

PBOGBAH NOHBEB DISTRIBOTION HEDIOH OSES VOLOHE 
EXTENSION TIPE CODE BEQOIHEHENT 



EASIC none 
OPTIONAL none 



CABDS 
CABDS 



none 
none 



140 1-14.0.004 

FOURTEEN ONE OFFSET BEPBODDCIN G AND GANGP ONCHING OB 
EHITTING 



AOTHOR: 



A. H. Toreson 



DIBECT TECHNICAL INQUIBIES TO: 
A. H. Toreson 

Aerojet General Corporation 
Nimbus, California 

DESCRIPTION - To provide a generalized program for the 
following functions. Straight 80-80 offset reproducing, 
straight or offset reproducing with gang punching, producing 
predetermined quantities frog single masters. The program, 
as written, utilizes Modulus 16 arithmetic for address 
modification. Hodels with only 4,000 positions of storage 
will have to make several program changes, explained in 
the write-up, to satisfy the requirements of Hodulus 4 
arithmetic. The program will not accommodate processing 
involving selection or interspersing. 

PBOGBAHHING SYSTEHS - Written in Autocoder. 

HINIHOH SISTEH REQDIBEHENTS - 4000-16,000 position core 
storage, High-Low-Equal Compare, Sense Switches. 

BASIC PBOGBAH PACKAGE 

DOCUMENTATION - Write-up on Hicrofiche only. 
HACHINE BEADABLE - None. 

OBDEBIBG INFOBHATIOH: PBOGBAH NOHBEB 1401140004 

Indicate "B N 1" in columns 1-3 and the Program Number 
in columns 4-13 on the IBH Program Order Form. 



1 4 01-14.0.008 *H 

SOBROOTINE TO CONVEBT DOL LARS AND CENTS DIGITS TO CHECK-FOBH 
WOBDS 



CONTINUED FBOH PBIOB C01OHH 

Jacksonville, Florida 

DESCBIPTIOH - This subroutine will convert names that are 
last name first or last name last in a free format to any 
configuration in a fixed format. The user is given the 
addresses of the areas which contain the first name, first 
initial, middle initial, last name, and suffix. All output 
is left justified in the respective areas. The subroutine 
will accommodate eight of the more common prefixes to last 
names and fourteen of the more common suffixes. The option 
exists to place the suffix one position to the right of 
the last name. The subroutine is easily modifiable to 
insert any extra suffixes or prefixes which are desired. 

PBOGBAHHING STSTEHS - Utilizes Autocoder. 

HINIHOH SYSTEH HEQUIHBHEHTS - 1401 with 4K High-LOW-Equal 
Compare and Advanced Programming. 

BASIC PBOGBAH PACKAGE 

DOCOHEHTATIOH - Write-up. 

HACBINE BEADABLE - Appropriate material delivered. 

OPTIONAL PBOGBAH PACKAGE - None. 

OBDEBING INFOBHATIOH: PBOGBAH HUHBEB 1401140019 

PBOGBAH NOHBEB DISTRIBUTION HEDIUH OSBB VOLOHE 
EXTENSION TYPE CODE BEQOIBEHEHT 



OPTIONAL none 



14 01-14.0.024 *H 

COPY 1401-AU-008 SYSTEHS PACK TO TAPE THEN TAPE TO 360/2311 
IN COMPATIBILITY HODE 



AOTHOB: 



J. A. Winger 



AOTHOB: 



F. H. Edwards 



DIBECT TECHNICAL INQUIRIES TO: 
F. H. Edwards 
IBH Corporation 
215 West State Street 
Trenton, New Jersey 

DESCRIPTION - A subroutine which converts numerical values 
of dollars and cents to the traditional spelled-out check 
form. Values up to and including $9999.99 can be converted. 

PROGBAHHING SYSTEHS - Subroutine is written in 1401 
Autocoder and could be included in the systems tape library 
as a closed subroutine. 

HINIHOH SYSTEH REQDIBEHENTS - The subroutine reguires 
1401 with Advanced Programming and High-Low-Equal Compare. 
The program utilizes 735 positions of core storage 

(statements) . 

BASIC PBOGBAH PACKAGE 

DOCOHENTATION - Write-up. 

HACHINE BEADABLE - Appropriate material delivered. 

OPTIONAL PROGRAH PACKAGE - None. 

ORDERING INFCRHATICN: PBOGBAH NOHBEB 1401140008 



DIRECT TECHNICAL INQUIRIES TO: 
J. A. Winger 
IBH Corporation 
1211 South Harrison Street 
Fort Wayne, Indiana 

DESCRIPTION - This program will copy a 1401-AO-008 Autocoder 
systems pack to tape in odd parity on a 1440 or 1401, and 
by changing sense switch settings, will copy tape to disk 
on either 1400 series or any 360 equipped with 
compatability. Records are read and written on disk in 
the track sector format. HOTE mode records are written 
onto tape without modification. LOAD mode records are 
written onto tape in HOVE mode with an additional record 
which indicates word mark locations. Because the systems 
pack contains word-separator characters, current IBH utility 
programs will not work. There are many different 
combinations of information on a 1401-AO-008 systems pack; 
therefore, the author has made the program general enough 
to handle any situation. 

PBOGBAHHING SYSTEHS - 1401-AO-008 Autocoder and 1440-10- 
010 IOCS. 

HINIHUH SYSTEH HEQUIREHENTS - Program requires 8K, Advanced 
Programming, Sense Switches, 120 print positions, 1 disk 
and 1 tape. Direct Seek is used if available. 

BASIC PBOGRAH PACKAGE 

DOCOHENTATION - Write-up. 

HACHINE READABLE - Appropriate material delivered. 

OPTIONAL PROGRAH PACKAGE - None. 



ORDERING INFOBHATIOH: PBOGRAH NOHBER 1401140024 



PROGRAH NOHBER 
EXTENSION 



BASIC none 
OPTIONAL none 



DISTBIBOTION HEDIOH 
TYPE CODE 



DTB» 
none 



USER VOLUHE 
REQUIREHENT 



none 
none 



EROGRAH NUHBER 
EXTENSION 



BASIC none 
CPTIONAL none 



DISTRIBUTION HEDIOH 
TYPE CODE 



DTR* 
none 



USER VOLOHE 
REQOIREHENT 



none 
none 



-14.0.019 
STANDARD SAME ALTERATION PBOGRAH 

AUTHOR: H. F. Lynds 

DIRECT TECHNICAL INQUIBIES TO: 
H. F. Lynds 
IBH Corporation 
1107 Hyra Street 



1401-14.0.025 *H 

TALLY ANALYSIS REGISTRATION AND SCHEDOLIHG 

AUTHOR: Alice D. Peters 

DIRECT TECHNICAL INQOIRIES TO: 
Alice D. Peters 
IBH Corporation 
150 Grand Street 
White Plains, New York 

DESCRIPTION - Tally, Analysis, Registration, and Scheduling 
(TARS - 1401) . The programs produce aids to master schedule 
building (Tally and Conflict Hatrix) and, using a master 
schedule prepared by the school, process student course 
requests to create student schedules and an updated master 
schedule. 

PROGRAHHING SYSTEHS - Written in Autocoder. 



HINIHUH SYSTEH REQUIREHENTS 
1401 system. 



Designed for an 8K, 1 disk. 



COHTBIBOTED PBOGBAHS 



COHTIHOED FBOH PBIOB PAGE 



COHTIHOED FBOH PBIOB COIOHH 



EASIC EBCGBAH PACKAGE 

DOCOHBHTATIOH - Brite-up. 

HACHIHE READABLE - Appropriate material delivered. 

OPTIOHAI PBOGBAH PACKAGE 
DOCOHEHTATIOH - None. 
HACHIHE BEADABLE - Appropriate material delivered. 

OBDEBIHG IHFOBHATIOH: PBOGBAB HDHBEB 1401140025 

PBOGBAH HDHBEB DISTRIBOTIOH HEDIOB USER VOLOBE 
EXTENSION TYPE , CODE BEQOIBEHEHT 



PBOGBAH HOHBEB 
EXTEHSIOH 



BASIC none 
OPTIOHAL none 



DISTBIBOTIOH HEDIOH 
TYPE CODE 



DTB* 
DTB* 



USES VOLOHE 
BEQOIBEHEHT 



none 
none 



1440-01. H.l 



BASIC none 
CPTIOHAL none 



DTB* 
DTB* 



none 
none 



1402-1 0.3.075 

SOCBATBS STODBHT SCHEDOLIHG - BETA VEBSIOH 

AOTHOB: T.J. Tyskocil 

DIBECT TECHHICAL IHQOIBIES TO: 
T.J. Vyskocil 
IBH Corporation 
11141 Georgia Ave. 
Nheaton, Haryland 20902 

*** H _______ 



*** 



DESCBIPTIOH - Socrates provides an in-house system for 
scheduling students into classes of grades five through 
fourteen. The systea schedules periods zero through twenty- 
nine for two regular semesters. Features include ability 
grouping, teacher selection, grade range selection, sex 
selection, location selection, alternate course reguests, 
study hall assignments, course substitution, and maximum 
semester and class balancing consistent with minimum 
rejects. Includes a coaplete series of prograas to siaplify 
data collection, corrections, scheduling and analysis. File 
■aintenance prograas perait individual or mass changes. 
Output reports include verification listings, siaple tally, 
conflict matrix, reject analysis, room and teacher 
utilization, student schedules and class lists. 

PBOGBAHHIHG SYSTEHS - Written in 1401-AO-008. 

HINIHOH SYSTEH BEQOIBEHEHTS - 12K storage, 1401/40/60 with 
bit test, high-low-egual compare, advanced programming, two 
1311 Disk Drives, and any I/O configuration. 

BASIC PBOGBAH PACKAGE 

DOCOHEHTATIOH - Irite-up. 

HACHIHE BEADABLE - Source code and sample problea. 

OPTIOHAL PBOGBAH PACKAGE - Hone. 

OBDEBIHG IHFOBHATIOH: PBOGBAH HOHBEB 1402103075 

PBOGBAH HOHBEB DISTBIBOTIOH HEDIOH OSEB VOLOHE 
EXTEHSIOH TYPE CODE BEQOIBEHEHT 



BADIO - BAHDOH DISK IHPOT/OOTPOT SOBBOOTIHE 

AOTHOB: J. H. Heaver 

DIBECT TECHHICAL IHQOIBIES TO: 
J.H. Heaver 
Gateway Data Systeas 
500 Ho. 1 Gateway center 
Pittsburgh, Pa. 15222 

DESCBIPTIOH - An Autocoder Library aacro which handles 
1311 Disk I/O functions and error routines. It can handle 
cyl. overflow and use Direct Seek, Scan Disk, and Track 
Becord, if available, on up to five drives. The subroutine 
is generative, providing only the routines called for. 
It is intended to replace IOCS random giving the user 
greater ease of prograaaing and flexibility. The routine 
was patterned after the PAL Wholesale Grocery aacro OFPIO 
to include special features. Cylinder Overflow, Saae. 
Cylinder Test, and IOCS Type Coded Halt. The routine does 
not do any label checking. The disk control field Bust 
be set by the user and is restored after the operation. 
The SCAB routine can scan 999 sectors in one operation. 
Storage requirements - froa 369 pos. to 841 depending on 
features used. 

HIHIHOH SYSTEB BEQOIBEHEHTS - 4K-T440 1442-Bodel 1 1443 
Hodel 1, one 1311 Disk Drive Indexing and Store Address 
BRegister special feature. 

BASIC PBOGBAH PACKAGE 

DOCOHEHTATIOH - Hrite-up on Hicrofiche only. 
HACHIHE BEADABLE - Hone. 

OBDEBIHG IHFOBHATIOH: PBOGBAH HOHBEB 1440014001 

Indicate "B H 1" in columns 1-3 and the Program Number 
in coluans 4-13 on the IBH Program Order Form. 



EASIC none 
OPTIONAL none 



HT 7/556 
HT 7/800 



22 
24 



1440-0 1.0.001 

PACE - PBE-ASSEHBLI CHECK AND EDIT LISTIHG 



AOTHOB: 



B.N. Awerkamp 



DIBECT TECHHICAL IHQOIBIES TO: 
B.H. Awerkamp 
IBB Corp. 
23 Hitchcock Hay 
Santa Barbara, Calif. 93105 

DESCBIPTIOH - PACE brings to the 1440 user an efficient 
and meaningful diagnostic program. It will check and edit 
1440 Autocoder and Autocoder/IOCS source programs by 
detecting underfined labels, format and parameter errors, 
coding errors and keypunch errors. The printed output 
provides a label table in alphabetical order followed by 
a listing of the source program with errors by significant 
special characters. An edit is also performed on DIOCS 
and DTF EHTBIES FOB ACCEPTABILITY AHD SPELLIHG. There 
are three checks of Autocoder statements pertaining to 
labels, operation codes and operands. The checking results 
are equal to an Autocoder Assembly. 

EBOGBAHBIHG SYSTEHS - Britten in Autocoder. 

HIHIBOB SYSTEB BEQOIBEHEHTS - 1440 4K, one 1311 and Indexing 
and Store Address Begister. Printed output options are 
available with Sense Switches. 

BASIC PBOGBAH PACKAGE 

DOCOHEHTATIOH - Hrite-up. 
HACHINE BEADABLE - Object code. 

OPTIONAL PBOGBAB PACKAGE 
DOCOBEHTATION - None. 
HACHINE BEADABLE - Source code. 

OBDEBIHG IHFOBHATIOH: PROGBAH HOHBEB 1440010001 



SOBT 54 DISK BFSIDEHT 

AUTHOR: Bichard S. Beiser 

DIBECT TECHHICAL IHQOIBIES TO: 
Bichard S. Heiser 
IBH Corporation 
6900 Fannin 
Houston, Texas 77025 

DESCBIPTIOH - A modified SOBT 54 is resident on 1311 Disk 
Storage. The SOBT is stored in the load mode in a self- 
loading format. It required 1540 consecutive sectors on 
any drive, and can be file-protected. The program loader 
resides in th highest 4K of core. Program loading is 
accomplished in about 15 seconds. The SOBT is a tailored 
version of SOBT 5 for disk-to-disk sorting without disk 
label checking. This improves performance 20 to 30 percent. 

HIHIHOH SYSTEH BEQOIBEHEHTS - Compatible with 1440 
Controller. 12K memory, 1311 Disk Drive, Direct Seek, 
console typewriter. Sense Switches. 

BASIC PBOGBAH PACKAGE 

DOCOBEHTATIOH - Hrite-up. 

HACHIHE BEADABLE - Appropriate material delivered. 

OPTIONAL PBOGBAH PACKAGE - Hone. 



OBDEBIHG IHFOBHATIOH: PBOGBAH HOHBEB 1440016001 



PBOGBAB HOHBEB 
EXTEHSIOH 



BASIC none 
OPTIOHAL none 



DISTRIBOTIOH HEDIOH 
TYPE CODE 



DTR* 
none 



OSER VOLOHE 
REQOIREHEHT 



none 
none 



1440-02.3.001 * 

VARIABLE CARD REPB OD OCEB FOB 1440/1311 

AOTHOB: John F. Cole 

DIBECT TECHNICAL IHQOIBIES TO: 
John F. Cole 
IBH Corporation 
2911 Cedar Springs Road 
Dallas, Texas 75219 

DESCRIPTION - A Load-and-Go control card oriented program 
for reproducing cards on a 1440 disk system which has only 
one card read- punch. Card images are first written on 
disk, then read from disk and punched into blank cards. 
Siaple control card provision allows for relocating fields, 
omitting fields, and/or emitting characters. Optional 
print control card provides printed analysis of control 



CONTRIBUTES PBOGBAHS 
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CONTINUED FBCH PBIOB PAGE 

cards, listing input deck and/or listing output deck. 
Deck listings indued card counts and column-number 
headings. 

BASIC PBOGBAH PACKAGE 

DOCUHEHTATION - Write-up. 

HACHINE BEADABLE - Appropriate aaterial delivered. 

OPTIONAL PBOGBAH PACKAGE - None. 

OBDEBING IBFOBHATION: PBOGBAH NUHBEB 1440023001 

PBOGBAH NUHBEB DISTRIBUTION HEDIUH USER VOLUHE 
EXTENSION TYPE CODE REQUIREHENT 



BASIC none 
CPTIOHAI none 



DTB* 
none 



none 
none 



1440-02.3.002 

SSS CABD 80-80 CABD TO PBINTEB PBOGBAH W ITH BBAHCH ON 
OYBHPIOW 



1440 

CONTINUED FBOH PBIOB COLUHN 

PROGEAHHING STSTEHS - Source language is Autocoder. 

HIHIHUH STSTEH HEQUBIEHEHTS - One IBH 1442 Card Bead-Punch. 
One IBH 1443 Printer. If the reproducing phases are desired 
the object program also reguires one IBH 1311 Disk Storage 
Drive. 

BASIC PBOGBAH PACKAGE 

DOCUMENTATION - Write-up on Hicrofiche only. 
HACHINE READABLE - None. 

OBDEBING INFOBHATION: PBOGBAH NUHBEB 1440031001 

Indicate "B N 1" in columns 1-3 and the Prograi Number 
in coluans 4-13 on the IBH Program Order Fori. 



14 40-10.1.001 

SHI HEAT STSTEH 



AUTHOR: 



J. G. Beilly 



DIBECT TECHNICAL INQUIBIES TO: 
J. G. Beillv 
155 Honey Lane 
Naltham Abbey, Essex 
England 

DESCBITPION - This progran lists cards and branches to 
channel one on sensing channel twelve. Storage requirements 
are 181 positions. 

HINIHUH SISTEH BEQUIBEHENTS - 1440 with 1443 and 1442/1402. 

BASIC PBOGBAH PACKAGE 

COCUHEBTATIOH - Rrite-up on Hicrofiche only. 
HACHINE BEADABLE - None. 

OBDEBING INFOBHATION: PBOGBAH NUHBEB 1440023002 

Indicate "B N 1" in coluans 1-3 and the Progran Nuaber 
in coluans 4-13 on the IBH Progran Order Fora. 



1440-02.7.004 
COBE DUHE 



AUTHORS: Hr. B. Sharer Hr. B. Grottke 

DIBECT TECHNICAL INQUIBIES TO: 
Hr. B. Sharer 
Arthur Andersen and Co. 
69 N. Washington St. 
Chicago, 111. 60602 

DESCBIPTIOH - This systen prepares Management reports 
containing cost, sales distribution and efficiency 
information of retail meat departments in a supermarket 
chain. The system also prepares reports for purchasing 
and profit planning. There are about 39 object decks in 
the system. 

PBOGBAHHING STSTEHS - Written in Autocoder. 

HINIHUH STSTEH BEQUIBEHENTS - 8K 1440, 1442, 1443 or 1403/ 
120 print positions, console typewriter, 2-2311s, Advanced 
Programming features; no Hultiply-Divide. 

BASIC PBOGBAH PACKAGE 

DOCUHEHTATION - Write-up on Hicrofiche only. 
HACHINB BEADABLE - None. 

OBDEBING INFOBHATION: PBOGBAH NUHBEB 1440101001 

Indicate "B N 1" in columns 1-3 and the Program Number 
in columns 4-13 on the IBH Program Order Fora. 



AUTHOR: 



W. C. Worthington 



DIBECT TECHNICAL INQUIBIES TO: 
W. C. Worthington 
IBH Corporation 
180 South Hain Street 
Erovidence, B. I. 02903 

DESCBIPTIOH - This prograa gives a core dump for 4K, 8K, 
12K or 16K 1440 systems. It was designed because nost 
of the existing memory duaps destroyed a part, or parts, 
of storage as they were loaded. This prograa uses only 
the first eighty initially and prints all remaining 
positions of storage. Word narks are printed as "ones" 
on the line following each data bank of storage. Group 
marks are printed as G's in the data line and W or H in 
the word mark line depending on the presence or absence 
of an associated word mark. There are two decks available 
- a 4K deck and one for 8K and larger systems. 

PBOGBAHHING STSTEH - To facilitate the loading of the 
program and the conservation of core used, the program 
has been written in self-loading, machine language. 

BASIC PBOGBAH PACKAGE 

DOCUHEHTATION - Write-up. 

HACHINE BEADABLE - Appropriate material delivered. 

OPTIONAL PBOGBAH PACKAGE - None. 



OBDEBING INFOBHATION: PBOGBAH NUHBEB 1440027004 



PBOGBAH NUHBEB 
EXTENSION 



DISTRIBUTION HEDIUH 
TYPE CODE 



USES YOLUHE 
BEQUIBEHENT 



OPTIONAL none 



BEPBODUCE GANG PUNC H SIHULATOB 

AUTHOR: Dennis P. Lee 

DIBECT TECBNICAL INQUIBIES TO: 
Dennis P. Lee 
C/0 Commodity Service Co. 
7-9, Harbour Street 
Kingston, Jamaica 



(Ja.) ltd. 



1440-10.2.002 *B 

1240/1440 PBOOF OF DEPOSIT AND CASH LETTEB WBITIH G 

AUTHOR: J. L. Brooks 

DIRECT TECHNICAL INQUIRIES TO: 
J. L. Brooks 
IBH Corp. 

618 S. Hichigan Ave. 
Chicago, 111. 

DESCRIPTION - Deposits, checks, cash slips, control slips 
and substitute documents are entered into the 1412 or 1240. 
An in-proof journal is prepared, a primary distribution 
of the documents is performed, and good data recorded in 
disk storage. The data recorded in disk storage is then 
read and cash letters for kill-pockets prepared. There 
are 1944 source statements. 

PROGRAHHING STSTEHS - For correct compilation of the source 
programs IBH 1440-AU-008 Autocoder must be used. 

HINIHUH STSTEH BEQUIBEHENTS - 1440 - A 1441-A4 8K CPU with 
no. 4631 Index Begisters and Store Begisters... No. 5561 
Printer Attachment... No. 3321 Disk Storage Control... 
No. 7080 Serial I/O Adapter... No. 2260 Console Attachment. 
A 1442-1 or 2 Card Bead Punch with No. 1632 Card Bead Punch 
Adapter. A 1443-2 Printer with HO. 5567 Printer Control... 
No. 5559 Print Positions, 24 additional... No. 5585 Print 
Storage... No. 6401 Selective Character Set... A 1447-1 
Console with No. 7600 Sense Switches... A 1412 Hagnetic 
Character Beader with 1311-1 Disk Storage Drive... 1311- 
2 Disk Storage Drive. 

HIHIHUH STSTEH REQUIREHENTS - 1240 - A 1241 A4 8K CPU with 
No. 4631 Index and Store REgisters... No. 5561 Printer 

Attachment No. 3321 Disk Storage Control... No. 2260 

Console Attachment. A 1442 1 or 2 Card Read Punch with 
No. 1632 Card Read Punch Adapter. A 1443 2 Printer with 
Ho. 5567 Printer Control... No. 5559 Print Positions 
Additional 24... No. 5585 Print Storage... No. 6401 
Selective Character Set. A 1447-1 Console with No. 7650 
Sense Switches. A 1311-1 Disk Storage Drive 1311-2 Disk 
Storage Drive. 

BASIC PROGRAH PACKAGE 

DOCUHEHTATION - Write-up. 

HACHINE READABLE - Appropriate material delivered. 

OPTIONAL PROGRAH PACKAGE - None. 



DESCRIPTION - This program ahs been designed to perform 
any/all of the functions of an IBH 519 without programming 
effort on the users part. The system on which the object 
program is to be run must have at least 4000 positions 
of core storage with no special features. 



ORDERING IHFORHATION: PROGRAH NUHBEB 1440102002 



PBOGBAH NUHBEB 
EXTENSION 



DISTRIBUTION HEDIUH 
TYPE CODE 



USER VOLUHE 
BEQUIBEHENT 



COHTBIBOTED PBOGBAHS 



COHTIBOED FBOH FBIOB PAGE 
OPTIOBAL none 



1 440-10.2.003 

IHSTAUHBH T LOAH ACCOOBTIBG 

AOTHOB: Hr. Ernest Song 

DIBECT TECBNICAL IBQOIBIES TO: 

Hr. Ernest Bong 
IBH Corp. 

420 Hontgonery St. 
San Francisco, Calif. 



94104 



CESCBIPTIOB - The complete installment lean accounting 
for a samll to medium sized bank can be accomplished on 
the IBB 1440 Data Processing System with this package of 
15 program runs. The runs are in 3 aain categories, and 
consist of new loan, daily, and periodic processing. The 
handling of new loans is done is 4 runs which edit and 
convert from card to file, print a new lean journal, print 
an alphabetic reference card, and produce coupons and 
covers. Daily processing involves waster file aaintenance, 
batch proof, posting to master and dealer files, and report 
output. Periodic (weekly and monthly) runs are aade on 
dealer file aaintenance, and print-out of delinquency 
notices, trial balance, and weekly and aonthly reports. 
Interest rebates are coaputed by the 78ths aethod and 
accrual of unearned incoae is done by the straight line 
aethod. 

PBOGBAHHIHG SYSTEHS - Britten in 1440 Autocoder with disk 
IOCS. 

HIHIHOH SYSTEH BEQUIHEHEHTS - Bequires 8K, Indexing and 
Store Address Begister feature, 1442, 1443 with 144 print 
positions. Sense Switches, and 2 - 1311 Disk Drives. There 
are 9067 source statements. 

BASIC PBOGBAH PACKAGE 

DOCOHEBTATIOH - Bone 

HACBIHE READABLE - Appropriate aaterial delivered. 

OPTIOBAL PBOGBAH PACKAGE 
DOCOHEBTATIOH - Bone. 
HACHIBE BEADABLE - Source code. 

OBDEBIBG IBFOBHATIOH: PBOGBAH BOHBEB 1440102003 



COBTIHDED FBOH PBIOB COLOHH 

an extension of the 1440 Bill of Haterial Processor. It 
includes - 

. Loading and aaintenance of inventory and product 

structure records. 
. Loading and aaintenance of work center and routing 

records. 
. Gross to net tine series planning report with reguire- 

nents offset by lead tine. 
. Gross work center loading by tine period. 
. Betrieval reports (explosion and iaplosions) . 
. Calculation and laintenance of low level codes. 

This prograa offers aanufacturing conpanies an excellent 
base for developing aechanized production control prograas. 
By taking advantage of these standardized routines the 
user can benefit froa earlier implementation as well as 
ainiaization of planning and programming expenses. The 
package makes eight prograas available to the user, which 
enable him to load and maintain his part nuaber and nachine 
group aaster files with random indexes to these files. 

PBOGBAHHIHG SYSTEHS - Britten in Autocoder. 

HIHIHOH SYSTEH BEQOIREHEHTS - 8K 1440 CPU... 1442 Card 
Bead Punch... 1443 Printer, 120 print position... 1447 
Hodel 2 Console With Sense Switches... (2) 1311 Disk 
Drives... Indexing and Store Address Begister feature. 

BASIC PBOGBAH PACKAGE 

DOCOHEBTATIOH - Write-up. 

HACHIBE BEADABLE - Appropriate aaterial delivered. 

OPTIOBAL PBOGBAH PACKAGE 
DOCOHEBTATIOH - Hone. 
HACHIBE BEADABLE - Source code. 



OBDEBIBG IBFOBHATIOH: PBOGBAH BOHBEB 1440123002 



PBOGBAH HOHBEB 
EXTEHSIOB 



BASIC none 
OPTIOBAL none 



DISTBIBOTIOH HEEIOH 
TYPE CODE 



DTB* 
DTB* 



OSES VOLOHE 
BEQOIBEHEHT 



none 
none 



PBOGBAH HOHBEB DISTBIBOTIOB HEDIOH OSEB VOLOHE 
EXTEHSIOB TYPE CODE BEQOIBEHEBT 



BASIC none 
OPTIOBAL none 



DTB* 
DTB* 



none 
none 



1 440-11.5.005 

PBOPEBTY ACCOOBTIHG SYSTEH FOB H OSPI TAL 



AOTHOB: Hr. D. B. Stathan 

DIBECT TECBBICAL IBQOIBIES TO: 
Hr. D. B. Stathaa 
1615 H. 25th St. 
Eirningham, Ala. 35234 

DESCRIPTION - To depreciate and list all property eguipaent 
monthly, while providing for deletions and additions to 
the file and checking and handling separately items that 
would over depreciate. 

PBOGBAHHIHG SISTEHS - Programmed using Autocoder and IOCS. 

HIHIHOH SYSTEH BEQOIHEHEHTS - 4K-1440 with Indexing and 
Store Begister, a 1442 Card Bead Punch, a 1443 Printer, 
2-1311 Disk Drives, a 1447 Console. 

BASIC PBOGBAH PACKAGE 

DOCOHEBTATIOH - Brite-up. 

HACHIBE BEATABLE - Appropriate material delivered. 

OPTIOHAL PBOGBAH PACKAGE - Hone. 

OBDEBIBG IBFOBHATIOH: PBOGBAH BOHBEB 1440115005 



PBOGBAH BOHBEB 
EXTEHSIOB 



EASIC none 
CPTICBAL none 



DISTBIBOTIOB HEDIOH 
TYPE CODE 



DTB* 
none 



OSEB VOLOHE 
BEQOIBEHEHT 



none 
none 



1440-12.3.002 

LABOB AHD HATEBIAL PBOGBAH 

AOTHOBS: J. D. Callon J. Bitt 

Patricia Boche B. L. Fritch 

DIBECT TECHHICAL IBQOIBIES TO: 
J. D. Callon 
IBH Corporation 
3424 Hilshire Boulevard 
Los Angeles, California 90005 

DESCBIFTIOB - This is a demonstration program which is 
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PLANNED DELETIONS 



O 



The following list of Type I programs will be deleted by 
the Program Information Department on March 31, 1972, 
because of low usage. Until that date, orders for these 
programs will be accepted by the Program Information 
Department. 



1401-AT-017 CARD SYSTEM ERROR - DETFCTION AIDS 
1401-IO-012 COMMUNICATIONS IOCS (1026/DOC) FOR THE 

1401/1460 
1401-LM-011 1401/1460 TIMING PROGRAM FOR IBM BASIC 

OPERATING SYSTFM/360 DISK SORT/MERGE PROGRAM 
(16K) 
1401-OS-092 1401/1460 - 1026 OPERATING SYSTEM COMPUTER 

ASSISTED INSTRUCTION 
1401-RG-033 REPORT PROGRAM GENERATOR 2K 

1410-PR-155 1410/7010 OPERATING SYSTEM 



The following list of Type II Applications Programs will 
be deleted by the Program Information Department on 
March 31 , 1972, because of low usage. Until that date, 
orders for these programs will be accepted by the Program 
Information Department. 



1401-CN-03X AUTOPROPS II NUMERICAL CONTROL PROGRAM 

1401-CO-13X 1400-1311 LINEAR PROGRAMMING 

1401-CR-01X SELECTIVE DISSEMINATION OF INFORMATION SYSTEM 

1401-DW-03X 1311 WHOLESALE IMPACT 

t401-EX-0lX ENGINEERING SCHEDULING SYSTEM 

1401-IF-01X AUTO RATING FOR FIRE AND CASUALTIES COMPANIES 

1401-IF-02X GENERAL DISTRIBUTION PROGRAM 

1401-IF-03X GENERAL DISTRIBUTION PROGRAM FOR A TAPE 1401 

1401-IF-05X HOMEOWNER RATING PROGRAM 

1401-SE-05X DECISION LOGIC TRANSLATOR PROGRAM 



8 



1440-DR-02X RETAIL ACCOUNTS RECEIVABLF 

1440-DW-01X CHAIN AND WHOLESALE BILLING 

1440-DW-04X 1311 WHOLESALE IMPACT 

1440-FB-03X DEMAND DEPOSIT ACCOUNT 

1440-FB-05X SAVINGS ACCOUNTING 

1440-FB-07X ON-LINF SAVINGS ACCOUNTING 

1440-ME-02X 1440/1311 BILL OF MATERIAL PROCESSOR 

1440-MX-02X PROJECT CONTROL SYSTEM 

1440-UH-02X ACCOUNTS RECEIVABLF FOR HOSPITALS 

1450-FB-20X MICR ENTRY PROGRAM SUPPORTS 1450 BANK DATA 
PROCESSING SYSTEM 
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Catalog of Programs for I BM 1 240, 1 401 , 1 420 GC20-1 601 -1 

1440 and 1450-1460 Data Processing Systems 
January 1971 

Please comment on the usefulness and readability of this publication, suggest additions and 
deletions, and list specific errors and omissions (give page numbers). All comments and sugges- 
tions become the property of ibm. If you wish a reply, be sure to include your name and address. 

COMMENTS 



fold fold 



fold fold 



• Thank you for your cooperation. No postage necessary if mailed in the U.S.A. 
FOLD ON TWO LINES, STAPLE AND MAIL. 



GC20-1601-10 



YOUR COMMENTS PLEASE... 



Your comments on the other side of this form will help us improve future editions of this pub- 
lication. Each reply will be carefully reviewed by the persons responsible for writing and pub- 
lishing this material. 

Please note that requests for copies of publications and for assistance in utilizing your ibm 
system should be directed to your ibm representative or the ibm branch office serving your 
locality. 
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